ESSIBLE ROUTE NOTES (EXTERIOR):
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MAXIMUM CROSS SLOPE OF ACCESSIBLE ROUTES, SIDEWALKS, AND HANDICAP PARKING
STALLS AND ACCESS AISLES SHALL NOT EXCEED A SLOPE OF 2% (1/50).

THE MAXIMUM RUNNING SLOPE OF ACCESSIBLE ROUTE ALONG SIDEWALKS SHALL NOT
EXCEED A SLOPE OF 5% (1:20). SEE RAMP NOTES BELOW.

MINIMUM CLEAR WIDTH IS 3'. IF ACCESSIBLE ROUTE HAS LESS THAN 5' CLEAR WIDTH,
THEN PASSING SPACES AT LEAST 5X5' SHALL BE LOCATED EVERY 200° OR LESS
INTERSECTING SIDEWALKS MEET THIS REQUIREMENT. LONGITUDINAL (RUNNING) SLOPE
MAY NOT EXCEED 5% UNLESS RAMP IS INSTALLED (RAMPS MAY NOT EXCEED B.33%).
CROSS SLOPE MAY NOT EXCEED 2% GAPS IN ROUTE MAY NOT EXCEED 1/2" IN WIDTH.

FINISHED_SURFACE HEIGHT DIFFERENCE REQUIREMENTS:
— 0 TO 1/4": NO REQUIREMENTS

— 1/4" 0 1/2" BEVEL WITH 1:2 SLOPE

— LARGER THAN 1/2": CONFORM TO REQUIREMENTS FOR RAMP

RAMPS:
— MAX RAMP SLOPE 8.33% (1:12)

— RAMPS STEEPER THAN 8.33% ARE NOT ACCEPTABLE.

— MAX RISE FOR ANY RAMP RUN IS 30" (AT 8.33% SLOPE, MAXIMUM RUN OF RAMF IS

307
— MAX CROSS SLOPE OF RAMP 2% (1:50)

1. LANDINGS:
— RAMPS SHALL HAVE LEVEL LANDINGS AT BOTTOM AND TOP OF EACH RAMP.

— LANDING SHALL BE AT LEAST AS WIDE AS RAMP LEADING TO IT.

— LANDING LENGTH SHALL BE MINIMUM 5' CLEAR

— IF RAMPS CHANGE DIRECTION AT LANDING, MINIMUM LANDING SIZE SHALL BE 55
— ALL LANDINGS ARE TO BE NO MORE THAN 2% SLOPE IN ANY DIRECTION.

2. HANDRAIS:

— HANDRAILS REQUIRED ON BOTH SIDES (MIN. 36" CLEAR BETWEEN HANDRAILS) WHEN
RAMP RISE IS GREATER THAN 6"

— PROVIDE MINIMUM 12" LONG HANDRAIL EXTENSION AT TOP AND BOTTOM LANDINGS.

— PROVIDE MINIMUM 2" HIGH EDGE PROTECTION OR RAIL WITH LESS THAN 4" CLEAR
TQ RAMP_IF RAMP HAS DROP-OFFS.

— ROUTES BETWEEN BUILDINGS WITH ONLY DWELLING UNITS DO NOT HAVE TO HAVE
HANDRAILS.

— STAIRS NOT ALLOWED AS PART OF ACCESSIBLE ROUTE BUT IF ADJACENT TO ROUT
OR PART OF TENANT SPACE MUST MEET REQUIREMENTS FOR STAIR RALS.

D. CURB RAMPS:

= MAX SLOPE OF CURB RAMP 8.33%

— MAX SLOPE OF SIDE FLARES 10%

— MAX SLOPE OF ADJOINING GUTTERS, ROAD SURFACE, OR ACCESSIBLE ROUTE 5%

— MIN WIDTH 36" (NOT INCLUDING SIDE FLARES).

— DETECTABLE WARNING IS REQUIRED ON CURB RAMPS IN PUBLIC RIGHTS OF WAY,
AND SHALL BE 24" MINIMUM IN THE DIRECTION OF TRAVEL AND EXTEND THE FULL
WIDTH OF THE CURB RAMP OR FLUSH SURFACE. DETECTABLE WARNINGS SHALL BE

LOCATED SO THE EDGE NEAREST THE CURB LINE IS 6" TO 8” FROM THE CURB LINE.

E. PARKING SPACES
— MINIMUM & WIDE ACCESSIBLE PARKING SPACE
— MINIMUM 5" WIDE ACCESS AISLE AT STANDARD SPACES
— MINIMUM & WIDE ACCESS AISLE AT VAN ACCESSIBLE SPACES
— MAXIMUM 2% (1:50) SLOPE IN ANY DIRECTION

SIGNAGE
ACCESSIBLE PARKING SPACES SHALL BE DESIGNATED AS RESERVED BY A SIGN
SHOWING THE SYMBOL OF ACCESSIBILITY. VAN ACCESSIBLE SPACES SHALL HAVE AN
ADDITIONAL SIGN "VAN—ACCESSIBLE" MOUNTED BELOW THE SYMBOL. SUCH SIGNS
SHALL BE LOCATED SO THEY CANNOT BE OBSCURED BY A VEHICLE PARKED IN THE
SPACE (60" ABOVE GRADE UNLESS OTHER HEIGHT REQUIRED BY LOCAL JURISDICTION).

PAVEMENT MARKINGS:
AS REQUIRED BY LOCAL JURISDICTIONAL AUTHORITY (RECOMMENDED CROSSWALK
MARKING TO DESIGNATE ACCESSIBLE PEDESTRIAN ROUTE)
F. ACCESSIBLE ROUTES o

MUST COMPLY WITH ADA, THE FAIR HOUSING ACT AND CC/ANSI A117.1-2003, OR
LATEST EDITION. N
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H/C RAMP
S -
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(‘(,?,4/1177- MODULAR:
‘4\?(‘?' TYPE A
H/C RAMP,

2' WIDE CONCRETE FLUME
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2' WIDE CONCRETE FLUME

20' SIDE
SETBACK 7/

PROPOSED ASPHALT

DRAINAGE EASEMENT
AROUND SWM FACILITY

6.62 ALRES
| 288408 SF.

LOADING DOCK WALLS

SEE STRUCTURAL PLANS _ -
N _FOR DETALS _ =
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30

ZDousLE
DUMPSTER
ENCLOSURE

DRAINAGE EASEMENT
AROUND SWM FACILITY

20' REAR

FUTURE CONDITIONS
FLOOD LINE: 771.6

SITE PLAN LEGEND :

PROPERTY LINE - SEE PLAT FOR DETALS
SETBACK LINE - SEE PLAT FOR DETALS

= PARKING COUNT NUMBERS

HEAVY DUTY PAVEMENT — SEE DETAIL
ON SHEET €700

= LIGHT DUTY PAVEMENT — SEE DETAIL
ON SHEET €700

= CONCRETE PAVEMENT — SEE DETAIL ON
SHEET €700

= CONCRETE SIDEWALK — SEE DETAIL ON
SHEET €700
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= SIGN POST

SITE PLAN NOTES:

A SITE DATA:

ZONING: LI

SITE_ AREA: 6.61

DISTURBED AREA: 4.51

USE: LIMITED INDUSTRIAL

SETBACKS: FRONT = 30 FEET
SIDE = 20 FEET
REAR = 20 FEET

. PARKING SUMMARY
PARKING REQUIREMENTS:
REQ'D. SPACES: 105
PROV. SPACES: 105

C. NO_PORTION OF THIS PROPERTY IS LOCATED WITHIN
A FLOOD HAZARD AREA ACCORDING TO F.EM.
FLOOD INSURANCE RATE MAP FOR FAYETTE COUNTY

ITY PANEL #13113C0089E DATED SEPT. 26,
2008. FUTURE CONDITIONS FLOOD STUDY FOR
PEACHTREE CITY SHOWS ELEVATION 771.6 AS
FUTURE_FLOOD CONDITIONS, AND THIS ELEVATION
WILL NOT BE IMPACTED BY THE PROJECT SITE
CONSTRUCTION.

D. WATER AND SEWER SERVICE PROVIDED BY
PEACHTREE CITY WASA AND FAYETTE COUNTY.

E. WHEREVER DRAINAGE FLOWS AWAY FROM CURB AND
GUTTER USE THE "SPILLING CURB AND GUTTER”.
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CONSTRUCTION PLANS
FOR
GUTHRIE WAY DEVELOPMENT
LOCATED IN LAND LOT 49 & 52 OF PEAGHTREE CITY, FAYETTE COUNTY, GEORGIA

SITE PLAN

DRAWING NO.
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