
CITY COUNCIL MEMBERS

Vanessa Fleisch, Mayor

PEACHTREE CITY Mike King, Mayor Pro- tern

PLAN TO STAY
Phil Prebor- Post 1

Kim Learnard- Post 3

Terry Ernst- Post 4

City Council of Peachtree City
Agenda

December 1, 2016

7: 00 p. m.

I.  Call to Order

II.   Pledge of Allegiance

III.  Announcements, Awards, Special Recognition
Recognize Employee of the Month- Tim Maret, Code Enforcement

IV.   Public Comment

V.  Agenda Changes

VI.  Minutes

November 17, 2016, Regular Meeting Minutes

VII.   Consent Agenda

1. Consider Acceptance of Donation from SAFEbuilt

2. Consider Bid for Microsoff Office

3. Consider FY 2016 Budget Amendment

4. Consider FY 2017 Budget Amendment

5. Consider Appointments to WASA ( Interviews scheduled November 28; memo next week)

VIII.  Old Agenda Items

IX.   New Agenda Items

12- 16- 01 Discuss Impact Fee Methodology Report (Jon Rorie, Bill Ross)
12- 16- 02 Public Hearing- Variance Request, Side Setback, 115 Planterra Way (Mike Warrix)
12- 16- 03 Public Hearing- Consider Variance Request, Stormwater Requirements, Wilksmoor

Village (Dave Borkowski)

The items in blue are related and links to the State Stormwater Management Manual and a

presentation on the changes can be found on the web agenda:

12- 16- 04 Consider Amendment to Land Development Ordinance - Article X, Section 1011,

Stormwater Management for New Development and Redevelopment

Dave Borkowski)

12- 16- 05 Consider Amendment to Land Development Ordinance- Article VIII, Requirements

for Streets and other Rights- of-Way ( Dave Borkowski)
12- 16- 06 Consider Adoption of Local Design Manual (Stormwater Management)

Dave Borkowski)

12- 16- 07 Consider Resolution Accepting Capital Equipment Lease Proposal ( Banc of
America) ( Paul Salvatore)

12- 16- 08 Consider Intergovernmental Agreement- 2017 SPLOST ( Jon Rorie)

12- 16- 09 Consider Performance Incentive Pay ( Jon Rorie)

X.  Council/ Staff Topics

Xl.   Executive Session

XII.  Adjourn

This agenda is subject to change at any time up to 24- hours prior to the scheduled meeting
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City Council of Peachtree City
Meeting Minutes

November 11, 2016

7: 00 p. m.

The Peachtree City Mayor and Council met in regular session on Thursday, November 3, 2016, at
City Hall.  Mayor Vanessa Fleisch called the meeting to order at 7: 00 p. m.  Others attending:

Terry Ernst, Mike King, Kim Learnard, and Phil Prebor.

Announcements, Awards, Special Recognition

Mayor Fleisch proclaimed November 26 as Small Business Saturday in Peachtree City.  Fayette

County Chamber of Commerce President Carlotta Ungaro accepted the proclamation.  Kristian

Baena with Southern Ground presented the City with an original mural that would be displayed
in the City Hall lobby.  The mural commemorated the 15th anniversary of 9/ 11 and incorporated
the patches of the City' s Fire and Police Departments, as well as scenes from around the City.
Copies of the mural would be provided for display at the Fire and Police stations. The graduates
of the most recent Citizens Police Academy and the Community Emergency Response Team
CERT) training were also recognized.

Minutes

November 3, 2016, Regular Meeting Minutes

King moved to approve the November 3, 2016, regular meeting minutes.  Learnard seconded.

Motion carried 4- 0- 1( Fleisch).

Monthly Reports

There were no comments regarding the Monthly Reports.

Consent Agenda

1. Consider Extension of Agreement with Shumate Mechanical Systems
t-(staff moved to December 1)

a staff moved to December 1)

4. Consider Authorization to Surplus Used Phones & Thin Clients ( Revised Memo)

5. Consider Renewal of Insurance Brokerage Services
6. Consider Reclassification of Position- Facilities Coordinator, Recreation & Special Events

7. Consider Elimination/ Replacement of Positions- Administrative Coordinator, Fire Department

Consent Agenda items 2 and 3 were removed from the agenda and placed on the December
1 agenda by staff.  Ernst moved to approve Consent Agenda items 1, 4, 5, 6, and 7.  Prebor

seconded. Motion carried unanimously.

New Agenda Items

11- 16- 05 Public Hearing - Consider Adoption of Resolution Authorizing Transmittal of Draft
Capital Improvements Element to the Atlanta Regional Commission for Review

Staff asked that the public hearing be continued to January 5, 2017, after the presentation on
the Impact Fee Methodology Report scheduled for the December 1, 2016, meeting.  Learnard

moved that the public hearing on the transmittal resolution for the Capital Improvements
Element to the Atlanta Regional Commission be continued until January 5.   Ernst seconded.

Motion carried unanimously.

11- 16- 06 Consider Development Agreement with Pulte Homes Corporation ( former John
Wieland Homes & Neighborhoods tract in Wilksmoor)

Planning & Development Director Mike Warrix addressed Council, clarifying that the agreement
was for the Everton neighborhood.   He continued that staff recommended approval of the
agreement.   The property had been annexed and rezoned by Council in 2007,  and the
execution of the development agreement between the applicant and the City had been a
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City Council Minutes
November 17, 2016

Page 2

condition of the annexation and rezoning.  Everton included 379 acres and had been approved

for 475 single- family homes.

Warrix continued that two other primary components of the development agreement included
the completion of the MacDuff Parkway extension ( which was essentially completed to the
railroad tracks)  and the dedication of at least three acres of land for a fire station.   The

development had been occurring according to the conditions of the 2007 annexation and
rezoning,  Warrix said.    He said approval of the agreement was housekeeping,  and that

execution of the agreement had been delayed for various reasons over the years.

Learnard asked if the agreement had been delayed or overlooked.   Warrix said he was not

working for the City at that time,  but he understood there was litigation concerning the
annexation and rezoning, then the recession came into play in 2008.   Rorie added that the

location of the fire station and the dedication of the land had also played a part.

City Attorney Ted Meeker added that while the litigation was pending the developer had been
reluctant to finalize the agreement pending the decision of the court since the agreement
might have been of no consequence.

King moved to approve the New Agenda Item 1 1- 16- 06, the development agreement with Pulte
Homes Corporation ( former John Wieland Homes & Neighborhoods tract in Wilksmoor).   Ernst

seconded. Motion carried unanimously.

11- 16- 07 Consider Bid for Ford Interceptors

Police Chief Janet Moon asked Council to approve the bid of $ 118, 616 from Alan Vigil Ford -

Morrow for four interceptor police vehicles.   Numerous bids were sent out, and three came

back.

Ernst moved to approve New Agenda Item 11- 16- 07 the bid for Ford Interceptors for the amount
stated by Chief Moon.  King seconded. Motion carried unanimously.

11- 16- 08 Consider Purchase of Police Department Smart Car( Forfeiture Funds)
Moon asked Council to approve the purchase of a 2014 Smart Fortwo Passion Car from the City
of Norcross, saying it was a good option for the path system, especially when an officer also
needed to use the streets.  She continued that the City' s ordinance governing authorized multi-
use path users allowed emergency and authorized maintenance vehicles.   She specifically

noted the Department was not advocating the use of a Smart Car on the path system by
residents.

Golf carts varied in size depending on the make and model, Moon said. The length varied from
91 inches to 144 inches, the width ranged from 44 inches to 54 inches, and height was anywhere
from 67. 5 inches to 77 inches. The Smart Car was 106 inches long, 61 inches wide, and 61 inches
in height. Moon said the car was a bit wider, but compared favorably to a golf cart.

The Smart Car would allow increased patrols on the path system during extreme or inclement
weather and would allow an officer to go from path patrol to road patrol, if and when needed.
It would also allow for quicker, more direct routes to emergencies on the path system.

Moon said Norcross was asking $ 8,000 for the vehicle, which only had 1, 200 miles on it and
included emergency lighting.  An additional $ 700 would be needed to add the graphics and

siren. Moon said state forfeiture funds would be utilized for the purchase.
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Prebor moved to approve New Agenda Item 11- 16- 08, purchase of Police Department Smart
Car (Forfeiture Funds). Ernst seconded. Motion carried unanimously.

11- 16- 09 Presentation/ Consideration of Private Fundraising Proposal for Police K- 9
Moon gave a brief update of the Department' s K- 9 program, noting it had been reinstated in late
2008 with a donation from Panasonic to pay for the animal.  Dr. Vince Obstinik with the Animal

Medical Clinic voluntarily funded the veterinary services at no expense to the City.  In May 2009,

Cpl. Andy Johnson and K- 9 Maik, the first K- 9 team, became certified and went into operation.
Maik served the City from May 2009 through August 2016, recently retiring.  Currently, the Police

Department had one active K- 9 team, Cpl. Justin Mobley and K- 9 Midas.  All the food had been

donated by Purina.

K- 9 team duties included traffic enforcement, drug crime and investigation, collision investigation,
priority calls ( alarms, burglary, robbery, etc.), tracking  (suspects and missing persons), building

clearing, drug searches, apprehension ( use of force and show of force), article searches, and

locker searches.

K- 9 Maik' s history included 545 drug searches,  117 drug arrests, 42 person searches, and five
apprehensions. Maik took first place honors in the Mantracker Top Dog competition in 2011, 2013,
and 2015.  In 2014, Maik took second place honors.

There were numerous benefits to having K- 9 teams, Moon said, adding that just the presence of a
K- 9 could change behavior in suspects.   A K- 9 could safely search spaces that presented a
tactical disadvantage, such as attics, where doing so presented a high officer safety risk.  A K- 9

was a legal search option to quickly detect the presence of drugs in a vehicle when the driver
refused consent to search.   They could more safely and quickly search large structures for
suspects that might be hiding and posed a threat to officers.  K- 9s could cover more ground on

perimeter security in case a suspect took flight. The dog could outrun a suspect on foot and was
a use of force that could be recalled before engaging.  Officer-involved foot pursuits could and

had led to some of the Department' s most serious line- of-duty injuries.

The cost of a full service K- 9 was $ 17, 000, and included the animal, eight weeks of training for both
the handler and the dog, and housing during training, Moon said.  A replacement for Maik was

not included in the FY 2017 budget, and it would be 2018 before funding would be included in
the budget.  Moon said a group of citizens had asked her if they could raise the money needed
for another K- 9 team.  Moon asked Council to consider the request.

Pam Kemp, a member of the citizen group along with Mari McCoy, Lynn Lasher, and Linda
Flowers, asked Council to authorize the fundraising.  They planned to put together a " gofundme"
page and to reach out to the citizens to help raise the money.

Learnard noted the $ 17, 000 was just the upfront costs, asking what the ongoing cost would be.
Moon said the Department already had the Chevy Tahoe outfitted for a K- 9, as well as the body
armor and other equipment. The food and veterinary services were donated.  The only extra

expense would be for a housing structure for the dog, which would be minimal.

Ernst asked how the handler would be selected.   Moon said the handler would be selected

through an interview process. Officers would bid for the position.

Ernst moved to approve New Agenda Item 11- 16- 09, authorization of private fundraising proposal
for Police K- 9. Learnard seconded. Motion carried unanimously.
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for 2017 Concert Series ( Sound Lights) - The Show Business11- 16- 10 Consider Brand Name 9    )

Financial Services Director Paul Salvatore explained that The Show Business had provided sound
and lights at The Fred since 1997, asking that the company continue to provide services through
FY 2017 as a brand name provider.  He noted that Matt Russom of The Show Business was at the
meeting.

In addition,  Salvatore said there would be an anticipated staff vacancy in March,  and

additional duties would be needed.   He asked that Council also consider having The Show
Business perform those duties during the concert season.  The duties included transportation for

talent,  picking up items in the contract riders,  overseeing the box office,  operations,  and
concessions, and more.   Staff had negotiated $ 2, 400 per month to provide those services

through September 30, 2017, approximately $ 16, 800.  The salary vacancy would help provide
some of the funds.

Staff was going through the Requests for Proposal process now and would evaluate the options
for The Fred and whether to fully or partially outsource the management or to hire another
manager.  Using The Show Business was a temporary stop-gap measure for the 2017 season. The
concerts should all be booked by March.

Learnard moved to approve the brand name request for The Show Business as presented.  Ernst

seconded. Motion carried unanimously.

Council/ Staff Topics

Public Information Officer/ City Clerk Betsy Tyler said that both the Fayette County Water System
and the Peachtree City Water & Sewerage Authority had notified her that day that the
Environmental Protection Division ( EPD) had placed most of North Georgia, including all the
metro Atlanta area, at a Level 2 Drought Response, which would impact the City' s operations
and the residents.  It reduced the number of days for outdoor watering to two days a week on
an odd/ even basis.  Even- numbered addresses could water on Wednesday and Saturday, and
odd-numbered addresses would be able to water on Thursday and Sunday. The hours watering
would be allowed was 4: 00 p. m. - 10: 00 a. m.   Additional restrictions included no water use for

ornamental fountains and non-commercial pressure washing and car washing.  Fire hydrant use

was also limited. Tyler said she would send out an UPDATES the next day with information on the
new restrictions in effect.

Two ordinance amendments would be on the December 1 Council agenda, Tyler continued.
Both were housekeeping items for sections of the Land Development Ordinance - the streets

and rights-of-way design standards and the stormwater management new development
section.  The amendments would adopt the new state requirements and change references to
models and attachments in the local design manual for stormwater.   Staff would also bring

forward the local design manual on the same agenda.   Tyler said she would have the

amendments on the City' s website the next day, as well as include the information in the
UPDATES so people would be aware of the proposed changes.

City Engineer Dave Borkowski said the biggest change in the state standards was the concept
of infiltration for stormwater runoff, which was a new state requirement for stormwater runoff.
The new standard would require the first inch of rainfall runoff be captured and be put into the
groundwater.  Borkowski said that would mimic how Florida did things.  Currently, stormwater

runoff was captured on site, stored, and released through a device, such as a pond, that filtered
the runoff.

Rorie asked if the changes could have been adopted earlier in the year.  Borkowski said it could
have been, but staff had needed time to look at the changes and determine how the new
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state requirements would affect the City.  The City had the local manual in addition to the state
standards, which required staff study and training.   The City' s stormwater permit required

adoption by 2017.

Rorie reported that the bridge over the railroad for MacDuff Parkway had been approved.
There had been a delay, and the railroad worked at its own speed.  The developer now had

permission to build the bridge. He said he had asked how the timeline for construction would be
affected, and was told it would put the developer a little behind. The completion of the project
could be put off until August/ September 2017. The builders were making significant progress.

Learnard asked why getting permission to build the bridge had caused the delay.  Rorie said the
developer had to have permission to actually build the bridge.   There was no permit, just

permission.  The developer then had to hire a CSX flagman, who would be on site during all
construction and notify the workers a train was coming.  Everything would have to move off the
track until the train came through.  The stop and go process would be cumbersome, Rorie said,
but was similar to what the City had to do when working in Georgia Department of
Transportation ( GDOT) rights- of-way.  Ernst said he understood the developer was also subject to
the availability of a flagman.  Rorie said that was correct, adding it took three to four weeks to
schedule a flagman.

Rorie continued that there was rarely instant gratification on many of the projects in the City, but
that day had been a rewards day, and he credited the cart path and landscape crews for
providing it.  He had been out in the City following up on a couple of projects- the landscaping

at Prime Point and the path realignment at the McDonald' s tunnel under SR 54.  The crews were
coming out of their busy cycles and were now working on other projects.  Rorie said he was

quite proud of the work done by the crews in the execution of these two projects.  He just said

there were problems, and the crews had identified the solution and put the action plans
together.  Fleisch added those crews were also putting up the Christmas lights.

Executive Session

Learnard moved to convene in executive session to discuss real estate,  personnel,  and

threatened or pending litigation at 7: 42 p.m. Ernst seconded.  Motion carried unanimously.

Learnard moved to reconvene in regular session at 8: 43 p. m.  King seconded.  Motion carried

unanimously.

There being no further business to discuss,  King moved to adjourn the meeting.   Learnard

seconded. Motion carried unanimously and the meeting adjourned at 8: 44 p. m.

Pamela Dufresne, Deputy City Clerk Vanessa Fleisch, Mayor
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CITY OF PEACHTREE CITY

INTEROFFICE MEMORANDUM

TO:       Mayor and City Council

VIA:      Jonathan Rorie, City Manag

FROM:  Ellece Brown, Director, Human Resources & Risk Management

DATE:   November 14, 2016

SUBJECT:     Acceptance of Donation from SAFEbuilt

December 1, 2016, City Council Meeting

Recommendation

That Council approves the acceptance of a donation in the amount of $2800 from SAFEbuilt in
Tyrone, Georgia.

Discussion

SAFEbuilt contacted the Human Resources Department in 2014 and expressed the desire to
make a donation to support an employee activity/event.  SAFEbuilt is continuing to show their
appreciation for the hard work and dedication of City employees by sponsoring this year' s
Employee Christmas and Awards Luncheon as well.

Budget Impact

Since the Annual Employee Christmas and Awards Luncheon is a budgeted item in the 2017
Budget, the impact of this donation is a savings of$ 2800 to the General Fund.
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CITY OF PEACHTREE CITY

INTEROFFICE MEMORANDUM

TO:      Mayor and Council Members

VIA:     Jonathan N. Rorie, City Manager
Paul J. Salvatore, Financial Service Director eJr
Angela R. Egan, Purchasing Agent

FROM: Philip Abbott, IT Manager

DATE:  November 14, 2016

SUBJECT:    Microsoft Office 2016 license Purchase

December 1, 2016, City Council Meeting

Recommendation:

Staff recommends the purchase of 300 licenses for Microsoft Office Standard 2016 and 30 licenses for
Microsoft Office Professional Plus 2016 from CDW-G for the not-to- exceed price of$84,607. 80.

Discussion:

Staff issued an invitation to bid for the license purchase.  Bid results are as follows:
STANDARD PRO

BIDDER NAME STANDARD EXTENDED PRO EXTENDED TOTAL

State Contract- CDW- G 248. 31    $ 74,493.00      $ 337.16   $ 10, 114.80      $ 84,607.80

SDF Professional Computers, Inc.       $ 251.00    $ 75, 300.00      $ 344.00   $ 10, 320.00      $ 85, 620.00

Arlington Computer Products 254.00    $ 76, 200.00      $ 345.00   $ 10, 350.00      $ 86, 550.00

Saitech, Inc.       253. 98    $ 76, 194.00      $ 345. 80   $ 10,374.00      $ 86, 568.00

DBISP, LLC 265. 24    $ 79, 572. 00      $ 362.06   $ 10,861. 80      $ 90, 433.80

Howard Technology 276.00    $ 82, 800.00      $ 376.00   $ 11, 280.00      $ 94,080.00

CentricslT 349. 00   $ 104, 700.00      $ 479.00   $ 14,370.00    $ 119, 070.00

This upgrade to Office 2016 is required as staff is currently using Office 2010.  The Office 2010 version is 6

years old and exposes the city to increased security vulnerabilities.  The Office 2010 product is also end-of-

life and support with Microsoft.

Budget Impact:

Sufficient funds were budgeted in the 2017 CIP fund 337- 1535- 542051- CIP- 170000013.
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CITY OF PEACHTREE CITY

INTEROFFICE MEMORANDUM

MEMO TO:       Mayor and City Council

VIA: Jonathan Rorie, City Manager
FROM:     Paul J. Salvatore, Financial Services Director 0,

Kelly Bush, Assistant Finance Director

DATE:     November 15, 2016

SUBJECT:       Budget Amendments — Fiscal Year 2016

December 1, 2016 City Council Consent Agenda

Recommendation:

It is Staff's recommendation that City Council approve the attached budget amendments to amend the
2016 budget resolution.

Discussion:

Attached please find a budget amendment for fiscal year 2016 submitted for your approval.   This

budget amendment is housekeeping in nature and is necessary to prepare for the annual audit and to
issue financial statements for the fiscal year ended September 30, 2016.

Budget Impact:

The proposed budget amendments reallocate expense budgets between departments in the General

Fund and increase the Revenue and Expense budgets in the Hotel Motel Fund by $ 37, 044 and in the
Keep Peachtree Beautiful Fund by $ 2, 500.

If you have any questions, please do not hesitate to contact either Paul Salvatore or Kelly Bush.

Thank you for your attention to this matter.

Attachments

kbb/ BUDGET AMENDMENTS FY16— End of Year Processes
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CITY OF PEACHTREE CITY

BUDGET AMENDMENT

NUMBER 16- xxx

DATE 09/ 30/ 2016

ACCOUNT PROJECT I DESCRIPTION I INCREASE DECREASE

100- 7210- Misc.      Protective Inspection Admin 27,600

100- 1552- 579145 xxx Contingency Savings 599, 534

100- 3510- Misc Fire Department 10, 000

100- 1566- Misc xxx Buildings & Grounds 24,000

100- 2650- Misc Municipal Court 28, 000

100- 3210-Misc. xxx Police 310, 000

100- 3600-Misc. xxx EMS 30, 000

100- 4100- Misc. xxx Public Works 327, 604

100- 6110- Misc xxx Recreation 21, 530

Explanation:

To amend 2016 budget for General Fund at fiscal year end ( housekeeping).

ENTERED

APPROVED
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CITY OF PEACHTREE CITY

BUDGET AMENDMENT

NUMBER 16- xxx

DATE 09/ 30/2016

ACCOUNT PROJECT I DESCRIPTION I INCREASE DECREASE

275- 0000- 314100 xxx Hotel/ Motel Tax 37,044

275- 1505-572016 xxx Payment to CVB 18, 522

275- 1505- 611100 xxx Operating Transfer to Gen. Fund 18, 522

265-0000-311790 Franchise Tax- Waste Haulers 2, 500

265-6190-572001 Payment to KPTCB 2, 500

To amend 2016

budget for Hotel/ Motel Fund and KPYCB Fund to actual at fiscal year end ( housekeeping).

ENTERED

APPROVED
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CITY OF PEACHTREE CITY

INTEROFFICE MEMORANDUM

MEMO TO:       Mayor and City Council

VIA: Jon Rorie, City Manager

FROM:     Paul J. Salvatore, Financial Services Director pc)

Kelly Bush, Assistant Finance Director vceb--

DATE:     November 10, 2016

SUBJECT:       Budget Amendments - Fiscal Year 2017

December 1, 2016 City Council Consent Agenda

Recommendation:

It is Staffs recommendation that City Council approve the attached budget amendments to amend the
2017 budget resolution.

Discussion:

Attached please find budget amendments 17- 002, 17- 003, 17- 004, and 17- 005 for fiscal year 2017
submitted for your approval.  Budget amendmentsl7- 002 is housekeeping in nature and reflects the
September 30, 2016 balance in each of these Special Revenue Funds brought forward to fiscal year
2017.  This is done annually in lieu of trying to project the Special Revenue Funds budget balances
during the budget process.   Budget amendment 17- 003 requests the carryover of 2016 funds for 1)
Recreation — TPD funds budgeted in fiscal year 2016 for scoreboards that were built to order but not
received until after September 30, 2016; 2) City Clerk — Technical Services for golf cart registration

software budgeted in last part of fiscal year 2016 but not complete until October; 3) Information
Technology — Education and Training for multi- year training which will not complete until fiscal year
2017; 4) Planning and Development — Professional Services for Impact Fee Methodology consultant
contract for services which are still ongoing; and 5) Public Works — Street Resurfacing funds for the
Blount Construction contract which was budgeted in fiscal year 2016 but will not be complete until
fiscal year 2017.  Budget amendments 17- 004 and 17- 005 are to increase both the revenue and
expenditure budget for reimbursements.

Budget Impact:

The proposed budget amendments impact the General Fund and several Special Revenue Fund
budgets. A separate reconciliation is provided for the net effect on each fund.

If you have any questions, please do not hesitate to contact either Paul Salvatore or Kelly Bush.

Thank you for your attention to this matter.

Attachments

kbb/ BUDGET AMENDMENTS FY17— End of Year Processes
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I CITY OF PEACHTREE CITY

BUDGET AMENDMENTS- FISCAL YEAR 2017

November 17, 2016

General Fund Increase both revenues and expenditures by$ 1, 207, 712
for carry forward

General Fund Increase both revenues and expenditures by$ 43,463
for reimbursements

Neighborhood Parks Fund Increase both revenues and expenditures by$ 8327
DARE Program Fund Increase both revenues and expenditures by$ 1, 997
State Seizures Fund Increase both revenues and expenditures by$ 67,961
HAZMAT Fund Increase both revenues and expenditures by$ 315
PD Tuition Fund Increase both revenues and expenditures by$ 4296
Youth Council Fund Increase both revenues and expenditures by$ 502
Public Safety Grant Fund Increase both revenues and expenditures by$ 3, 038
CERT Grant/Donation Fund Increase both revenues and expenditures by$ 1, 520
Police Donation Fund Increase both revenues and expenditures by$ 3,587
Explorer Troop Fund Increase both revenues and expenditures by$ 1, 253
Federal Seizures Fund Increase both revenues and expenditures by$ 34, 170
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CITY OF PEACHTREE CITY

I BUDGET AMENDMENT I

NUMBER 17- 002

DATE 10/ 1/ 2016

ACCOUNT PROJECT I DESCRIPTION I INCREASE DECREASE

200- 1310-521200 Operating Supplies- Neighborhood Parks 7,439

200-6220-531175 Operating Supplies- Neighborhood Parks 6

200-6510-531180 Coputer supplies- Library 882

200-0000-389025 Surplus Carryover- Neighborhood Parks 8,327

202- 3210-531175 Operating Supplies- DARE 1, 997

202- 0000-389025 Surplus Carryover- DARE 1, 997

203-3210- 531175 Operating Supplies- State Seizures 67,961

203-0000- 389025 Surplus Carryover- State Seizures 67,961

204- 3510-531175 Operating Supplies- HAZMAT 315

204-0000-389025 Surplus Carryover- HAZMAT 315

206-3210-512500 Tuition Reimbursement- PD Tuition Fund 4,296

206- 0000-389025 Surplus Carryover- PD Tuition Fund 4,296

207-6110-531175 Operating Supplies- Youth Council 502

207- 0000-389025 Surplus Carryover- Youth Council 502

208-3210- 531175 Operating Supplies- Public Safety Grants 3, 038

208-0000- 389025 Surplus Carryonver- Public Safety Grants 3, 038

209-3210- 531175 Operating Supplies- CERT 1, 520

209- 0000- 389025 Surplus Carryover- CERT 1, 520

210- 3210- 531175 Operating Supplies- PD Donations 3, 587

210-0000-389025 Surplus Carryover- PD Donations 3, 587

211- 3210-523700 Education& Trainin  - Explorer Fund 1, 253

211- 0000-389025 Surplus CarryoverExplorer Fund 1, 253

212- 3210- 531175 Operating Supplies- Federal Seizures 34, 170

212- 0000-389025 Surplus Carryover- Federal Seizures 34, 170

To establish 2017 budget for unbudgeted Special Revenue Funds based on 9/ 30/2016 fund balances.

Entered

Approved
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CITY OF PEACHTREE CITY

BUDGET AMENDMENT

NUMBER 17- 03

DATE 10/ 1/ 2017

ACCOUNT PROJECT I DESCRIPTION I INCREASE DECREASE

100-6110-522251 TC/ Amph Building Repair& Maintenance 12, 840

100- 1535-523700 Education and Training 5, 000

100-7410- 521200 Professional Services- Plan & Dev 7, 420

100- 4100-522270 Street Resurfacing 1, 164, 827

100- 1580- 521300 Technical Services 17, 625

100-0000-389025 Surplus Carryover 1, 207, 712

To carryover funds from fiscal year 2016 that were budgeted and goods or services ordered by 9/ 30/2016 but due
to unforseen circumstances, these goods and services could not be delievered by 9/ 30/2016.
These funds are for scoreboads, training certification, golf cart registration software, impact fee methodology consultant,
and street resurfacing

Entered

Approved
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CITY OF PEACHTREE CITY

BUDGET AMENDMENT

NUMBER 17- 004

DATE 12/ 01/ 2016

ACCOUNT       ( PROJECT I DESCRIPTION I INCREASE DECREASE

100- 9999- 389000 Other Revenue 26,000

100- 1575- 523700 Education & Training - Engineering 7, 500

100- 1511- 523700 Education & Training- Finance 14, 900

100- 7450- 523700 Education & Training - Code Enf. 800

100- 7410- 523700 Education & Training - Planning 2, 000

100- 1580-523700 Education & Training - City Clerk 800

Budget Amendment

To amend FY17 Budget Resolution for reimbursement from time and attendance

software Executime to be spent on training for BS&A time and attendace software, along with

training on the Building Module/ Engineering - Permiting

Entered

Approved
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CITY OF PEACHTREE CITY

BUDGET AMENDMENT

NUMBER 17- 005

DATE 12/ 01/ 2016

ACCOUNT       ( PROJECT I DESCRIPTION II INCREASE I DECREASE

100- 9999-389001 Other Revenue- Insurance Reimb.    17,463

100. 4100. 531173 Cart Path Maintenance 17, 463

Budget Amendment

To amend FY17 Budget Resolution for repairs to damaged tunnel reimbursed

through insurance

Entered

Approved
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STAFF REPORT

CITY COUNCIL

TO: Mayor and City Council

VIA:       Jonathan N. Rorie, City Manager

FROM:    Michael Warrix, AICP

Planning and Developme-   s ire _   r

DATE:     November 23, 2016

SUBJECT: Public Hearing: Consider Variance Request, R- 12 Zoning Side Setback
Requirement, 115 Planterra Way
December 1, 2016 City Council Meeting

Case Number: PV16- 0019

Request: Variance from Section 1001. 4 ( h), Zoning Ordinance
Property Location:   115 Planterra Way, Lot 148 Planterra Ridge Phase 3A
Current Zoning:      R- 12, One Family Residential
Parcel Size:    0.473 Acres

Property Owner:     Douglas Thompson

Applicant:     Douglas Thompson

Request

The Applicant is requesting relief in the form of a variance from the side setback requirement
Section 1001. 4( h)] of the R- 12, One- Family Residential zoning district which requires a minimum

side building setback of 10 feet. The Applicant proposes to construct a 300 square foot single
story addition on the rear of the home, encroaching into the side setback by approximately four
4) feet. The existing home is in compliance with all applicable R- 12 setbacks.

As part of the application, the Applicant has included a justification narrative, site plans/ plat

showing the proposed improvement in relation to the side property line, building elevations,
letters from adjacent property owners, and related photographs.

Subject Property
The subject property is generally flat to gently sloping and pie-shaped. The existing two-story
home was not centered on the lot when constructed, but rather located closer to the northern

side property line. This is also the side of the proposed setback encroachment. According to the
survey, the current back corner of the existing home is located 13 feet from the side lot line. As
proposed, the back corner of the new addition would be located approximately six ( 6) feet from
the side property line.

Variance Consideration

In accordance with Section 1202 of the Zoning Ordinance, variances shall only be granted upon
showing that:
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115 Planterra Way, Planterra Ridge
Page 2

a) Relief, if granted, would be in harmony with, or could be made to be in harmony
with, the general purpose and intent of the zoning ordinance; or

b) The application of the particular provision of the zoning ordinance to a particular
piece of property, due to extraordinary and exceptional conditions pertaining to
that property because of its size,  shape,  or topography,  would create an

unnecessary hardship for the owner while causing no detriment to the public.

Variance Criteria

Section 1207 of the Peachtree City Zoning Ordinance states:

In reviewing a request for a variance, the City Council shall not grant the request unless
all of the following findings can be made:

a) There are special circumstances applicable to the property,  including location,
shape,  size,  surroundings,  or topography so that the strict application of this
ordinance denies the property of privileges enjoyed by other property in the vicinity
and under identical zoning district classification;

Staff Comment: Other than the orientation of the existing home on the property, no
special circumstances are applicable to the property. Due to the orientation of the
existing home on the lot, it would not be possible to construct the proposed addition
without encroaching into the side setback.

b) The strict or literal interpretation and application of this ordinance would result in

practical difficulties or unnecessary hardships inconsistent with the general purpose
and intent of the Zoning Ordinance, or would deprive the Applicant of privileges
granted to others in similar circumstances;

Staff Comment: No evidence of practical difficulties or unnecessary hardship was
presented as part of the application. A strict or literal application of the ordinance

would, however, prevent the Applicant from improving the property as proposed.

c) There are exceptional or extraordinary circumstances or conditions applicable to the
property involved or the intended development of the property which preclude the
applicant from complying with this ordinance and that do not apply generally to
other property in the same zoning district and which prevent the applicant from
complying with existing regulations;

Staff Comment: Other than the orientation of the original structure on the lot, no

exceptional or extraordinary circumstances exist on the property.

d) The granting of such variance will not constitute the granting of special privileges
inconsistent with the limitations on other property in the same zoning district;

Staff Comment: No evidence was presented as part of the application that would

show that granting of a variance in this case would not constitute a special privilege.
The subject lot is one of the larger lots within this phase of Planterra Ridge. However,

the orientation of the existing home prevents construction of the proposed addition
without the granting of a variance.
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115 Planterra Way, Planterra Ridge
Page 3

e) The granting of such variance will not be materially detrimental to the public health,
safety, or general welfare nor injurious to property or improvements in the zone or
neighborhood in which the property is located; and

Staff Comment: Granting of a variance in this case would not be detrimental to public
health, safety, or general welfare. The applicant has the support of adjoining property
owners that would be most impacted should the addition be constructed as
proposed.

f)  The granting of such variance will not create inconsistencies with any objective of
the Comprehensive Plan.

Staff Comment:  Granting of the variance would not create any significant
inconsistencies with the Comprehensive Plan, which encourages the protection of the

character of existing neighborhoods as well as the redevelopment and reinvestment
within neighborhoods.

Recommendation

Should Council choose to approve the variance request,  staff recommends the following
understandings and conditions:

1.   The variance shall be limited to an encroachment of no more than four ( 4) feet into

the side building setback as shown on the site plan submitted by the Applicant. There
shall be no other encroachments permitted without first securing additional

variances.

2.   Following completion of construction and prior to issuance of the Certificate of
Occupancy, the Applicant shall provide a Foundation Survey to the Building Official
that identifies the location of new construction. The purpose of this survey is to ensure

the new construction does not encroach any further into the side setback than
permitted by this variance.

ATTACHMENTS
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Please use blue or black ink to fill out this form.    
Admin. Variance Fee:$ 25. 00

Variance F  •$ 250. 00

Receipt#  
Z 111

VARIANCE APPLICATION RDate
eceipt

g0 / 74, / 4711,

l EAC HIRE E    . I TY 153 Willowbend Rd, Peachtree City, GA 30269 Case# P416- booq
P: 770- 487- 5731 F: 770- 631- 2552 Office Use Only
WWW. PEACHTREE- CITY. ORG

Street Address t a 5 r L t\t  .- t E' g f ,   v4'NI       -     Name  ( QLvco+,.tsa s  - t-IA-0   - eb u s
O

P 1C   (,       3a' 3i 4a 9 a Z Phone 14°    1 o1'     1 3 6 2
a

1/\     
t

Zoning District:      ao Email     ` 7' i"" 6t+ 1Y'  t•'  s   , e. h" 1  '' i t̀1.--%41---1,(-
o il,aldeetial Multi- Family 0 Commercial\ Industrial\ Office

Id Variance Type:   ei       ,

C r p

Z      { Specialniatrative Exception  Variance( check one below)   r Subdivision: et"       (      N\

illEeo
ct

Variance from which ordinance:     o Phase:   k Lot #  1 L4 8
0 Sign 0 Fence 0 Land Development nineg a

1      
Please submit the following evidentiary items in support

1-   Name

t    "
mg.()

PC\       ' 0 4 f O to of this application and the requested variances.
z

Address f L f` S

Z 1,-,  Please check o f the Items that are attached to this appllc tlon)

Q 1
1

N "' G   .    F~-    iaJ' bite plan( with property Imes and proposed work}
1- 1 City, State, Zip t..   (,A'C d3 t'      6 C p=       detailed report justifying the requested variance

Oa.   
Phone#  LI t3 LI - 7'-zr- 3 - 716 e ers of support from adjacent property owners       (

s      .

Email  - 6h 4 w`   S1, 0 hq`  t,. S. J Q bttlSINA`% Nit in c gital Photographs\ Renderings( CD or Email)

Other Items Demonstrating Need ( topo. Sur,ey, etc)

1,)  Is a current survey included with the application?   12'res   No Briefly describe why this variance is being requested:
A separate detailed report Is still required to be attached to this application)

2.)  Does the application pertain to a zoning setback?   Yes ZI,„D10
3.)  Is the violation an existing setback violation?       El Yes  [. Aid y• tIJC S C E vsT« oa
4.)  How long has the violation existed?  Years       ^ S E.--r
5.)  What is the required setback? Feet

6.)  How much of a variance Is being requested? Feet

7.)  Were you the owner of the property when the
violation occurred?( If not, who was?) El Yes   No

1.)  Is a current survey included with the application?   Yes   No Briefly describe why this variance Is being requested:

4 2.)  Has property been rezoned or deed restrictions?    Yes 0 No      (
A separate detailed report Is still required to be attached to this application)

M F 3.)  Is the violation an existing setback violation?       El Yes El No
w w 4.)  Application for a bldg setback, fence, or parking?     ( Circle One)

ra X 5.)  What is the required setback, height,.or spaces?
w

6.)  How much of a variance Is being requested?

Lu
Please review the ordinances and Instructions on the back of this page.    Briefly describe why this variance is being requested:

z 1.)  Is a current survey Included with the application? s CI No      (
A separate detailed reportis still required to be attached to this appticatlon)

2.)  How much of a variance Is being requested? LiiFeet
a 3.)  Were you the owner of the property when the

p violation occurred?( If not, who was?) Yes El No

I hereby certify that I am the owner of the property on which a variance is being requested and that all information
provided as a part of this applica4' end correct.

Signature of Owner/Agent: Date 10 —1i    (,(P

OFFICE ONLY

Signature:_.......-_._

Date of Acceptance:     Date of Hearing: 
ll Approved      _ ::,-,;„,-:-.,, i

0 Approved with Conditions

SPECIAL EXCEPTIO This application, along with the required fee and all necessary supplemental documents, has been
4'

S
properly submitted and is herby accepted for consideration by the City Council at a public hearing in

VARIANCE FROM C3fd,  ' AN .
y;, the City Council Chambers at 7: 00 PM on the date shown below:

Signature:       •  Date of Acceptance: 20I202.00 1, Date of Public Hearing:  
u/ I 120110

wwW. pea ch tree- city. 0 rg

niii. 21 1
I RECEIVED OCT 2 0 2016
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VARIANCE APPLICATION

DOUGLAS THOMPSON

115 PLANTERRA WAY

PTC, GA 30269

404 723- 7768

BRIEFLY DESCRIBE WHY THIS VARIANCE IS BEING REQUESTED:

WE BUILT OUR HOME IN NOV 1994 AND RAISED OUR FOUR CHILDREN N
THIS HOME.  WE ABSOLUTELY LOVE OUR HOME.  WE WOULD LIKE TO
ENLARGE OUR MASTER BATHROOM AND CLOSET AREA.  HOWEVER,

BECAUSE OF THE TOPOGRAPHY  ( PLEASE SEE PHOTO)  THE ADDITION

WOULD ENCROACH INTO THE PROPERTY LINE BUFFER SIGHTLY. (PLEASE

SEE PHOTO)

THE ADDITION WOULD STILL BE WITHIN OUR CURRENT FENCE LINE AND
WOULD ALLOW FOR A NATURAL FLOW TO THE CURRENT DESIGN OF OUR
HOME. (PLEASE SEE PHOTOS) THE BACK OF OUR PROPERTY IS SHIELDED

BY EVERGREEN TREES AND OUR FENCE AND IS NOT VISIBLE FROM THE
BACK. (PLEASE SEE PHOTO).

WE HAVE LIVED IN OUR HOME FOR CLOSE TO 23 YEARS AND OUR
NEIGHBORS HAVE ENCOURGED US AND SUPPORT US ON THIS PROJECT.

PLEASE SEE LETTERS AND PHONE NUMBERS).

THANK YOU FOR YOUR CONSIDERATION OF OUR REQUREST
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Owen and Mary Mohr give permission to our neighbor,

The Thompson' s, to build the extension on his house that

exceeds the buffer zone between our houses.

7
A q--- 

w-e,iA,  0;
Owen and Mary Mohr

113 Planterra Way

Peachtree City, GA 30269

770-486- 1397
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Dave and Yvonne Kohout give permission to our neighbor to build the
extension on his house that exceeds the buffer zone between our houses.

Dave and Yvonne Kohout

117 Planterra Way

Peachtree City, GA 30269

77o- 715- 6297

fr,0i
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e 1

DATE N0.

n5 PLANTERRA WAY BUILDING DATA SHEET INDEX

USE& OCCUPANCY CLASSIICATION:

LOT 9 8 RESIDENTIAL GROUP R- 3 Ti.  TITLE SHEETJLI 1L #: ll° V

TVTPYEPE11BGNSTRucTIGN: 
A2.  FOUNDATION& ROOF PLAN

ae   
Odobst 12, 2010

PEACHTREE CITY, GEORGIA STOE A3.  FLOOR PLAN
DRAWN BY: HAI.

JOB k. 0610T2016

MAX HEIGHT:  
A4.  ELEVATIONS

SCALE: Aa NOTED

LAND LOT: 129

PEEDITION:  300SF A5.  SECTION & DETAILS Z    ¢ s
DISTRICT: 7TH8hTOTAL PROJECT CONSTRUCTION:   3003F I

0

PROJECT DESCRIPTION: Q

rc°
j

I AYETrEk COUNTY, GA,     ROOM ADDITION   -   

C

da.

sGENERAL CONSTRUCTION NOTES:    p
a.

1. The information on this set of construction documents is related to basic design
intent and framing details. They are intended es a construction aid, not a substitute
for generally accepted good building practice and compliance with current building

s codes. The General Contractor is responsible for providing standard construction
details and procedures to ensure a professionally finished, structurally sound and

OWNER/ CONTRACTOR:  DOUGLAS C. THOMPSON
weatherproof completed product.

ill2. The General Contractor is responsible for ensuring that all work and construction
404) 732- 7768 meets current federal, state, county end local codes, ordinances and regulations, etc.

These codes are to be considered as part of the specifications for this building and
should be adhered to even if they are in variance with the plan.

3. Dimensions shall take precedent over scale drawings( do not scale drawings). S g
STANDARD CONSTRUCTION CODES:

4. The designer hes not been engaged for construction supervision and assumes no
F 4 6

o International Building Code, 2012 Edition, with Georgia Amendments( 2014)(2015)     responsibility for construction coordinating with these plans, nor responsibility for f A E` a
construction means, methods, techniques, sequences, or procedures, or for safety ro International Residential Code, 2012 Edition, with Georgia Amendments( 2014)( 2015)  y d z o

o International Fire Code, 2012 Edition, with Georgia Amendments( 2014)     
precautions and programs in connection with the work. There are no warranties for a x g a Sspecific use expressed or implied in the use of these plans.     8 s I

0o International Plumbing Code, 2012 Edition, with Georgia Amendments( 2014)( 2015) z
o International Mechanical Code, 2012 Edition, with Georgia Amendments( 2015)       5. Refer to floor plans, exterior elevations, and window& exterior door schedule for 5 B
o International Fuel Gas Cade, 2012 Edition, with Georgia Amendments( 2014)(2015)    types and sizes of windows end exterior doors.      o

o National Electrical Code, 2014 Edition, with no Georgia Amendments m

3eneral Contractor is to ensure that masonry and fireplace construction meets oro International Energy Conservation Code, 2009 Edition, with Georgia Supplements and Amendments( 2011)( 2012)       exceeds all manufacturers specifications and applicable codes.  SHEET NUMBER

0 2012 NFPA 101- Life Safety Code with state Amendments( 2013)
7. General Contractor to consult and coordinate with the owner for all built in items
such as bookcases, shelving, pantry, closets, trim, etc.

8. Wind load required connections shall be taken into account during construction. DESCRIPTION

TITLE

SHEET
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DATE NO.
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Orr. I/. 1016

1
l A

DRAWN BY: N

JCS ti- 001072016

EXISTING HOUSE
RCALE.... SNOT.

MISCELLANEOUS,

j
m

CONTRACTOR SHALL VERIFY ALL CONDITIONS AND DIMENSIONS R
PRIOR TODESIGNER

PURCHASING OR COMMENCING WORK AND SHALL Q Qi m
NOTIFY THE DESIGNER OR THE OWNER OF FANYOR DISCREPANCIES.

L
D(ISTING FOUNDATION T Y.     THE CONTRACTOR WILL BE RESPONSIBLE FOR COMPLICATIONS DUE ti

p TO REMAIN Y///////////// /      

TO UNAPPROVED CHANGER' O THE PLANS.C a
PLUMBING DIAGRAMS ARE BY PLUMBING CONTRACTOR.   

4 n
H. V.A.C. DESIGN BT APPROPRIATE CONTRACTOR.      

I-- 1
V

a CONTACT DESIGNER IF SUBTRADE LAYOUTS

CHANGE THE FORM OR SUBSTANCE OF HABITABLE SPACES. Q E"^
FRONDE COMBUSTION AR FOR FUEL BURNING APPLIANCES. u

Z
Ii

AMOK! DETEC- CRS- O BE CONNECTED TO MOUSE BOWER.

UN EXHAUST DUCTNG TO BE NON COMBUSTIBLE.

I:       
CAULK ALL EXTERIOR ENVELOPE PENETRATIONS.       O w

nDOORS BETWEEN GARAGES AND LIVING AREAS TO BE VS LI
s_,„,____ / 7//.///// 7/ 7/ 1/ 7/     OC4
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1
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i I
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PLAN
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CITY OF PEACHTREE CITY

INTEROFFICE MEMORANDUM

TO: Mayor& Council Members

VIA:       Jonathan N. Rorie, City Manage

i

FROM:    David A. Borkowski, P. E., City Engineer

DATE:     November 21, 2016

SUBJECT: Subject- Variance Request, Stormwater Requirements, Wilksmoor Village

December 1, 2016, City Council Meeting

Recommendation:

Staff recommends approval of the variance to Ordinance Section 101 1 ( c)( 3) of the Stormwater
Management Ordinance for new development and redevelopment located in Article X of
Appendix B of the City of Peachtree City, Georgia, Code of Ordinances.

Discussion:

For a development on the scale of Wilksmoor Village, a master hydrology study was required to
assess the potential impacts of this development on stormwater flows and quality downstream.
During the development of this study it was discovered that this proposed development could
increase flows off-site to the 10% point downstream in Line Creek.

The developer' s engineers have been working on this issue and the results are culminated in the
attached variance application and report.

A variance will be needed due to the fact that the development would increase run- off
downstream in violation of Ordinance Section 1011 ( c)( 3)  of the Stormwater Management

Ordinance for new development and redevelopment located in Article X of Appendix B of the
City of Peachtree City, Georgia, Code of Ordinances.

In order for the City to grant a Variance, all of the following criteria must be met.  Staff has

reviewed the application and the report and find the following:

Criteria (a) There are special circumstances applicable to the property, including
location, shape, size, surroundings, or topography so that the strict application of this
ordinance denies the property of privileges enjoyed by other property in the vicinity and
under identical zoning district classification;
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Staff finding - As per the attached report most of the property abuts directly to
Line Creek and does not have the ability to discharge into a lesser tributary first to
help mitigate flows.  Other residentially zoned subdivisions in this area have been
able to release their flows to a small tributary giving time for the flows to diminish
prior Line Creek.  Staff accepts that this criteria has been met.

Criteria ( b) The strict or literal interpretation and application of this ordinance would result
in practical difficulties or unnecessary hardships inconsistent with the general purpose
and intent of the land development ordinance, or would deprive the applicant of
privileges granted to others in similar circumstances;

Staff finding - As per the attached report, the construction of water-

quality/ channel protection ponds with detention would cause the off-site flows to
increase to a level greater than what they would be with no detention.  There
would still be an increase in off-site flows even with just the water-quality/ channel
protection ponds.  In order to mitigate the increase entirely they would have to
over detain  ( much larger detention ponds) way below pre-developed levels.

The report states that the hardships would be that the ponds could be of such a
size that they could be Category II ponds and possibly under State Regulation.
This could put a hardship on the City to maintain them in the future. Another
hardship reflected in the report is that the larger pond would clear out much
more greenspace than would normally be required thus negatively impacting
the environment and causing the City to have to maintain (mow ponds) larger
areas. These areas could be 300-400% larger than normal ponds. Staff accepts

that this criterion has been met.

Criteria ( c) There are exceptional or extraordinary circumstances or conditions
applicable to the property involved or the intended development of the property which
preclude the applicant from complying with this ordinance and that do not apply
generally to other property in the same zoning district and which prevent the applicant
from complying with existing regulations;

Staff finding- Same as Criteria (a).

Criteria ( d) The granting of such variance will not constitute the granting of special
privileges inconsistent with the limitations on other property in the same zoning district;

Staff finding- There would not appear to be any special privilege granted in this
case. If the variance was granted the applicant would be able to develop their
property in the same was as other residential districts in the City.  Staff accepts
that this criterion has been met.

Criteria ( e) The granting of such variance will not be materially detrimental to the public
health, safety, or general welfare nor injurious to property or improvements in the zone or
neighborhood in which the property is located; and

Staff finding - As per the attached report the increase in flows off-site would not
impact any structures or damage any property. The proposed modifications to
the spillway at Wynn' s Pond would lower flood elevations in that area.  In addition
the report states that the small increase in discharges does not appear to be
materially detrimental to the public health, safety, and general welfare of Line
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Creek between the Cresswind/ Everton developments and Lake McIntosh.  Staff
accepts that this criterion has been met.

Criteria ( f) The granting of such variance will not create inconsistencies with any
objective of the comprehensive plan.

Staff finding - As per the report, smaller ponds will disturb less area and the water-
quality and channel protection features designed in them will help protect the
streams.  These features are consistent with the City' s Comprehensive Plan. Staff
accepts that this criterion has been met.

Criteria ( g) In harmony with the general purpose and intent of the land development
ordinance.

Staff finding - As per the attached report, the granting of this variance will not
negatively impact structures or property.  With the construction of the water-
quality and channel protection features in the ponds, the site will be using
approved best management devices to protect downstream water quality
which is the overall intent of the ordinance. Staff accepts that this criterion has
been met.

Budget Impact:

This item will have no budgetary impact.
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Admin. Variance Fee: $25.00 
Variance Fee: $250.00 Please use blue or black ink to fill out this form. 

Receipt # _______ _ 

VARIANCE APPLICATION Date Fi led _ _ I __ I __ 

153 Willowbend Rd, Peachtree City, GA 30269 Case# _ _______ _ 
P: 770-487-5731 F: 770-631-2552 Office Use Only 
WWW . PEACHTREE-CITY .ORG 

z 
0 
~ 
< u 
0 
..I 

Street Address ------------------

Zoning District: 
iJ Residential 0 Multi-Family 0 Commercial\ lndustriai\Office 

Name Brent West Village, LLC & JW Homes, LLC 

Phone (678) 450-5163 

Email tadams@kolter.com; Jason.Garrett@JWHOMES.com 

w 
u z 
< 

Variance Type: 
0 Administrative 0 Special Exception 1!1 Variance (check one below) ~ Subdivision :_W_i_lk_sm_ or_e_V_il_la..:::g_e __________ _ 

"'O .... cc: 
~ 

Wu.. 

~ ~ Phase: Lot # 
~ ----- - - --

Variance from which ordinance: 
0 Sign 0 Fence 1!1 Land Development 0 Zoning 

1-
z 
<C 
u 
1-4 
...I 
Q. 
Q. 
<C 

Name Rochester & Associates 

Address 425 Oak Street, NW 

City, State, Zip Gainesville, GA 30501 

Phone # (678) 450-5163 

Ema il bkrochester@rochester-assoc.com 

w 1.) 
2: 2. ) 
1-w < u 3.) 
cc:z .... < 4 . ) 
Ul..., .... cc: 5. ) 
Zoe~: i: > 6.) 
Q 7. ) 
<[ 

z 
....IO 
e~: .... ........ 
UQ. 
ww 
I:LU 
UlX 

w 

1.) 
2.) 

3.) 

4 . ) 
5 . ) 

6. ) 

Is a cu rrent survey included with the application? 

Does the application pertain to a zoning setback? 

Is the v iolation an existing setback v iolat ion? 

How long has the violation existed? 

What is the required setback? 

How much of a variance is being requested? 

Were you t he owner of the property when the 
violation occurred? (If not, who was?) 

Is a current survey included with the application? 

Has property been rezoned or deed restrict ions? 

Is the violation an existing setback violation? 

Application for a bldg setback, fence, or parking ? 

What is the required setback, height, or spaces? 

How much of a variance is being requested? 

DYes 

DYes 

DYes 

---
---
- - -

0 Yes 

Cl(l) 
ZI­
~Z cc:w 
o:E 
I:L::J CLu 
::::)0 
Ulc 

D No 

D No 

D No 

Years 

Feet 

Feet 

0 No 

DYes D No 

D Yes D No 

D Yes D No 

(Circle One) 

Please review the ordinances and instructions on the back of this oaoe. w 
u 
z 
< 

1.) Is a current survey included with the application? D Yes 0 No 

.... 

Please submit the following evidentiary items in support 
of this application and the requested variances. 

(Please check off the items that are attached to this application) 

D Site plan (with property lines and proposed work) 

[j] A detailed report justifying the requested variance 

D Letters of support from adjacent property owners 

D Digital Photographs \ Renderings (CD or Email) 

[j] Other Items Demonst ratina Need (topo. Survey, etc) 

Briefly describe why this v ariance is being r equested: 
(A separate detailed report is still required to be attached to this application) 

Briefly describe why this variance is being requested: 
(A separate detailed report Is still required to be attached to this application) 

Briefly describe why this varia nce is being requested : 
(A separate detailed report Is still r~ulred to be attached to this applicat•on) 

To aM~,...s m.rnmm .oczease 10 fklwa!lhe ertg• at 1M runoerty rna• •s oegfgh!e am tw; oojaaeas• to f!axtqJ 

cc: 
~ 

2. ) How much of a variance is being requested? ~ Feet 
3.) Were you the owner of t he property when the 1--====---_.1_====================-l 

v iolation occurred? (If not, who was?) D Yes D No N/A 

I hereby certify that I am the owner of the property on which a variance is being requested and that all information 
provided as a part of this ap I' tion is true ans!J; rrect. 

Signature of Owner/ Agent : \-~-)~~:.....:~~{)_)~~·~::;..!::::::~~.,.,..;:;~=-------- Date 11/09/2016 

OFFICE ONLY 

1---A_D_M_'_N_ Jo::T_ R_ A_TI_V_ E_V_A_R_I_A_N_ c __ __JI Signature: --------------------- - - - - ----

Date of Acceptance : ----------

SPECIAL EXCEPTIONS 
& VARIANCE FROM ORDINANCES 

Signature: 

Vari<nce Application 
Revised 6/:l.008 

RECEIV C:O NOV ... 9 2016 

0 Approved 0 De nied 
0 Aooroved with Conditions Date of Hearing: ------------

I 
This application, along with the required fee and all necessary supplemental documents, has been 

properly submitted and is herby accepted for consideration by the City Council at a public hearing in 
the Citv Council Chambers at 7:00PM on the date shown below: 

Date of Acceptance: Date of Public Hearing: 

www. peachtree-city . orq 
Fax: 770·631. 2552 
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VARIANCE & APPEALS ORDINANCE 

Sec. 1201. Purpose 
The purpose of this section Is to au thorize variances from the t erms of this ordinance as will not be 
contrary to the public Interest so that the spirit of this ordinance shall be observed, public safety and 
welfare secured, and substantial justice done. A variance is a request for relief from the provisions of 
the zoning ordln21nce. The power to grllnt a variance does not extend to use restrictions established 
within a particular zoning district 

Sec. 1202. Application. 
An application for a variance may be submitted only by the owner of the property for whtch a variance 
Is desired or his authorized agent. Appllcat ton requirements shall be as described herein. 
Variances may be considered in all districts and shall only be granted upon showing that: 

(a) Relief, If granted, would be in harmony with, or, could be made to be in harmony with, the 
general purpose and intent or the zoning ordinance; or 

{ b) The application or the particular provision of the zoning ordinance to a particular piece or 
property, due to extraordinary and exceptional conditions pertaining to that property 
because or Its size, shape, or topography, would create an unnecessary hardship for the 
owner whlle causing no detriment to the public. 

Sec. 1203. Variance type. 
The zoning administrator shall determine the type o f variance required, and shall classify the request 
as: 

{a) Administrative variance. 

(b) Special except!on variance. 

(c) Variance. 

Sec. 1204. Administrative variance. 
Review and approval of a request for an administrative variance shall be administered by a special 
administrative variance committee consisting of the zoning administrator, the city manager and a 
member of city counc il . Applications may be considered only if the following requirements are met: 

(a) The request only pertains to a zoning setback requirement; 

{b) The request only pertains to an exiSting setback violation; 

{c) The request Is ror a n encroachment that would not exceed 25 percent of the required 
setback, up to a maximum of ten feet; 

(d) The setback violation being requested has been existing ror at least one year; and 

(e) The property owner making the request Is not the same property owner who was responsible 
for t he violat ion. 

In reviewing the application, the administrative variance committee shall analyze the application to 
determine whether granting the request would cause substantial detriment to other property owners 
In the surrounding area or would impair the purposes of the zoning ordinance. If it Is found that the 
request is in conformance with these requirements and does not adversely affect the area. the 
administrative var1ance committee shall issue an offidal determination In writing approving the 
request . The property owner, the city clerk1 and the building official shall be provided with a copy or 
this determination. 

If It Is round that the request Is not In conformance with these requirements or may possibly have an 
adverSe effect on the surrounding area, the administrative variance committee shall deny the appeal 
In writing, stating the reasons for the dental. 

The administrat ive variance committee shall act on all appeals within 15 working days after the 
application is deemed complete by the zoning administrator . 

I f a request for an administrative variance IS denied by the administrative variance committee, the 
property owner may appeal this decision to the city council in accordance with the procedures 
identified herein. 
Sec. 1205. Specoa l exception varoance. 
A special exception variance is recognized as having a potential Impact on only the immediate 
neighborhood and adjoining properties. Review and approval of special exception variance requests 
shall be administered by the zoning administ rator, city staff (as applicable), the planning commission 
and city council. 

A special exception variance may be considered for only the following: 

(a) A decrease or not more than 25 percent of the minimum building setback; provided that the 
property tine In question and the associated building setback adjoins a city·owned greenbelt 
or open space and there is no other possible locat ion on the property that would 
accommodat e the proposed building expansion without encroaching into the established 
building setback. 

(b) A decrease of not more than 25 percent In the minimum number of parking spaces required 
by the city's parking ordinance; provided the applicant identlfles on the site plan where this 
parking would be located If needed in the fu ture. 

(c) An increase in the maximum height of a fence or wall ; provided that: 

( 1) Such wall or fence Is justifled by reason of security or privacy and will not unduly 
prevent passage of light and air to adjoining properties and is not incompatible with the 
surrounding neighborhood; 

(2) Such greater height is just ified by requirements for security or pe~ons or property In 
the area; 

(3) Such greater height is just ified for topographic reasons; or 

(4) Such greater he ight, in the yard or yards involved, Is not Incompatible with the 
charact er of the surrounding neighborhood. 

Jn no case shall a special exception variance be granted from the conditions of approval imposed on a 
parcel through a zoning change granted by the city counciL 

Sec. 1206. Variance. 
A variance is recognized as having potential impact on the larger area and may affect enforcement of 
the zoning ordinance elsewhere in the city. A request for variance shall be reviewed by the zoning 
administrator, city staff (as applicable), and city council. 

Sec. 1207. Revoew criteria. 
tn reviewing a reQuest f or a variance, the clty council shall not grant the request unless all of the 
following findings can be made: 

(a) There are special cirrumst ances applla~ble to the property, Including location, shape, size, 
surroundings, or topography so that the strict application of this ordinance denies the 
property of privileges enjoyed by other property in the vldnlty and under identical zoning 
dist rict classification; 

(b) The strict or literal interpretat ion and application of this ordinance would result in pract ical 
difficulties or unnecessary hardships Inconsistent with the general purpose and intent of the 
zoning ordinance, or would deprive the applicant of privileges granted to otherS in similar 
circumstances; 

(c) There are exceptional or extraordinary circumstances or conditions applicable to the property 
involved or the intended development of the property which preclude the appncant from 
complying with this ordinance and that do not apply generally t o other property In the same 
zoning district and which prevent the applicant tr-om complying with existing regulations; 

(d) The granting of such variance will not constitute the granting or spedal privileges inconsistent 
with the limitations on other property in the same zoning dlstrk;t; and 
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(e) The granting of such variance will not be materially detrimental to the publtc health, safety, 
or general welfare nor Injurious to property or Improvements in the zone or neighborhood in 
which the property Is located. 

(f) The granting of such variance will not create inconsist encies with any objecttve of the 
comprehensive plan. 

If It is found that the request Is not In conformance with these require ments or may possibly have an 
adverse effect on the surrounding area, the city council shall deny the request In writing, stat ing the 
reasons for the denial. 

Sec. 1208. Filing procedure. 
All variance applications shall be filed with the zoning administrator on forms provtded by the zoning 
administrator. 

Any communication relative to a variance request will be regarded as Information only until a proper 
application Is made in the form required. 

An application ree1 as established within the city's schedule of fees, shall accompany each variance 
application. 
Upon receiving an applicat ion, the zoning administrator shall have no less than ten Vforktng days to 
review the application for compliance with these requirements. Once the application ts deemed 
complete, the zoning administrator shall schedule public hearings with the planning commission 
and/or city council (as approprlate). Such hearings shall take place within 45 days after the 
application is deemed complete. 

A sign displaying the hearing date and the nature of the hearing shall be placed In a conspicuous 
location on the property not less than ten days priOr to a planning commission meeting and not less 
than 15 days prior to a city council meeting, as appropriate. 

A notice of the public hearing date and the nature of the hearing shall be published in the newspaper 
of general circulation which serves as the legal organ for the city . The newspaper notice shall appear 
not less than t en days prior to a planning commission meeting and not less than 15 days prior t o a 
city council meeting, as appropriate. 

At t he public hearing, t he applicant may appear in person or be represented by an agent or attorney. 

Sec. 1209. limitations on authority. 
The authority and jurisdk:tlon of Individuals as provided herein shall be limit ed as outlined in the 
following. In exerdsing this jurisdiction, each individual shall have authority to detenntne whether it 
has jurisdiction. 

(a) There shall be no variances to permitted uses or accessory uses as specified In the zoning 
district regulations, administrative/use permit or condit ions of approval imposed on a parcel 
through a zoning change granted by the city council. 

(b) There shall be no variances to the minimum lot area or the minimum district size 
requirements In each zoning district. 

{c) There shall be no variances t o the minimum tot frontage on a street as required in designated 
zoning districts. 

(d) There shall be no modification to Increase the density or change the use approved under the 
zoning case except as to allow the development of a conservation subdivision. 

(e) There shall be no modification to revise a site plan that, as determined by the planning 
commission and/or cit y council, result s In a significant change In the approved concept. 

Sec. 1210. Appeal procedures. 
Appeals to the city council based on decisions of the zoning administrator (administrative variance) 
snail be nted With the my clerk in writing and shall clearly specify the grounds for the appeal. All 
documents constituting the record of the action which Is being appealed shall be transmitted t o the 
city council by the d ty clerk . 

(a) Act ion shall not be Initiated on the same appeal by the same applicant more than once in 
every 12 months. 

(b) Any communication relative to an appeal will be regarded as Information only until a proper 
application is filed with the city clerk . 

(c) An application fee, as established within the ci ty's schedule of fees, shall accompany each 
request for appeal. 

{d) Before acting on any appeal, the city council shall hold a publiC hearing as desaibed herein . 

(e) The city clerk shall place notice of the time, place, and subject matter of the hearing in the 
newspaper of general circulat ion which serves as the legal organ for the city not less than 15 
days prior to the hearing. 

(f) The process of advertising the public hearing, holding the public hearing, and rendering a 
decision on the appeal shall not be unduly delayed. 

Sec. 1211. Appeals of city council decision or action. 
Any person or pe~ons severally or jointly aggrieved by any decision on any appeal for variance may 
appeal such decision to the Superior Court or Fayette County by writ of certiorari. 

SUPPORTING DOCUMENTS 

Site Plan: An applicant is required to submit a scaled site plan\survey showing: 

1. Name of the proj ect, address, boundaries, date, north arrow, and scale. 

2. Existing lot lines, easements, and rights-of-way, Including area in acres or square 
feet, abutting land uses, proposed or existing driveways and structures within 200 ft. 
of the boundary of the development site. 

3. The locat ion of steep slopes, significant stands of trees; creeks, watercourses, 
stormwater detention and drainage ways, floodplains, and any environmentally 
sensitive features. 

4. A description, rendering or drawing of the general characteristics of the proposed 
buildings, landscaping, and buffering. 

s. Any additional information deemed necessary by the Zoning Administrator. 

Detailed Report: An applicant is required to submit a detailed report justifying the 
granting of the requested variance. 
Section ·1207 Review Criteria 

In preparing the report, please address (a) - (f) in : 

letters of support from adjacent property owners: An applicant Is required to 
submit letters of support from all adjacent resident ial property owners. 

Digital Photographs\Renderings: An applicant is required to submit a CD with 
digital photographs or send photos as an attachment to an email to 
plaoner@peachtree-city.org . Photos will serve as evidence in supporting your request, 
olease make sure thev are aood aualitv and show the items vou want reviewed. 

Other items demonstrating need: An applicant Is required to provide any other 
evidentiary items that they want staff to review as support for their request. If it is not 
submitted with the variance application it will not be discussed as part of the review. 
Items could include: toooaraohical survevs aerials stat istics articles etc. 

www. peachtree-city . orq 
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Variance Application 
Kolter Signature Homes, Inc. and John Wieland Homes 

Executive Summary 

The Peachtree City Stormwater Ordinance and associated stormwater manuals set f01th 
requirements to minimize impacts from development. The Georgia Stormwater Management 
Manual (GSMM- aka Blue Book) guides policy for jurisdictions that must manage their water 
resources. A hydrology study was completed (Exhibit I) in accordance with the GSMM for the 
Wilksmore Village of approximately 780 acres, 497 acres of which will be disturbed for the 
construction of the Cresswind and Everton developments to determine whether the standard 
practices accomplish the goals and objectives ofthe ordinance. 

The hydrologic analysis included with in this application, concludes that traditional 
stormwater ponds will result in increased downstream flood ing and merits an alternative 
stormwater approach. An alternative approach of modifying a hydraulic constriction (Wynn's 
Pond Dam) clearly demonstrates a diminished impact from the trad itional stormwater approach 
for flood elevations from Wynn 's Pond downstream to Lake Mcintosh. Channel protection and 
water quality will be satisfi ed in accordance with the GSMM. 

To minimize any potential for increased flood volumes at Wynn's Pond, a proposed 
modification of the weir at the dam will allow increased flows to pass thus avo iding increased 
flooding at and upstream of Wynn 's Pond. The increased downstream discharge from the 
Wynn 's Pond Dam is less than one tenth of one percent of Line Creek fl ows and wi ll not 
adversely affect areas or structures downstream. The study models examined stream reaches 
down to and including the Lake Mcintosh dam. 

The GSMM specifically provides that this criterion may be waived in lieu of safe and 
effective conveyance to receiving waters that have the capacity to handle flow rate and 
elevation increases in the 100-year condition. The issuance of a variance for the increase in 
flow across the downstream property line of the Wilksmore Village satisfies the general purpose 
and intent of the Ordinance. This negligible increase in flows approximates the pre-development 
hydrologic/hydraulic response as nearly as practicable, while reducing floodi ng at Wynn's 
Pond, meeting standards for stream bank eros ion, nonpoint source pollution, and maintaining the 
integrity of stream channels and aquatic habitats. The adjustment to the weir at Wynn's Pond 
further minimizes downstream impacts within the I 0% area prescribed by GSMM, and results in 
no detrimental impact to the public, and ass ists in reducing floods to residents around Wynn 's 
Pond. 

The reason requiring this variance: the increase in flow across the downstream 
property line of the Wilksmore Village into the Line Creek floodplain. 

1 
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I. Introduction 

The proposed development known as Wilksmore Village is approximately 782.59 acres, 
and bordered by the town of Tyrone to the n01th, Highway 74 to the east, Highway 54 to the 
south and Line Creek to the east. Wilksmore Village was annexed into Peachtree City on May 3, 
2007 and has two components, Cresswind, just downstream of where Line Creek enters 
Peachtree City, and Everton, immediately downstream of Cresswind. 

The property is predominately forested with portions cleared to facilitate access. Soi ls 
within the site are composed of sandy loam, sandy clay loam and wehadkee. Several tributary 
streams drain the site towards Line Creek, with the National Wetland Inventory indicating 
wetland areas adjacent to Line Creek within the floodplain. Downstream of the development 
approximately 6,000 feet Line Creek enters Wynn 's Pond. 

The Cresswind development accounts for approximately 188 developable acres of 
Wilksmore Village and is currently zoned LU-14 (limited use residential), specifically under 
Zoning Ordinance § I 0 l3A.I4. The terms of the development were addressed in the September 
24, 2014 rezoning, amending the LUR-14 limited use residential zoning district to allow fo r a 
single family detached residential development restricted to older persons as defined in 42 
U.S.C. §3607. In accordance with the conditions and requirements of the rezoning, specifically 
§ I 0 l3A.I4(g)(l3); the development shall comply with the post-construction stormwater runoff 
management ordinance and provide water quality Best Management Practices (BMPs) on 
greenbelt areas dedicated to the city. 

The Everton development accounts for approximately 309 acres and was 
annexed/rezoned on May 3, 2007 as LUR-15, specifically under Zoning Ordinance§ I 0 13A.I5. 
In accordance with § l013A. I5(d), the development will contain no more than 475 single-fami ly 
detached lots with a variety of lot sizes. To provide natural buffers, a 50-foot greenbelt will be 
around the perimeter of the development as well as a continuous 50-foot wide tree save and 
landscape buffer for any non-residential development adjacent to a community connector road. 
The approval of the Everton development was conditioned upon the annexation Cresswind and 
therefore the stormwater assessment properly examines these developments collectively. 

A. Stormwater Discussion 

The natural and artificial features of a property determine the timing of stormwater 
movement through a site. Property in a natural undisturbed state has vegetation that would 
decrease movement of precipitation or return it to the atmosphere through evapotranspiration. 
Modifications to vegetation or surfaces of a property may alter evapotranspiration, infiltration or 
volumes and rates of storm water runoff from the site. Gutters, channels and storm sewers 
transport runoff more quickly than natural areas resulting in necessary measures to account for 
increased rainfall-runoff response management of the drainage area. This causes downstream 
waterways flows to peak faster and higher than natural conditions, poss ibly creating new or 
aggravating existing downstream flooding and erosion problems and increasing the quantity of 
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sed iment in the channel unless managed properly. Measures to address fil trat ion of runoff and 
removal of po llutants by surface and channel vegetation is compensated by water quality BMP's 
prior to dischargi ng into a stream. Increases in impervious area can also decrease opportunities 
for infil tration that, in turn, reduces stream base flow and groundwater recharge. Reduced base 
flows and increased peak fl ows produce greater fluctuations between normal and stormflow rates 
that may increase channel erosion. Reduced base flows can also negatively impact the 
hydrology of adjacent wetlands and biological communities that depend on base flows unless 
supplement flows. 

In the proposed development, the soi ls do not lend themselves to infiltration and therefore 
the primary objective of the proposed stormwater approach is to mitigate impacts to peak fl ows 
w ithin Line Creek. The project as proposed avoids impacts to wetlands and stream to preserve 
the natural functions onsite thereby accounting for natural baseflows. As proposed, water 
channel protection and channel protection measures will be implemented onsite in accordance 
with the Stormwater manual BMPs and assure minimization of channel erosion except in cases 
where the conveyances directly release into Line Creek or the floodplain. Similarly, land 
development may result in the accumulation of pollutants mobilized by runofftransported to 
streams. New impervious surfaces and cleared areas created by deve lopment can accumulate a 
variety of pollutants such as metal s, suspended solids, hydrocarbons, pathogens and nutrients 
from the atmosphere, fertilizers, animal wastes and leakage and wear from vehicles that may be 
handled and treated through water quality BMPs to assure onsite measures are taken to preserve 
water quality. 

Trees along stream banks typically provide shading, stabilization, and leaf litter that 
becomes food for the aquatic community. To minimize temperature variations and the removal 
of trees, the proposed development wi ll implement onsite and offsite measures specifically 
designed for th is property to minimize environmental impacts. The minimization of large 
detention or retention bas is lessens the likelihood of water stored in those basins experiencing 
increased temperature prior to release downstream, poss ibly adversely affecting cold-water fish 
species. 

II. Variance 

Peachtree City has adopted the Georgia Stormwater Management Manual (GSMM) and 
relevant local addenda is the City of Peachtree C ity Stormwater Management Local Design 
Manual (PTCSMM) for the proper implementation of the requirements of the ordinance to 
minimize negative impacts of increased stormwater runoff and associated pollutants reducing 
stormwater quali ty and quantity impacts and protecting downstream areas and receiving waters. 
Although the basic problems of stormwater runoff and the need for its management remain the 
same, each site, project, and watershed presents different challenges and opportunities. 
Differences between development sites, d ifferent types of development and land use, various 
watershed conditions and priorities, the nature of downstream lands and waters, and community 
desires and preferences must be taken into account. The 20 I 6 Georgia Storm water Management 
Manual provides that operationally, economically, and aesthetical ly, stormwater better site design 

3 

Page 53 of 400 



and the use of natural techniques offer significant benefits over best management practices. 
Therefore, all opportunities for utiliz ing these methods must be explored before implementing 
best management practices. Water Quality and Channel Protection Volume will be prov ided in 
accordance with Stormwater Management Manual design criteria. 

To determine potential downstream impacts associated with post-deve lopment, Peachtree 
City Stormwater Ordinance § I 0 II (b)(3)(g)(iv) requires a downstream analysis of the pre- and 
post-development condition. The stormwater runoff hydro logic/hydraulic engineering analys is 
must be completed for existing and proposed developed site conditions and provide a detailed 
evaluation ofthe projected effects on upstream and downstream properties within the affected 
drainage basin. 

To assess potential impacts, hydrologic/hydraulic modeling incorporates current 
conditions to demonstrate how water w ill move downstream. Peachtree City provided a limited 
detail fl ood study for Line Creek analyzing the I 00-year fl oodplain for existing and future land 
conditions along Line Creek. The base model study prepared by Dewberry, was provided to the 
Wilskmore Village developers by Peachtree City to be updated to reflect the addition of Lake 
Mcintosh and the proposed Wilksmore development. The rating curves define how the water 
moves through the basin, and subsequently how the additional water directed towards the 
detention ponds is released as additional flows into Line Creek. The proposed development is 
added to the existing system to determine the cumulative effects of the proposed development on 
the system. The impacts to flood elevations within the area between Wynn 's pond and Lake 
Mcintosh are negligible and within the margin of error of engineering assumptions inherent in 
hydrologic/hydrau lic modeling techniques. The plan as proposed will produce no adverse 
impacts to existing insurable structures along and upstream of Wynn 's Pond. Downstream of 
Wynn 's Pond and prior to Lake Mcintosh there appear to be no insurable structures impacted by 
the negligible rise in water surface elevation. 

The request for a variance from increase to flow peaks under § 1011 ( c )(3) - ( 4) is in 
accordance w ith the following review criteria set forth under Section § 1303 : 

a. Special circumstances applicable to the property, including location, shape, 
size, surroundings, or topography so that the strict application of this ordinance 
denies the property of privileges enjoyed by other property in the vicinity and 
under identical zoning district classification 

T he GSMM acknowledges that there are circumstances, when based on modeling, in 
which Overbank and Extreme flood protection requirements should be waived . Wilksmore 
Village is comprised of two developments totaling approximately 497 acres of d isturbance 
adjacent to Line Creek on the western boundary of Peachtree City. The posit ion of the properties 
with in the watershed is significant in assimilating all of the water upstream and to the east from 
headwater streams into larger tributaries which co llectively then flow into Line Creek. Given the 
property is bordered by Line Creek, al l of the precipitation and stormwater will drain into Line 
Creek. 
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The inability of the project to discharge into a tributary to mitigate flows prior to entering 
Line Creek is unusual. As discussed within the Variance Application, hydrologic modeling 
illustrates that Overbank and Extreme volume detention of stormwater increases downstream 
peak flow rates under traditional methods. 

No other undeveloped properties directly border Line Creek within Peachtree City and 
are situated above two large impoundments such as Wynn's Pond and Lake Mcintosh. In 
addition, the proposed development is the only propet1y contemplated under the zoning 
§ 1 0 13A.l4 and §I 0 13A.15 and therefore no other property can be considered under identical 
zoning district classification. The proposed stormwater management plan will result in Wynn' s 
Pond Dam being modified and reducing flooding for properties adjacent to Wynn 's Pond. In 
addition, denial of the proposed stormwater management plan would require significantly 
oversized ponds to reduce post-development peak flow rates to less than pre-development rates, 
and result in additional costs to the City for long-term management of oversized ponds and 
additional environmental impacts associated therein as discussed in Section IV below. 

The propetty's unique watershed positioning, proximity to the main drainage stream, and 
distinct zoning distinguishes thi s request from other circumstances. 

b. The strict or literal interpretation and application of this ordinance would result 
in practical difficulties or unnecessary hardships inconsistent with the general 
purpose and intent of the zoning ordinance, or would deprive the applicant of 
privileges granted to others in similar circum.'Otance.'> 

Peachtree City Ordinance§ 1002 requires that all proposed development complies with 
applicable ordinance provisions and sufficient information is provided to allow the city engineer 
to determine whether a plan conforms with public policy statements. The purpose and intent of 
stormwater management for new developments is provided in Ordinance§ 1011 as follows : 

"to protect, maintain and enhance the public health, safety, environment and 
general welfare by establishing minimum requirements and procedures to control 
the adverse effects of increased post-development storm water runoff and non point 
source pollution associated with new development and redevelopment." 

The ordinance further provides that proper managemept of post-development storm water runoff 
minimizes damage to public and private property and infrastructure, safeguard the public health, 
safety, environment and general welfare of the public, and protects water and aquatic resources. 
To achieve these purposes, new development must " . . . maintain the predevelopment hydrologic 
response in their post-development state as nearly as practicable in order to reduce flooding, 
streambank erosion, nonpoint source pollution and increases in stream temperature, and maintain 
the integrity of stream channels and aquatic habitats" (emphasis added). 

Section 3.1 of the PTCSMM provides the detention requirements, with the goal to 
minimize the disruption of natural drainage patterns on properties as well as minimize impacts to 
downstream drainage infrastructure and structures. The manuals acknowledge that development 
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can cause negative impacts downstream even if detained on-site and therefore plans must be 
developed in accordance with the GSMM and PTCSMM. 

GSMM § 3.1.9 provides the purpose of the overbank flood protection and extreme flood 
protection criteria is to protect downstream properties from flood increases due to upstream 
development. These criteria require the designer to control peak flow at the outlet of a site such 
that post-development peak discharge equals pre-development peak discharge. In cettain cases, 
such as this, detention does not always provide effective water quantity control downstream from 
the site and actually exacerbates flooding problems downstream due to timing of the flow peaks. 
Furthermore, the site' s location within the watershed just above Wynn 's Pond and Lake 
Mcintosh, provide little reason for requiring Overbank and Extreme flood control from a 
particular site. The Application as proposed accomplishes the standards and objectives for 
stormwater management. 

The GSMM specifically prov ides that this criterion may be waived in lieu of safe and 
effective conveyance to receiv ing waters that have the capacity to handle flow rate and elevation 
increases in the I 00-year condition. Although not onsite, the proposed stormwater management 
essentially reduces pre-development levels in the watershed downstream of the site and in and 
upstream ofWynri's Pond, within the 10% rule ofthe GSMM, thus satisfying the objectives of 
the Manual. Strict compliance of the no increase in flow would be contrary to the purpose and 
intent of the Manual and Ordinance, in particular since those increases are negligi ble and within 
the margin of error of engineering assumptions inherent in these kinds of studies. 

The manual contemplates waiving the requirements of§ I 0 II (c)(3)-(4) and therefore the 
strict or literal interpretation o results in inconsistent and contrary result to the purpose and intent 
of the Ordinance and Stormwater manuals. 

c. There are exceptional or extraordinary circumstances or conditions applicable 
to the property involved or the intended development of the property which 
preclude the applicant from complying with this ordinance and that do not 
apply generally to other property in the same zoning district and which prevent 
the applicant from complying with existing regulations; 

The property and intended development is specifically contemplated by Ordinance 
§ I 0 13A.14 and § I 013A.I5 , and no other propetty is within these zoning districts. The 
property's unique placement in the watershed adjacent to Line Creek and upstream of two 
impoundments allows partial off-site management not otherwise available to others. Existing 
regulations requiring larger ponds are not in the public interest as discussed in Section IV, and 
modeling shows that implementing Overbank and Extreme detention onsite will increase impacts 
downstream to peak flow rates. 

d. The granting of such variance will not constitute the granting of special 
privileges inconsistent with the limitations on other property in the same zoning 
district; and 
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The granting of the variance to allow additional fl ows off the propetty will not be 
inconsistent with other property in the same district, given that this property has its own zoning 
classification. 

e. The granting of such variance will not be materially detrimental to the public 
health, safety, or general welfare nor injurious to property or improvements in 
the zone or neighborhood in which the property is located. 

The proposed stormwater management plan will accompl ish the reduction of flood 
elevations in Wynn's Pond and all the stormwater objectives set forth in the GSMM and 
PTCSMM in the most environmentally beneficial manner. In addition this will allow long-term 
cost savings for management by the City of storm water infrastructure. In accordance with the 
downstream model, no increase to flooding in Wynn's Pond will result from the proposed 
stormwater management plan. 

f. The granting of such variance will not create inconsistencies with any objective 
of the comprehensive plan. 

T he development of the site plan is compatible with the ex isting environment li mitations 
and capabilities of the site in accordance with Ordinance §702 for protecting the natural 
environment. As such, the development to the greatest extent practicable conserves and 
protects natural resources (trees, existing topography, streams, creeks, wetlands, watersheds, 
water quality, and wi ldlife habitat). In pursuit of the balanced, essential purposes, the 
Applicant completed a study to determine the potential impacts and options for addressing 
stormwater runoff and the various alternatives to accomplish compliance with the regulations 
are provided in Section IV and V. T he proposed stormwater management plan meets the 
objectives and intent of the regulations while meeting strict compliance with al l other 
requirements. 

III. Overall Description (Line creek drainage size; all property drains into line 
creek. Have support of Wynn's Pond prior to filing the variance application) 

Line Creek forms the western boundary of Peachtree City and is one of the major tributaries 
of the Upper Flint River, w ithin the Upper Flint River Hydrologic Un it Code (03130005). 
Peachtree City is upstream of the confluence of Line Creek and the Flint River, which forms the 
boundary of Spalding, Pike and Meriwether Counties. The Line Creek watershed has a total 
drainage area of246.75 square miles 1 reaching from southern Fulton County south to Meriwether 
County and from Sharpsburg to the west to Fayettev ille on the east. Line Creek has two 

1 Limited Detail Flood Study for Line Creek, Coweta and Fayette Counties, Georgia, dated March I 0,20 I 0, by 
Dewberry. 
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impoundments: Wynn's Pond (80 acres, north of State Route 54) and Lake Mcintosh (650 acres, 
south of State Route 54) as shown in Figure I . 

The Line Creek drainage area above the proposed project is approximately 28.3 1 mi2 (18, 120 
acres). The proposed project disturbed area is approximately 497 acres but the watershed area at 
the point the two developments discharge into Line Creek is 35.7mi2 {22,829 acres). The 
watershed drainage area increases to 37.2 mi2 (23,805 acres) at Wynn's Pond and then 73.38 mi2 

(46,965 acres) at the Lake Mcintosh dam. 

The property is uniquely situated in the Line Creek watershed, directly above two 
impoundments that serve to mitigate downstream elevation increases. The dams at these 
impoundments influence the downstream reach of the creek respective to the dam. Wynn 's Pond 
Dam is approximately 6,000 feet downstream of the lower limit of the Everton development, with 
L ine Creek flowing approximately 5,808 feet until reaching the headwaters of Lake Mcintosh. 
Lake Mcintosh impounded approximately 16,526 If, 8.7% of the Creek's total length. 

To analyze existing conditions and the potential for impacts associated with development, 
Peachtree City Ordinance § 11 0 1 (b )(3)(g) requires a hydrologic/hydraulic study be completed for 
the watershed. Peachtree City provided a limited detail fl ood study for Line Creek, dated March 
10, 20 I 0. The watershed study examined the existing 1 00-year floodplain for existing and future 
land use conditions along the 30.2 miles of Line Creek from parts of Fulton County, Coweta, 
Fayette, Spald ing, and Meriwether County for a total drainage area of 246.75 square miles. The 
addition of Lake Mcintosh since 20 I 0 required updates to the hydrologic/hydraulic study to reflect 
current conditions prior to determining potential impacts from the proposed development. The 
July 2016 Study titled, " Wilksmore Village Downstream Impacts of Cresswind and Everton 
Developments in Line Creek, Peachtree City, GA" prepared by H&H Resources examined the 
potential downstream impacts for implementing various stormwater measures to minimize 
downstream impacts. 

IV. Alternatives. 

Section 4 of the PTCSMM prov ides approved construction materials and best management 
principles to accomplish the objectives of minimizing downstream impacts. The proposed 
development wi ll meet water quality and channel protection measures in accordance with the 
GSMM. To min imize downstream flow impacts, the stormwater o rdinance and referenced 
manuals require a downstream flow anal yses be completed comparing pre and post-development 
conditions, with the goal to mimic the natural undisturbed, release of flows as much as 
practicable. 

The manuals provide that due to a site's location within a watershed, there may be very little 
reason for requiring overbank flood control from a particular site. The downstream analysis may 
warrant a development over-detain to protect downstream properties or reduce or eliminate 
onsite detention because ofthe timing of peak discharges within the watershed. 
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Within the ordinance there are several options to provide the necessary stormwater 
management: traditional detention, oversized/jumbo ponds, or no ponds. If no ponds is the most 
practicable alternative, then off-site options must be examined to determine if further mitigation 
of impacts is necessary. Each alternative is discussed below: 

a. Traditional Detention Pond. Traditional detention ponds assimilate and 
delay water releases from storm events with the intent of minimizing downstream impacts. 
Section 3. 1.9 of the GSMM recognizes that there are circumstances in which traditional ponds do 
not provide effective water quantity control downstream from the site and may actually 
exacerbate flooding problems downstream. H&H Resources prepared a technical memorandum 
dated February 26, 2016 comparing detained and undetained flows associated with the post­
development conditions of the proposed Cresswind and Everton Developments within the Line 
Creek watershed. The hydrologic assessment determined that traditional ponds constructed in 
accordance with the stormwater manuals results in greater downstream impacts than not 
constructing any detention ponds. 

Delaying flow from the proposed site, adjacent to the receiving stream, allows water 
from upstream to move towards the receiving stream resulting in the water leav ing the site at 
peak times, increasing the height and severity of the water level downstream, fa iling to meet the 
goals and objectives of the stormwater manuals and associated ordinance. The figure below 
illustrates the increase in peak flows if traditional detention were implemented. The peak flow 
from the site is reduced appropriately, but the timing of the flow is such that the combined 
detained peak flow (the larger dashed triangle) is actually higher than if no detention were 
required. In this case, the shifting of flows to a later time brought about by the detention pond 
actually makes the downstream flood ing worse than if the post-development flows were not 
detained. 

Flow 
•• •• •. } Poalt llow incroasc ... '• 

-- "• . .. ~ 
·.~ ' 

•... lotalllow with dt!l~ntiOn 
•• .•. .. 

•• ... .. .. 
•• ··.,. 

Time 

An additional figure (below) examines the increased volume generated from the developed areas 
as compared to the natural vegetative state. Under these circumstances the increased volume and 
timing of runoff from the developed site increases the combined flow and flood ing downstream. 
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Traditional detention does not meet the objectives of the stormwater guidelines and therefore is 
not in the best interest of the community. 

Ti1).1191~ 1 f ribJI"'Y 2 
Pro-dJ•'CI•pmll'll 

Before Development 

·ribotary 1 
Po:;.dc••olcpnQ"II 

DElft ire~ Fl"'' 

After Development 

Under these circumstances, detention volume must be increased to account for the 
downstream timing ofthe combined hydrographs to mitigate the impact of the increased runoff 
volume. 

b. Oversized (Jumbo) Pond. Oversized detention ponds are capable of 
achieving the required detention to allow peak storm flows to pass in Line Creek prior to release 
in accordance with the stormwater manual, however do so at the sacrifice of other public 
interests. 

I. Public assumption of costs/risks. In accordance with PTCSMM Section 
4.2, all detention facilities constructed in a residential subdivision, in accordance with the 
requirements of the manual, shall be dedicated to the City with proper access easements. The 
City' s assumption ofthese facilities shifts the assumption of future maintenance and care to the 
City and taxpayer. The dams for these ponds may be characterized as Category II dams 
requiring increased liability and potentially burdensome maintenance. The associated costs of 
maintaining and possibly repairing ponds of this magnitude resu lts in a significant financial 
burden on the City. 

2. Environmental and Biological Impacts. The construction of the larger 
ponds will require a greater clearing of the Property from its current conditions, thereby reducing 
the tree and woody vegetation on the site. The vegetation provides shade and littoral benefits to 
the water temperature and quality before releasing flows downstream. In addition, larger ponds 
have increased surface areas and are subject to greater evapotranspiration as well as increased 
water temperatures within the ponds. Increased water temperature can also lead to decreased 
dissolved oxygen in the water, further having a detrimental effect to aquatic species by not 
providing the habitat requirements for species survival. The development's proximity 
approximately 6,000 linear feet upstream of Wynn 's Pond, requires the avoidance of larger 
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onsite ponds that would likely increase water temperature and decrease dissolved oxygen, 
thereby decreasing overall water quality and having a more adverse impact on the aquatic species 
and respective habitats in and downstream of Wynn 's Pond. 

3. Decreased housing availability in older persons housing. The proposed 
project obtained modified zoning for the creation of housing for seniors, in accordance with 42 
U.S.C §3607. Larger ponds constructed in accordance with the manuals will reduce the 
available footprint for the residential units, thereby decreasing the number of homes available to 
sentors. 

The increased maintenance costs, loss of tree cover, impacts to the downstream aquatic 
community and decreased availability for sen ior housing contemplated under Ordinance 
I 0 13A.14 associated with constructing oversized ponds is contrary to the public interest. 
Furthermore, given the size of the required ponds, catastrophic failure of the structure during a 
1 00-year rain event, would result in more severe downstream impacts to flow and flood 
elevations, water quality and stream channel degradation. These risks are unwarranted when 
compared with the minimal impacts of the proposed storm water management plan. 

c. No Pond. 

The criterion for Water Quality and Channel Protection Volume will be addressed 
through implementation of BMPs set forth in the Stormwater manuals. Releasing water 
immediately after these BMPs will result in an increase of downstream water surface elevation of 
less than Y2 of an inch. Post-development conditions result in an increase to Wynn 's Pond of less 
than J/81

h of an inch (+0.009 to 0.011 feet). The February 26,2016 memorandum by H&H 
Resources concludes that the increase in elevations is minor and within the margin of error of 
engineering assumptions within the modeling techniques and recommends that as permitted by 
the GSMM, the overbank flood protection be waived though the "Ten-Percent Rule" (Section 
3.1 .9.2). 2 The minor increase should not increase the frequency and cost of flooding 
downstream. Of the three alternatives of traditional ponds, oversized ponds and no ponds, the 
absence of ponds in the post-development condition results in the least impacts to downstream 
conditions. 

In accordance with Peachtree City Ordinance, the General Standard restricts base flow 
elevations and flow levels to less than a 0.0 I foot increase from Pre-development conditions. In 
pursuit of meeting the criteria within the Ordinance and Storm water Manual, in accordance with 
GSMM the applicant examined an off-site alternatives discussed in more detail below. 

d. Combination of Water Quality and Channel protection On-site and Off-site Flooding 
Measures. 

2 200 I Blue Book provided at 2. 1.9.2 
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Constructing the ponds necessary to provide Water Quality and Channel Protection 
Volume on-site only where the stormwater conveyances do not directly release into Line Creek 
or the floodplain, will result in minimal, marginal downstream impacts from increased peak 
discharges and flood elevations at Wynn ' s Pond. In accordance with the request from Peachtree 
City, a study was conducted to reduce impacts to Wynn's Pond to zero or further reduce current 
flood and flow levels of Wynn 's Pond. Where site conditions do not permit the achievement of 
the minimum runoff reduction goals for development onsite, the GSMM allows for runoff 
reduction practices at another location within the same watershed. 

The stormwater management requirements for water quality and channel protection will 
be provided for onsite and in consideration of factors discussed above, flood protection wi ll be 
provided through an off-site alternative. 3 The minimal increase of I /81

h of an inch wi ll be 
mitigated by modifying the Wynn 's Pond weir. This modification will further reduce the flood 
elevation levels below current pre-project levels by approx imately I /1 61

h of an inch ( -0.005 to -
0.003 feet). This effort will reduce flood ing likelihood at Wynn's Pond and is discussed further 
in Section V. 

V. Proposed Action. 

The design of BMPs is fundamentally infl uenced by the nature of downstream receiving 
water bodies4

• The proposed project is uniquely situated upstream of two impoundments as 
shown in Figure I. The first impoundment, Wynn 's Pond has a surface area of approximately 80 
acres and is approximately 6,000 feet downstream of the southern portion of the proposed 
development. Lake Mcintosh is approximately 5,808 feet downstream of Wynn ' s Pond 

Upon cumulative impact assessment for the proposed developments, the modeling 
concludes that elevations in Wynn 's Pond can be lowered below ex isting conditions by less than 
1/16" through minor modifications to the Wynn's Pond weir overflow. Section 3 of the 
Downstream Study prepared by H&H Resources the Applicant proposes to extend the overflow 
weir to the east along the left abutment to increase dam overflow capacity, adjusting the 
elevation of the pond from approximately I /81

h of an inch to decreasing the floodwaters by I / 161
h 

of an inch (-.005 to -0.003 feet). This modification will a llow additional flow to pass through the 
dam, further minimizing flooding during storm events, but not impacting the normal conditions 
ofthe pond (Figure 2). 

The weir modification itself wi II release an additional I 0 cfs downstream, an 11 cfs 
increase in Lake Mcintosh headwaters, and a one cfs increase in Lake Mcintosh. The weir 
modification cumulatively with the post-development scenario, results in a minor increase in the 
downstream reach of Line Creek of 47 cfs before reaching Lake Mcintosh. Line Creek has the 
capacity to absorb this increase. Between Wynn 's Pond and Lake Mcintosh there appear to be no 
structures that would be impacted by these marginal increases. In Lake Mcintosh, the increase is 

3 GSMM - Part I, Section 5.7 
4 GSMM § 4. 1.3 
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54 cfs, resulting in an elevation increase of less than 0.0 I feet. Lake Mcintosh has a 150' buffer 
surrounding the lake, and therefore no impacts to existing structures will occur. 

At the downstream limit of the study, the water surface elevation impact is less than 0.01 
feet (less than I /8") in Lake Mcintosh, meeting the definition of a no-rise condition as defined by 
the Peachtree City floodplain ordinance. To meet flow elevation standards, § 1 01 1 (b )(3)(g) 
requires an elevation rise of less than 0.0 I feet downstream. The negligible increase in discharge 
to the stream is not detrimental to public health, safety or the general welfare of the human, 
biological or natural environment within the Line Creek area between the proposed 
developments and Lake Mcintosh. 

VI. Conclusion 

The Peachtree City Stormwater Ordinance and associated stormwater manuals, set forth the 
requirements to meet minimize impacts from development. Within these regulations, each 
individual assessment determines whether standard practices accomplish the goals and objectives 
of the ordinance. 

The GSMM contemplates that in certain cases, such as this, detention does not a lways 
provide effective water quantity control downstream from the site and actually may exacerbate 
flooding problems downstream. The property' s location adjacent to the main t ributary stream 
results in detention delaying property discharges until watershed flows are at their peak, 
artificially increasing downstream flooding due to the timing of the flow peaks. The GSMM 
recommends that when shown within a downstream analysis of increased flooding from 
detention, alternatives that result in less or no downstream impacts are preferable. Modeling the 
flows generated from the proposed development site, clearly show a negl igible impact to flood 
elevations within the study area downstream to Lake Mcintosh. The proposed property's unique 
location directly adjacent to the major watershed stream, downstream of a sizeable drainage area, 
and upstream of two large impoundments allows off-site management of overbank and extreme 
flood flows. 

The issuance of a variance for the increase in flow from the property satisfi es the general 
purpose and intent of the Ordinance. This negligible increase in flow approximates the pre­
development hydrologic/hydraulic response as nearly as practicable, while reducing flooding at 
Wynn 's Pond, meeting standards for streambank erosion, nonpoint source po llution and 
minimizing increases in stream temperature, while maintaining the integrity of stream channels 
and aquatic habitats. T his variance is particular to this piece of property in that it is the only 
remaining residential property within Peachtree City adj acent to Line Creek and the only 
property within its zoning classification. These factors di stinguish it from all other deve lopments 
that may come before the City Engineer and Council. 

The hydro logic modeling demonstrates that the adjustment to the weir at Wynn ' s Pond 
further minimizes downstream impacts of the I 0% area prescribed by GSMM, and results in no 
detrimental impact to the public, but rather w ill assist reducing floods to residents around 
Wynn ' s Pond while providing needed housing for seniors. By managing extreme flood flows in 
the manner proposed, addi tional costs to the City for long-term maintenance of oversized ponds 
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and the associated environmental impacts of increased water temperature and removal of 
vegetation are avoided. 

The proposed stormwater management plan of meeting water qual ity and channel 
protection onsite and flood water management offsite with a modification to the Wynn's Pond 
weir, results in a more natural and cost-effective stormwater management system that better 
mimics the natural hydrologic conditions of the site, has a lower maintenance burden and 
provides for more sustainability. The issuance of the requested variance is in accordance with the 
public interest, and achieves the spirit of the ordinance, protects public safety and welfare. 

14 

Page 64 of 400 



Figures 

Page 65 of 400 



5000' 0' 

DATE: 11/09/16 
SCALE: 1 "= 10000' 
JOB# A205030.P1A 
FILE# .HYD.EXBT.dwg 
DRAWN BY WCD 

1 0000' 20000' 

,..-OVERALL DRAINAGE BASIN EXHIBIT (FIGURE 1 y 
FOR: 

LAKE MACINTOSH 
LOCATED IN 

..._ FAYEnE AND COWETA COUNTIES, GEORGIA ....1111 

~chester 
cl't _fissociates.Inc. 

425 Oak Street N.W. 
Gainesville, Georgia 30501 

(770)718.0600 (770)718.9090 Fax 
www. rochester-assoc.com 

Page 66 of 400 



,... 
100-YR FLOODPLAIN AREA (FIGURE 2) 

.., 
~chester [ SH;rr I OF l FOR: 

1 
WYNN'S POND ~ _;4ssociates.Inc. 

DATE: 11/09/16 425 Oak Street N.W. 
SCALE: 1 "= 2000' 

LOCATED IN Gainesville, Georgia 30501 JOB# A205030.P1A 
(770)718.0600 (770)718.9090 Fax FILE# .HYD.EXBT.dwg 

FAYmE AND COWETA COUNTIES, GEORGIA _..... www. rochester-assoc.com DRAWN BY WCD .. 

Page 67 of 400 



Exhibit 1 

Wilksmore Village Downstream Impacts of 
Cresswind & Everton Developments in Line 

Creek, Peachtree City, GA 

Prepared by H & H Resources 
July 2016 

Page 68 of 400 



Wilksmore Village 

Downstream Impacts 
of 

Cresswind and Everton 

Developments 
in 

Line Creek 
P ht C·t GA 7/29/16 eac ree 1 y, ~~::::==::::::::0-

/~ 0 __ 13 ___ G ~" 
;;/;0~~ S T 1; :?"- .<1 '\'\ 
I/ ~ ~' 1 \\ 
II /"" 0\ \ \ 

f f <..& f NO 2 129 7 \ -~>. \ I: 9 ··"' i I • i ~">~ ~I 
\ \ \ PROFESSIONAL j j J 

'\ \ ~ I jl 
'\ (>,.Y ~v () I N €-_;:/ <v~ ;/ Study Conducted for· ~-1;y --- --- ~ -- ---~.,-<- // 

• ,~t.s s o. P..~~ 
~..:::-::.:::-----:::--

Kolter Signature Homes, Inc.·----

Project #KSH16002 

Study Performed By: 

H & H REsouRcES 
CIVIL ENGINEERS 

July 2016 

Page 69 of 400 



Jl!! H & H REsouRCES 
lliil ctVIL ENGI N EERS 

Wilksmore Village- Downstream Impacts 

July 2016 

TABLE OF CONTENTS 

EXECUTIVE SUMMARY ................................................... .................... .... .................. 1-1 

1. INTRODUCTION ................................ ...................................................................... 1-2 

2. PREVIOUS MODELS ............................................. ................................................. 2-1 

2.1 Model Modifications ......................................... ....................................... 2.1-1 

2.2 Cresswind/Everton Modeling ..................... ............................................ 2.2-3 

2.2.1 Cresswind/Everton Pond Storage ............................ ..... ........... .... ...... 2.2.1-4 

2.2.2 Cresswind/Everton Pond Outlet Configurations .......... ..................... 2.2.2-5 

3. WYNN'S POND ........... ............................................................................................. 3-7 

3.1 Wynn's Pond Proposed Modifications .................................................. 3.1-7 

3.2 Analysis Process ................. ................................................................... 3.2-7 

4. RESULTS ................ ....... .................. ..... .......... ...................................................... 4-10 

5. CONCLUSIONS ....... ............................................ ......................................... ........ . 5-14 

TABLES 
Table 1 -New Hydrologic Parameters 
Table 2- Parameters Developed by HHR 
Table 3- Control Section Comparison 
Table 4- Existing and Proposed Overflow Rating Curves 
Table 5- Existing and Proposed Discharges 
Table 6- Summary of Water Surface Elevation Results 

FIGURES 
Figure 1 - Project Area 
Figure 2- HEC-HMS Schematic 
Figure 3- HEC-HMS Schematic Cresswind/Everton Area 
Figure 4 - Cresswind Ponds 
Figure 5 - Everton As-Built Ponds 
Figure 6- HEC-RAS Section Locations 

APPENDICES 
Appendix A- Cresswind/Everton Data 
Appendix B- Wynn's Pond Data 
Appendix C - Previous Study 
Appendix D- Data CD 

2.1-2 
2.2-3 
3.1-7 
3.2-8 
3.2-9 
4-10 

1-1 
2.1-1 
2.1-2 

2.2.1-4 
2.2.1-5 

4-13 

Page 70 of 400 



I!!! H &H REsouRcES 
iii CIVI L ENGI N EERS 

EXECUTIVE SUMMARY 

Wilksmore Village- Downstream Impacts 

July 2016 

Wilksmore Village is a development along Line Creek in Peachtree City that is seeking 
development permit approval from Peachtree City. A previous study by H & H Resources, Inc. 
(Appendix C) has documented that implementation of typical detention on-site in each 
development will create greater impacts to downstream properties than would occur by not 
implementing typical detention ponds on site. Implementation of sufficiently oversized detention 
that would mitigate these impacts creates excessively large pond footprints that present long­
term issues with loss of substantial tree cover and overbearing maintenance responsibil ities for 
Peachtree City after the ponds are constructed. This study documents the impacts from 
constructing only those ponds that are necessary for providing Water Quality Volume and 
Channel Protection Volume on-site, with those ponds designed in accordance with Peachtree 
City design crite ria and ordinances. 

The study results demonstrate that downstream impacts from the Cresswind and Everton 
deve lopments are negligible and within the margin of error of engineering assumptions inherent 
in these modeling techniques. The modeling demonstrates that elevations in Wynn 's Pond can be 
lowered below existing conditions by less than 1/16" by minor modifications to the Wynn' s 
Pond weir overflow. Between Wynn's Pond and Lake Mcintosh there appear to be no structures 
that would be impacted by any marginal increases in elevations, based on the NAIP aerial 
imagery. At the downstream limit of thi s study, Lake Mcintosh, the water surface elevation 
impact is less than 0.01 feet, which meets the definition of a no-rise condition, as defined by the 
Peachtree City floodplain ordinance. Granting a variance for smal l, margina l increases in 
discharges does not appear to be materially detrimental to the public health, safety, and general 
welfare of the Line Creek area between the Cresswind/Everton developments and Lake 
Mcintosh. In our professional opinion, granting the variance wi ll not increase the frequency and 
cost of flooding downstream of the proposed developments. 

The study documents that there wi ll be no adverse impacts to existing insurable structures along 
and upstream of Wynn 's Pond. Downstream of Wynn's Pond and prior to Lake Mcintosh there 
appear to be no insurable structures that would be impacted by the neglig ible rises in water 
surface elevations, based on NAIP aerials. There are no adverse impacts to existing insurable 
structures adjacent to Lake Mcintosh. No adverse impact is defined as less than 0.01' rise in the 
base flood (1 00-yr frequency) event. 
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1. INTRODUCTION 

Wilksmore Village - Downstream Impacts 

July 2016 

Wilksmore Village is a development along Line Creek in Peachtree City that is seeking 
development permit approval from Peachtree City. There are two separate locations for the 
development, Cresswind, located just downstream of where Line Creek enters Peachtree City, 
and Everton, located immediately downstream of Cresswind. Line Creek forms the boundary 
between Peachtree City/Fayette County and Coweta County (refer to Figure I). The 
developments are located adjacent to the east overbank of Line Creek. 

A previous study by HHR (Appendix C) has documented that implementation of typical 
detention on-site in each development will create greater impacts to downstream properties than 
would occur by not implementing typical detention ponds on site. Implementation of sufficiently 
oversized detention that would completely mitigate these impacts creates excessively large pond 
footprints that present long-term issues with loss of substantial tree cover and overbearing 
maintenance responsibilit ies for Peachtree City after the ponds are constructed. Th is study 
documents that constructing only those ponds that are necessary for providing Water Qual ity 
Volume and Channel Protection Volume on-site, in accordance with Peachtree City design 
criteria and ordinances, wi ll produce very small and marginal downstream impacts from 
increased peak discharges and flood elevations. 

However, even though only a very slight and, in our professional opinion, neg ligible increase in 
flood elevation occurs in Wynn 's Pond from implementation of Water Quality and Channel 
Protection ponds, Peachtree City has requested that some mitigation be implemented to reduce 
that impact to zero or less. Some homes adjacent to Wynn ' s Pond have been subjected to 
flooding in the past and the City would like to ensure that those homes do not have an increased 
risk of flooding, however small, from construction of the Cresswind and Everton developments. 
Downstream of Wynn's Pond into Lake Mcintosh, a slight increase can be to lerated because no 
homes or structures are currently at risk from flooding. With mitigation in Wynn' s Pond to zero 
or less impacts, and only marginal and very small impacts downstream of Wynn 's Pond, the City 
wi ll consider a variance to their ordinances to allow Cresswind and Everton to be bui lt with only 
the ponds required to mitigate Water Quality and Channel Protection. 

This study documents the downstream base flood event impacts from the Cresswind and Everton 
developments. This study also documents mitigation of the small and marginal impacts in 
Wynn' s Pond and the negligible impacts downstream of Wynn's Pond, to the point where they 
are less than 0.01 feet (less than 1/8") downstream in Lake Mcintosh, in accordance with 
Peachtree City floodplain ordinance requirements. The increase downstream of Wynn' s Pond is 
very minor, and well within the margin of error of engineering assumptions inherent in these 
modeling techniques. In our professional opinion, the slight increases downstream of Wynn 's 
Pond does not increase the frequency and cost of flooding downstream. 
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Two previously developed models have been used to fac ilitate this study. They were provided by 
Peachtree City and were orig inally developed by others fo r the purpose of developing existing 
and future 1 00-year floodplains in Coweta County. One is a HEC-HMS Ver. 3.3 hydrologic 
model ofthe Line Creek watershed extendi ng from the headwaters in Fulton County to its 
confluence with the Flint River. This model was converted to the most recent HEC-HMS Ver. 
4.1 and used, with some modification, to assess discharges resulting from the Cresswind and 
Everton locations. The other model is a HEC-RAS Ver. 4.0 steady-state limited detai l backwater 
model of Line Creek, includ ing the portion that flows by Cresswind and Everton and through 
Wynn 's Pond and Lake Mcintosh. Thi s model was converted to the most recent HEC-RAS Ver. 
4. 1.0 and used to assess impacts to water surface elevations from the Cresswind and Everton 
discharges. 

Rainfall for all hydrologic modeling consisted of7.92" defined by the Peachtree City Stormwater 
Management Local Design Manual as the I 00-year, 24-hour rainfa ll. 

2.1 Model Modifications 

In addition to converting the previous models to more recent vers ions of the software' s, other 
modifications were made to fac ilitate assessing impacts. 

H EC-HMS 

• Basin 3 was renamed to Basin 3N and reduced in size to account for new basins 
representing the Cresswind development. The existing CN and lag time were not 
adjusted. 

• Reach-3 was reduced in length to account for new reaches in the Cresswind and Everton 
areas. A ll other reach parameters were not changed. 

• Junction-3b was added to connect Reach-3 with the Cresswind Reach Upper. 
• Cresswind Reach Upper was added and uses a Modified Puis routing developed from the 

HEC-RAS mode l. 
• Junction-3c was added to connect Cresswind Reach Upper with Cresswind Reach Lower. 
• Cresswind Reach Lower was added and uses a Modified Puis routing developed from the 

HEC-RAS model. 
• Basins 3SW and 3SE were added to connect and drain to Junction-3 and represents 

drainage that is unchanged from existing to proposed within the Cresswind Reach. CNs 
and lag ti mes were developed representing the two basins. 

• Seven basi ns were added representing the seven drainages in the Cresswind development. 
Seven ponds designed and/or proposed for the Cresswind deve lopment were added to the 
proposed condition analysis. These basins and ponds are described in deta il in Section 2.2 
Cresswind and Everton Runoff Modeling. These basins and ponds a ll connect in the 
model through Junction-3. 

• Junction-4a was added to collect drainage fro m the Everton Reach. 
• Basin 4 was reduced in size to account for new basins in the Everton area. The CN and 

lag time were not adj usted. 
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• Basins 4CW and 4CE were added to connect and drain to Junction-4a. They represent 
drainage that is unchanged from existing to proposed within the Everton Reach. CNs and 
lag times were developed representing the two basins. 

• Nine basins were added representing the nine drainages in the Everton development. 
Nine ponds constructed, designed, and/or proposed for the Everton development were 
added to the proposed condition analysis. These basins and ponds are described in detail 
in Section 2.2 Cresswind and Everton Runoff Modeling. These basins and ponds all 
connect in the model through Junction-4a. 

• Everton Reach was added and uses a Modified Puis routing developed from the HEC­
RAS model. This reach connects Junction-3 to Junction-4a. 

• Wynn ' s Pond Reach was added to connect Junction-4a to Junction 4. 
• Basin4S was added to connect and drain to Junction-4 and represents drainage that is 

unchanged from existing to proposed within the Wynn's Pond Reach. A CN and lag time 
was developed representing this basin. 

• Wynn 's Pond was added as a reservoir in order to route discharges from Junction-4 
upstream to Reach -5 downstream. One configuration is used in the existing condition 
and one is used in the proposed condition. The incorporation of Wynn's Pond to the 
modeling is described in detail in Section 3 Wynn 's Pond. 

• Reach -5 was modified from a Muskingum-Cunge to a Modified Puis routing reach. The 
Modified Puis routing parameters were developed from the HEC-RAS model. 

• Basin 6 was reduced in size to account for drainage area to the Lake Mcintosh Dam. The 
CN and lag time were not adjusted . 

• Lake Mcintosh as a reservoir was only part of the future HEC-HMS model provided by 
the City. The Lake Mcintosh parameters were duplicated in both the existing and 
proposed HEC-HMS modeling. 

• The total drainage area is identical between the existing and proposed conditions 
modeling. 

New Hydrologic Parameters 

For the new basins inserted to the HEC-HMS model , HHR developed Curve Numbers and Lag 
Times to represent runoff from those areas. Data used to develop these parameters included 
LiDAR contour topography provided by the City, aerial photography from both the City and the 
National Agriculture Imagery Program (NAIP), and so ils data from the Natural Resources 
Conservation Service (NRCS). The following table summarizes the hydrologic parameters of the 
basins added to the HEC-HMS model. 

Table 1 - New Hydrologic Parameters 

Existing CN Lag Time - min 

Basin3SE 70 17.3 

Basin3SW 59 36.2 

Basin4CE 67 44.7 

Bas in4CW 61 16.4 

Basin4S 72 22.2 
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• HHR determined that Wynn 's Pond was being incorrectly modeled in the existing and 
future HEC-RAS modeling provided by the City. The in-line structure weir/embankment 
profi le was incorrectly defined using the downstream toe of the weir. This was corrected 
using surveyed data prov ided by Rochester and Associates, Inc. that may be found in 
Appendix B. The weir/embankment was corrected to match the actual contro l section 
overflow of the Wynn 's Pond dam/weir. 

• Lake Mcintosh was not modeled at all in the HEC-RAS modeling provided by the City. 
The existing condition was formulated before construction of the Lake Mcintosh Dam 
and the future condition used a specified water surface elevation at the downstream limit 
of Lake Mcintosh instead of modeling as an in-line structure. Using design data provided 
by the City as part of the existing/future modeling data, an in-line structure representing 
the Lake Mcintosh Dam was incorporated to the existing and proposed HEC-RAS 
modeling. 

• The discharge rates in the HEC-RAS existing and proposed modeling were updated to 
reflect undeveloped and developed conditions on the Cresswind and Everton 
development sites. 

2.1-3 
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Figure 3- HEC-HMS Schematic Cresswind/Everton Area 
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2.2 Cresswind/Everton Modeling 

The data used to model existing and proposed conditions for the two developments were 
provided fo r the most part by Rochester & Associates, Inc. and Ridge Planning and Engineering, 
Inc. The only hydro logic parameters developed by HHR for this study related to the development 
sites consisted of the existing condition Curve Numbers and Lag Times for the seven Cresswind 
drainage basins and nine Everton drainage basins. Basin delineations were provided by the listed 
engineering firms. In some cases, the drainage area documented deviated slightly from the 
drainage area calculated in GIS from the provided basin delineations. In every case the GIS 
calculated area was used. Other data provided by the engineering firms included: 

• Existing pond contours. 
• Proposed pond contours were provided by Rochester. 
• Water Quality and Channel Protection Volumes. 
• Proposed Curve Numbers and Times of Concentration: These times were converted to 

Lag Times for use in HEC-HMS using the ratio Tiag = Tc*0.6. 
• Rochester provided proposed outflow structure configurations for all the Cresswind 

Ponds. 
• R idge Planning provided as-builts of the two existing ponds on the Everton development. 

Outflow structure configurations and storage for the seven remaining ponds were 
developed using a unit rating curve based on the two existing ponds and normalized by 
drainage area. 

The fo llowing table summarizes the existing condition Curve Numbers and Lag T imes, as 
calculated by HHR, for each of the Cresswind and Everton drainage basins. 

Table 2 - Parameters Developed by HHR 

Existing Cond it ion Hydrologic 

Parameters 
Basin CN TR55 Lag Time Min. 

CW1(A) 55 17.4 

CW2 (B) 56 23.7 

CW3 (C) 57 23.2 

CW4(D) 56 21.0 

CW5 (E) 56 25.0 

CW6 (F) 55 37.2 

CW7(G) 55 37.6 

EV1 (Area 1) 56 38.5 

EV2 (Area 2) 55 38.8 

EV3 (Area 3) 56 40.0 

EV4 (Area 4) 55 35.2 

EV5 (Area 5) 58 32.6 

EV6 (Are a 6) 57 22.5 

EV7 (Area 7) 55 29.0 

EVS (Area 8) 55 59.1 

EV9 (Area 9) 55 51.7 
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2.2.1 Cresswind/Everton Pond Storage 

Storage for the Cresswind proposed ponds was calculated from the pond contour topography 
provided by Rochester, as shown in Figure 4. Stage/ Area curves for each pond may be found in 
Appendix A. 

Storage for the two constructed Everton ponds was provided by Ridge Planning, found in Figure 
5. The area for each depth in each pond was first convet1ed to a unit area by dividing area at that 
depth by the drainage area of the basin. The unit areas for each depth were then averaged to 
create an average unit curve. This unit curve was used to produce stage/storage curves for each 
proposed pond by multiplying each depth's unit area by the drainage area of the specific pond. 
Stage/Area curves for each pond may be found in Appendix A. 

PONDE (CW5) 

~~s~~ngws> 
CN = 7~ 
Tc = 25.1 MIN 

PONDD(CW4) 
BASIN·D (CW4) 
A = 31 .8AC 
CN = 75 
Tc a 28.6 MIN 

------- /.--· -·· 
h1 .......... ,.""'... ........../ 

J:: POND F (CW6) 
BASIN·F (CW6) 
A = 36.9AC 
CN = 75 
Tc = 26.9 MIN 

PONDA (CW1) 
BASIN-A (CW1) 
A = 44.5 AC 
CN = 75 
Tc = 22.3 MIN 

--- _ ...... 

' I 
,. ... , . .} 

Figure 4- Cresswind Ponds 
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Figure 5- Everton As-Built Ponds 
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2.2.2 Cresswind/Everton Pond Outlet Configurations 

Design drawings for the two pond outlet configurations currently permitted, and preliminary 
designs for the remaining five ponds on the Cresswind site were prov ided by Rochester. From 
these drawings, HHR constructed stage/discharge curves using a standard drop inlet spreadsheet. 
This spreadsheet accounts for the variability of the discharge characteristics with ranges of head. 
Control transitions through the various riser openings, beginning with orifice, then drop-inlet 
weir overflow, then to pipe flow in the downstream outlet. Added to th is is the emergency 
overflow at the appropriate elevation. The riser outflow is restricted to the lowest capacity 
opening at each increment of head. Using this method, a stage/discharge rating curve was 
developed for each pond configuration provided. The rating curves may be found in Appendix A. 

As-builts of the two constructed ponds on the Everton site were provided by Ridge Planning. In 
the same manner described for the Cresswind ponds, a stage di scharge rating curve was 
developed for each pond using the prov ided as-built drawings. The d ischarge for each elevation 
in each pond was first converted to a unit discharge by d ividing by the drainage area of the basin. 
The unit discharge for each depth was then averaged to create an average unit discharge curve. 
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This unit curve was used to produce stage/discharge curves for each of the remain ing seven 
proposed ponds by multiplying each depth's unit area by the drainage area of the specific pond. 
The rating curves for each pond may be found in Appendix A 

Additional data used in this study and provided by either Rochester or Ridge Planning may also 
be fou nd in Appendix A. 
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3. WYNN'S POND 

Wynn ' s Pond is located downstream of the deve lopment sites and the Wynn 's Pond Dam is 
approximately 6,000 feet downstream of the lower limit of the Everton development. Without 
making any modifications to the Dam, elevations in Wynn' s Pond are increased by less than 
approximately 1/8111 of an inch (+0.009 to +0.0 II feet) due to increased runoff from the proposed 
developments. By making some slight modifications to increase the Dam overflow capacity, the 
marginal increases from increased runoff are converted to marginal decreases. The decreases are 
less than approximately 1/ 16111 of an inch (-0.005 to -0.003 feet). 

3.1 Wynn's Pond Proposed Modifications 

The modifications consist of extending the overflow weir to the east along the left abutment. The 
design plans for the modifications have been formulated by Rochester and Associates, Inc., copies 
of which may be found in Appendix B. The following table compares the control section overfl ow 
profile along the left abutment. 

Table 3- Control Section Comparison 

Existing Proposed 

Station Elevation Station Elevation 

213.13 821.00 213.13 821.00 

221.13 820.50 221.13 820.50 
223.78 820.30 223.78 820.30 

225.63 819.70 

227.13 819.20 

229.63 819.20 

231.13 819.70 

232.13 819.80 232.13 819.80 

232.13 820.40 232.13 820.40 

233.13 820.40 233.13 820.40 

233.13 820.30 233.13 820.30 

The remaining data points are identical. 

Orientation is left to right looking downstream. 

3.2 Analysis Process 

In order to model the changes in the Wynn's Pond overflow capacity, an elevation/discharge 
rating curve for both the existing and proposed conditions was first developed in HEC-RAS. 
These rating curves were then incorporated into the HEC-HMS model existing and proposed 
scenarios in order to develop discharges to insert back to HEC-RAS for modeling existing and 
proposed elevations. The following table compares the existing and proposed rating curves. 

3.2-7 
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Table 4- Existing and Proposed Overflow Rating Curves 

Existing Rating Curve Proposed Rating Curve 

W.S. Elev Q Total W.S. Elev Q Total 

(ft) (cfs) (ft) (cfs) 

818.44 0 818.44 0 

819.84 591 819.83 591 

820.52 1280 820.50 1280 

821.39 2559 821.37 2559 

822.07 3839 822.06 3839 

822.65 5118 822.64 5118 

823.18 6398 823.17 6398 

823.66 7677 823.63 7677 

824.09 8957 824.08 8957 

824.50 10236 824.48 10236 

824.88 11516 824.86 11516 

825.24 12795 825.23 12795 

825.58 14075 825.57 14075 

825.92 15354 825.90 15354 

826.28 16634 826.27 16634 

826.91 17913 826.92 17913 

827.58 19193 827.58 19193 

828.20 20472 828.20 20472 

828.73 21752 828.73 21752 

829.28 23031 829.28 23031 

830.00 29700 830.00 29700 
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Using the rating curves in HEC-HMS produces the following peak discharges for existing and 
proposed conditions. Note that for the proposed condition, the modifications to Wynn's Pond 
Dam alone (not including the increased runoff from the proposed developments) accounts for a 
10 cfs increase downstream of Wynn's Pond, an II cfs increase in the Lake Mcintosh 
headwaters, and a one ( l) cfs increase in Lake Mcintosh. 

Table 5- Existing and Proposed Discharges 

Location HEC-HMS HEC-RAS 
Existing Proposed Proposed Flow with 

Flow Flow No Modification to 
Description Node Section 

(cfs) (cfs) Wynn's Pond (cfs) 

Upstream of 
Junction-1 159678.9 2725 2725 2725 

Deve lopments 

Upstream of 
Junction-2 144827.7 5660 5660 5660 

Deve lopments 

Upstream of 
Junction-3a 137462.2 19676 19676 19676 

Deve lopments 

Upstream of 
Junction-3b 123826.1 10329 10329 10329 

Deve lopments 

Upst ream of 
Junction-3c 120522.7 10326 10326 10326 

Developments 

Downstream of 

Cresswind 
Junction-3 117889.1 10431 10441 10441 

Downstream of 

Everton 
Junction-4a 113115 11209 11240 11240 

Upstream of 
Junction-4 106764.5 11338 11369 11369 

Wynn's Pond Dam 

Downstream of 

Wynn's Pond Dam 
WynnsPond 106566.7 9917 9964 9954 

Lake Mcintosh 

Headwaters 
Junction-S 94351.68 10234 10282 10271 

Upstream of Lake 
Junction-6 87254.44 19217 19271 19270 

Mcintosh Dam 

3.2-9 
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The HEC-HMS hydrologic model, using the data described in the prev ious sections, calculates 
peak 1 00-year discharges in the Line Creek watershed upstream of Lake Mcintosh. These 
discharges represent three conditions: 

1) Existing - This is the existing hydrologic condition in the Line Creek Watershed. 

2) Proposed- This is the proposed hydrologic conditions representing the Water Quality and 
Channel Protection ponds implementation and modification of the Wynn 's Pond weir overflow 

3) ProposedNo WP- This is the proposed hydrologic conditions in the watershed representing 
construction of the Cresswind and Everton developments implementing the Water Quality and 
Channel Protection ponds and without modification of the Wynn 's Pond weir overflow. 

The differences in discharges for each of the described conditions are summarized in Table 5. 

The discharges summarized in Table 5 are input to the HEC-RAS model to calculate water 
surface elevations for the three described conditions. 

Table 6- Summary of Water Surface Elevation Results 

River Station Plan QTotal W.S. Elev Difference From Existing 

(ds) (ft) (ft) (in) 

Lake Mcintosh 

87254.44 Existing 19217 784.318 

Proposed 19271 784.326 0.008 0.096 < 1/ 8" 

ProposedNoWP 19270 784.325 0.007 0.084 < 1/8" 

90356.47 Existing 10234 784.424 

Proposed 10282 784.433 0.009 0.108 < 1/ 8" 

ProposedNoWP 10271 784.432 0.008 0.096 < 1/ 8" 

94351.68 Exi sting 10234 784.472 

Proposed 10282 784.480 0.008 0.096 < 1/ 8" 

ProposedNoWP 10271 784.480 0.008 0.096 <1/8" 

95721.31 Existing 9917 784.634 

Proposed 9964 784.644 0.010 0.120 < 1/ 8" 

ProposedNoWP 9954 784.643 0.009 0.108 <1/8" 

97642.51 Existing 9917 785.270 

Proposed 9964 785.284 0.014 0.168 < 1/ 4" 

ProposedNoWP 9954 785.282 0.012 0.144 < 1/ 4" 

99460.65 Existing 9917 786.346 

Proposed 9964 786.366 0.020 0.240 < 1/ 4" 

ProposedNoWP 9954 786.363 0.017 0. 204 < 1/4" 

4-10 
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Table 6 (cont.)- Summary of Water Surface Elevation Results 

River Station Plan QTotal W.S. Elev Difference From Existing 

(cfs) (ft) (ft) (in) 

100417.2 Existing 9917 787.515 

Proposed 9964 787.538 0.023 0.276 < 1/ 2" 

ProposedNoWP 9954 787.534 0.019 0.228 < 1/ 4" 

100547.2 Existing 9917 787.578 
Proposed 9964 787.601 0.023 0.276 < 1/ 2" 

ProposedNoWP 9954 787.597 0.019 0.228 < 1/ 4" 

101627.1 Existing 9917 795.147 
Proposed 9964 795.173 0.026 0.312 < 1/ 2" 

ProposedNoWP 9954 795.167 0.020 0.240 < 1/ 4" 

102910.5 Existing 9917 806.739 

Proposed 9964 806.764 0.025 0.300 < 1/ 2" 

ProposedNoWP 9954 806.758 0.019 0.228 < 1/ 4" 

102985.2 Exi sting 9917 807.449 

Proposed 9964 807.474 0.025 0.300 < 1/ 2" 

ProposedNoWP 9954 807.468 0.019 0.228 < 1/ 4" 

103545.2 Exi sting 9917 811.374 
Proposed 9964 811.402 0.028 0.336 < 1/ 2" 

ProposedNoWP 9954 811.396 0.022 0.264 < 1/ 2" 

104522.5 Existing 9917 814.732 

Proposed 9964 814.765 0.033 0.396 < 1/ 2" 

ProposedNoWP 9954 814.759 0.027 0.324 < 1/ 2" 

105666.4 Existing 9917 817.567 

Proposed 9964 817.602 0.035 0.420 < 1/ 2" 

ProposedNoWP 9954 817.594 0.027 0.324 < 1/ 2" 

Fayette County Intake 

105705.8 Exist ing 9917 817.996 
Proposed 9964 818.031 0.035 0.420 < 1/ 2" 

ProposedNoWP 9954 818.023 0.027 0.324 < 1/ 2" 

105916.7 Existing 9917 819.196 

Proposed 9964 819.232 0.036 0.432 < 1/ 2" 

ProposedNoWP 9954 819.224 0.028 0.336 < 1/ 2" 

Highway 54 

106098.4 Existing 9917 820.732 

Proposed 9964 820.768 0.036 0.432 < 1/ 2" 

ProposedNoWP 9954 820.760 0.028 0.336 < 1/ 2" 

4-11 
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Table 6 (cont.)- Summary of Water Surface Elevation Results 

River Station Plan QTotal W .S. Elev Difference From Existing 

(cfs) (ft) (ft) (in) 

106566.7 Existing 9917 821.568 

Proposed 9964 821.606 0.038 0.456 < 1/2" 

ProposedNoWP 9954 821.598 0.030 0.360 < 1/2" 

Wynn's Pond 

106764.5 Existing 11338 824.825 

Proposed 11369 824.820 -0.005 -0.060 < 1/16" 

ProposedNoWP 11369 824.834 0.009 0.108 < 1/8" 

109134.9 Exist ing 11209 825.142 

Proposed 11240 825.139 -0.003 -0.036 < 1/ 16" 

ProposedNoWP 11240 825.153 0.011 0.132 < 1/4" 

110838 Ex isting 11209 825. 154 

Proposed 11240 825.150 -0.004 -0.048 < 1/ 16" 

ProposedNoWP 11240 825.164 0.010 0.120 < 1/8" 

113115 Existing 11209 825.686 

Proposed 11240 825.686 0.000 0.000 

ProposedNoWP 11240 825.697 0.011 0.132 < 1/4" 

114635.1 Existing 10431 827.774 
Proposed 10441 827.778 0.004 0.048 < 1/16" 

ProposedNoWP 10441 827.782 0.008 0.096 < 1/8" 

117070.9 Existing 10431 832.012 

Proposed 10441 832.016 0.004 0.048 < 1/16" 

ProposedNoWP 10441 832.016 0.004 0.048 < 1/16" 

117889.1 Existing 10431 832.983 

Proposed 10441 832.987 0.004 0.048 < 1/16" 

Propose dNoWP 10441 832.987 0.004 0.048 < 1/16" 

Upstream of Cresswind and Everton 

120522.7 Existing 10326 837.228 

Proposed 10326 837.228 0.000 0.000 

ProposedNoWP 10326 837.228 0.000 0.000 

123826.1 Existing 10329 845.512 

Proposed 10329 845.512 0.000 0.000 

ProposedNoWP 10329 845.512 0.000 0.000 
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The results demonstrate that the Cresswind and Everton developments downstream impact on 
insurable structures due to the change in flow and base flood elevations are very small and likely 
within the margin of error of engineering assumptions inherent in these modeling techniques. 
Nevertheless, by making proposed marginal conveyance increases to the Wynn's Pond weir 
overflow, the modeling demonstrates that elevations in Wynn 's Pond can be lowered below 
existing conditions to less than 1/16" . Between Wynn 's Pond and Lake Mcintosh the rise in base 
flood elevations are less than 0.04 feet (less than 1/2"). Impacts are less than I /2" until reaching 
Lake Mcintosh where impacts are less than 0.0 I feet (less than 1 /8") thus meeting the 
requirements of the Peachtree City floodplain ord inance. Between Wynn' s Pond and Lake 
Mcintosh there appear to be no structures that would be impacted by these marginal increases, 
based on the NAIP aerial imagery. 

Downstream of Wynn' s Pond the flow impact from the weir modifications alone is 10 cfs. This 
small , marginal increase would not require any change to FEMA I 00-year flood elevations in 
this area. Such a small increase in flow would produce even less impact than those reported by 
the model for the proposed condition, which includes increased runoff from the proposed 
developments. Rounding of resulting water surface elevations should show no change in 
published FEMA flood elevations downstream of Wynn 's Pond . In addition, the FEMA I 00-year 
elevations in Lake Mcintosh were developed before the Dam was constructed, making them 
obso lete and not representative of current cond itions in the Lake. 

It should be noted that measuring in the field the magnitude of impacts in the range wh ich this 
study reports wou ld be virtually impossible in a natural channel and lake setting. In order to 
measure impacts th is small , a laboratory setting would be necessary. In a natural setting, there 
would be substantially more impact from any wave action that wou ld occur due to wind or other 
disturbances in the water surface. This wou ld make fi eld measurements discerning less than 1/2" 
of change difficult, if not impossible. 

At the downstream limit of this study, Lake Mcintosh, the water surface elevation impact is less 
than 0.0 I feet, which meets the definition of a no-ri se condition, as defined by the Peachtree City 
floodplain ordinance. 

The Cresswind and Everton developments cause a marginal downstream increase in 1 00-year 
discharges. A variance allowing these small discharge increases is required. This study 
demonstrates that there wi ll be no material impacts from granting such a variance. Granting of 
the variance does not appear to be materia lly detrimental to the public health, safety, and general 
welfare of the Line Creek area between the Cresswind/Everton deve lopments and Lake 
Mcintosh. In our professional opinion, granting the variance will not increase the frequency and 
cost of flood ing downstream of the proposed developments. 
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Cresswind Pond Stage/ Area Curves 
CW1(A) CW2 (B) CW3 (C) CW4(D) CW5 (E) CW6(F) CW7(G) 

Elevation AreaAcres Elevation AreaAcres Elevation Area Acres Elevation AreaAcres Elevation AreaAcres Elevation AreaAcres Elevation AreaAcres 

834 0.63 844 0.18 902 0.19 840 0.29 840 0.29 860 0.29 876 0.05 

836 0.79 846 0.02 904 0.25 842 0.38 842 0.38 862 0.38 878 0.09 

838 1.16 848 0.48 905 0.28 843 0.42 843 0.42 863 0.42 879 0.11 

840 1.35 850 0.59 906 0.39 844 0.63 844 0.63 864 0.63 880 0.21 

842 1.51 852 0.67 908 0.47 846 0.73 846 0.73 866 0.73 882 0.28 

844 1.69 854 0.76 910 0.55 848 0.84 848 0.84 868 0.84 884 0.35 

856 0.85 912 0.64 850 0.95 850 0.95 870 0.95 886 0.44 

914 0.73 
----
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Everton Pond Stage/ Area Curves 
EV1 (Area 1) EV2 (Area 2) Unit Curve EV3 (Area 3) EV4 (Area 4) EV5 (Area 5) EV6 (Area 6) EV7 (Area 7) EV8 (Area 8) EV9 (Area 9) 
Elevation AreaAcres Elevation AreaAcres Depth Unit Area Depth Area Acres De pth AreaAcres Depth Area Acres Depth AreaAcres Depth Area Acres Depth Area Acres Depth Area Acres 

867 0.06 846 0.12 0.00 0.00 0 0 .00 0 0.00 0 0.00 0 0.00 0 0.00 0 0.00 0 0.00 

868 0.15 848 0.35 1.00 2.06 1 0.07 1 0.09 1 0.06 1 0.03 1 0.16 1 0 .21 1 0.20 

869 0.28 849 0.69 2.00 5.43 2 0.18 2 0.23 2 0.15 2 0.07 2 0.42 2 0.56 2 0.52 

870 0.37 850 0.75 3.00 10.44 3 0.34 3 0.45 3 0.30 3 0.13 3 0.81 3 1.08 3 1.00 

871 0.49 851 0.81 4.00 12.46 4 0.41 4 0.54 4 0.35 4 0.16 4 0.97 4 1.29 4 1.19 

872 0.62 852 0.87 5.00 14.91 5 0.49 5 0.64 5 0.42 5 0.19 5 1 .16 5 1.55 5 1.42 

873 0. 73 853 0.92 6.00 17.40 6 0.57 6 0.75 6 0.49 6 0.22 6 1.36 6 1.81 6 1.66 

874 0 .83 854 0.97 7.00 19.66 7 0.65 7 0.85 7 0.56 7 0.25 7 1.53 7 2.04 7 1.88 

875 0.95 855 1.03 8.00 21.81 8 0.72 8 0.94 8 0.62 8 0.27 8 1.70 8 2.26 8 2.08 

876 1.11 856 1.08 9.00 24.11 9 0.79 9 1 .04 9 0.68 9 0.30 9 1.88 9 2.50 9 2 .3~1 877 1.32 857 1.14 10.00 27.18 10 0.89 10 1.17 10 0.77 10 0.34 10 2.12 10 2.82 10 2.60 

858 1.20 11.00 31.15 11 1.02 11 1.34 11 0.88 11 0.39 11 2.43 11 3.23 11 2.97 

859 1.26 

860 1.33 

861 1.40 
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Cresswind Stage/Discharge Curves 
CW1 CW2 CW3 CW4 CW5 CW6 CW7 
Elev. Dis. Elev. Dis. Elev. Dis. Elev. Dis. Elev. Dis. Elev. Dis. Elev. Dis. 

836.8 0 848.2 0 905.5 0 843.5 0 843.5 0 863.5 0 879.5 0 
838.0 1 849.0 0 906.0 0 844.0 0 844.0 0 864.0 0 880.0 ~I 838.5 1 849 .5 1 906.5 0 844.5 0 844.5 0 864.5 0 880.5 
839.0 1 850 .0 1 907.0 0 845.0 1 845 .0 0 865.0 1 881.0 0' 
839.5 2 850 .5 1 907.5 1 845.5 1 845.5 0 865.5 1 881 .5 0 
840.0 2 851 .0 1 908.0 1 846.0 8 846.0 0 866.0 1 882.0 ol 
840.5 7 851 .5 1 908.5 1 846.5 40 846.5 22 866 .5 1 882.5 o' 
841 .0 23 852.0 1 909.0 1 847.0 85 847.0 61 867.0 1 883 .0 0 
841 .5 47 852.5 2 909.5 1 847.5 140 847.5 111 867.5 1 883.5 22 
842.0 75 853.0 18 910.0 22 848.0 204 848.0 170 868.0 22 884.0 60 
842.5 107 853 .5 43 910.5 61 848.5 275 848.5 238 868.5 61 884.5 111 
843.0 143 854.0 74 911 .0 111 849.0 316 849.0 312 869.0 112 885.0 170 
843.5 182 854 .5 111 911 .5 171 849.5 351 849.5 337 869 .5 171 885 .5 238 
844.0 243 855.0 152 912.0 238 850.0 399 850.0 379 870 .0 239 886 .0 312 

855.5 198 912.5 313 870.5 313 
856.0 266 91 3.0 370 871.0 370 

913.5 417 871 .5 418 
914.0 469 872.0 469 
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FRONT VIEW 

COHST t' ~ 9' • :»" 
f£1NFORCCO COM:. PN> 

OUTLET CONTROL STRUCTURE POND E 
N.T.S. 

~.?&;...;;.~ 

FRONT VIEW 

OUTLET CONTROL STRUCTURE POND C 
N.T.S. 

FRONT VIEW 

CONS1 ,. • 9' • JO" 
RUHFCRCED ~. PAD 

OUTLET CONTROL STRUCTURE POND F 
N.T.$. 

FRONT VIEW 

~sr !ll' •tf ·JO· 
RCJ.YFOitCCJ) ~PAD 

OUTLET CONTROL STRUCTURE POND D 
N.T.S. 

FRONT VIEW 

CONST I' , t ' • JO" 
~~O'iCCO COHC "AD 

OUTLET CONTROL STRUCTURE POND G 
N.T.S. 

Page 100 of 400 



-- - -·-- · - ·-~--- ·--· --·~- --· ---E s /Disch c 
EV1 EV2 Unit Curve Ave rage EV3 EV< EV5 EV6 EV7 EV8 EV9 
Elev. Depth Dis. Rating Unrt: Rating Elev. Depth Dis. Rat ing Unrt: Rating Depth Unrt: Dis. Depth Cis. Rating Depth Dis. Rating Depth Cis. Rating Depth Dis. Rating Depth Dis. Rating Depth Dis. Ratin g Depth Dis. Rating 

867.0 0 0 0 846.0 0 0 0 0.0 0 0.0 0 0.0 0 0.0 0 0.0 0 0 .0 0 0.0 0 0.0 0 
871.0 4.0 0 0 850.0 4 .0 0 0 4.0 0 4.0 0 4.0 0 4.0 0 4 .0 0 4 .0 0 4.0 0 4.0 0 
871.5 4.5 0 0 850.5 4.5 0 0 4.5 0 4.5 0 4.5 0 4 .5 0 4 .5 0 4.5 0 4 .5 0 4.5 0 
872.0 5.0 0 14 851.0 5.0 1 14 5.0 14 5.0 0 5.0 1 5.0 0 5.0 0 5 .0 1 5.0 1 5 .0 1 
872.5 5.5 1 17 851.5 5.5 1 18 5.5 17 5.5 1 5.5 1 5.5 0 5 .5 0 5.5 1 5.5 2 5 .5 2 
873.0 6.0 1 20 852.0 6.0 1 21 6.0 20 6.0 1 6.0 1 6 .0 1 6.0 0 6.0 2 6 .0 2 6.0 2 
87J.!i Ci.S 1 22 CS2.S 6.5 1 24 6.5 23 6.5 1 6 .5 1 6 .5 1 6.5 0 6.5 2 6 .5 2 6 .5 2 

874.0 7.0 1 24 853.0 7.0 1 17 7.0 20 7.0 1 7.0 1 7.0 1 7.0 0 7.0 2 7.0 2 7 .0 2 
874.5 7.5 7 239 853.5 7.5 3 47 7.5 143 7.5 5 7.5 6 7 .5 4 7.5 2 7.5 11 7.5 15 7.5 14 

875.0 8.0 24 781 854.0 8.0 4 65 8.0 423 8.0 14 8.0 18 8.0 12 8.0 5 8.0 33 8.0 44 8 .0 40 
875.5 8.5 47 1509 854.5 8.5 5 80 8.5 794 8.5 26 8.5 34 8.5 22 8.5 10 8 .5 62 8.5 82 8.5 76 
876 .0 9.0 63 2039 855.0 9.0 5 92 9.0 1065 9.0 35 9.0 46 9.0 30 9.0 13 9.0 83 9.0 111 9.0 102 
876.5 9.5 71 2292 855.5 9.5 6 103 9.5 1197 9.5 39 9.5 51 9.5 34 9.5 15 9.5 93 9.5 124 9 .5 114 
877.0 10.0 78 2519 856.0 10.0 7 113 10.0 1316 10.0 43 10.0 57 10.0 37 10.0 16 10 .0 103 10.0 137 10.0 126 
877.5 10.5 84 2728 856.5 10.5 7 121 10.5 1425 10.5 47 10 .5 51 10.5 40 10.5 18 10.5 11 1 10.5 148 10.5 136 
878.0 11.0 90 2921 857.0 11.0 --·- 1_~9 ----

11 .0 1526 11.0 50 11.0 56 11.0 43 11.0 19 11.0 119 11.0 158 , 1.0 146 
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WYNN'S POND WEIR DESIGN 
FOR 

WILKSMORE VILLAGE 
LOCATED IN 

LAND LOTS 156, 157, 158, 165, 166, 167, 182, 183, 184 & 185 
CITY OF PEACHTREE CITY, 7th DISTRICT 
FAYETTE & COWETA COUNTY, GEORGIA 

PROPOSED DEVELOPMENT BY: 

KH PEACHTREE, LLLP 

~chester 
~ j4ssociates.Inc. 

VIC/NrrY MAP 

OWNER & DEVELOPER: 
KH PEACIITREE, LLLP 
3W7 SCARLET OAK LANE 
GAINESVII.LE. GA 305()1 
(nO) 361-8U10 

24 HOUR CONTACT: 
TONY ADAMS 
(770) 36l-IJ(J70 

ENGINEERING CONTACT: 

ROCHilSlER .t ASSOCIATES, INC. 
KEDRICK C. SCOTf, P .B., IUS. 
(770) 718-{)60() 

SURVEY CONTACT: 
ROCHESTER & ASSOCIATES, INC 
WA YNB POWERS, R.L.S. 
(770) 118-{)60() 
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TECHNICAL MEMORANDUM 

DATE: February 26, 2016 

PREPARED FOR: Tony Adams - Kolter Signature Homes, Inc. 

PREPARED BY: Wayne E. Fowler, P.E., CFM 
Charles D. Absher, P.E. 
H & H Resources, Inc. 

SUBJECT: Downstream Impacts 
Wilksmore Village 
Peachtree City, GA 

PROJECT: KSH16002 

1) Introduction 

The purpose of this TM is to describe the methodology for evaluating the drainage impacts along 
Line Creek from the combined Cresswind and Everton sites. The results indicate that the use of 
onsite detention exacerbates the impacts to Line Creek. The proposed un-detained condition 
will produce water surface elevation increases downstream of the developments of less than 112". 
The increase in elevations is very minor, and well within the margin of error of engineering 
assumptions inherent in these modeling techniques. In our professional opinion, this slight 
increase does not increase the frequency and cost of flooding downstream. Communities that 
have adopted the Georgia Stormwater Management Manual can use the "Ten-Percent Rule" 
(Section 2. 1.9.2) to waive Overbank Flood Protection if it exacerbates downstream fl ooding 
conditions, as in this case. 

The Wilksmore Village is a development seeking permitting from Peachtree City, Georgia. 
There are two separate locations for the development, Cresswind and Everton. An issue has been 
identified regarding downstream impacts from the development. Wynn ' s Pond is just 
downstream of the development and there is concern that the Wilksmore Village development 
will adversely impact the homes and neighborhoods around Wynn's Pond. This Technical 
Memorandum examines the potential impacts downstream around Wynn's Pond from the 
combined Cresswind and Everton locations. Downstream impacts have been examined in 
accordance with Section 2.1.9 Downstream Hydrologic Assessment of the Georgia Stormwater 
Management Manual (i.e."Blue Book"). As such, impacts from both un-detained and detained 
scenarios from Cresswind and Everton have been examined. 

H & H Resources. Inc. 
7 Lakeview Place 

Avondale Estates. GA 30002 
(706) 835-131 1 
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2) Previous Models 

Two previously developed models have been used to facilitate this study. One is a HEC-HMS 
Ver. 3.3 hydrologic model of the Line Creek watershed extending from the headwaters in Fulton 
County to its confluence with the Flint River. This model was converted to the most recent HEC­
HMS Ver. 4.1 and used, with some modification, to assess flows resulting from the Cresswind 
and Everton locations. The other model is a HEC-RAS Ver. 4.0 steady-state limited detail 
backwater model of Line Creek, including the portion that flows by Cresswind and Everton and 
through Wynn's Pond. This model was converted to the most recent HEC-RAS Ver. 4.1.0 and 
used to assess impacts to water surface elevations from the Cresswind and Everton flows. All 
previous models were provided by Peachtree City. 

3) Model Modifications 

In addition to converting the previous models to more recent versions of the softwares, other 
modifications were made to facilitate assessing impacts. 

HEC-HMS 

• Basin 3 was reduced in size to account for new basins in the Cresswind area. The CN and 
lag time were not adjusted. 

• Reach-3 was reduced in length to account for new reaches in the Cresswind and Everton 
areas. All other reach parameters were not changed. 

• Junction-3b was added to connect Reach-3 with the Cresswind Reach Upper. 
• Cresswind Reach Upper was added and uses a Modified Puis routing developed from the 

HEC-RAS model. 
• Junction-3c was added to connect Cresswind Reach Upper with Cresswind Reach Lower. 
·• Cresswind Reach Lower was added and uses a Modified Puis routing developed from the 

HEC-RAS model. 
• Basins 3SW and 3SE were added to connect and drain to Junction-3 and represents 

drainage that is unchanged from existing to proposed within the Cresswind Reach. CNs 
and lag times were developed representing the two basins. 

• BasinCW was added and represents the Cresswind development, and consists of existing 
and proposed CNs and lag times. Basin CW also connects and drains to Junction-3 

• Junction-4a was added to collect drainage from the Everton Reach. 
• Basin 4 was reduced in size to account for new basins in the Everton area. The CN and 

lag time were not adjusted. 

H & H RESOURCE$ 
C I V I L ENGI N EE R S 

H & H Resources. Inc. 
7 Lakeview Place 

Avondale Estates. GA 30002 
(706) 835- 1311 
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• Basins 4CW and 4CE were added to connect and drain to Junction-4a and represents 
drainage that is unchanged from existing to proposed within the Everton Reach. CNs and 
lag times were developed representing the two basins. 

• BasinEV was added and represents the Everton development, and consists of existing and 
proposed CNs and lag times. Basin EV also connects and drains to Junction-4a 

• Everton Reach was added and uses a Modified Puis routing developed from the HEC­
RAS model. This reach connects Junction-3 to Junction-4a. 

• Wynn's Pond Reach was added to connect Junction-4a to Junction 4. 
• Basin4S was added to connect and drain to Junction-4 and represents drainage that is 

unchanged from existing to proposed within the Wynn's Pond Reach. A CN and lag time 
was developed representing this basin. 

• The total drainage area in the model is unchanged from Ver. 3.3 to Ver. 4.1 , and is 
unchanged from the modifications listed above. 

HEC-RAS 

• There were no modifications made to the stream geometry in the HEC-RAS model. 
• The discharge rates were updated to reflect impacts of un-detained and detained flow 

from proposed developments. 

4) Updated Hydrologic Parameters 

The following table summarizes the hydrologic parameters of the basins added to the HEC-HMS 
model. 

Existing 

Basin3SE 

Basin3SW 

Basin4CE 

Basin4CW 

Basin4S 

BasinCW 

BasinEV 

Proposed 

BasinCW 

BasinEV 

H & H RESOURCES 
C IV I L E NGINEERS 

CN 

70 

59 

67 

61 

72 

56 

55 

CN 

75 

75 

Lag Time- min 

17.3 

36.2 

44.7 

16.4 

22.2 

42.7 

44.8 

Lag Time - min 

37.3 

28.8 

H & H Resources. Inc. 
7 Lakeview Place 

Avondale Estates, GA 30002 
(706) 835-131 1 
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5) Detention Parameters 

The detention in the model is derived from previous studies that modeled smaller drainages in 
the Cresswind area. The Stage-Storage and Stage-Discharge curves for the previous studies were 
reduced to per-acre values. The curves were then adjusted for the Cresswind and Everton 
locations and the drainage area for which flow through the ponds would be generated. The result 
is a reasonable facsimile of the impact of detention to flows from the two locations. The ponds 
were inserted between the basins and the respective downstream junctions. 

H & H RESOURCES 
C I V I l E N G I N EE R S 

H & H Resources. Inc. 
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Avondale Estates, GA 30002 
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6) Flow Impacts 

Three scenarios have been compared. They are existing conditions for the Cresswind and Everton locations, proposed 
conditions for the Cresswind and Everton locations, and proposed detained conditions for the Cresswind and Everton locations. 
The following table summarizes the results. Note that for all frequenc ies and locations the proposed detained condition 
produces higher downstream flows than the proposed un-detained condition. 

Basin CW Flows- Cresswind 

Diff. frm 
1 YEAR 

Existing 
2YEAR 

Diff. f rm 

Existing 
5YEAR 

Diff. frm 

Ex isting 
10YEAR 

Di ff. f rm 

Existi ng 

Existing 17.7 41.4 85.3 125.5 

Proposed 126.8 109.1 187.8 146.4 275.3 190.0 344.0 218.5 

Proposed Detained 9.8 - .J9__ 22.8 -18.6 68.7 -16.6 112.0 -13.5 

Junction 3 Flows - Cresswind 10% Point 

1 YEAR 
Diff. frm 

Existing 
2YEAR 

Diff. frm 

Existing 
5YEAR 

Diff. frm 

Existi ng 
10YEAR 

Diff. frm 

Existing 

Existing 1892.6 2918.7 4507.5 5844.1 

Proposed 1897.4 4.8 2924.6 5.9 4514.6 7.1 5851.7 7.6 

Pro_f)C)sed Detained 1898.3 5.7 2930.8 12.1 4522.8 15.3 5859.1 15.0 

Basin EV Flows- Everton 

1 YEAR 
Diff. frm 

Existing 
2YEAR 

Diff. frm 

Existing 
5YEAR 

Dif f . frm 

Existing 
10YEAR 

Diff. f rm 

Existing 

Existing 22.3 54.7 116.2 173.4 

Proposed 235.1 212.8 347.7 293.0 509.3 393.1 635.8 462.4 

Proposed Detained 
--

14.9 -7.4 34.6 -20.1 107.2 -9.0 178.3 4.9 

Junction 4a Flows- Everton 10% Point 

1 YEAR 
Diff. frm 

Existing 
2YEAR 

Diff. frm 

Existing 
5YEAR 

Diff. frm 

Ex ist ing 
10 YEAR 

Diff. frm 

Ex isting 

Existing 1986.5 3088.3 4802.0 6235.6 

Proposed 1998.2 11.7 3102.6 14.3 4819.1 17.1 6254.2 18.6 

Proposed Detained 2001.5 15.0 3117.8 29.5 4839.6 37.6 6272.2 36.6 

Junction 4 Flows - Downstream Wynn's Pond 

1 YEAR 
Diff. frm 

Existing 
2YEAR 

Diff. frm 

Existing 
5 YEAR 

Diff. frm 

Ex isting 
10YEAR 

Diff. f rm 

Ex isting 

Existing 1964.3 3085.1 4821.2 6222.0 

Proposed 1976.7 12.4 3099.8 14.7 4838.0 16.8 6240.2 18.2 

Proposed Detained 1980.2 15.9 3115.2 30.1 4858.2 37.0 6258.3 36.3 

N H & H lbsoURCfS 
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25 YEAR 
Diff. f rm 

Existing 
50 YEAR 

186.3 219.1 

438.4 252.1 486.4 

183.0 -3.3 219.7 

25 YEAR 
Diff. frm 

Existing 
50 YEAR 

7789.6 8819.2 

7797.9 8.3 8827.9 

7809.0 19.4 8840.9 
-

25 YEAR 
Di ff. f rm 

Existi ng 
50 YEAR 

260.7 308.1 

809.8 549.1 898.2 

297.8 37. 1 - ~59.1 

25 YEAR 
Di f f. frm 

Existi ng 
50 YEAR 

8349.7 9456.1 

8369.9 20.2 9476.4 

8393.5 43.8 9504.3 
-

25 YEAR 
Diff. frm 

Existing 
50 YEAR 

8270.6 9387.9 

8290.2 19.6 9408.3 

8312.6 42.0 9435.6 

Di ff. f rm 

Ex isting 

267.3 

0.6 

Diff . frm 

Existing 

8.7 

21.7 

Diff. frm 

Ex isting 

590.1 

51.0 
-

Diff. frm 

Existing 

20.3 

48.2 

Di ff. frm 

Existing 

20.4 

47.7 

100 YEAR 
Diff. f rm 

Existing 

270.6 

559.0 288.4 

278.2 7.6 

100YEAR 
Diff. frm 

Ex ist ing 

10423.8 

10432.9 9.1 

104119.0 25.2 

100YEAR 
Diff. frm 

Existing 

382.9 

1032.1 649.2 

460.0 77.1 
-··--·-

100YEAR 
Diff. frm 

Existing 

11175.0 

11195.6 20.6 

11230.0 55.0 

100 YEAR 
Diff. frm 

Existing 

11103.1 

11124.5 21.4 

11159.7 56.6 

H & H Resources, Inc. 
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7) Elevation Impacts 

The flows produced by the three scenarios listed in Flow Impacts were inserted into the HEC­
RAS model. The table following Section 8 summarizes the results through the Wynn' s Pond, 
Everton, and Cresswind Reaches. Note that impacts from the proposed condition are all less than 
about 1/2". Impacts from the proposed detained condition are greater than those from the 
proposed condition for almost all frequencies and locations. 

8) Downstream Assessment 

The downstream assessment has been conducted in accordance with the guidelines in the " Blue 
Book", Section 2.1.9. Junction-3 is the 10% point for the Cresswind location, and Junction-4a is 
the I 0% point for the Everton location. At both locations it can be seen that proposed detention 
will produce higher watershed peak flows and thus greater water surface elevations than the 
proposed condition that is un-detained. The proposed un-detained condition will produce water 
surface elevation increases downstream of the developments of less than I /2" . The increase in 
elevations is very minor, and well within the margin of error of engineering assumptions 
inherent in these modeling techniques. In our professional opinion, this slight increase does 
not increase the frequency and cost of flooding downstream. 

H & H RuouRcES 
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Difffrm 

1Yr Exist -

inches 

Existing 828.205 

Proposed 828.212 0.084 

Proposed Detained 828.218 0.156 

Difffrm 

1Yr Exi st-

Inches 

Existi ng 821.867 

Proposed 821.902 0.420 

Proposed Detained 821.893 0.312 

Difffrm 

1Yr Exi st-

inches 

Existi ng 813.789 

Proposed 813.808 0.228 

Proposed Detained 813.813 0.288 

N~~."-~ 

2Yr 

829.167 

829.180 

829.193 

2Yr 

822.481 

822.482 

822.483 
-

2Yr 

815.387 

815.405 

815.436 

Downst ream Cressw ind Reach - XS 117889.1 - Water Surface Elevs (ft. 

Dlff f rm Di fffrm Difffrm 

Exist - 5Yr Exist - l OYr Exi st- 25Yr 

inches inches inches 

830.441 831.299 832.381 

0.156 830.452 0.132 831.310 0.132 832.391 

0.312 830.465 0.288 831.314 0.180 832.400 

Downstream Everton Reach - XS 114635.1- Water Surface Elevs (ft.) 

Difffrm Diff frm Difffrm 

Exist- 5Yr Exi st- 10Yr Exist- 25Yr 

inches inches inches 

822.862 823.083 823.395 

0.012 822.864 0.024 823.086 0.036 823.398 

0.024 822.867 0.060 823.103 0.240 823.401 

Downstream Wynn's Pond- XS 106764.5- Water Surface Elevs (ft.) 

Difffrm Diff frm Di ff frm 

Exist- 5Yr Exist- 10Yr Exist- 25Vr 

inches inches i nches 

817.444 818.916 820.830 

0.216 817.462 0.216 818.933 0.204 820.845 

0.588 817.484 0.480 818.949 0.396 820.863 

Diff frm 

Exist- SOYr 

i nches 

832.906 

0.120 832.916 

0.228 832.929 

Difffrm 

Exist - SOYr 

inches 

823.569 

0.036 823.571 

0.072 823.574 

Difffrm 

Exist - SOYr 

inches 

821.769 

0.180 821.784 

0.396 821.805 

Difffrm 

Exist- 100Yr 

inches 

833.560 

0.120 833.560 

0.276 833.564 

Diff frm 

Exist- lOOYr 

inches 

824.100 

0.024 824.131 

0.060 824.170 

Diff frm 

Exist - 100Vr 

inches 

823.144 

0.180 823.168 

0.432 823.198 

Difffrm 

Exist -

inches 

0.000 

0.048 

Difffrm 

Exist-

inches 

0.372 

0.840 

Di fffrm 

Exist -

inches 

0.288 

0.648 
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CITY OF PEACHTREE CITY

INTEROFFICE MEMORANDUM

TO: Mayor& Council Members

VIA:       Jonathan N. Rorie, City Manager'

FROM:    David A. Borkowski, P. E, City Engineer A      ‘tAget,P

DATE:     November 23, 2016

SUBJECT: Adoption of State Stormwater Manual, Amendments to Land Development
Ordinance and Adoption of Local Design Manual

December 1, 2016, City Council Meeting

Recommendation:

Staff recommends that Council adopt the New 2016 Georgia Stormwater Management Manual

along with revisions to City Ordinance Section 1011 of Article 10 and City Ordinance Sections 803
and 804 of Article 8 of the Land Development Ordinance, and adopt the revised Local Design
Manual.

Discussion:

When the new municipal stormwater permits from the State came out earlier this year there was
a requirement to adopt the new Georgia Stormwater Management Manual by January of 2017.
This manual is the design manual for engineers to use to design stormwater plans for
development sites.  This new State manual was revised in its entirety and the most significant
change is the requirement to infiltrate ( store water and let permeate into the groundwater) the
run- off from the first 1. 0 inch of rain from a development site.  This is different from the current

practice of capturing, treating and releasing the run- off from the first 1. 2 inches of rain from a
development site.

If the City approves adoption of the new State manual it precipitates some other actions to be
taken as follows:

1.   Revise City Ordinance Section 1011 of Article 10 of the Land Development Ordinance to
reference correct date and name of new State Manual and adjust some design storms.

2.   Revise City Ordinance Sections 803 and 804 of Article 8 of the Land Development
Ordinance to point towards details in the Local Design Manual.  This is so we can have

development details in one standard location.

3.   Revise Local Design Manual to comply with State Manual (There is existing Local Design
manual on the books). Added new requirements such as infiltration requirement.

In revising the ordinance sections,  Staff took the opportunity to make some additional

housekeeping revisions as well. For example, we are requesting to change:
1 .  Street name signs to be made out of aluminum vs. fiberglass to agree with other

ordinance section.

2.   Increase new path shoulder width from 2 to 3 feet to comply with latest American

Association of State Highway and Transportation Officials ( AASHTO) guidelines.
3.   Increase new path vertical clearance from 8 feet to 8 feet - four inches to comply with

latest AASHTO guidelines.
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Adoption of State Stormwater Manual, Amendments to Land Development Ordinance and Adoption of Local Design
Manual

December I, 2016, City Council Meeting
Page 2 of 2

The purpose of our Local Design Manual is to supplement and clarify the guidelines in the State
Manual.  For example the State Manual requires storm drains to be designed in certain way, but
leaves pipe material up to local control.  Pipe material is regulated in our local ordinances and

Local Design Manual.   It also serves as our local repository for our local design details and
construction standards in our ordinances.  In revising our Local Design Manual to comply with
the latest guidelines in the State manual we took a comprehensive look at the entire existing
manual.  Some of the requested additional changes to our existing local design manual are as
follows:

1.   Add compaction and testing specifications for construction of storm drains, roads and
pond dams.

2.   Require automatic rejection of plans if not follow Local Design Manual checklist.
3.   Require reinforced concrete pipe in City right-of-way and allow other forms of plastic

pipe in other areas.

4.   Adjust downstream study limits for very small sites.
5.   Adjust top of dam widths based on height of dam.

The proposed revisions to the Local Design Manual do not exceed the minimum guidelines
imposed by the State.

Budget Impact:

This item should have no budgetary impact.

Page 120 of 400 



CITY OF PEACHTREE CITY

INTEROFFICE MEMORANDUM

TO: Mayor& Council Members

VIA:       Jonathan N. Rorie, City Manager

FROM:    Betsy Tyler, Public Information Officer/ City Clerk

DATE:     November 23, 2016

SUBJECT: Ordinance Amendment- Land Development Ordinance, Article X, Water

Resource Protection

This is the first of three items related to the City' s adoption of the 2016 Georgia
Stormwater Management Manual.  This amendment:

Officially adopts the State manual
References Peachtree City' s Local Design Manual,   which is being

updated to reflect the new state standards

Makes other housekeeping changes
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Ordinance Number

AN ORDINANCE TO AMEND ARTICLE X, WATER RESOURCE PROTECTION, OF THE LAND
DEVELOPMENT ORDINANCE OF PEACHTREE CITY, TO PROVIDE FOR STORMWATER MANAGEMENT

FOR NEW DEVELOPMENT AND REDEVELOPMENT; TO REPEAL CONFLICTING ORDINANCES; TO
PROVIDE FOR SEVERABILITY; TO ESTABLISH AN EFFECTIVE DATE; AND FOR OTHER PURPOSES.

NOW THEREFORE, BE IT AND IT IS HEREBY ORDAINED by the City Council of the City of

Peachtree City that:

Section 1. Article X, Section 1011, Stormwater Management for New Development

and Redevelopment, of the Peachtree City Land Development Ordinance, as amended, be
further amended as follows:

Sec. 1011. - Stormwater management for new development and redevelopment.

a)  General provisions.

1)   Purpose and intent. The purpose of this section is to protect, maintain and enhance the
public health,  safety,  environment and general welfare by establishing minimum

requirements and procedures to control the adverse effects of increased post-
development stormwater runoff and nonpoint source pollution associated with new
development and redevelopment. It has been determined that proper management
of post-development stormwater runoff will minimize damage to public and private
property and infrastructure,  safeguard the public health,  safety,  environment and
general welfare of the public, and protect water and aquatic resources. This ordinance
seeks to meet that purpose through the following objectives:

a.   Establish decisionmaking processes surrounding land development activities that
protect the integrity of the watershed and preserve the health of water resources;

b.   Require that new development and redevelopment maintain the predevelopment
hydrologic response in their postdevelopment state as nearly as practicable in
order to reduce flooding,  streambank erosion,  nonpoint source pollution and

increases in stream temperature, and maintain the integrity of stream channels
and aquatic habitats;

c.   Establish minimum postdevelopment stormwater management standards and
design criteria for the regulation and control of stormwater runoff quantity and
quality;

d.   Establish design and application criteria for the construction and use of structural
stormwater control facilities that can be used to meet the minimum post-
development stormwater management standards;

e.   Encourage the use of nonstructural stormwater management and stormwater
better site design practices, such as the preservation of greenspace and other
conservation areas, to the maximum extent practicable. Coordinate site design
plans, which include greenspace, with the county's greenspace protection plan;
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f.    Establish provisions for the longterm responsibility for and maintenance of structural
stormwater control facilities and nonstructural stormwater management practices
to ensure that they continue to function as designed, are maintained, and pose no
threat to public safety; and

g.   Establish administrative procedures for the submission,  review,  approval and

disapproval of stormwater management plans, and for the inspection of approved
active projects, and long- term follow up.

2)  Applicability.

a.   This ordinance shall be applicable to all land development, including, but not
limited to,   site plan applications,   subdivision applications,   and grading

applications, unless exempt pursuant to subsection ( a)( 2) b. These standards apply
to any new development or redevelopment site that meets one or more of the
following criteria:

i.     New development that involves the creation of 5, 000 square feet or more of
impervious cover, or that involves other land development activities of one
acre or more;

ii.    Redevelopment that includes the creation, addition or replacement of 5, 000
square feet or more of impervious cover,  or that involves other land

development activity of one acre or more;

iii.    Any new development or redevelopment, regardless of size, that is considered
to be a hotspot land use, or has a standard industrial classification ( SIC) code
that falls under the NPDES industrial stormwater permit program; or

iv.   Land development activities that are smaller than the minimum applicability
criteria set forth in subsection ( a)( 2) a. if such activities are part of a larger
common plan of development, even though multiple, separate and distinct

land development activities may take place at different times on different
schedules.

b.   The following activities are exempt from this ordinance:

i.     Individual single- family or duplex residential lots that are not part of a
subdivision or phased development project;

ii.    Additions or modifications to existing single family or duplex residential
structures;

iii.   Agricultural or silvicultural land management activities within areas zoned for
these activities; and

iv.   Repairs to any stormwater management facility or practice deemed
necessary by the city engineer.

3)   Designation of ordinance administrator.  The city engineer or designee is hereby
appointed to administer and implement the provisions of this ordinance.

4)   Compatibility with other regulations. This ordinance is not intended to modify or repeal
any other ordinance, rule, regulation or other provision of law. The requirements of this

ordinance are in addition to the requirements of any other ordinance, rule, regulation
or other provision of law, and where any provision of this ordinance imposes restrictions
different from those imposed by any other ordinance, rule, regulation or other provision
of law, whichever provision is more restrictive or imposes higher protective standards for
human health or the environment shall control.
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5)  Severability. If the provisions of any section, subsection, paragraph, subdivision or clause
of this ordinance shall be adjudged invalid by a court of competent jurisdiction, such
judgment shall not affect or invalidate the remainder of any section,  subsection,

paragraph, subdivision or clause of this ordinance.

6)  Stormwater Design Manual.  The city will utilize the policy,  criteria and information
including technical specifications and standards in the Aug-us-t--28912016 edition of the
Georgia Stormwater Management Manual and any relevant local addenda, including
the Local Design Manual, for the proper implementation of the requirements of this
ordinance.  The manual may be updated and expanded periodically,  based on

improvements in science, engineering, monitoring and local maintenance experience.

7)  Definitions.

Applicant means a person submitting a post-development stormwater management
application and plan for approval.

Channel means a natural or artificial watercourse with a definite bed and banks that
conducts continuously or periodically flowing water.

Conservation easement means an agreement between a land owner and the city or
other government agency or land trust that permanently protects open space or
greenspace on the owner's land by limiting the amount and type of development that
can take place, but continues to leave the remainder of the fee interest in private
ownership.

Dam means an embankment used for the storage of water. Usually used as part or in
conjunction with a detention facility.

Detention means the temporary storage of stormwater runoff in a stormwater
management facility for the purpose of controlling the peak discharge.

Detention facility means a detention basin or structure designed for the detention of
stormwater runoff and gradual release of stored water at controlled rates.

Developer means a person who undertakes land development activities.

Development means a land development or land development project.

Drainage easement means an easement appurtenant or attached to a tract or parcel
of land allowing the owner of adjacent tracts or other persons to discharge stormwater
runoff onto the tract or parcel of land subject to the drainage easement.

Erosion and sedimentation control plan means a plan that is designed to minimize the
accelerated erosion and sediment runoff at a site during land disturbance activities.

Extended detention means the detention of stormwater runoff for an extended period,
typically 24 hours or greater.

Extreme flood protection means measures taken to prevent adverse impacts from large
low-frequency storm events with a return frequency of 100 years or more.

Flooding means a volume of surface water that is too great to be confined within the
banks or walls of a conveyance or stream channel and that overflows onto adjacent
lands.
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Greenspace or open space means permanently protected areas of the site that are
preserved in a natural state.

Hotspot means an area where the use of the land has the potential to generate highly
contaminated runoff, with concentrations of pollutants in excess of those typically
found in stormwater. These areas produce higher concentrations of trace metals,

hydrocarbons or other priority pollutants than are normally found in urban stormwater
runoff.  Examples include,  but are not limited to, gas stations,  vehicle service and

maintenance areas,  salvage yards,  material storage sites,  and garbage transfer

facilities.

Hydrologic soil group   ( HSG)   means a natural resource conservation service

classification system in which soils are categorized into four runoff potential groups. The

groups range from group A soils, with high permeability and little runoff produced, to
group D soils, which have low permeability rates and produce much more runoff.

Impervious cover means a surface composed of any material that significantly impedes
or prevents the natural infiltration of water into soil. Impervious surfaces include, but are

not limited to, rooftops, buildings, streets and roads, and any concrete or asphalt
surface.

Industrial stormwater permit means a national pollutant discharge elimination system

NPDES) permit issued to an industry or group of industries which regulates the pollutant
levels associated with industrial stormwater discharges or specifies on-site pollution

control strategies.

Infiltration means the process of percolating stormwater runoff into the subsoil.

Inspection and maintenance agreement means a written agreement providing for the
long- term inspection and maintenance of stormwater management facilities and
practices on a site or with respect to a land development project, which when properly
recorded in the deed records constitutes a restriction on the title to a site or other land

involved in a land development project.

Jurisdictional wetland means an area that is inundated or saturated by surface water
or groundwater at a frequency and duration sufficient to support a prevalence of
vegetation typically adapted for life in saturated soil conditions, commonly known as
hydrophytic vegetation.

Land development means any land change, including, but not limited to, clearing,
digging, grubbing, stripping, removal of vegetation, dredging, grading, excavating,
transporting and filling of land,  construction,  paving, and any other installation of
impervious cover.

Land development activities means those actions or activities which comprise,

facilitate or result in land development.

Land development project means a discrete land development undertaking.

New development means a land development activity on a previously undeveloped
site.

Nonpoint source pollution means a form of water pollution that does not originate from

a discrete point such as a sewage treatment plant or industrial discharge, but involves

the transport of pollutants such as sediment, fertilizers, pesticides, heavy metals, oil,
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grease, bacteria, organic materials and other contaminants from land to surface water

and groundwater via mechanisms such as precipitation,  stormwater runoff,  and

leaching. Nonpoint source pollution is a by-product of land use practices such as
agricultural,  silvicultural,  mining,  construction, subsurface disposal and urban runoff
sources.

Nonstructural storm water management practice or nonstructural practice means any

natural or planted vegetation or other nonstructural component of the stormwater

management plan that provides for or enhances stormwater quantity and/ or quality
control or other stormwater management benefits, and includes, but is not limited to,
riparian buffers, open and greenspace areas, overland flow filtration areas, natural
depressions, and vegetated channels.

Offsite facility means a stormwater management facility located outside the
boundaries of the site.

Onsite facility means a stormwater management facility located within the boundaries
of the site.

Overbank flood protection means measures taken to prevent an increase in the

frequency and magnitude of out-of-bank flooding ( i. e. flow events that exceed the
capacity of the channel and enter the floodplain), and that are intended to protect

downstream properties from flooding for the 2- year through 25-year frequency storm
events.

Owner means the legal or beneficial owner of a site, including but not limited to, a
mortgagee or vendee in possession, receiver, executor, trustee, lessee or other person,

firm or corporation in control of the site.

Permit means the permit issued by the city to the applicant which is required for
undertaking any land development activity.

Person means, except to the extent exempted from this ordinance, any individual,

partnership, firm, association, joint venture, public or private corporation, trust, estate,
commission, board, public or private institution, utility, cooperative, city, county or other
political subdivision of the state, any interstate body or any other legal entity.

Post-development refers to the time period, or the conditions that may reasonably be
expected or anticipated to exist, after completion of the land development activity on

a site as the context may require.

Pre- development refers to the time period, or the conditions that exist, on a site prior to
the commencement of a land development project and at the time that plans for the

land development of a site are approved by the plan approving authority. Where
phased development or plan approval occurs ( preliminary grading, roads and utilities,
etc.), the existing conditions at the time prior to the first item being approved or
permitted shall establish pre-development conditions.

Project means a land development project.

Redevelopment means a land development project on a previously developed site,
but excludes ordinary maintenance activities,  remodeling of existing buildings,
resurfacing of paved areas, and exterior changes or improvements which do not
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materially increase or concentrate stormwater runoff, or cause additional nonpoint
source pollution.

Regional stormwater management facility or regional facility means stormwater
management facilities designed to control stormwater runoff from multiple properties,
where the owners or developers of the individual properties may assist in the financing
of the facility, and the requirement for on- site controls is either eliminated or reduced.

Runoff means stormwater runoff.

Site means the parcel of land being developed, or the portion thereof on which the
land development project is located.

Stormwater better site design means nonstructural site design approaches and
techniques that can reduce a site' s impact on the watershed and can provide for
nonstructural stormwater management.  Stormwater better site design includes

conserving and protecting natural areas and greenspace, reducing impervious cover
and using natural features for stormwater management.

Stormwater management means the collection, conveyance, storage, treatment and
disposal of stormwater runoff in a manner intended to prevent increased flood
damage,  streambank channel erosion,  habitat degradation and water quality

degradation, and to enhance and promote the public health, safety and general
welfare.

Stormwater management facility means any infrastructure that controls or conveys
stormwater runoff.

Stormwater management measure means any stormwater management facility or
nonstructural stormwater practice.

Stormwater management plan means a document describing how existing runoff
characteristics will be affected by a land development project and containing
measures for complying with the provisions of this ordinance.

Stormwater management system means the entire set of structural and nonstructural

stormwater management facilities and practices that are used to capture, convey and
control the quantity and quality of the stormwater runoff from a site.

Stormwater retrofit means a stormwater management practice designed for a currently
developed site that previously had either no stormwater management practice in
place or a practice inadequate to meet the stormwater management requirements of
the site.

Stormwater runoff means the flow of surface water resulting from precipitation.

Structural stormwater control means a structural stormwater management facility or
device that controls stormwater runoff and changes the characteristics of that runoff
including, but not limited to, the quantity and quality, the period of release or the
velocity of flow of such runoff.

Subdivision means the division of a tract or parcel of land resulting in one or more new

lots or building sites for the purpose, whether immediately or in the future, of sale, other
transfer of ownership or land development, and includes divisions of land resulting from
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or made in connection with the layout or development of a new street or roadway or a
change in an existing street or roadway.

b)  Permit procedures and requirements.

1)   Permit application requirements.  No owner or developer shall perform any land
development activities without first meeting the requirements of this ordinance prior to
commencing the proposed activity.

Unless specifically exempted by this ordinance, any owner or developer proposing a
land development activity shall submit to the city a permit application on a form
provided by the city for that purpose.

Unless otherwise exempted by this ordinance, the following items shall accompany a
permit application in order to be considered:

a.   Stormwater concept plan and consultation meeting certification in accordance
with subsection (b)( 2);

b.   Stormwater management plan in accordance with subsection ( b)( 3);

c.   Inspection and maintenance agreement in accordance with subsection  (b)( 4)

below, if applicable;

d.   Permit application and plan review fees in accordance with subsection  (b)( 6)

below.

2)  Stormwater concept plan and consultation meeting.   Before any stormwater

management permit application is submitted, it is recommended that the land owner
or developer shall meet with the city for a consultation meeting on a concept plan for
the post-development stormwater management system to be utilized in the proposed
land development project. This consultation meeting shall take place at the time of the
preliminary plan of subdivision or other early step in the development process. The
purpose of this meeting is to discuss the post-development stormwater management
measures necessary for the proposed project,  as well as to discuss and assess

constraints, opportunities and potential ideas for stormwater management designs
before the formal site design engineering is commenced.

To accomplish this goal the following information shall be included in the concept plan
which shall be submitted in advance of the meeting:

a.   Existing conditions/ proposed site plans. Existing conditions and proposed site layout
sketch plans, which illustrate at a minimum: existing and proposed topography;
perennial and intermittent streams; mapping of predominant soils from soil surveys
when available); boundaries of existing predominant vegetation and proposed

limits of clearing and grading;  and location of existing and proposed roads,
buildings, parking areas and other impervious surfaces.

b.   Natural resources inventory. A written or graphic inventory of the natural resources
at the site and surrounding area as it exists prior to the commencement of the
project. This description should include a discussion of soil conditions, forest cover,
topography, wetlands, and other native vegetative areas on the site, as well as the
location and boundaries of other natural feature protection and conservation
areas such as wetlands,  lakes,  ponds,  floodplains,  stream buffers and other

setbacks  (e. g.,  drinking water well setbacks,  septic setbacks,  etc.).  Particular

attention should be paid to environmentally sensitive features that provide
particular opportunities or constraints for development.
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c.   Stormwater management system concept plan. A written or graphic concept plan

of the proposed post-development stormwater management system including:
preliminary selection and location of proposed structural stormwater controls;
location of existing and proposed conveyance systems such as grass channels,
swales,  and storm drains;  flow paths;  location of floodplain/ floodway limits;

relationship of site to upstream and downstream properties and drainages; and
preliminary location of proposed stream channel modifications, such as bridge or
culvert crossings.

Local watershed plans, the city greenspace projection plan ( if applicable), and any

relevant resource protection plans will be consulted in the discussion of the concept
plan.

3)  Stormwater management plan requirements. The stormwater management plan shall

detail how post-development stormwater runoff will be controlled or managed and

how the proposed project will meet the requirements of this ordinance, including the
performance criteria set forth in subsection ( c).

This plan shall be in accordance with the criteria established in this section and be
prepared under the direct supervisory control of either a registered professional
engineer or a registered landscape architect licensed in the state. Subsection ( b)( 3) c.

through subsection ( b)( 3) g. shall be prepared under the direct supervisory control of a
registered professional engineer, who shall seal and sign the work. Portions of the overall

plan may be prepared and stamped by a registered land surveyor licensed in the state
of georgia as appropriate, such as boundary surveys,  contour maps,  erosion and
sedimentation control plans.

The stormwater management plan must ensure that the requirements and criteria in this
ordinance are being complied with and that opportunities are being taken to minimize
adverse post-development stormwater runoff impacts from the development. The plan
shall consist of maps, narrative, and supporting design calculations ( hydrologic and
hydraulic) for the proposed stormwater management system. The plan shall include all
of the information required in the stormwater management site plan checklist found in
the stormwater design manual,  and the engineering department's plan review
checklists. This includes:

a.   Common address and legal description of site.

b.   Vicinity map.

c.   Existing conditions hydrologic analysis. The existing condition hydrologic analysis for
stormwater runoff rates, volumes, and velocities, which shall include:

i.     A topographic map of existing site conditions with the drainage basin
boundaries indicated; acreage, soil types and land cover of areas for each

subbasin affected by the project; all perennial and intermittent streams and
other surface water features;  all existing stormwater conveyances and
structural control facilities; and direction of flow and exits from the site.

ii.    Analysis of runoff provided by off-site areas upstream of the project site; and
methodologies,   assumptions,   site parameters and supporting design

calculations used in analyzing the existing conditions site hydrology.

iii.    For redevelopment sites, predevelopment conditions shall be modeled using

the established guidelines for the portion of the site undergoing land
development activities.
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d.   Predeveloped condition for redevelopment. For all redevelopment applications, all

site conditions are to be taken back to the state of the original site to be
equivalent to that of virgin land areas in that same vicinity.

e.   Post-development hydrologic analysis. The post-development hydrologic analysis
for stormwater runoff rates, volumes, and velocities, which shall include:

i.     A topographic map of developed site conditions with the post-development
drainage basin boundaries indicated;  total area of post-development

impervious surfaces and other land cover areas for each subbasin affected by
the project; calculations for determining the runoff volumes that need to be
addressed for each subbasin for the development project to meet the post-
development stormwater management performance criteria in subsection ( c);
location and boundaries of proposed natural feature protection and

conservation areas; documentation and calculations for any applicable site
design credits that are being utilized;  methodologies,  assumptions,  site

parameters and supporting design calculations used in analyzing the existing
conditions site hydrology.

ii.    If the land development activity on a redevelopment site constitutes more
than 50 percent of the site area for the entire site, then the performance
criteria in subsection ( c) must be met for the stormwater runoff from the entire
site.

f.    Stormwater management system. The description, scaled drawings and design
calculations for the proposed post-development stormwater management system,
which shall include:

i.     A map and/ or drawing or sketch of the stormwater management facilities,
including the location of nonstructural site design features and the placement
of existing and proposed structural stormwater controls, including design water
surface elevations, storage volumes available from zero to maximum head,
location of inlet and outlets, location of bypass and discharge systems, and all
orifice/ restrictor sizes;

ii.    A narrative describing how the selected structural stormwater controls will be
appropriate and effective;

iii.    Cross- section and profile drawings and design details for each of the structural
stormwater controls in the system, including supporting calculations to show
that the facility is designed according to the applicable design criteria;

iv.   A hydrologic and hydraulic analysis of the stormwater management system for
all applicable design storms ( including stage-storage or outlet rating curves,
and inflow and outflow hydrographs);

v.    Documentation and supporting calculations to show that the stormwater
management system adequately meets the post-development stormwater
management performance criteria in subsection (c);

vi.   Drawings, design calculations,  elevations and hydraulic grade lines for all
existing and proposed stormwater conveyance elements including stormwater
drains, pipes, culverts, catch basins, channels, swales and areas of overland

flow;  and where applicable,  a narrative describing how the stormwater
management system corresponds with any watershed protection plans and/ or
local greenspace protection plan.
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g.   Post-development downstream analysis. A downstream peak flow analysis which

includes the assumptions, results and supporting calculations to show safe passage
of post-development design flows downstream.  The analysis of downstream

conditions in the report shall do the following:

i.     Address each and every point or area along the project site' s boundaries at
which runoff will exit the property.

ii.    The analysis shall focus on the portion of the drainage channel or watercourse

immediately downstream from the project. This area shall extend downstream
from the project to a point in the drainage basin where the project area is ten

percent of the total basin area.

iii.    In calculating runoff volumes and discharge rates, consideration may need to
be given to any planned future upstream land use changes.

iv.   The analysis shall be in accordance with the Stormwater Design Manual.

h.   Construction-phase erosion and sedimentation control plan.  An erosion and

sedimentation control plan in accordance with the Georgia Erosion and

Sedimentation Control Act or NPDES permit for construction activities. The plan shall

also include information on the sequence/ phasing of construction and temporary
stabilization measures and temporary structures that will be converted into
permanent stormwater controls.

i.     Landscaping and open space plan. A detailed landscaping and vegetation plan
describing the woody and herbaceous vegetation that will be used within and
adjacent to stormwater management facilities and practices. This plan must fall

within the standards outlined in appendix- F--- of--the Story-i-water—M0n ernena-t

ManualStormwater Design Manual. The landscaping plan must also include:

i.     The arrangement of planted areas, natural and greenspace areas and other

landscaped features on the site plan; information necessary to construct the
landscaping elements shown on the plan drawings;

U.    Descriptions and standards for the methods, materials and vegetation that are

to be used in the construction;  density of plantings;  descriptions of the

stabilization and management techniques used to establish vegetation; and

iii.   A description of who will be responsible for ongoing maintenance of
vegetation for the stormwater management facility and what practices will be
employed to ensure that adequate vegetative cover is preserved.

j.     Operations and maintenance plan.  Detailed description of ongoing operations
and maintenance procedures for stormwater management facilities and practices

to ensure their continued function as designed and constructed or preserved.

These plans will identify the parts or components of a stormwater management
facility or practice that need to be regularly or periodically inspected and
maintained, and the equipment and skills or training necessary. The plan shall
include an inspection and maintenance schedule, maintenance tasks, responsible

parties for maintenance,  funding,  access and safety issues.  Provisions for the

periodic review and evaluation of the effectiveness of the maintenance program

and the need for revisions or additional maintenance procedures shall be included

in the plan.

k.    Maintenance access easements. The applicant must ensure access from public

right-of-way to stormwater management facilities and practices requiring regular
maintenance at the site for the purpose of inspection and repair by securing all the
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maintenance access easements needed on a permanent basis. Such access shall

be sufficient for all necessary equipment for maintenance activities. Upon final
inspection and approval, a plat or document indicating that such easements exist
shall be recorded and shall remain in effect even with the transfer of title of the

property.

I.     Inspection and maintenance agreements.   Unless an on-site stormwater

management facility or practice is dedicated to and accepted by the city as
provided in subsection ( b)(4), the applicant must execute an easement and an

inspection and maintenance agreement binding on all subsequent owners of land
served by an on-site stormwater management facility or practice in accordance
with subsection (b)( 4).

m.  Evidence of acquisition of applicable local and non-local permits. The applicant

shall certify and provide documentation to the city that all other applicable
environmental permits have been acquired for the site prior to approval of the
stormwater management plan.

4)  Stormwater management inspection and maintenance agreements.  Prior to the

issuance of any permit for a land development activity requiring a stormwater
management facility or practice hereunder and for which the city requires ongoing
maintenance, the applicant or owner of the site must, unless an on- site stormwater

management facility or practice is dedicated to and accepted by the city, execute
an inspection and maintenance agreement,  and/ or a conservation easement,  if
applicable, that shall be binding on all subsequent owners of the site.

The inspection and maintenance agreement, if applicable, must be approved by the

city prior to issuance of a certificate of occupancy or final plat approval, and recorded
in the deed records.

The inspection and maintenance agreement shall identify by name or official title the
person( s) responsible for carrying out the inspection and maintenance. Responsibility for
the operation and maintenance of the stormwater management facility or practice,

unless assumed by a governmental agency, shall remain with the property owner and
shall pass to any successor owner.  If portions of the land are sold or otherwise
transferred, legally binding arrangements shall be made to pass the inspection and
maintenance responsibility to the appropriate successors in title. These arrangements
shall designate for each portion of the site, the person to be permanently responsible
for its inspection and maintenance.

As part of the inspection and maintenance agreement, a schedule shall be developed
for when and how often routine inspection and maintenance will occur to ensure

proper function of the stormwater management facility or practice. The agreement
shall also include plans for annual inspections to ensure proper performance of the
facility between scheduled maintenance and shall also include remedies for the
default thereof.

In addition to enforcing the terms of the inspection and maintenance agreement, the
city will also enforce all of the provisions for ongoing inspection and maintenance in
subsection ( f).

5)  Application procedure.

a.   Applications for land development permits shall be filed with the city.
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b.   Permit applications shall include the items set forth in subsection ( b) ( two copies of

the stormwater management plan and the inspection maintenance agreement, if
applicable, shall be included) and follow the procedures outlined in articles IV, V
and VI, as appropriate.

c.   The city shall inform the applicant whether the application,   stormwater

management plan and inspection and maintenance agreement are approved or

disapproved within the time limits established in Articles IV,  V and VI,  as

appropriate.

d.   If either the permit application, stormwater management plan or inspection and
maintenance agreement are disapproved, the city shall notify the applicant of
such fact in writing. The applicant may then revise any item not meeting the
requirements hereof and resubmit the same, in which event subsection ( b)( 5) c.

and this subparagraph shall apply to such resubmittal.

e.   Upon a finding by the city that the permit application, stormwater management
plan and inspection and maintenance agreement,  if applicable,  meet the

requirements of this ordinance,  the city may issue a permit for the land
development project, provided all other legal requirements for the issuance of

such permit have been met.

f.    Notwithstanding the issuance of the permit, in conducting the land development
project, the applicant or other responsible person shall be subject to the following
requirements:

1.    The applicant shall comply with all applicable requirements of the approved
plan and this ordinance and shall certify that all land clearing, construction,
land development and drainage will be done according to the approved
plan;

2.    The land development project shall be conducted only within the area
specified in the approved plan;

3.    The city shall be allowed to conduct periodic inspections of the project;

4.    No changes may be made to an approved plan without review and written
approval by the city; and

5.    Upon completion of the project, the applicant or other responsible person shall

submit the engineer's report and certificate and as- built plans required by
subsection ( e).

6)  Modifications for offsite facilities.  The stormwater management plan for each land
development project shall provide for stormwater management measures located on

the site of the project, unless provisions are made to manage stormwater by an offsite

or regional facility. The offsite or regional facility must be located on property legally
dedicated for the purpose, must be designed and adequately sized to provide a level
of stormwater quantity and quality control that is equal to or greater than that which
would be afforded by onsite practices and there must be a legally obligated entity
responsible for longterm operation and maintenance of the off-site or regional
stormwater facility.  In addition,  on-site measures shall be implemented,  where

necessary, to protect upstream and downstream properties and drainage channels
from the site to the offsite facility. Proper drainage and/ or flood easements must also be
dedicated between the site and the off-site facility.

A stormwater management plan must be submitted to the city which shows the

adequacy of the off-site or regional facility.
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To be eligible for a modification, the applicant must demonstrate to the satisfaction of

the city that the use of an off-site or regional facility will not result in the following
impacts to upstream or downstream areas:

a.   Increased threat of flood damage to public health, life, and property;

b.   Deterioration of existing culverts, bridges, dams, and other structures;

c.   Accelerated stream bank or streambed erosion or siltation;

d.   Degradation of in- stream biological functions or habitat; or

e.   Water quality impairment in violation of state water quality standards,  and/ or
violation of any state or federal regulations.

c)  Post-development stormwater management performance criteria.   The following
performance criteria shall be applicable to all stormwater management plans,  unless

otherwise provided for in this ordinance:

1)   Water quality. All stormwater runoff generated from a site shall be adequately treated
before discharge. It will be presumed that a stormwater management system complies
with this requirement if:

a.   It is sized to treat the prescribed water quality treatment volume from the site, as
defined in the Ceorgia Stormwater Management ManualStormwater Design
Manual;

b.   Appropriate structural stormwater controls or nonstructural practices are selected,

designed, constructed or preserved, and maintained according to the specific
criteria in the Georgia Stormwater Management ManualStormwater Design
Manual; and

c.   Runoff from hotspot land uses and activities identified by the city are adequately
treated and addressed through the use of appropriate structural stormwater
controls, nonstructural practices and pollution prevention practices.

2)  Stream channel protection. Protection of stream channels from bank and bed erosion

and degradation shall be provided by using all of the following three approaches:

a.   Preservation,  restoration and/ or reforestation  ( with native vegetation)  of the

applicable stream buffer;

b.   24- hour extended detention storage of the 1- year, 24-hour return frequency storm
event;

c.   Erosion prevention measures such as energy dissipation and velocity control.

The city engineer may grant an exemption to stream channel exemption using the
criteria outlined in the Stormwater Management Manual.

3)   Overbank flooding protection. Downstream overbank flood and property protection
shall be provided by controlling ( attenuating) the post-development peak discharge
rate to the pre-development rate for the 2 , 5 , 10 , 25-, 50 , and 100-year, 24- hour return

frequency storm events.

4)  Extreme flooding protection.  Extreme flood and public safety protection shall be

provided by controlling and safely conveying the 100-year, 24-hour return frequency
storm event such that flooding is not exacerbated.

5)  Structural stormwater controls. All structural stormwater management facilities shall be

selected and designed using the appropriate criteria from the Georgia Stormwater
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M mage+   n-t- ManualStormwater Design Manual.  All structural stormwater controls

must be designed appropriately to meet their intended function. For other structural
stormwater controls not included in the Georgia S-toc w14en-t

ManualStormwater Design Manual, or for which pollutant removal rates have not been

provided, the effectiveness and pollutant removal of the structural control must be
documented through prior studies,  literature reviews,  or other means and receive

approval from the city before being included in the design of a stormwater
management system. In addition, if hydrologic or topographic conditions, or land use

activities warrant greater control than that provided by the minimum control
requirements,  the city may impose additional requirements deemed necessary to
protect upstream and downstream properties and aquatic resources from damage

due to increased volume, frequency,  and rate of stormwater runoff or increased
nonpoint source pollution loads created on the site in question.

Applicants shall consult the Georgia Stormwater Management ManualStormwater

Design Manual for guidance on the factors that determine site design feasibility when
selecting and locating a structural stormwater control.

6)  Stormwater credits for nonstructural measures.  The use of one or more site design

measures by the applicant may allow for a reduction in the water quality treatment
volume required under subsection ( c)( 1). The applicant may, if approved by the city,
take credit for the use of stormwater better site design practices and reduce the water

quality volume requirement. For each potential credit, there is a minimum set of criteria
and requirements which identify the conditions or circumstances under which the
credit may be applied. The site design practices that qualify for this credit and the
criteria and procedures for applying and calculating the credits are included in the
Gee e' e e e -    e- ee-••     Ma alStormwater Design Manual.

7)   Drainage system guidelines. Stormwater conveyance facilities, which may include but
are not limited to culverts,  stormwater drainage pipes,  catch basins,  drop inlets,
junction boxes, headwalls, gutter, swales, channels, ditches, and energy dissipaters shall
be provided when necessary for the protection of public right-of-way and private
properties adjoining project sites and/ or public right-of-ways. Stormwater conveyance
facilities that are designed to carry runoff from more that one parcel, existing or

proposed, shall meet the following requirements:

a.   Methods to calculate stormwater flows shall be in accordance with the stormwater

design manual;

b.   All culverts,  pipe systems and open channel flow systems shall be sized in

accordance with the stormwater management plan using the methods included
in the stormwater design manual; and

c.   Design and construction of stormwater conveyance facilities shall be in

accordance with the criteria and specifications found in the stormwater design

manual.

8)  Dam design guidelines. Any land disturbing activity that involves a site which proposes
a dam shall comply with the Georgia Safe Dams Act and Rules for Dam Safety as
applicable.

d)  Reserved.

e)  Construction inspections of post-development stormwater management system.

1)  Inspections to ensure plan compliance during construction. Periodic inspections of the
stormwater management system construction shall be conducted by the staff of the
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city or conducted and certified by a registered professional engineer licensed by the
state. Construction inspections shall utilize the approved stormwater management plan

for establishing compliance.

All inspections shall be documented with written reports that contain the following
information:

a.   The date and location of the inspection;

b.   Whether construction is in compliance with the approved stormwater

management plan;

c.   Variations from the approved construction specifications; and

d.   Any other variations or violations of the conditions of the approved stormwater
management plan.

If any violations are found, the applicant shall be notified in writing of the nature of the
violation and the required corrective actions.

2)   Final inspection and as built plans.  Upon completion of a project,  and before a

certificate of occupancy is issued, or final plat approved, the applicant is responsible
for certifying that the completed project is in accordance with the approved
stormwater management plan. All applicants are required to submit actual " as built"
plans and hydrology studies for any stormwater management facilities, practices, and
site improvements after final construction is completed. The plans and hydrology study
must show the final design specifications for all stormwater management facilities and
practices and must be certified by a professional engineer. The specific requirements
for certification, and submitting the " as built" plans and hydrology studies ( digital and
paper copies) are kept on file in the office of the city engineer.

A final inspection and approval by the city is required before the release of any
performance securities can occur.

f)   Ongoing inspection and maintenance of stormwater facilities and practices.

1)  Long- term maintenance inspection of stormwater facilities and practices. Stormwater
management facilities and practices included in a stormwater management plan
which are subject to an inspection and maintenance agreement must undergo

ongoing inspections to document maintenance and repair needs and ensure
compliance with the requirements of the agreement, the plan and this ordinance.

A stormwater management facility or practice shall be inspected on a periodic basis
by the responsible person in accordance with the approved inspection and
maintenance agreement. In the event that the stormwater management facility has
not been maintained and/ or becomes a danger to public safety or public health, the
city shall notify the person responsible for carrying out the maintenance plan by
registered or certified mail to the person specified in the inspection and maintenance
agreement.  The notice shall specify the measures needed to comply with the
agreement and the plan and shall specify the time within which such measures shall be
completed. If the responsible person fails or refuses to meet the requirements of the
inspection and maintenance agreement,  the city may correct the violation as
provided in subsection ( f)( 4).

Inspection programs by the city may be established on any reasonable basis, including
but not limited to: routine inspections; random inspections; inspections based upon
complaints or other notice of possible violations;  and joint inspections with other
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agencies inspecting under environmental or safety laws. Inspections may include, but
are not limited to: reviewing maintenance and repair records; sampling discharges,
surface water,  groundwater,  and material or water in stormwater management

facilities;  and evaluating the condition of stormwater management facilities and
practices.

2)   Right-of-entry for inspection. The terms of the inspection and maintenance agreement
shall provide for the city to enter the property at reasonable times and in a reasonable
manner for the purpose of inspection. This includes the right to enter a property when it
has a reasonable basis to believe that a violation of this ordinance is occurring or has
occurred and to enter when necessary for abatement of a public nuisance or
correction of a violation of this ordinance.

3)   Records of maintenance activities.   Parties responsible for the operation and

maintenance of a stormwater management facility shall provide records of all
maintenance and repairs to the city.

4)  Failure to maintain. If a responsible person fails or refuses to meet the requirements of

the inspection and maintenance agreement, the city, after 30 days written notice
except, that in the event the violation constitutes an immediate danger to public

health or public safety, 24 hours notice shall be sufficient), may correct a violation of

the design standards or maintenance requirements by performing the necessary work
to place the facility or practice in proper working condition. The city may assess the
owner(s) of the facility for the cost of repair work which shall be a lien on the property.

g)  Violations, enforcement and penalties. Any action or inaction which violates the provisions
of this ordinance or the requirements of an approved stormwater management plan or

permit, may be subject to the enforcement actions outlined in this section. Any such action
or inaction which is continuous with respect to time is deemed to be a public nuisance and

may be abated by injunctive or other equitable relief. The imposition of any of the penalties
described below shall not prevent such equitable relief. The imposition of any of the
penalties described below shall not prevent such equitable relief.

1)  Notice of violation. If the city determines that an applicant or other responsible person
has failed to comply with the terms and conditions of a permit,  an approved

stormwater management plan or the provisions of this ordinance, it shall issue a written

notice of violation to such applicant or other responsible person. Where a person is

engaged in activity covered by this ordinance without having first secured a permit
therefore, the notice of violation shall be served on the owner or the responsible person

in charge of the activity being conducted on the site. The notice of violation shall
contain:

a.   The name and address of the owner or the applicant or the responsible person;

b.   The address or other description of the site upon which the violation is occurring;

c.   A statement specifying the nature of the violation;

d.   A description of the remedial measures necessary to bring the action or inaction
into compliance with the permit,  the stormwater management plan or this

ordinance and the date for the completion of such remedial action;

e.   A statement of the penalty or penalties that may be assessed against the person to
whom the notice of violation is directed; and

f.    A court date if a citation/ notice of violation is issued.
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2)   Penalties. In the event the remedial measures described in the notice of violation have

not been completed by the date set forth for such completion in the notice of
violation, any one or more of the following actions or penalties may be taken or
assessed against the person to whom the notice of violation was directed. In the event
the applicant or other responsible person fails to cure such violation after such notice

and cure period, the city may take any one or more of the following actions or impose
any one or more of the following penalties:

a.   Stop work order. The city may issue a stop work order which shall be served on the
applicant or other responsible person. The stop work order shall remain in effect
until the applicant or other responsible person has taken the remedial measures set

forth in the notice of violation or has otherwise cured the violation or violations

described therein, provided the stop work order may be withdrawn or modified to
enable the applicant or other responsible person to take the necessary remedial
measures to cure such violation or violations.

b.   Withhold certificate of occupancy. The city may refuse to issue a certificate of
occupancy for the building or other improvements constructed or being
constructed on the site until the applicant or other responsible person has taken

the remedial measures set forth in the notice of violation or has otherwise cured the

violations described therein.

c.   Suspension, revocation or modification of permit. The city may suspend, revoke or

modify the permit authorizing the land development project.  A suspended,

revoked or modified permit may be reinstated after the applicant or other
responsible person has taken the remedial measures set forth in the notice of

violation or has otherwise cured the violations described therein, provided such

permit may be reinstated [ upon such conditions as the city may deem necessary]
to enable the applicant or other responsible person to take the necessary remedial
measures to cure such violations.

d.   Penalties. The city may issue a citation to the applicant or other responsible person
for violations of this ordinance, requiring such person to appear in city municipal
court to answer charges for such violation. Upon conviction, such person shall be

punished by a fine not to exceed $ 1, 000.00 or imprisonment for 60 days or both.

Each act of violation and each day upon which any violation shall occur shall
constitute a separate offense.

Section 2.       All ordinances or parts thereof which conflict with the provisions of this

ordinance are, to the extent of such conflict and except as hereinafter provided,  hereby

repealed.

Section 3.       Should any provision of this ordinance be declared invalid by a Court of

competent jurisdiction, such decision shall not affect the validity of this ordinance as a whole or

any provision thereof other than the provisions specifically declared to be invalid.   The City

Council declares that it would have passed this ordinance and each subsection, sentence,

clause and phrase thereof, irrespective of the fact that any one or more subsections, sentences,

clauses or phrases may be declared invalid.
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Section 4.       This ordinance shall be in full force and effect upon its official adoption by

the City Council.

This day of 2016.

Vanessa Fleisch, Mayor

Attest:

City Clerk
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CITY OF PEACHTREE CITY

INTEROFFICE MEMORANDUM

TO: Mayor& Council Members

VIA:       Jonathan N. Rorie, City Manager

FROM:    Betsy Tyler, Public Information Officer/ City Clerk

DATE:     November 23, 2016

SUBJECT: Ordinance Amendment- Land Development Ordinance, Article VIII,

Requirements for Streets and Other Rights- of- Way

This is the second of three items related to the City' s adoption of the 2016
Georgia Stormwater Management Manual.  This amendment:

References Peachtree City' s Local Design Manual,   which is being
updated to reflect the new state standards

Makes other housekeeping changes
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Ordinance Number

AN ORDINANCE TO AMEND ARTICLE VIII, REQUIREMENTS FOR STREETS AND OTHER RIGHTS- OF- WAY,
OF THE LAND DEVELOPMENT ORDINANCE OF PEACHTREE CITY, TO PROVIDE FOR PLAN SUBMISSION

REQUIREMENTS, TO ESTABLISH DESIGN STANDARDS; TO REPEAL CONFLICTING ORDINANCES; TO
PROVIDE FOR SEVERABILITY; TO ESTABLISH AN EFFECTIVE DATE; AND FOR OTHER PURPOSES.

NOW THEREFORE, BE IT AND IT IS HEREBY ORDAINED by the City Council of the City of

Peachtree City that:

Section 1. Article VIII,  Sections 803 and 804,   of the Peachtree City Land

Development Ordinance, as amended, be further amended as follows:

Sec. 803. - Design/ construction standards.

Unless otherwise specifically set forth herein,  all of the design,  materials,  methods of

construction and workmanship for street and drainage installation shall conform to or equal
standards published by the city. (Detachment 1 Design Standards) in the Local Design Manual.

If no city-published standard exists, the design and construction shall conform to the latest

specifications of the American Association of State Highway Transportation Officials and the
Georgia Department of Transportation, which specifications, as amended, are hereby adopted
by reference for the design, materials, methods of construction, and workmanship for which no
city-published standard exists

a)  Access.

1)  All entrances or exits of any public or private street or drive onto any state highway
must be approved by the Georgia Department of Transportation prior to the
issuance of final site plan approval.

2)   Curb cuts on all nonresidential streets shall be located no less than 50 feet,

measured from back of curb, from any intersection.

3)   In all nonresidential zoning districts, curb cuts shall not be less than 40 feet apart,
measured between back of curbs.

4)   Curb cuts onto arterial and collector streets shall not be closer than 20 feet,

measured from back of curb, to any property line in all zoning districts.
5)  All curb cuts onto arterial roads must include a deceleration lane constructed to

standards of the Georgia Department of Transportation.

6)   No direct residential access ( drive cuts) onto arterials and collector thoroughfares
shall be allowed unless a variance is first granted by the city council of Peachtree
City. A variance may be granted if all of the following requirements are met:
a.   There are extraordinary exceptional, or peculiar conditions pertaining to the

particular piece of land,  structure or building in question which are not
applicable to other lands, structures or buildings in the same district; and

b.   The application of these regulations to a particular piece of property would
create a practical difficulty or unnecessary hardship; and
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c.   Relief, if granted, would not be injurious to the neighborhood or otherwise
detrimental to the public welfare or impair the purposes and intent of these
regulations; and

d.   A literal interpretation of this ordinance would deprive the applicant of any
rights that others in the same district are afforded;  or would deprive the
applicant from access to their property; and

e.   The special conditions and circumstances are not a result of any actions of the
applicant; and the applicant has demonstrated that there is no other way to
access their property and

f.    That granting the variance requested will not confer on the applicant any
special privilege that is denied by this ordinance to other lands, structures or
buildings in the same district.

b)  Minimum right-of-way widths.

1)   Divided street or arterial highway- 130 feet.

2)   Community collector street- 80 feet.

3)  Village collector or neighborhood collector street- 60 feet.

4)   Industrial street- 80 feet.

5)   Reserved.

6)   Commercial street- 60 feet.

7)   Residential street- 50 feet.

8)   Cul- de-sac right-of-way radius shall be the outside pavement radius plus ten feet.
Culs-de-sac are required on all new construction that does not intersect with

another city street. Temporary cul- de-sac must be provided, with adequate right-
of-way delineated on final plat, if street is to continue to another phase of a
development at a later date.

c)  Design speed and grade.

Maximum Minimum Minimum

Street Type Grade Design Grade

percent) Speed percent)

Community and village collector street 6 45 1

Industrial/ commercial street 6 ( 8)*      35 1

Neighborhood collector street 8 ( 10)*      30 1

Residential street 10 ( 12)*     25 1

Allowed only where site topography does not allow flatter grades and only with
approval of city engineer.
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d)  Minimum street paving widths. Minimum street paving widths shall be measured from
edge of pavement to edge of pavement and be as follows:

1)   Divided street or arterial highway- 48 feet of pavement  ( four lanes),  with a

minimum median width of 24 feet as measured from back of curb to back of curb.

2)   Community collector street- 32 feet,  if two- lane,  48 feet if four-lane;  with a

minimum median width for divided street of 24 feet as measured from back of curb
to back of curb.

3)   Industrial street- 32 feet.

4)   Village collector street- 28 feet.

5)   Neighborhood collector- 24 feet

6)   Commercial street- 28 feet.

7)   Residential street- 22 feet.

8)   Residential cul- de-sac:

a.    [ A] 40- foot radius without an island.

b.    [ A] 50- foot radius with an island with a 20- foot minimum pavement width.

9)   Commercial cul-de-sac:

a.    [ A] 50-foot radius without an island.

b.    [ A] 60-foot radius with an island with a 30- foot minimum pavement width.

c.   One-way cul-de-sac, 60- foot radius with an island with a 22- foot pavement
width.

10) Industrial cul-de-sac- 60-foot radius with or without an island with a 30-foot
minimum pavement width.

The official thoroughfare map delineating street classification in Peachtree City is on file
in the office of the city engineer.

e)  Alignment.

1)   Connection. Vertical arterial road profile grades shall be connected by vertical
curves of a minimum length in accordance with the latest standards published by
the American Association of State Highway and Transportation Officials. Further, in
approaches to intersections, there shall be a suitable leveling of the street for a
distance of not less than 50 feet from the edge of pavement of an existing street.

2)  Radii,  curvature.  Horizontal minimum radii or centerline curvature shall be in
accordance with the latest standards published by the American Association of

State Highway and Transportation Officials.

3)   Visibility requirements. Minimum horizontal and vertical sight distances shall be in
accordance with the latest standards published by the American Association of
State Highway and Transportation Officials.

Vertical distance measured between two points shall be based on height of eye at
three and one-half feet above pavement level and height of object at one-half feet.

f)   Other design requirements.
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1)  Curbs and gutter sections. All new public streets constructed within the city limits of

Peachtree City shall have vertical curbs and gutters constructed in accordance
with standards adopted by the city.

2)  Traffic control devices.  If the traffic  [ to]  be generated by a use within a
nonresidential district will necessitate traffic control devices to ensure public safety,

the developer shall install such devices as are necessary to move the traffic
generated by the development. This determination shall be made by the city
engineer based upon standard traffic planning procedures of the Institute of Traffic
Engineers, using traffic warrants of the Federal Highway Administration and the
State Department of Transportation.

3)  Drainage system. The drainage system design standards for Peachtree City are
reflected in the latest edition of the Georgia Stormwater Management Manual
and the latest edition of the Local Design Manual, both of which are on file in the

office of the city engineer.

4)  Street cuts.  All street cuts shall be constructed in accordance with standards

adopted by Peachtree City. If no city-published standard exists, the work shall
conform to the latest specifications of the Georgia Department of Transportation,
which specifications, as amended, are hereby adopted by reference for those
materials, methods of construction, and workmanship for which no city-published
standard exists.

5)  Private streets. As of January 3, 2008, the city shall not approve the construction of
private streets in any single- family detached residential subdivision.

The city recognizes there are existing private streets which were lawful prior to the
adoption of this ordinance and were approved and constructed in accordance with
the ordinances in place at that time. Such streets are declared by this ordinance to be
legal nonconforming streets.

A listing of all private streets is included in the city's thoroughfare plan kept on file with
the city engineer.

The city acknowledges the importance of maintaining these streets. However, the city
shall not consider accepting and maintaining existing private streets until all persons

having an interest in such streets have submitted a request for the city to accept the
same, and all requirements of this ordinance regarding the specifications for such
streets have been met.

6)  Procedure for changing street names.

a.   An application requesting a street name change shall be submitted to the
community development director, and shall contain the following:

1.    A written petition in support of the proposed change bearing the
signatures of at least 51 percent of the property owners fronting on the
street. The property owners who sign the petition must own at least 51
percent of the linear street frontage on both sides of the street right-of-

way.

2.    The existing street name and the proposed street name.

3.    The reason for proposing a street name change.

4.    A map clearly showing the street for which a name change is proposed.

5.    A $ 250. 00 filing fee.
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b.   An application shall be processed as follows:

1.    The proposed new street name shall be checked by the city staff to
ensure it does not duplicate or closely approximate another street name

within the city. City staff shall also notify the Fayette County E91 1 Dispatch
Office to ensure the proposed street name is not duplicated elsewhere in

Fayette County.

2.    The community development director shall schedule a public hearing on
the application before the city council.

3.    The community development director shall notify all property owners who
have property fronting on the street of the nature of the request, and the
date, time, and place of the public hearing. This notice shall be by regular
mail. Mailing addresses shall be based on current tax records available to
the staff. The postmaster shall also be notified of the public hearing by
regular mail. All required notices shall be mailed at least 15 days prior to

the public hearing.

4.    Legal notice of the nature of the request, and the date, time, and place

of the public hearing shall be published in the official organ of the city at
least 15 days prior to the date of the public hearing.

5.    The community development director shall prepare recommendations
and comments on the proposed street name change.   These

recommendations and comments shall be based on staff review, and

shall be forwarded to the city council prior to the public hearing.

6.    The city council shall make a decision on the proposed street name
change after the required public hearing.

c.   Applications affecting the same street or portion thereof shall not be
submitted more than once every two years.

d.   It is the general policy of the city that no public facility, including streets, be
named in honor or memory of any person, living or deceased. Exceptions can
be made, if an individual or group make a significant contribution, monetarily
or otherwise, to the city.

e.   A request for a street name change can be submitted by the city itself. The
processing procedure specified in paragraph ( 7) b. ( above) shall apply and

the application shall include the following:

1.    The existing street name and the proposed street name.

2.    The reason for proposing a street name change.

3.    A map clearly showing the street for which a name change is proposed.

7)  Street name signs. The city's standard street name signs shall be white lettering
placed on a brown background. The lettering shall be a minimum of six inches
high, placed on an eight-inch by 36- inch fiberglass reinforced plastic aluminum
backing a minimum of 1/ 8 - inch thick. The sign shall be mounted to a brown two
inch square hollow steel post at least seven feet from grade (Detail in Detachment

1 Design Standards Local Design Manual). The sign shall also be manufactured

and installed to meet the latest standards and specifications in the Manual on

Uniform Traffic Control Devices.

All other signs placed in the city's right-of-way shall also meet the standards and
specification of the Manual on Uniform Traffic Control Devices.
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8)  Street resurfacing.

a.   All work shall be in conformance with the Georgia Department of

Transportation Standard Specifications for Construction of Transportation

Systems, latest edition, and all city requirements.

b.   All weak areas shall be repaired with the proper patches and proper leveling.

c.   The surface to be overlayed shall be thoroughly cleaned and all debris
removed.

d.   A tack coat of asphalt (AC- 10 or AC- 20) shall be applied to the entire surface

to be overlayed.

e.   The minimum overlay thickness shall be 1 1/ 8  - inch of type F asphaltic

concrete/ 9. 5mm Superpave asphatic concrete. For lifts over two inches, type
E/ 12. 5 mm Superpave asphaltic concrete shall be used. The maximum lift
thickness shall be two inches. However, the final surface wearing course must
be the smoother Type F asphaltic concrete/ 9. 5mm Superpave asphatic
concrete.

f.    Prior to placing the overlay, a leveling course of sand-asphalt shall be used
where necessary.

g.   The city will evaluate the existing pavement conditions and determine the
overlay thickness using the methods in the Asphalt Institute' s manual, " Asphalt

Overlays for Highway and Street Rehabilitation."  For all streets other than

residential,  actual traffic counts will be obtained and coring or other

acceptable methods of obtaining the actual existing pavement thickness will
be utilized. In no case shall an overlay thickness be less than one inch.

9)  Bridge and tunnel specifications.

a)  Vehicular bridges. All vehicular bridges shall be designed in accordance with

the latest Standard Specifications for Highway Bridges of the American
Association of State Highway and Transportation Officials and shall be a fully
engineered bridge of steel or concrete. The minimum travel lane width shall
be 11 feet for residential streets and 12 feet for all other road classifications.
Traffic or pedestrian railings shall be a minimum of two feet from the travel lane
and be of concrete construction. multi- use

b)  Multi-use bridges and tunnels. All multi- use bridges shall be a fully engineered
bridge of steel and/ or concrete design, unless alternate material is approved

by the city engineer and city council. The minimum deck width shall be 12
feet, unless a wider width is required by the city engineer for emergency
vehicle access. The multi-use bridge shall be designed for a H- 10 loading plus

30 percent impact. Railing shall be of concrete or self-weathering steel unless
alternate material is approved by the city engineer and city council.

All multi- use path tunnels shall be a fully engineered structure of reinforced
concrete or aluminum,  unless alternate material is approved by the city

engineer and city council.  The minimum width shall be 14 feet and the
minimum vertical clearance shall be eight feet unless more is required by the

city engineer for emergency vehicle access.

10) Traffic control signage and pavement markings. All streets shall have all necessary
signs installed prior to acceptance as a city street. The signs shall be an aluminum
backed sign a minimum of 1/ 8 - inch thick, designed and installed as specified in
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the Manual on Uniform Traffic Control Devices, latest edition, published by the
Federal Highway Administration. The signs shall be mounted to a two by two inch
square, perforated, break-away assembly, powder coated brown, at least seven
feet from grade, unless other mounting height approved by the City  ( Detail in

Detachment 1 Design Standards Local Design Manual). The specifications and

location of these signs shall be shown on the construction drawings submitted to

the city.

All streets shall have the necessary pavement markings installed prior to

acceptance as a city street. These markings shall be designed and installed in
conformance with the Manual on Uniform Traffic Control Devices, latest edition,

published by the Federal Highway Administration and applicable Georgia
Department of Transportation standards and specifications. The specifications and

pavement markings shall be shown on the construction drawings submitted to the

city.

Sec. 804. - Multi- use path design standards.

When required by the planning commission,  multi- use paths shall be installed by the
developer and shall comply to the following standards:

a)  The alignment of the path shall conform to the general plan for the area or as directed

by the planning commission. The path shall be located a minimum of four feet from any
property line except where located on an easement for access to a street or where
unique topographical features warrant such location. Such locations must be noted on

the preliminary plat.

b)  All new multi-use paths shall be constructed at a minimum of ten feet in width, and shall

be constructed of two-inch 9. 5 mm Superpave asphalt over a four-inch compacted,
aggregate base. The aggregate base shall extend a minimum of 24- 36 inches on either

side of the multi- use path. A clearance zone measuring four feet in width x eight feet
four inches in height shall be provided and maintained as measured from the edge of

the path  (A detail of these path standards is found within Attachment 1,  Design

Standards Local Design Manual).

c)  Where existing ground conditions require cross drainage under paths, the pipe size and
alignment of the culverts shall be directed by the city engineer.

d)  After the paving is complete, the paths shall be inspected by the city engineer and any
defects noted and the developer so notified of the deficiencies.  Grassing and
backfilling the edges of the path shall be included within the specifications.

e)  Easements for multi-use paths shall be 20 feet in width as a minimum.

f)   In all new residential subdivisions where a multi- use path is located between two

platted lots, a city-owned greenbelt of no less than 50 feet in width shall be provided
and deeded to the city as a part of the final plat process. Clearing and grading within
the greenbelt shall be kept to the absolute minimum necessary to accommodate
construction of the path.

Section 2.       All ordinances or parts thereof which conflict with the provisions of this

ordinance are, to the extent of such conflict and except as hereinafter provided,  hereby

repealed.
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Section 3.       Should any provision of this ordinance be declared invalid by a Court of

competent jurisdiction, such decision shall not affect the validity of this ordinance as a whole or

any provision thereof other than the provisions specifically declared to be invalid.   The City

Council declares that it would have passed this ordinance and each subsection, sentence,

clause and phrase thereof, irrespective of the fact that any one or more subsections, sentences,

clauses or phrases may be declared invalid.

Section 4.       This ordinance shall be in full force and effect upon its official adoption by

the City Council.

This day of 2016.

Vanessa Fleisch, Mayor

Attest:

City Clerk
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CITY OF PEACHTREE CITY

INTEROFFICE MEMORANDUM

TO: Mayor& Council Members

VIA:       Jonathan N. Rorie, City Manager

FROM:    Betsy Tyler, Public Information Officer/ City Clerk

DATE:     November 23, 2016

SUBJECT: Adopt Revised Local Design Manual (Stormwater)

This is the final of three items related to the City' s adoption of the 2016 Georgia
Stormwater Management Manual.  This amendment:

Adopts revisions to Peachtree City' s Local Design Manual,  which has

been updated to reflect the new state standards
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LOCAL DESIGN MANUAL 
2016 EDITION
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Part I | Stormwater 
1. Forward 

This manual is meant to serve as a comprehensive guide to implementing stormwater management system 
requirements in The City of Peachtree City.  Additionally, the manual is designed to supplement the 
Georgia Stormwater Management Manual (GSMM) 2016 Edition, which shall serve as the technical manual 
for design and specification of individual components within the system.   

1.1. Meeting the Stormwater Management Requirements of the City 

The following outlines the process for developing a stormwater management plan for issuance and 
maintenance of a site development permit in the City.  

Pre-Design Phase 

Step 1 Check for new special district requirements with the City staff 

Step 2  Check for concept plan submittal requirements  

Step 3 Prepare concept plan (if required) 

Step 4 Submit concept plan to the City and schedule concept pan meeting (if required) 

Step 5 Meet with City staff to discuss concept plan (highly recommend) 

Design Phase 

Step 6 Prepare stormwater management plan 

Step 7 Submit stormwater management plan to the City for approval 

Construction Phase 

Step 8 After receiving approval from the City begin construction 

Step 9 Coordinate construction with the City inspection staff during construction 

Post-Construction Phase 

Step 10  After construction prepare As-Built Survey and As-Built Design Certification  

Step 11  Adjust stormwater structures if necessary 

Step 12  Execute stormwater inspection and maintenance agreement for all private on-site stormwater 
management facilities 

Step 13  Secure Certificate of Occupancy / Final Plat  
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1.2. Definitions 

“Adverse impact” shall apply to situations where the post development discharge rates, up to and 

including the 100-year storm event, exceed those determined for the pre-developed conditions per basin 
at the property line of individual property lines at the time of development.  It shall also include 
situations where development will cause an increase in flood elevations on adjacent properties. 

“Freeboard” area of containment above the design storm event. 

“Hotspot” is defined as a land use or activity on a site that produces higher concentrations of trace 

metals, hydrocarbons, or other priority pollutants than are normally found in urban stormwater runoff. 
Examples of hotspots include gas stations, vehicle service and maintenance areas, industrial facilities 
such as salvage yards (both permitted under the Industrial General Permit and others), material storage 
sites, garbage transfer facilities, and commercial parking lots with high-intensity use. 

“Low cord” the lowest part of the bridge deck structure or stringers whichever is lower. 

“Site” means the area of development or redevelopment. 

“Structural development” means construction, installation or expansion of a building or other structure. 

“Impervious development” means the creation or addition of impervious surfaces, or the replacement of 

impervious surface not part of routine maintenance. 
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2. Design Performance Requirements 
2.1. Discharge Standards to Adjacent Properties and Right-of-Ways 

Development plans including site grading and drainage plans should be developed to minimize disruption 
of natural drainage patterns on properties.  The site shall be analyzed to determine the changes between 
the baseline conditions and proposed conditions for drainage area, discharge rate, and discharge volume 
at every point along the property line as stormwater is discharged onto an adjacent property or existing 
right-of-way.  The baseline conditions shall be a based upon the existing conditions of the site and shall 
model any depression storage and / or detention storage if deemed necessary by the design professional 
of record for the project or City Engineer.  If off-site areas discharge onto the site, the baseline 
conditions for these areas shall be analyzed based on the existing conditions at the time of the analysis.  
The development shall be analyzed for the following storm events: 

• 2-year 24-hour Design Storm 
• 5-year 24-hour Design Storm 
• 10-year 24-hour Design Storm 
• 25-year 24-hour Design Storm 
• 50-year 24-hour Design Storm 
• 100-year 24-hour Design Storm 

2.1.1. Discharge Rates 

It is the policy of the City of Peachtree City that no increases in stormwater runoff discharge rates as 
reported to the nearest tenth of one cubic foot per second (0.1 cfs) shall be allowed above the baseline 
conditions from any point along the property line as stormwater is discharged onto an adjacent property 
or existing right-of-way.   

2.1.2. Changes to Drainage Area 

It is the policy of the City of Peachtree City that no increase in drainage area to a single discharge point 
greater than 10% of the total area of the predevelopment drainage area or 1 acre whichever is less for 
that point shall be allowed without considering the impacts to the total runoff volume.  If drainage areas 
are substantially changed (greater than 10% or 1 acre whichever is less), then the design professional of 
record shall add a statement to the hydrologic and hydraulic report stating that in their professional 
opinion, no adverse impacts to downstream properties will occur as a result of the changes in the 
drainage basin areas.  Where the City Engineer finds that there is a potential threat to downstream 
properties from proposed development activities, the City Engineer may require additional study to 
document the impacts on adjacent property.   
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For the purposes of satisfying the additional study requirements, the design professional of record shall: 

• Document the increase in volume (measured in cubic feet) of stormwater runoff for each storm event 
as a result of basin transfer 

• Identify existing downstream conditions and impacts from the proposed conditions including flow 
volumes and peak flow rates 

• Document that the channel is capable of handling the additional volume without becoming unstable 
due to increased velocities and duration of flooding 

In-lieu of this statement, the developer may secure a drainage easement between the developer and the 
downstream property owner(s) including, but not limited to, any parties that have a lien or security 
interest in the property to satisfy this requirement.  A copy of the recorded easement must be included in 
the hydrologic and hydraulic report that includes language showing that the downstream property 
owner(s) acknowledges the increase in runoff and/or volume and holds harmless the City of Peachtree 
City and its agents if the project is approved.  Easements shall continue to a point downstream where the 
runoff would have naturally drained to in a pre-development condition or the downstream analysis point, 
whichever occurs first. 

2.1.3. Downstream Analysis 

All hydrologic analyses shall be continued to a point downstream where the site represents at least 10% of 
the total drainage area.  The analysis shall include study points along the drainage path where the 
drainage path crosses the following: 

• Property Lines / Rights-of-Way 
• Culverts / Pipe Systems 
• Detention Ponds / Ponds / Lakes 
• Drainage Path Confluences of Significance 
• Public Infrastructure (i.e. water, sewer, etc.) 

Where a detention pond, pond, or lake is encountered, the design professional shall model the impacts of 
the proposed development on the detention pond, pond, or lake to determine if the development will 
cause an increase in the maximum water surface elevation at each storm event.  If access cannot be 
reasonably obtained or as-built surveys of the facility are not available from the City or local government 
with jurisdiction, the design professional of record may add a statement to the hydrologic and hydraulic 
report stating that in their professional opinion, no adverse impacts including increases in maximum 
water surface elevations to the detention pond, pond, or lake will occur as a result of the development.  
This statement shall include a description of the location of the detention pond, pond, or lake.  A 
separate statement shall be required for each detention pond, pond, or lake not studied. 
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It is not the intent of this downstream analysis requirement to require the design professional of record to 
analyze streams or rivers with very large watersheds (greater than 2,000 acres) as part of this effort.  The 
downstream analysis may be terminated at a point immediately upstream of a point (if the 10% 
requirement has not been met) where the site represents 0.5% of the total drainage area or 2,000 acres 
whichever is less.  However, this modification shall not apply to developments that exceed 100 acres in 
size.   

The downstream analysis shall be conducted to demonstrate that no increases in stormwater runoff rate 
occur downstream of the property / site for either the 25-year or 100-year storm event unless otherwise 
noted above.  The City Engineer may require analysis of additional storm events where a downstream 
condition warrants further study. 

Example A: 

Suppose there is a 2-acre site draining into a small drainage feature (such as a swale or pipe 
system) that has a total drainage area of 15 acres and then discharges into a creek with a 4,000-
acre drainage area.  In this example, the design professional of record shall terminate the 
downstream analysis at the point where the total drainage area is 15-acres.  Although the 10% rule 
has not been met since the drainage area would be 20 acres at a typical 10% analysis point, the 
requirement to analyze a 4,000 acre watershed would be overly burdensome to the developer and 
likely outside of the technical expertise of a typical site development engineer. 
 

Example B: 

Suppose there is a 2-acre site draining into a small drainage feature (such as a swale or pipe 
system) that has a total drainage area of 15 acres and then discharges into a creek with a 380-acre 
drainage area.  In this example, the design professional of record shall terminate the downstream 
analysis at the confluence point of the small drainage area and the creek with the 380-acre 
drainage area and shall include the larger drainage area.  At this point, the 10% rule has been 
satisfied without exceeding the 0.5% (400-acres) total drainage area limit for a 2-acre site or the 
2,000-acre maximum drainage area. 

The design professional of record is strongly encouraged to discuss the downstream analysis requirements 
with the City Engineer prior to beginning any design for the project to determine the specific 
requirements and study points / elements. 
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2.1.4. Water Quality Standards 

Stormwater management systems shall be designed to retain or treat the runoff from 85% of the storms 
that occur in an average year, and reduce average annual post-development total suspended solids 
loadings by 80%. Averaged from rainfall events across the state of Georgia, this equates to treating storm 
events of 1.2 inches or less, as well as the first 1.2 inches of runoff for all larger storm events. 

The City Engineer will waive the water quality treatment requirement if 100% of the 1.0 inch runoff 
reduction volume (RRv) is achieved. If the entire 1.0-inch runoff reduction standard cannot be achieved, 
the remaining runoff from the 1.2-inch rainfall event must be treated by BMPs to remove at least 80% of 
the calculated average annual post-development TSS loading from the site. 

This standard is quantified and expressed in terms of engineering design criteria through specification of 
the water quality volume (WQv), which is equal to the runoff generated on a site from 1.2 inches of 
rainfall. The WQV must be treated to the 80% TSS removal performance goal. 

This standard assumes that BMPs will be designed, constructed and maintained according to the criteria in 
the GSMM. Stormwater discharges from land uses or activities with higher or special potential pollutant 
loadings may require the use of specific structural practices and pollution prevention practices. A detailed 
overview of BMPs is provided in Chapter 4 of the GSMM. 

For further discussion on this standard, see Section 2.2.4.1 of the GSMM. 

The City encourages the designer to implement specific stormwater credits for reducing the water quality 
treatment requirements on site.  These credits can be found in Section 2.3.3 of the GSMM.  However, the 
City recognizes that water quality treatment of stormwater runoff from certain areas of a site is not 
feasible.  As such, the following areas are exempt from water quality treatment. 

• Impervious surfaces associated with the driveway located within the City’s existing right-of-way 
assuming that runoff from the driveway drains away from the site and into the right-of-way 

• Portions of the site which will remain undisturbed and which does not drain to a water quality or 
detention facility / BMP. These undisturbed areas must contain at least 10,000 square feet of 
contiguous area.  Additionally, these areas must not be used for any purposes during construction and 
must be protected from such activities by construction fencing or other means to prevent construction 
personnel ingress. 

Additional water quality requirements will be required for hotspot land uses and activities regulated by 
the National Pollutant Discharge Elimination System (NPDES) Industrial General Stormwater Permit. 
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2.1.5. Channel Protection Standards 

Channel protection shall be provided for each discharge point from the site unless meeting the exemption 
criteria (as determined by the City Engineer) outlined below.  Channel protection shall be accomplished 
by providing for 24-hour extended detention of the 1-year 24-hour storm event.  

Channel protection shall not be required if one of the following criteria is applicable to an outfall point on 
the site: 

• Point discharges that do not exceed 2 cubic feet per second for the 1-year 24-hour storm in a post 
developed condition 

• Sheet flow discharges that do not have more than 100 feet of contributing drainage area assuming 
that no impervious surfaces are within the contributing drainage area 

• Point or sheet flow discharges from drainage areas consisting entirely of undisturbed lands on the site 

• Point discharges which drain directly to a long piped drainage system and which the City has 
determined that the outfall of the system will not experience significant channel erosion as a result of 
not providing channel protection via extended detention of the 1-year 24-hour storm 

• Point discharges which drain directly to streams, rivers, wetlands, lakes or other scenarios where 
reduction of the 1-year 24-hour storm will in the opinion of the City Engineer result in no impact to 
downstream channel integrity.  Point discharges that drain to the buffer areas adjacent to large 
streams, rivers, wetlands or lakes will still require channel protection in most cases. 

For additional discussion, see Section 2.2.4.2 of the GSMM. 

2.1.6. Energy Dissipation  

Energy dissipation shall be employed whenever the velocity of flows leaving a new stormwater facility 
exceeds the erosion velocity of the downstream area or 4.0 feet per second whichever is less for the 25-
year storm.  Energy dissipation shall be designed according to the standards in the GSMM.  Evaluation of 
the stability of the downstream channel below the energy dissipation device/improvement must take 
place to see if additional downstream protection/stabilization is required due to increased flow volumes 
for the 25-year storm event.  
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2.2. Conveyance Systems Standards 

2.2.1. Bridges 

All new bridges shall be designed to accommodate the 100-year 24-hour design storm with the 100-year 
flood elevation 1-foot below the low cord of the bridge (i.e. the lowest part of the bridge deck structure 
or stringers whichever is lower).  The 100-year flood elevation shall be the higher of the existing or future 
condition elevations.  If such a flood elevation has not been computed, the flood elevation shall be 
computed with a means acceptable to produce FEMA floodplain elevations. 

2.2.2. Culverts & Pipe Systems 

The level of service provided by new culverts and pipe systems in the City is dependent on a number of 
different factors.  These include the type of road that the system will service, the potential for upstream 
flooding, floodplain impacts and other service issues.  Generally, the level of service to be provided by 
culverts in Peachtree City as outlined in the table below: 

Roadway Classification* / Use Design Storm 

Arterial/Emergency Evacuation 
Roadway/Community Collector 

100-Year 

Village Collector/Neighborhood Collector 50-Year 

Local Roads/Parking Lots 25-Year 

Roads with No Other Outlet 100-Year 

Material Storage Areas/Landscape Areas 10-Year 

*As shown on the City’s Thoroughfare Plan 

The levels of service standards outlined above are considered minimum standards.  Where warranted, in 
cases of a threat to property, structures or human safety, the level of service may be increased at the 
discretion of the designer or the City Engineer.  Pipes shall be designed such that the hydraulic grade line 
(HGL) shall remain within the pipe for the applicable design storm.  For example, the HGL for a 48-inch 
(4-feet) diameter pipe should not exceed 4 feet above the pipe invert.  The City Engineer will allow 
exceptions on a case by case basis for pipes that are designed around extenuating circumstances 
(generally excessive tailwater conditions, etc.).   

Culverts with contributing drainage areas greater than 25 acres shall be designed to the 24-hour storm.  
For example, if a culvert is to be designed to convey stormwater runoff from a 25-acre drainage basin 
under a neighborhood road, the design storm shall be a 25-year 24-hour storm. 

The design must also take into account undeveloped offsite areas.  An increase in the C-factor (or CN as 
applicable) for this area according to proposed land use must be added to the design as an added safety 
factor and the future condition 100-year design storm must be calculated based on the future land use 
plan for Peachtree City. 
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The hydraulic grade line must be calculated and shown on plans for the design storm.  Additionally, a 100-
year design storm shall be calculated and analyzed to determine the impact; regardless of the design 
storm. 

If a culvert is designed to connect to an existing system of a differing design level of service, then the 
system with the greater design requirement will be used to size the proposed system.  

If a drainage system is designed to discharge to residential property, it must be extended from the right-
of-way or upstream structure to the rear of the residential lot. 

The minimum pipe velocity for the 2-year storm shall be 2.5 feet per second unless otherwise approved by 
the City Engineer.  The maximum pipe velocity for the design storm shall be 12 feet per second. 

2.2.3. Inlets (Catch Basins, Yard Inlets, Drop Inlets, Hooded Grate Inlets and Flumes) 

Inlets collecting stormwater runoff from street surfaces and area inlets shall be sized to capture the 
storm event specified for the pipe system to which it drains and a maximum flooding depth as determined 
by the following table:  

Roadway Classification/Use Design Storm Flooding Depth 

Arterial/Emergency Evacuation 
Roadway/Community Collector 

100-Year ½ Lane Width + Gutter or 8 
Feet Whichever is Less 

Village Collector/Neighborhood Collector 50-Year ½ Lane Width + Gutter or 8 
Feet Whichever is Less 

Local Roads 25-Year ½ Lane Width + Gutter or 8 
Feet Whichever is Less 

Roads with No Other Outlet 100-Year ½ Lane Width + Gutter or 8 
Feet Whichever is Less 

Parking Lots (with a check of the 100-year 
storm flooding depth and maximum 1-foot 
depth) 

25-Year Maximum 0.5 ft. Depth 

Detention Areas utilized for other purposes 
with general public access (i.e. parking lot 
detention, etc.) with flood warning sign 

100-Year Maximum 2.9 ft. Depth 

Material Storage Areas / Landscape Areas 
with flood warning sign if area is utilized by 
the public (with a check of the 100-year 
storm flooding depth) 

10-Year Maximum 1.5 ft. Depth 

*Gutter spread measured from face of curb. 
**Inlets and grading adjacent to habitable structures shall be designed to prevent stormwater runoff 
from entering the structure during the 100-year design storm. 

 

  

Page 161 of 400 



2.2.4. Inlets (Headwalls, Flared End Sections, etc.) 

Inlets that utilize the opening of the pipe as the inlet (i.e. headwalls, flared end sections, etc.) shall be 
sized to capture the storm event specified for the pipe system to which it drains.  The HGL should be 
designed to be no less than 18 inches below the point at which water would bypass the inlet (i.e. low 
point of the road, bypass to another inlet, etc.).  Additionally, the headwater to diameter, as determined 
by the height of the pipe if not round, or Hw/d ratio shall not exceed 1.2 

The headwater conditions induced by the inlet should not cause an impact on any upstream drainage 
structures such that the upstream structure will realize a loss in performance due to elevated tailwater 
conditions.  In simpler terms, the headwater from an inlet should not back water into another culvert or 
drainage system.  This requirement may be waived by the City Engineer in situations where it would not 
be feasible to design the culverts due to proximity of the culverts or shallow grades between the culverts.  
In these cases, the design professional of record shall provide a detailed analysis showing no impacs to 
structures or overtopping of roadways will occur due to the proposed design. 

2.2.5. Roadside Ditches / Drainage Channels 

Roads constructed without curb and gutter shall incorporate ditches where necessary that are designed to 
the specific design storms.  The level of service provided by the ditches shall match the level of service 
provided by a comparable pipe system as outlined above.  A minimum of ½ foot of freeboard shall be 
required for all ditches or channels.  The level of service standards are considered minimum standards, 
where warranted the level of service may be increased at the discretion of the designer or at the request 
of the City of Peachtree City when a threat to property, structures or human safety is present. 

Culverts traversing a roadside ditch shall be sized to the same standard as the ditch it crosses.  The 
culvert shall be sized such that the headwater from the culvert does not cause runoff to overflow the 
ditch cross section and drain to other areas.  All other pipe requirements for the culvert shall apply as 
required in this manual. 

For constructed drainage channels designed to convey stormwater runoff either from or to a culvert, the 
channel should be sized, at a minimum, to accommodate the same storm event specified for the pipe 
system.  Channels designed to convey stormwater runoff to detention ponds shall be sized to 
accommodate the 100-year design storm. 
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2.3. Flood Elevation Impacts 

It is the policy of the City of Peachtree City that raising the elevation of flooding (regardless of whether it 
is in a studied FEMA floodplain or not) on an adjacent property either upstream or downstream shall not 
be acceptable.  As such, the level of service standards outlined above shall be considered minimum 
standards.  Where flood elevations on an adjacent property will be increased due to development and/or 
construction of a drainage system, the level of service may be increased by the City to result in no impact 
on flood elevations to the adjacent property.  This requirement may be waived at the City Engineer’s 

discretion if the adjacent property owner provides a permanent drainage easement between the two 
property owners sufficient to cover the area of any increase in flood elevation to the adjacent property.  
The easement shall provide that the owner of the impacted property acknowledges that an increase in 
flood elevations will occur on their property as a result of the proposed development, and must also 
include the approval of any other persons who have an interest in the property including, but not limited 
to, any parties that have a lien or security interest in the property.  Additionally, the easement shall 
include at a minimum a map showing the extent of the pre-development and post-development 100-year 
flood elevations.  The easement must be provided to the City with Hydrologic & Hydraulic Report and 
recorded with the deed records at the Office of the Clerk of the Superior Court of Fayette County, 
Georgia, as an attachment to the affected property’s land deed and shall be binding on all future 

property owners. Finally, any proposed increases in flood elevation that would occur within a FEMA 
identified floodplain will also comply with all applicable FEMA regulations for increases in flood elevation. 

2.4. Minimum Finished Floor Elevation Adjacent to Stormwater Structures 

The provisions of the Peachtree City Flood Damage Prevention ordinance shall apply to all developments 
within the City of Peachtree City.  However, if a structure, as defined in the Flood Damage Prevention 
ordinance, is located upstream of a public or private stormwater system, the structure may be required 
to be elevated above the standards of the Flood Damage Prevention ordinance.  Generally, the City will 
require the minimum finished floor elevation to be at least 1-foot above the point at which water will by-
pass the system.  It is the intent of this provision to ensure that structures will not be flooded by runoff if 
the stormwater system were to become inoperable due to damage or blockage by debris.  If the City 
Engineer believes or determines that the 1-foot minimum elevation will not be sufficient to protect 
upstream homes, the City Engineer may increase the requirement.  In these cases, the City Engineer may 
increase this requirement to 1-foot above the 100-year flood elevation during the 100-year 24-hour future 
conditions design storm event assuming that the applicable stormwater system is inoperable. 
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For example, suppose several residential homes are to be constructed adjacent to a drainage channel.  
Immediately downstream of the homes is a road crossing with a low roadway crossing elevation of 
approximately 902.50 and a computed existing conditions 100-year flood elevation of 898.50 and a future 
conditions 100-year flood elevation of 899.50.  Generally, the Flood Damage Prevention ordinance 
requires that the minimum finished floor elevation of the homes be set at 3-feet above the existing flood 
elevation or 1-foot above the future flood elevation.  The minimum finished floor elevation for the homes  

in this example would be established as 901.50 under the Flood Damage Prevention ordinance.  However, 
if the culvert under the roadway were to become clogged, it is probable that the roadway would be 
overtopped at the 100-year storm event and possibly at much smaller storm events.  In this scenario, the 
homes would be flooded by at least 1-foot of flood water and probably more.  As such, the provisions of 
this section would supersede the minimum finished floor elevation requirements of the Flood Damage 
Prevention ordinance and require the minimum finished floor to be established as 903.50 by adding 1-foot 
to the low roadway crossing elevation of 902.50. 
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3. Materials and Design Specification Requirements 
3.1. Conveyance Structures  

3.1.1. Pipes within City Owned Right-of-Way 

All pipes located under roadways, and within the public right-of-way of said roadways, and that are (or 
will in the future) accepted by the City of Peachtree City for long-term maintenance, shall be constructed 
of reinforced concrete pipe (RCP) meeting Georgia Department of Transportation Standards (GDOT) with a 
minimum 18-inch diameter or height (for non-circular pipes).  All pipes must have a minimum of 12 inches 
of cover from the exterior crown of the pipe or bell, and in accordance with manufacturer’s specifications 

(if greater than 12 inches).  Pipes directly under pavement must have a minimum of 12 inches of cover 
above the exterior crown of the pipe or bell to the bottom of the roadway base (i.e. Graded Aggregate 
Base).  The City Engineer may allow less cover on a case-by-case basis and must be provided in writing 
prior to approval of the plans.  Prior to approval of lessening of the cover requirements, the designer 
must demonstrate why the cover requirements cannot be met to the satisfaction of the City Engineer. 

Non-circular pipes and culverts shall meet the same material requirements as above.  However, if a live 
bottom arch culvert or box culvert is to be utilized, aluminum structural plate may be utilized at the 
discretion of the City Engineer assuming the structure can meet applicable load requirements for the 
roadway classification. 

This section shall apply to any pipe that originates or terminates within the public right-of-way regardless 
if any portion falls outside of the right-of-way.  If the designer decides to transition from RCP to another 
material outside of the right-of-way, then a junction box shall be added at the right-of-way line to 
facilitate the transition. 

RCP pipe class shall conform to the American Concrete Pipe Association LRFD Fill Height Tables.  A copy 
of the tables can be found attached to this manual. 

Design engineer shall provide a concrete storm pipe construction detail on the construction plans 
customized to the specific project being designed.  The detail must show minimum and maximum cover 
depths, the bedding type and backfill requirements for each class of concrete pipe used based on the 
American Concrete Pipe Association design standards.  If multiple classes of pipes are used on a project a 
table may also be used to supplement this detail. 
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3.1.2. Pipes Outside City Owned Right-of-Way 

Pipes not located under roadways or within the public right-of-way of said roadways, and that are (or will 
in the future) accepted by the City of Peachtree City for long-term maintenance, shall be constructed of 
the following materials: 

• Reinforced Concrete Pipe (RCP)  
• Aluminum (Does not include ferrous metal pipe such as aluminized or coated) 
• High Density Polyethylene Pipe (HDPE) 
• High Density Polypropylene Pipe (HP) 
• Ductile Iron Pipe (DIP) 

All pipe must meet the specifications of the Georgia Department of Transportation (GDOT) with a 
minimum 18-inch diameter or height (for non-circular pipes).  Non-circular pipes and culverts shall meet 
the same material requirements as above.  RCP must have a minimum of 12 inches of cover above the 
exterior crown of the pipe or bell, and in accordance with manufacturer’s specifications (if greater than 
12 inches).   All other pipes must have a minimum of 48 inches of cover above the exterior of the pipe.  
The City Engineer may allow less cover on a case-by-case basis and must be in writing prior to approval of 
the plans.  Prior to approval of lessening of the cover requirements, the designer must demonstrate why 
the cover requirements cannot be met to the satisfaction of the City Engineer. 

All pipe systems which are to be accepted by the City of Peachtree City for long-term maintenance shall 
provide an adequate easement as outlined below. 

All pipes which are installed in an area that will be dedicated to the City for maintenance must be video 
inspected at the developers’ expense prior to the City accepting responsibility for the pipe.  Defects shall 
be repaired by the developer at their expense. 

RCP pipe class shall conform to the American Concrete Pipe Association LRFD Fill Height Tables.  A copy 
of the tables can be found attached to this manual.  Other pipe materials shall specified on the plans 
(including specific manufacturer and product), shall conform to manufacturer’s recommended 

specifications for fill heights, and shall include specific manufacturer’s specifications. 

Design engineer shall provide a storm pipe construction detail on the construction plans customized to the 
specific project being designed.  The detail must show minimum and maximum cover depths, the bedding 
type and backfill requirements for each type of pipe used based on the manufacturer’s design standards.  
If multiple types or classes of pipes are used on a project a table may also be used to supplement this 
detail. 
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3.1.3. Minimum / Maximum Slope for Pipe Systems 

Where feasible, pipes should be designed with a minimum slope of 1 vertical foot per 100 horizontal feet 
(i.e. 1%).  Pipes will be allowed at slopes less than 1% where topography and / or design constraints 
mandate a more shallow pipe slope and the engineer can demonstrate that minimum flow velocities can 
be achieved for the 2-year storm.  The maximum pipe slope shall be 10% for concrete pipe and 14% for 
other materials.  Where necessary, a drainage structure can be added to allow for a drop in the system 
inverts to meet the maximum pipe slope requirements.  However, the maximum drop inside a manhole 
shall be 10-feet. 

3.1.4. Maximum Pipe Length 

No storm drain pipe shall exceed 300-feet in length as measured from the centerline of the upstream 
structure to the centerline of the downstream structure. 

3.1.5. Pipe Systems not to be Dedicated to the City of Peachtree City 

Pipes not to be dedicated to the City shall be specified to the specifications of the owner but shall meet 
the design specifications outlined in Section 2.2.2. 

3.1.6. Channels 

Channels should be designed in such a manner as to provide for longitudinal slopes that result in design 
velocities that minimize erosion / channel scour but not less than 100-feet horizontal to 1-foot vertical 
(1%) unless approved by the City Engineer.  Those channels that have increased velocities over 4.0 feet 
per second for the 25-year 24-hour storm must be protected from erosion through the use of rip-rap, 
concrete, erosion control matting, permanent vegetation or other method acceptable to the City for 
stabilization of the channel.  Additionally, all channel side slopes shall have a 3-foot horizontal to 1-foot 
vertical (3:1) slope or less and a minimum bottom with of 3 feet. 

3.1.7. Inlets / Outlets / Junction Boxes 

All inlets, outlets, and junction boxes shall be constructed of materials and methods approved by the 
Georgia Department of Transportation and /or designs pre-approved by The City of Peachtree City.  
Covers (where appropriate) shall be designed and manufactured in accordance with local construction 
standards related to storm drain stenciling and pollution prevention education.  The Owner and/or 
designer shall consult The City of Peachtree City regarding specific requirements for storm drain covers 
and inlets.  Safety End Sections shall be used for pipes beginning or ending in right-or-way.  Hooded Grate 
Inlets are not allowed in City right-of-way or easements without prior approval.  No manhole shall exceed 
15-feet in depth as measured from the invert of the outlet pipe to the top of the structure. 
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3.2. Detention Ponds 

All detention facilities constructed in accordance with the requirements of this manual shall be 
constructed on subdivided parcels deeded to the property owner.  If the pond is in a residential 
subdivision, it is to be on a parcel dedicated to the City as green belt.  This parcel must have proper 
access as is outlined below.  No detention facility for residential subdivisions shall be constructed in 
whole or part on a parcel or lot intended for sale to a future resident.  This requirement shall not apply to 
non-residential developments; however a proper maintenance agreement shall be submitted to the City 
outlining the responsible party. 

3.2.1. Dry Earthen Detention Ponds to be Dedicated to the City of Peachtree City 

The applicable standards outlined in the GSSM and the following design guidelines shall be required of all 
dry detention ponds including dry extended detention ponds to be dedicated to the City of Peachtree City 
for perpetual maintenance: 

3.2.1.1. General Geometry 

• Dry detention ponds shall be designed to provide for positive drainage on the pond floor to the 
outlet of the pond such that the pond will return to a dry state after each storm event. 

• Side slopes for the dam shall be designed to have 3-feet horizontal to 1-foot vertical (3:1) 
slopes or flatter.   

• Slopes not associated with the dam shall be designed to have 3-feet horizontal to 1-foot 
vertical (3:1) slopes or flatter.  However, the City may accept slopes that are up to 2-feet 
horizontal to 1-foot vertical (2:1) slopes on a case by case basis if the designer can 
demonstrate that construction of a flatter slope is not technically feasible. 

• The top width of the dam shall be based upon the height of the dam as measured from the 
channel elevation at the downstream toe of the dam to the crest elevation of the dam as 
follows.   

Height of Dam Width of Top of Dam 

Up to 6-feet 10-feet 

6-feet to 10-feet 12-feet 

10-feet to 15-feet 14-feet 

15-feet to 20-feet 15-feet 

• The dam shall not have a potential impoundment storage capacity in excess of 80 acre-feet (as 
measured from the crest elevation of the dam) without prior approval of the City Engineer.   
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• The height of the dam as measured from the channel elevation at the downstream toe of the 
dam to the crest elevation of the dam shall not exceed 20-feet without prior approval of the 
City Engineer.   

• The maximum 100-year 24-hour design water surface elevation shall be at least 1-foot below 
the dam crest measured vertically. 

• Trees shall be removed from the dam and immediate vicinity (10-feet from the toe of dam).  
Trees removed from the dam shall include roots and other woody materials that extend into 
the dam. 

3.2.1.2. Grading and Compaction of Dam Materials 

• Acceptable backfill and fill materials shall consist of suitable soils for dam construction as 
determined by the City; free of rock or gravel larger than 1-inch in any dimension, debris, 
waste, frozen materials, vegetation, and other deleterious matter.   

• Backfill and fill materials shall be placed in layers not more than eight inches in loose depth 
for material compacted by heavy compaction equipment, and not more than four inches in 
loose depth for material compacted by hand-operated tampers.   

• Each layer should be uniformly moistened or aerated before compaction to within 3% of 
optimum moisture content.   

• Layers should not be placed on surfaces that are muddy, frozen, or contain frost or ice.   

• All backfill and fill materials shall be placed evenly to required elevations, and uniformly 
along the full length of the embankment.   

• All backfill and fill materials shall be compacted to at least 95% maximum dry unit weight 
according to ASTM D 698. 

• Concrete walls shall not be allowed by the City of Peachtree City for any detention pond dam 
to be accepted by the City of Peachtree City for long term ownership or maintenance. 

3.2.1.3. Pipes Through the Dam 

• Pipes placed within the dam shall be RCP with a minimum slope of 1-foot vertical fall per 100 
linear feet of pipe (i.e. 1%) unless otherwise approved by the City Engineer. 

3.2.1.4. Outlet Structures 

• Outlet Control Structures shall be constructed of concrete 
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• Outlet Control Structures shall be checked for buoyancy with the assumption that all openings 
are clogged and water has pooled to the top of the dam crest.  If the calculations demonstrate 
that the weight of a “dry” structure does not exceed the weight of potentially displaced 

water, then ballast shall be added.  Calculations for each outlet control structure shall be 
provided in the hydrological study.  

• Trash racks shall be added to all orifices, weirs, and other openings if the smallest dimension 
for each orifice / weir is less than 1-foot. 

3.2.1.5. Emergency Spillway 

• An emergency spillway shall be constructed such that flows exceeding the 100-year storm 
event shall pass through spillway. 

• The spillway shall be capable of passing the 100-year storm event assuming the primary outlet 
structure(s) is clogged.  In more simple terms, the designer shall demonstrate through 
modeling that starting in a dry condition, the 100-year storm event is capable of passing 
through the emergency spillway without utilizing any other outlets and without overtopping 
the dam. 

• The emergency spillway shall be a separate structure from the primary outlet control 
structure / pipe and shall consist of an earthen spillway in residual soils where possible.  

3.2.2. Dry Earthen Detention Ponds Not to be Dedicated to the City of Peachtree City 

Dry detention ponds that will not be dedicated to the City of Peachtree City for perpetual maintenance 
shall be designed to the applicable standards outlined in the GSMM and as follows: 

3.2.2.1. General Geometry 

• The dam shall not have a potential impoundment storage capacity in excess of 80 acre-feet (as 
measured from the crest elevation of the dam) without prior approval of the City Engineer.   

• The height of the dam as measured from the channel elevation at the downstream toe of the 
dam to the crest elevation of the dam shall not exceed 20-feet without prior approval of the 
City Engineer.   

• The maximum 100-year 24-hour design water surface elevation shall be at least 1-foot below 
the dam crest measured vertically. 

3.2.2.2. Emergency Spillway 

• An emergency spillway shall be constructed such that flows exceeding the 100-year storm 
event shall pass through spillway. 
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• The spillway shall be capable of passing the 100-year storm event assuming the primary outlet 
structure(s) is clogged.  In more simple terms, the designer shall demonstrate through 
modeling that starting in a dry condition, the 100-year storm event is capable of passing 
through the emergency spillway without utilizing any other outlets and without overtopping 
the dam. 

• The emergency spillway shall be a separate structure from the primary outlet control 
structure / pipe.  

3.2.3. Wet Ponds to be Dedicated to the City of Peachtree City 

The applicable standards outlined in the GSSM and the following design guidelines shall be required of all 
wet ponds including extended detention ponds, micro pools, and stormwater wetlands to be dedicated to 
the City of Peachtree City for perpetual maintenance: 

3.2.3.1. General Geometry 

• Side slopes for the dam shall be designed to have 3-feet horizontal to 1-foot vertical (3:1) 
slopes or flatter. 

• Slopes not associated with the dam shall be designed to have 3-feet horizontal to 1-foot 
vertical (3:1) slopes or flatter.  However, the City may accept slopes that are up to 2-feet 
horizontal to 1-foot vertical (2:1) slopes on a case by case basis if the designer can 
demonstrate that construction of a flatter slope is not technically feasible.   

• The top width of the dam shall be based upon the height of the dam as measured from the 
channel elevation at the downstream toe of the dam to the crest elevation of the dam as 
follows.   

Height of Dam Width of Top of Dam 

Up to 6-feet 10-feet 

6-feet to 10-feet 12-feet 

10-feet to 15-feet 14-feet 

15-feet to 20-feet 15-feet 

• The dam shall not have a potential impoundment storage capacity in excess of 80 acre-feet (as 
measured from the crest elevation of the dam) without prior approval of the City Engineer.   

• The height of the dam as measured from the channel elevation at the downstream toe of the 
dam to the crest elevation of the dam shall not exceed 20-feet without prior approval of the 
City Engineer.   
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• The maximum 100-year 24-hour design water surface elevation shall be at least 1-foot below 
the dam crest measured vertically. 

• The minimum freeboard at normal pool shall be at least 3-feet. 

• Concrete walls shall not be allowed by the City of Peachtree City for any detention pond dam 
to be accepted by the City of Peachtree City for long term ownership or maintenance. 

3.2.3.2. Grading and Compaction of Dam Materials 

• Acceptable backfill and fill materials shall consist of suitable soils for dam construction as 
determined by the City; free of rock or gravel larger than 1-inch in any dimension, debris, 
waste, frozen materials, vegetation, and other deleterious matter.   

• Backfill and fill materials shall be placed in layers not more than eight inches in loose depth 
for material compacted by heavy compaction equipment, and not more than four inches in 
loose depth for material compacted by hand-operated tampers.   

• Each layer should be uniformly moistened or aerated before compaction to within 3% of 
optimum moisture content.   

• Layers should not be placed on surfaces that are muddy, frozen, or contain frost or ice.   

• All backfill and fill materials shall be placed evenly to required elevations, and uniformly 
along the full length of the embankment.   

• All backfill and fill materials shall be compacted to at least 95% maximum dry unit weight 
according to ASTM D 698. 

3.2.3.3. Pipes Through the Dam 

• Pipes placed within the dam shall be RCP with a minimum slope of 1-foot vertical fall per 100 
linear feet of pipe (i.e. 1%) unless otherwise approved by the City Engineer.   

• Pipes that are constructed to pass through the dam at an elevation less than 3 feet above the 
normal pool shall include a 6-inch concrete mud mat, concrete cradle poured to the spring 
line of the pipe, and a collar drain to collect seepage along the outside of the pipe. (See 
Appendix B) 

3.2.3.4. Outlet Structures 

• Outlet Control Structures shall be constructed of concrete 
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• Outlet Control Structures shall be checked for buoyancy with the assumption that all openings 
are clogged and water has pooled to the top of the dam crest.  If the calculations demonstrate 
that the weight of a “dry” structure does not exceed the weight of potentially displaced 
water, then ballast shall be added.  Calculations for each outlet control structure shall be 
provided in the hydrological study.  

• Trash racks shall be added to all orifices, weirs, and other openings if the smallest dimension 
for each orifice / weir is less than 1-foot 

3.2.3.5. Emergency Spillway 

• An emergency spillway shall be constructed such that flows exceeding the 100-year storm 
event shall pass through spillway. 

• The spillway shall be capable of passing the 100-year storm event assuming the primary outlet 
structure(s) is clogged.  In more simple terms, the designer shall demonstrate through 
modeling that starting at the normal pool, the 100-year storm event is capable of passing 
through the emergency spillway without utilizing any other outlets and without overtopping 
the dam. 

• The emergency spillway shall be a separate structure from the primary outlet control 
structure / pipe and shall consist of an earthen spillway in residual soils where possible. 

3.2.3.6. Water Balance 

• A water balance simulation will be required for all wet ponds except micro pools and shall be 
documented in the hydrologic report for the development. 

3.2.4. Wet Ponds Not to be Dedicated to the City of Peachtree City 

Wet ponds that will not be dedicated to the City of Peachtree City for perpetual maintenance shall be 
designed to the applicable standards outlined in the GSMM and as follows: 

3.2.4.1. General Geometry 

• The dam shall not have a potential impoundment storage capacity in excess of 80 acre-feet (as 
measured from the crest elevation of the dam) without prior approval of the City Engineer.   

• The height of the dam as measured from the channel elevation at the downstream toe of the 
dam to the crest elevation of the dam shall not exceed 20-feet without prior approval of the 
City Engineer.   

• The maximum 100-year 24-hour design water surface elevation shall be at least 1-foot below 
the dam crest measured vertically. 
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3.2.4.2. Outlet Structures 

• Outlet Control Structures shall be checked for buoyancy with the assumption that all openings 
are clogged and water has pooled to the top of the dam crest.  If the calculations demonstrate 
that the weight of a “dry” structure does not exceed the weight of potentially displaced 
water, then ballast shall be added.  Calculations for each outlet control structure shall be 
provided in the hydrological study. 

3.2.4.3. Pipes 

• Pipes that are constructed to pass through the dam at an elevation less than 3 feet above the 
normal pool shall include appropriate seepage controls as determined by the design engineer.  
If seepage controls are not deemed not necessary, the engineer of record shall add a 
statement to the construction plans indicating such. 

3.2.4.4. Emergency Spillway 

• The spillway shall be capable of passing the 100-year storm event assuming the primary outlet 
structure(s) is clogged.  In more simple terms, the designer shall demonstrate through 
modeling that starting at the normal pool, the 100-year storm event is capable of passing 
through the emergency spillway without utilizing any other outlets and without overtopping 
the dam.  

• The emergency spillway shall be a separate structure from the primary outlet control 
structure / pipe and shall consist of an earthen spillway in residual soils where possible. 

3.2.4.5. Water Balance 

• A water balance simulation will be required for all wet ponds except micro pools and shall be 
documented in the hydrologic report for the development. 

3.2.5. Dry Underground Detention Ponds 

No underground detention pond shall be constructed on residential development projects.  Underground 
detention ponds may be considered on non-residential development projects after the designer has shown 
that construction of an aboveground detention pond is infeasible (unable to be constructed due to site or 
environmental reasons and proof of such is provided to, and the underground detention pond is thereafter 
approved by the City Engineer) to the satisfaction of the City.  If allowed, all structures which are 
designed to store water shall be constructed of reinforced concrete or HDPE unless otherwise approved as 
outlined in section 4.1.1 and 4.1.2 above.  Additionally, the structures should be designed such that 
vehicular traffic meeting an H-20 loading standard could traverse the area over the detention pond once 
backfilled or completed.  The pond shall also be designed with access ports of a minimum 12-inch 
diameter such that all portions of the pond can be inspected via a pole camera or similar device from the 
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ground surface.  When designing the pond, the designer should design the structure such that routine 
maintenance can be accommodated without unreasonable demands being placed on future property 
owners.  As such, these facilities are to be referenced in the covenants or on the final plat, and recorded 
with the City and in the deed records with the maintenance agreement accompanied by a site plan 
illustrating the location of the pond at the Office of the Clerk of the Superior Court of Fayette County, 
Georgia so that future land owners know of its existence and duty to maintain. 

3.2.6. Fencing Requirements for Detention Ponds 

Fencing may be required as determined by the current City Fencing Policy. 

3.3. Water Quality Best Management Practices  

3.3.1. General Practice Structural Controls 

Generally, the City of Peachtree City will accept all BMPs listed within the GSMM (Volume II, Chapter 4) 
with the accepted removal efficiencies listed in Table 4.1.3-1 and runoff reduction rates listed in Table 
4.1.3-2 of the GSMM.  The City Engineer may restrict the use of specific structural controls on projects 
where the control is to be dedicated to the City for perpetual maintenance without regard if the control 
has been approved on other developments.  The developer / designer will be required to select an 
alternate control to meet the requirements for water quality control.  In cases where the City Engineer 
rejects a specific control on a project, the City Engineer shall provide written comments on the grounds 
by which the control was rejected. 

3.3.2. Proprietary Structural Controls 

Generally, the City of Peachtree City does not allow proprietary structures such as hydrodynamic, vortex 
separators, catch basin inserts, chemical treatment etc. to be utilized in Peachtree City.  Proprietary 
structural controls may be allowed by the City Engineer on a case by case basis if the proprietary 
structural control has been through the Georgia Technology Assessment Protocols (GTAP) for the 
evaluation of Stormwater Treatment process.  Prior to approving the device for use in Peachtree City, the 
City Engineer shall document the performance standards, maintenance requirements, and conditions 
under which the device may be utilized for all future developments.  The City Engineer may restrict the 
use of proprietary structural controls on projects where the control is to be dedicated to the City for 
perpetual maintenance regardless if the control has been approved on private developments. 

3.4. Easement Requirements 

All drainage systems (pipes, junction box etc.), BMP’s (ponds etc.) or stormwater conveyance (swales 

etc.) areas which will be accepted by the City for long term maintenance must provide adequate 
easement and greenbelt space for maintenance to be completed.  These easements must conform to the 
following and are good practice for private development: 

  

Page 175 of 400 



3.4.1. City Maintained Detention Ponds (wet, micropool, dry, etc.) 

A 20 foot access easement will be required for all City Maintained Detention Ponds.  This easement is to 
allow access from the closest public street or right of way and must be graded in a manner in which entry 
is possible.  (not graded on a severe slope and is passable for maintenance equipment, i.e. 4 feet 
horizontal for every 1 foot vertical) 

In addition to the access easement, a 20 foot maintenance easement will be required around the pond 
and must be graded in a manner in which entry is possible.  (not graded on a severe slope and is passable 
for maintenance equipment, i.e. 4 feet horizontal for every 1 foot vertical) 

3.4.2. Drainage Pipe Easements 

All drainage pipe easements are to be the diameter of the pipe plus four times the depth of the pipe plus 
an additional 2 feet on either side of the pipe as shown below.  At minimum this easement must be 20-
feet and under no circumstance may the easement be within the influence zone of a structural 
foundation.  Additional building set-backs shall be added to the plan as necessary to ensure that 
structures are not constructed within the easements.  This easement width is to account for the required 
trench and slopes to safely maintain or replace drainage structures at a future date. 

Easement Width = Pipe diameter + (4 X Pipe Depth) + 4 feet or 20-feet whichever is greater 

The easement may be stepped up or down in width in 1-foot increments to accommodate the required 
widths. 

3.4.3. Drainage Swales and Ditches 

All drainage swales and/or ditches will have an easement which is the total width of the conveyance 
(including the side slopes) plus 5 feet on either side of the top of slope. 
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4. Approved Hydrologic & Hydraulic Methods 
4.1. Hydrologic Methods 

4.1.1. Rational Method 

The rational method may be used to develop peak runoff flows for culverts with contributing drainage 
areas less than 25 acres in size.  All computations shall be in accordance with the GSMM (Volume2).  
Rainfall intensities shall be derived from Table A-2 of Appendix A of the GSMM (Volume 2). 

4.1.2. NRCS TR-55 Method (Also Known As SCS Method) 

In most cases, the NRCS TR-55 Method must be utilized to size detention ponds and culverts with 
contributing drainage areas greater than 25 acres.  All computations shall be in accordance with Section 
3.1.5 of the GSMM (Volume 2).  Rainfall depths shall be derived from Appendix A of the GSMM (Volume 2).  

4.2. Hydraulic Methods  

All hydraulic calculations shall be made in accordance with the GSMM (Volume 2). 

4.3. Channel Protection Design 

Outlets to provide for meeting channel protection criteria shall be designed to meet the standards 
outlined in section 3.4.3 and other applicable sections of the GSMM (Volume 2). 
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5. Special Districts 
The City may establish special design criteria for select areas based on the findings of watershed 
assessments, hydrologic and hydraulic reports, and known flooding issues.  The designer shall consult with 
the City Engineer to determine if any special watershed districts exist within Peachtree City.  Conditions 
for which these districts may be established are as follows:  

• Findings of adverse water quality conditions as established by the Georgia Environmental Protection 
Division, such as a TMDL for any given stream  

• Areas of repetitive loss of structures due to flooding 

• Areas of adverse water quality conditions as determined though the City’s annual water quality 

sampling.   
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6. Hydrologic & Hydraulic Report Requirements 
Prior to issuance of final site plan approval, all development projects must submit a hydrologic and 
hydraulic report outlining the impacts of the site on the stormwater system.  At a minimum, this report 
must be in the format of attached Appendix A include the following sections: 

• Hydrologic & Hydraulic Report Checklist / Certification 
• Project Narrative 
• Existing Conditions Hydrologic Analysis 
• Post-Development Hydrologic Analysis 
• Stormwater Management System Design 
• Downstream Analysis 
• Planting Plan (if applicable) 
• Operations & Maintenance Plan 

The following subsections outline the requirements for each of the elements outlined above.  It is 
important that each section be written up as directed and included in the report in as simple and concise 
of a nature as possible.  While inclusion of printouts from the hydrologic modeling software is 
encouraged, please note that the City receives multiple reports every year and each one may use a 
different program to analyze site conditions.  As such, it is difficult for the City to review reports that do 
not include sufficient detail in the report to determine if the design meets compliance with the 
applicable regulations.  Given this, the City will reject any report where the report is unclear if important 
items cannot be determined to be in compliance or are missing. 

6.1. Hydrologic & Hydraulic Report Checklist / Certification 

The first section of the Hydrologic & Hydraulic Report shall consist of a completed Hydrologic & Hydraulic 
Report Checklist which can be found in Appendix A.  The Checklist shall be signed by the Engineer of 
Record for the project and include the certification statement.  Failure to include the checklist as the 
first item in the report will result in automatic rejection of the report and no further review will be 
conducted of the report until it is revised accordingly. 

6.2. Project Narrative 

The report should include a brief narrative outlining the project goals and location, as well as a location 
map such that the project location can be identified by City staff or other readers of the report. 

6.3. Existing Conditions Hydrologic Analysis 

The existing conditions hydrologic analysis should provide the reader with a comprehensive evaluation of 
the site conditions prior to development of the project.  The designer should provide the following 
information with this element of the report: 
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6.3.1. Existing Conditions Narrative 

A written description of the existing conditions found at the site should be provided.  Additionally, the 
narrative should describe the methodologies, assumptions and other pertinent discussions of how the 
existing conditions were analyzed by the designer.  

6.3.2. Existing Conditions Map 

An existing conditions map should be provided with the report including but not limited to following: 

• Topography (2-ft. or less contour interval) of existing site conditions 
• Perennial / intermittent streams, State waters, wetlands, lakes and other surface water features 
• Drainage basin delineations showing the location of each drainage sub-basin 
• Drainage basin delineations for each contributing drainage basin upstream of the project site on an 

appropriate map (USGS Quadrangle, etc.) 
• Existing stormwater conveyances and structural control facilities 
• Direction of flow and discharge points from the site including sheet flow areas 
• Paths utilized for the computation of Times of Concentration 
• Any area of significant depression storage 
• Federal, state and local buffers 
• Land use areas delineated with acreage and run-off coefficient/curve number 
 
The map should provide a clear understanding of the various drainage patterns located throughout the 
site as well as drainage onto the site from upstream areas.  Additionally, the map should provide a clear 
view of the natural features of the site that may impact development. 

6.3.3. Existing Conditions Tables 

A set of tables should be included in the report that will allow the reader to understand how various 
parameters utilized in modeling the existing conditions were developed.  Additionally, tables should be 
included documenting the results of the modeling. 

• A table listing the land cover characteristics, hydrologic soil group, curve number, and acreage for 
each sub-basin  

Example Table for Existing Conditions Sub-basin 1 

Land Cover Hydrologic Soil 
Group 

Curve Number Area (acre) 

Woods B 55 1.25 

Impervious Surface B 98 3.46 

Open Space B 61 6.38 
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• A table listing the total acreage, composite curve number and time of concentration for each sub-
basin 

Example Table for Existing Conditions Sub-basin Summary 

Sub-Basin Area (acre) Curve Number Tc (minutes) 

Sub-Basin 1 11.09 72 18.2 

Sub-Basin 2 2.57 88 5.0 

Sub-Basin 3 3.45 82 8.9 

• A table listing the peak runoff rates for each discharge point from the property or site 

Example Table for Existing Conditions Peak Runoff Rates Summary (cubic feet per second) 

Sub-Basin 2-Yr 5-Yr 10-Yr 25-Yr 50-Yr 100-Yr 

Point 1 23.5 45.9 52.8 60.3 69.7 79.3 

Point 2 16.8 26.8 37.1 49.5 62.9 78.6 

• A table listing the peak runoff rates and maximum water surface elevations for all detention facilities 
studied as part of the existing conditions analysis 

Example Table for Pond Summary 

Sub-Basin 2-Yr 5-Yr 10-Yr 25-Yr 50-Yr 100-Yr 

Pond 1 

Discharge / Peak Elev 

18.2 
898.12 

25.3 
899.35 

32.8 
901.56 

40.1 
902.65 

46.5 
903.12 

50.3 
903.55 

6.3.4. Existing Conditions Model Diagram 

A diagram of the hydrologic model should be provided with the report showing how the model was 
developed and each node is connected. 

6.4. Post-Development Hydrologic Analysis 

The proposed conditions hydrologic analysis should provide the reader with a comprehensive evaluation of 
the site conditions following the development of the project.  The designer should provide the following 
information with this element of the report: 

6.4.1. Proposed Conditions Narrative 

A written description of the proposed conditions to be found at the site after construction should be 
provided.  Additionally, the narrative should describe the methodologies, assumptions and other pertinent 
discussions of how the proposed conditions were analyzed by the designer. 

  

Page 181 of 400 



6.4.2. Proposed Conditions Map 

A proposed conditions map should be provided with the report including but not limited to following: 

• Topography (2-ft. or less contour interval) of proposed site conditions 
• Perennial/intermittent streams, State waters, wetlands, lakes and other surface water features 
• Drainage basin delineations showing the location of each drainage sub-basin 
• Proposed stormwater conveyances and structural control facilities 
• Direction of flow and discharge points from the site including sheet flow areas 
• Paths utilized for the computation of Times of Concentration 
• Location and boundaries of proposed natural feature protection areas 
• Land use areas delineated with acreage and run-off coefficient/curve number 
 
The map should provide a clear understanding for the various drainage patterns located throughout the 
site as well as drainage onto the site from upstream areas.  Additionally, the map should provide a clear 
view of the natural features of the site that will be impacted development as well as features that will 
not be impacted.   

6.4.3. Proposed Conditions Tables 

A set of tables should be included in the report that will allow the reader to understand how various 
parameters utilized in modeling the propose conditions were developed.  Additionally, tables should be 
included documenting the results of the modeling. 

• A table listing the land cover characteristics, hydrologic soil group, curve number, and acreage for 
each sub-basin  

Example Table for Proposed Conditions Sub-basin 1 

Land Cover Hydrologic Soil 
Group 

Curve Number Area (acre) 

Woods B 55 1.25 

Impervious Surface B 98 6.48 

Open Space B 61 2.30 

• A table listing the total acreage, composite curve number and time of concentration for each sub-
basin 

Example Table for Proposed Conditions Sub-basin Summary 

Sub-Basin Area (acre) Curve Number Tc (minutes) 

Sub-Basin 1 10.03 84 7.5 

Sub-Basin 2 2.25 71 5.0 

Sub-Basin 3 3.98 89 5.0 
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• A table listing the peak runoff rates for each discharge point from the property or site along with the 
allowable discharge rate from the Existing Conditions Analysis 

Example Table for Proposed Conditions Peak Runoff Rates Summary (cubic feet per second) 

Storm Point 5 Point B 
Existing Proposed Difference Existing Proposed Difference 

2-Yr 12.3 12.2 (0.1) …   

5-Yr 15.6 15.6 0.0    

10-Yr 18.9 17.8 (1.1)    

25-Yr 22.1 20.6 (1.5)    

50-Yr 24.2 23.1 (1.1)    

100-Yr 26.5 26.4 (0.1)    

• A table listing the peak runoff rates and maximum water surface elevations for all detention facilities 
studied as part of the Existing Conditions Analysis 

Example Table for Pond Summary 

Sub-Basin 2-Yr 5-Yr 10-Yr 25-Yr 50-Yr 100-Yr 

Detention Pond 2 
Discharge / Peak Elev 

18.2 
898.12 

25.3 
899.35 

32.8 
901.56 

40.1 
902.65 

46.5 
903.12 

50.3 
903.55 

6.4.4. Proposed Conditions Model Diagram 

A diagram of the hydrologic model should be provided with the report showing how the model was 
developed and each node is connected. 

6.5. Downstream Analysis 

The downstream analysis should provide the reader with a comprehensive picture of the downstream 
areas and their capacity to accommodate stormwater runoff from the proposed development. 

6.5.1. Downstream Analysis Maps 

• Drainage basin delineations showing the point at which the contributing area of the project represents 
the total drainage basin area required to be studied in the analysis 

• Identify culverts, channels and other structural stormwater controls that the stormwater runoff must 
pass through prior to the downstream analysis point identified previously 

6.5.2. Downstream Analysis Narratives 

A written description of the downstream conditions should be provided including any special 
considerations that should be noted.  If the downstream conditions does not incorporate the 10% rule as 
defined in the GSMM due to allowances made in this LDM, this should be pointed out in the narrative.  
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Additionally, the narrative should describe the methodologies, assumptions and other pertinent 
discussions of how the proposed conditions were analyzed by the designer. 

6.5.3. Downstream Tables 

A set of tables should be included in the report that will allow the reader to understand how various 
parameters utilized in modeling the propose conditions were developed.  Additionally, tables should be 
included documenting the results of the modeling.  For examples of the tables please see the examples 
given in the section above for proposed conditions tables. 

6.5.4. Model Diagram 

A diagram of the hydrologic model should be provided with the report showing how the model was 
developed and each node is connected. 

6.6. Stormwater Management System Design 

6.6.1. Stormwater Management System Map 

The stormwater management system map should document the various structural components of how 
stormwater runoff will be moved around the site. 

• Location of all non-structural stormwater controls 

• Location of all existing stormwater controls to remain after development 

• Location of all proposed stormwater controls 

• Location of all proposed impoundment type controls (i.e. detention ponds, stormwater ponds, 
stormwater wetlands, etc.) along with any applicable associated easements 

• Location of all conveyance structures and any applicable associated easements 

• All impoundment type controls should be labeled with the following information: 

- Maximum water surface elevation 

- Depth and storage volumes for the design storm 

- Depth and storage volumes maximum water surface if the design storm event is exceeded (i.e. 
Top of dam) 

• All inlets to conveyance structures should be labeled with the following information: 

- Maximum design water surface elevation 

- Maximum potential water surface elevation before bypass occurs 
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• All pipes should be labeled with: 

- Length 

- Material 

- Slope 

• All pipes should be profiled and labeled with 

- Length 

- Material 

- Slope 

- Hydraulic grade line for appropriate design storm 

• Map showing all contributing drainage areas/sub-basin delineations 

6.6.2. Narratives / Calculations 

• Narrative describing that appropriate and effective structural stormwater controls have been selected 

• Design calculations and elevations for all existing and proposed stormwater conveyance elements 
including stormwater drains, pipes, culverts, catch basins, channels, swales and areas of overland 
flow 

• Design calculations checking buoyancy for all stormwater outlet control structures associated with 
stormwater / detention ponds 

• Water Balance calculations (if applicable) for all stormwater wet ponds 

• Design calculations for sizing of channel protection outlets if applicable 

• Design calculations and elevations for all structural water quality BMPs to be utilized for water quality 
improvement 

• Design calculations showing that design meets the requirements of the water quality improvements.  
The City encourages the designer to utilize the site design tool provided by the North Georgia Water 
Planning District to meet this requirement.  The tool can be acquired from the following website: 
http://www.northgeorgia water.com/. 
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6.7. Planting Plan (if applicable) 

If the design of the stormwater management system includes best management practices that utilize 
vegetation as part of the treatment process, please include a copy of the planting plan outlining the 
types, numbers, and locations of the various plantings required by the design.   

6.8. Operations & Maintenance Plan 

A narrative of what maintenance tasks will be required for the stormwater controls specified for the site 
as well as the responsible parties.  Additionally, the report will need to identify access and safety issues 
for the site.  The designer is directed to specific maintenance requirements for best management 
practices outlined in Section 4 of the GSMM (Volume 2) and Volume 3 of the GSMM. 
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Part II – Transportation 
 

Reserved. 
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Appendices 

Appendix A – Stormwater Hydrologic & Hydraulic Checklist 

Appendix B – American Concrete Pipe Association LRFD Fill Height Tables 

Appendix C – General Peachtree City Technical Specifications for Drainage Systems 

Appendix D – Construction Details 
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Appendix A – Stormwater Hydrologic & Hydraulic 
Checklist 
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Appendix B – American Concrete Pipe Association LRFD 
Fill Height Tables 
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Appendix C – General Peachtree City Technical 
Specifications for Drainage Systems 
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Appendix D – Construction Details 
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Appendices 

Appendix A – Stormwater Hydrologic & Hydraulic Checklist 

Appendix B – American Concrete Pipe Association LRFD Fill Height Tables 

Appendix C – General Peachtree City Technical Specifications for Drainage Systems 

Appendix D – Construction Details 
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Appendix A – Stormwater Hydrologic & Hydraulic 
Checklist 

  

Page 194 of 400 



Stormwater Hydrologic & Hydraulic Report Checklist 
 
General Contact Information 

Provided 
Not 

Provided N/A Description 

   Name of Development 

   Address of Site 

   Name of Developer / Owner 

   Contact Information for Developer 

   Name of Engineer 

   Contact Information for Engineer 

   Engineer’s Seal, Signature, and Date 

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 

 
Project Narrative 

 
The report should include a brief narrative outlining the project goals and location, as well as a location 
map such that the project location can be identified by City staff or other readers of the report. 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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Existing Conditions Hydrologic Analysis 
 
The existing conditions hydrologic analysis should provide the reader with a comprehensive evaluation 
of the site conditions prior to development of the project.  The designer should provide the following 
information with this element of the report: 
 
General Existing Conditions Information 

Yes No Description 

  Are any perennial or intermittent streams located on the property? 

  Are any federal, state or local stream buffers located on the Property? 

  Are federally regulated wetlands or other waterbodies located on the 
Property? 

  Are any drainage channels, streams, lakes, etc. with a drainage area greater 
than 100 acres located on the Property? 

  
Is a regulated floodplain (either FEMA Floodplain or Metropolitan North 
Georgia Planning District Future Conditions Floodplain) located on the 
Property? 

  Are any existing detention ponds located on the Property? 

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 
Existing Conditions Narrative 
A written description of the existing conditions found at the site should be provided.  Additionally, the 
narrative should describe the methodologies, assumptions and other pertinent discussions of how the 
existing conditions were analyzed by the designer.  
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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Existing Conditions Map(s) 
An existing conditions map should be provided with the report including but not limited to following: 
 

• Topography (2-ft. or less contour interval) of existing site conditions 
• Perennial / intermittent streams, wetlands, lakes and other surface water features 
• Drainage basin delineations showing the location of each drainage sub-basin 
• Drainage basin delineations for each contributing drainage basin upstream of the project site on 

an appropriate map (USGS Quadrangle, etc.) 
• Existing stormwater conveyances and structural control facilities 
• Direction of flow and discharge points from the site including sheet flow areas 
• Any area of significant depression storage 
• Federal, state and local buffers 

 
The map should provide a clear understanding of the various drainage patterns located throughout the 
site as well as drainage onto the site from upstream areas.  Additionally, the map should provide a clear 
view of the natural features of the site that may impact development. 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 
Existing Conditions Tables 
A set of tables should be included in the report that will allow the reader to understand how various 
parameters utilized in modeling the existing conditions were developed.  Additionally, tables should be 
included documenting the results of the modeling. 
 

• A table listing the land cover characteristics, hydrologic soil group, curve number, and acreage 
for each sub-basin  

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 
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• A table listing the total acreage, composite curve number and time of concentration for each 
sub-basin 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
• A table listing the peak runoff rates for each discharge point from the property or site 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
• A table listing the peak runoff rates and maximum water surface elevations for all detention 

facilities studied as part of the existing conditions analysis 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 
Existing Conditions Model Diagram 
A diagram of the hydrologic model should be provided with the report showing how the model was 
developed and each node is connected. 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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Post-Development Hydrologic Analysis 
 
The proposed conditions hydrologic analysis should provide the reader with a comprehensive evaluation 
of the site conditions following the development of the project.  The designer should provide the 
following information with this element of the report: 
 
General Post-Development Conditions Information 

Yes No Description 

  Will any existing streams, lakes or wetlands be disturbed by this project? 

  Will any existing detention ponds or other drainage features of the property 
be modified? 

  Will a state or local stream buffer be required for this project? 

  Will any federal permits related to water resources (i.e. streams, lakes, 
wetlands, etc.) be required for this project? 

  Will any development occur within a FEMA or locally regulated floodplains 
occur as a result of this project? 

  Will any drainage basin discharging from the property be changed by the 
lesser of 10% of the total drainage area or 1 acre? 

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 
Proposed Conditions Narrative 
A written description of the proposed conditions to be found at the site after construction should be 
provided.  Additionally, the narrative should describe the methodologies, assumptions and other 
pertinent discussions of how the proposed conditions were analyzed by the designer. 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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Proposed Conditions Map 
A proposed conditions map should be provided with the report including but not limited to following: 
 

• Topography (2-ft. or less contour interval) of proposed site conditions 
• Perennial/intermittent streams, wetlands, lakes and other surface water features 
• Drainage basin delineations showing the location of each drainage sub-basin 
• Proposed stormwater conveyances and structural control facilities 
• Direction of flow and discharge points from the site including sheet flow areas 
• Location and boundaries of proposed natural feature protection areas 

 
The map should provide a clear understanding for the various drainage patterns located throughout the 
site as well as drainage onto the site from upstream areas.  Additionally, the map should provide a clear 
view of the natural features of the site that will be impacted development as well as features that will 
not be impacted.   
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 
Proposed Conditions Tables 
A set of tables should be included in the report that will allow the reader to understand how various 
parameters utilized in modeling the propose conditions were developed.  Additionally, tables should be 
included documenting the results of the modeling. 
 

• A table listing the land cover characteristics, hydrologic soil group, curve number, and acreage 
for each sub-basin  

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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• A table listing the total acreage, composite curve number and time of concentration for each 
sub-basin 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• A table listing the peak runoff rates for each discharge point from the property or site along with 
the allowable discharge rate from the Existing Conditions Analysis 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• A table listing the peak runoff rates and maximum water surface elevations for all detention 
facilities studied as part of the existing conditions analysis 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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Proposed Conditions Model Diagram 
A diagram of the hydrologic model should be provided with the report showing how the model was 
developed and each node is connected. 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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Downstream Analysis 
 
The downstream analysis should provide the reader with a comprehensive picture of the downstream 
areas and their capacity to accommodate stormwater runoff from the proposed development. 
 
General Post-Development Conditions Information 

Yes No Description 

  Did the downstream analysis incorporate the 10% rule?  If not, please explain 
briefly in the notes below. 

  Were there any detention ponds, ponds, or lakes within the limits of your 
downstream analysis study area? 

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 
Downstream Analysis Narratives 
A written description of the downstream conditions should be provided including any special 
considerations that should be noted.  If the downstream conditions does not incorporate the 10% rule 
as defined in the GSMM due to allowances made in this LDM, this should be pointed out in the 
narrative.  Additionally, the narrative should describe the methodologies, assumptions and other 
pertinent discussions of how the proposed conditions were analyzed by the designer. 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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Downstream Analysis Maps 
• Drainage basin delineations showing the point at which the contributing area of the project 

represents the total drainage basin area required to be studied in the analysis 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• Identify culverts, channels and other structural stormwater controls that the stormwater runoff 
must pass through prior to the downstream analysis point identified previously 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 
Downstream Tables 
A set of tables should be included in the report that will allow the reader to understand how various 
parameters utilized in modeling the propose conditions were developed.  Additionally, tables should be 
included documenting the results of the modeling.  For examples of the tables please see the examples 
given in the section above for proposed conditions tables. 
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• A table listing the land cover characteristics, hydrologic soil group, curve number, and acreage 
for each sub-basin  

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• A table listing the total acreage, composite curve number and time of concentration for each 
sub-basin 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• A table listing the peak runoff rates for each analysis point in the downstream analysis 
demonstrating the discharge rates for the existing conditions along with the discharge rates for 
the post-development conditions. 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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• A table listing the peak runoff rates and maximum water surface elevations for all detention 
ponds or lakes studied as part of the downstream analysis.  If a detention pond, pond, or lake 
was not studied, then mark N/A and note why the pond or lake was not studied or note that no 
ponds or lakes existed in the downstream reach.  

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 
Model Diagram 
A diagram of the hydrologic model should be provided with the report showing how the model was 
developed and each node is connected. 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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Stormwater Management System Design 
 
Stormwater Management System Map 
The stormwater management system map should document the various structural components of how 
stormwater runoff will be moved around the site. 
 
General Contact Information 

Provided 
Not 

Provided N/A Description 

   Location of all non-structural stormwater controls 

   Location of all existing stormwater controls to remain after 
development 

   Location of all proposed stormwater controls 

   
Location of all proposed impoundment type controls (i.e. 
detention ponds, stormwater ponds, stormwater wetlands, etc.) 
along with any applicable associated easements 

   Location of all conveyance structures and any applicable 
associated easements 

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• All impoundment type controls should be labeled with the following information: 
o Maximum water surface elevation 
o Depth and storage volumes for the design storm 
o Depth and storage volumes maximum water surface if the design storm event is 

exceeded (i.e. Top of dam) 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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• All inlets to conveyance structures should be labeled with the following information: 
o Maximum design water surface elevation 
o Maximum potential water surface elevation before bypass occurs 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• Plan view map illustrating all pipes labeled with: 
o Upstream & Downstream Structure ID 
o Length 

o Material 
o Slope 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• Profiles of all pipes labeled with: 
o Upstream & Downstream Structure ID 
o Length 
o Material 

o Slope 
o Hydraulic grade line for appropriate design 

storm 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 

Page 208 of 400 



• Map showing all contributing drainage areas/sub-basin delineations for each detention pond / 
BMP 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• Map showing all contributing drainage areas/sub-basin delineations for each Inlet including: 
o Inlet ID 
o Drainage Area 

o Time of Concentration 
o c-Factor / Curve Number 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 
Narratives / Calculations 
The narratives and calculations section should outline and describe the means by which the design will 
meet the various requirements for design of a stormwater management in Peachtree City. 
 

• Narrative describing that appropriate and effective structural stormwater controls have been 
selected 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
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 (attach additional pages and note as needed) 
 

• Design calculations and elevations for all existing and proposed stormwater conveyance 
elements including stormwater drains, pipes, culverts, catch basins, channels, swales and areas 
of overland flow 

 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• Design calculations checking buoyancy for all stormwater outlet control structures associated 
with stormwater / detention ponds 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• Water Balance calculations (if applicable) for all stormwater wet ponds 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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• Design calculations for sizing of channel protection outlets if applicable 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• Design calculations and elevations for all structural water quality BMPs to be utilized for water 
quality improvement 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 

• Design calculations showing that design meets the requirements of the water quality 
improvements.  The City encourages the designer to utilize the site design tool provided by the 
North Georgia Water Planning District to meet this requirement.  The tool can be acquired from 
the following website: http://www.northgeorgia water.com/. 

 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
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Planting Plan (if applicable) 
 
If the design of the stormwater management system includes best management practices that 
utilize vegetation as part of the treatment process, please include a copy of the planting plan 
outlining the types, numbers, and locations of the various plantings required by the design.   
 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
 
 

Operations & Maintenance Plan 
 
A narrative of what maintenance tasks will be required for the stormwater controls specified 
for the site as well as the responsible parties.  Additionally, the report will need to identify 
access and safety issues for the site.  The designer is directed to specific maintenance 
requirements for best management practices outlined in Section 4 of the GSMM (Volume 2) 
and Volume 3 of the GSMM. 
 
 

Provided 
Not 

Provided N/A Location within Hydrologic & Hydraulic Report 

    

 
Notes: ______________________________________________________________________________ 
 
____________________________________________________________________________________ 
 
____________________________________________________________________________________ 
 (attach additional pages and note as needed) 
  

Page 212 of 400 



Certification 
 
 
____________________________________________________________________________________ 
Project Name 
 
 
____________________________________________________________________________________ 
Project Location  (Tax Parcel and Land Lot and District) 
 
 
____________________________________________________________________________________ 
Project Address 
 
 
I hereby certify that the grading and drainage plans for the project above referenced project have been 
prepared under my supervision, and state that in my opinion, the construction of said project will not 
produce storm drainage conditions that will cause damage or adversely affect the surrounding 
properties for the storm events specified in the City of Peachtree City Land Development Regulations.   
 
 
 
____________________________________________________________________________________ 
Signature 
 
 
____________________________________________________________________________________ 
Printed Name 
 
 
____________________________________________________________________________________ 
Georgia Professional Engineering Registration Number 
 
 
____________________________________________________________________________________ 
Date 
         Seal 
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Appendix B – American Concrete Pipe Association LRFD 
Fill Height Tables 
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Do
Do/6 (Min.)

Do (Min.)

Do/3

Di

Middle bedding loosely 
placed uncompacted 
bedding except Type 4   Outer bedding 

materials and 
compaction each 

side, same 
requirements 

as haunch 

Foundation

Bedding
See Tables 1 & 2

H

Haunch

Lower Side

Springline

Overfill Soil
Category I, II, III

Standard Trench/Embankment Installation
Concrete pipe should be installed in accordance with the AASHTO LRFD Bridge Construction Specifications,  

Section 27 or ASTM C1479. Figure 1 shows the basic pipe and soil terminology.

There are four types of Standard Installations, each with its own soil and compaction requirements. Type 1 bedding provides the most support using highly compacted granular material, 
while Type 4 provides for less support allowing the use of silts and clay soils with little or no compaction. These four choices provide flexibility and versatility for the designer and contractor, as 
well as performance and economy for the owner that are not available with other types of pipe. 

The soil and compaction requirements are provided in Table 1. Table 2 shows the equivalent soil designations per the Unified Soil Classification System (USCS) and AASHTO.
To facilitate your selection of the proper reinforced concrete pipe using the most beneficial Standard Installation for the conditions at the site, fill height tables are provided on the following 

pages. The required 0.01 inch crack D-Loads in units of lbs per linear foot per foot of diameter are provided numerically and the class of pipe per ASTM C76 (AASHTO M 170) meeting this 
requirement is designated by color of the cell.

2
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	 	Installation	 Bedding	 Haunch and
		  Type	 Thickness	 Outer Bedding	 Lower Side

		  Type 1	 Do /24 minimum, not	 95% Category I	 90% Category I,
			   less than 3” (75 mm)		  95% Category II,
			   If rock foundation, use		  or
			   Do /12 minimum, not		  100% Category III
			   less than 6” (150 mm) 	  	

		  Type 2	 Do /24 minimum, not	 90% Category I	 85% Category I,
			   less than 3” (75 mm)	 or	 90% Category II,
			   If rock foundation, use	 95% Category II	 or
			   Do /12 minimum, not		  95% Category III
			   less than 6” (150 mm)	

		  Type 3	 Do /24 minimum, not	 85% Category I,	 85% Category I,
			   less than 3” (75 mm)	 90% Category II,	 90% Category II,
			   If rock foundation, use	 or	 or
			   Do /12 minimum, not	 95% Category III	 95% Category III
			   less than 6” (150 mm)	

		  Type 4	 No bedding required	 No compaction	 No compaction
			   except if rock	 required, except if	 required, except if
 			   foundation, use Do /12	 Category III,	 Category III,
			   minimum, not	 use 85%	 use 85%
			   less than 6” (150 mm)		

NOTES:
1.	 Compaction and soil symbols – i.e. “95% Category I” refers to Category I soil material with a minimum 

Standard Proctor compaction of 95%. See Table 2 for equivalent Modified Proctor values. 
2.	 Soil in the outer bedding, haunch, and lower side zones shall be compacted to at least the same 

compaction as the majority of soil in the overfill zone.

	 Table 1:	 Standard Installation Soils and Minimum Compaction Requirements	
			 

Reference: ASCE 15-98, “Standard Practice for Direct Design of Buried Precast Concrete Pipe  
Using Standard Installations (SIDD)”, 1998.

	 Representative Soil Types	 Percent Compaction

				    Standard	 Modified
	 SIDD	 USCS	 AASHTO	 Proctor	 Proctor

	 Gravelly	 SW, SP,	 A1, A3	 100	 95
	 Sand	 GW, GP		  95	 90
	 (Category I)			   90	 85
				    85	 80
				    80	 75
				    61	 59

	 Sandy	 GM, SM, ML,	 A2, A4	 100	 95
	 Silt	 Also GC, SC		  95	 90
	 (Category II)	 with less than 		  90	 85
		  20% passing 		  85	 80
		  #200 sieve		  80	 75
				    49	 46

	 Silty	 CL, MH,	 A5, A6	 100	 90
	 Clay	 GC, SC		  95	 85
	 (Category III)			   90	 80
				    85	 75
				    80	 70
				    45	 40

	 Not Allowed	 CH	 A7	 100	 90
	 for Haunch			   95	 85
	 or Bedding   			   90	 80
				    45	 40

	 Table 2:	Equivalent USCS and AASHTO Soil Classifications
		  for Standard Installation Soil Designations	

Reference: ASCE 15-98, “Standard Practice for Direct Design of Buried Precast Concrete 
Pipe Using Standard Installations (SIDD)”, 1998.

	 Table 3:	 Reinforced Pipe Classes for 0.01 inch 
Crack Per ASTM C 76 (lbs/ft/ft)

Class I ≤ 800
Class II ≤ 1000
Class III ≤ 1350
Class IV ≤ 2000
Class V ≤ 3000

Special Design > 3000
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Fill Height in Feet

Pipe Size (in) 1 2 3 4 5 6 7 8 9 10 11 12 13 14

12 1612 1399 888 695 633 620 635 661 544 603 662 721 780 839

15 1546 1344 856 673 614 602 617 644 532 589 646 704 761 818

18 1462 1307 836 660 604 593 608 634 526 583 639 696 752 809

21 1309 1281 823 653 598 588 604 630 525 581 637 693 749 805

24 1287 1262 814 648 595 587 603 629 527 583 638 694 750 805

27 1230 1217 789 636 587 582 600 627 530 586 642 697 753 809

30 1581 1272 819 660 605 598 615 640 535 591 646 702 758 814

33 1443 1222 798 651 599 596 615 641 541 597 653 709 765 821

36 1329 1187 780 643 595 595 616 643 547 603 660 716 772 829

42 1151 1099 745 627 587 591 613 641 553 609 665 721 778 834

48 1019 961 713 614 582 589 612 641 560 616 673 729 785 841

54 969 919 689 604 578 589 613 643 569 625 681 737 794 850

60 994 890 670 596 577 590 615 646 578 634 691 747 804 860

66 946 865 657 589 576 592 618 651 588 644 701 758 814 871

72 881 844 647 584 578 595 622 656 598 655 712 769 826 883

78 827 823 637 582 579 597 625 659 606 663 720 777 834 892

84 782 805 629 580 580 600 628 664 615 672 729 786 843 901

90 744 789 622 580 582 603 632 668 712 681 738 795 853 910

96 712 749 616 580 585 606 637 673 718 690 747 805 862 920

102 685 723 623 587 592 614 645 682 727 774 757 814 872 929

108 662 711 629 595 600 623 654 691 736 783 766 824 882 940

114 642 715 636 603 609 631 663 700 745 793 842 834 892 950

120 625 720 642 609 617 640 672 709 755 802 852 844 903 961

126 611 726 649 617 625 649 681 719 764 812 862 913 913 971

132 599 731 651 625 634 658 690 728 774 822 872 924 976 983

138 589 736 645 633 643 667 699 738 784 832 883 934 987 994

144 580 742 651 642 652 676 709 747 794 843 893 945 998 1052

Class I	 Class IV
Class II	 Class V
Class III	 Special Design

D-Load (lb/ft/ft) for Type 1 BeddingFill Height Tables are based on:
1.	 gs = 120 pcf
2.	 AASHTO HL-93 live load
3.	 Positive Projecting Embankment Condition - this gives conservative results in comparison to trench conditions
4. A Type 1 installation requires greater soil stiffness from the surrounding soils than the Type 2, 3, and 4 installations, and is thus harder to achieve.     
    Therefore, field verification of soil properties and compaction levels should be performed.

The following Fill Height Tables have been developed by the American Concrete Pipe Association (ACPA) using the indirect design method in accordance with Section 
12.10.4.3 of the AASHTO LRFD Bridge Design Specification, 6th Edition, 2012 with 2013 Interim. 
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Fill Height in Feet

Pipe Size (in) 15 16 17 18 19 20 21 22 23 24 25 26 27 28

12 898 957 1016 1075 1134 1194 1253 1312 1371 1430 1489 1548 1607 1666

15 876 933 990 1048 1105 1163 1220 1277 1335 1392 1449 1507 1564 1621

18 865 921 978 1034 1091 1147 1203 1260 1316 1373 1429 1485 1542 1598

21 861 917 973 1029 1084 1140 1196 1252 1308 1364 1420 1476 1532 1588

24 861 917 972 1028 1084 1139 1195 1251 1306 1362 1418 1474 1529 1585

27 864 920 975 1031 1087 1142 1198 1254 1309 1365 1421 1476 1532 1588

30 870 925 981 1037 1093 1148 1204 1260 1316 1372 1427 1483 1539 1595

33 877 933 989 1045 1101 1157 1213 1269 1325 1381 1437 1493 1549 1605

36 885 941 998 1054 1110 1167 1223 1279 1335 1392 1448 1504 1561 1617

42 890 946 1002 1058 1115 1171 1227 1283 1339 1395 1451 1508 1564 1620

48 897 953 1010 1066 1122 1178 1234 1290 1346 1403 1459 1515 1571 1627

54 906 963 1019 1075 1131 1188 1244 1300 1356 1413 1469 1525 1581 1638

60 917 973 1029 1086 1142 1199 1255 1312 1368 1425 1481 1538 1594 1650

66 928 985 1041 1098 1155 1211 1268 1325 1381 1438 1495 1552 1608 1665

72 940 997 1054 1111 1168 1225 1282 1339 1396 1453 1510 1567 1624 1681

78 949 1006 1063 1120 1177 1234 1291 1348 1405 1462 1519 1576 1633 1690

84 958 1015 1072 1129 1186 1244 1301 1358 1415 1472 1529 1587 1644 1701

90 967 1024 1082 1139 1196 1254 1311 1368 1425 1483 1540 1597 1655 1712

96 977 1034 1092 1149 1207 1264 1322 1379 1436 1494 1551 1609 1666 1723

102 987 1045 1102 1160 1217 1275 1333 1390 1448 1505 1563 1620 1678 1736

108 997 1055 1113 1171 1228 1286 1344 1402 1459 1517 1575 1633 1690 1748

114 1008 1066 1124 1182 1240 1298 1356 1413 1471 1529 1587 1645 1703 1761

120 1019 1077 1135 1193 1251 1309 1367 1426 1484 1542 1600 1658 1716 1774

126 1030 1088 1146 1205 1263 1321 1380 1438 1496 1555 1613 1671 1730 1788

132 1041 1100 1158 1217 1275 1334 1392 1451 1509 1568 1626 1685 1743 1802

138 1052 1111 1170 1229 1287 1346 1405 1464 1522 1581 1640 1698 1757 1816

144 1064 1123 1182 1241 1300 1359 1418 1477 1536 1595 1654 1712 1771 1830

Class I	 Class IV
Class II	 Class V
Class III	 Special Design

D-Load (lb/ft/ft) for Type 1 Bedding
Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition -
    this gives conservative results in comparison to trench conditions
4. A Type 1 installation requires greater soil stiffness from the surrounding soils than the Type 2, 3, and 4 installations, and is thus harder to achieve.     
    Therefore, field verification of soil properties and compaction levels should be performed.
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Class I	 Class IV
Class II	 Class V
Class III	 Special Design

Fill Height in Feet

Pipe Size (in) 29 30 31 32 33 34 35 36 37 38 39 40 41 42

12 1725 1784 1843 1902 1961 2020 2079 2139 2198 2257 2316 2375 2434 2493

15 1679 1736 1793 1851 1908 1965 2023 2080 2138 2195 2252 2310 2367 2424

18 1655 1711 1767 1824 1880 1937 1993 2049 2106 2162 2219 2275 2331 2388

21 1643 1699 1755 1811 1867 1923 1979 2035 2091 2147 2203 2258 2314 2370

24 1641 1696 1752 1808 1863 1919 1975 2030 2086 2142 2197 2253 2309 2365

27 1643 1699 1755 1810 1866 1922 1977 2033 2089 2144 2200 2256 2311 2367

30 1650 1706 1762 1818 1874 1929 1985 2041 2097 2152 2208 2264 2320 2376

33 1661 1717 1773 1829 1885 1941 1997 2053 2109 2165 2221 2277 2333 2389

36 1673 1730 1786 1842 1899 1955 2011 2067 2124 2180 2236 2293 2349 2405

42 1676 1732 1788 1845 1901 1957 2013 2069 2125 2181 2238 2294 2350 2406

48 1683 1740 1796 1852 1908 1964 2020 2077 2133 2189 2245 2301 2357 2414

54 1694 1750 1807 1863 1919 1975 2032 2088 2144 2200 2257 2313 2369 2426

60 1707 1763 1820 1876 1933 1989 2046 2102 2159 2215 2271 2328 2384 2441

66 1722 1778 1835 1892 1948 2005 2062 2119 2175 2232 2289 2345 2402 2459

72 1738 1795 1852 1909 1966 2023 2080 2137 2194 2251 2308 2365 2422 2479

78 1748 1805 1862 1919 1976 2033 2090 2147 2204 2261 2318 2375 2432 2489

84 1758 1815 1872 1929 1987 2044 2101 2158 2215 2272 2330 2387 2444 2501

90 1769 1826 1884 1941 1998 2056 2113 2170 2227 2285 2342 2399 2457 2514

96 1781 1838 1896 1953 2011 2068 2125 2183 2240 2298 2355 2413 2470 2527

102 1793 1851 1908 1966 2024 2081 2139 2196 2254 2311 2369 2427 2484 2542

108 1806 1864 1921 1979 2037 2095 2152 2210 2268 2326 2383 2441 2499 2557

114 1819 1877 1935 1993 2051 2109 2167 2224 2282 2340 2398 2456 2514 2572

120 1832 1891 1949 2007 2065 2123 2181 2239 2297 2355 2414 2472 2530 2588

126 1846 1905 1963 2021 2079 2138 2196 2254 2313 2371 2429 2488 2546 2604

132 1860 1919 1977 2036 2094 2153 2211 2270 2328 2387 2446 2504 2563 2621

138 1875 1933 1992 2051 2110 2168 2227 2286 2345 2403 2462 2521 2579 2638

144 1889 1948 2007 2066 2125 2184 2243 2302 2361 2420 2479 2538 2597 2656

D-Load (lb/ft/ft) for Type 1 Bedding
Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition -
    this gives conservative results in comparison to trench conditions
4. A Type 1 installation requires greater soil stiffness from the surrounding soils than the Type 2, 3, and 4 installations, and is thus harder to achieve.     
    Therefore, field verification of soil properties and compaction levels should be performed.
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Fill Height in Feet

Pipe Size (in) 43 44 45 46 47 48 49 50 51 52 53 54

12 2552 2611 2670 2729 2788 2847 2906 2965 3024 3084 3143 3202

15 2482 2539 2596 2654 2711 2768 2826 2883 2940 2998 3055 3112

18 2444 2501 2557 2614 2670 2726 2783 2839 2896 2952 3008 3065

21 2426 2482 2538 2594 2650 2706 2762 2817 2873 2929 2985 3041

24 2420 2476 2532 2587 2643 2699 2754 2810 2866 2921 2977 3033

27 2423 2478 2534 2590 2645 2701 2757 2812 2868 2924 2979 3035

30 2431 2487 2543 2599 2654 2710 2766 2822 2878 2933 2989 3045

33 2445 2501 2557 2613 2669 2725 2781 2837 2893 2949 3005 3061

36 2462 2518 2574 2631 2687 2743 2799 2856 2912 2968 3025 3081

42 2462 2518 2575 2631 2687 2743 2799 2855 2911 2968 3024 3080

48 2470 2526 2582 2638 2694 2750 2807 2863 2919 2975 3031 3087

54 2482 2538 2594 2651 2707 2763 2819 2876 2932 2988 3044 3101

60 2497 2554 2610 2667 2723 2780 2836 2892 2949 3005 3062 3118

66 2515 2572 2629 2686 2742 2799 2856 2912 2969 3026 3082 3139

72 2536 2593 2650 2707 2764 2821 2878 2935 2992 3049 3106 3163

78 2546 2603 2661 2718 2775 2832 2889 2946 3003 3060 3117 3174

84 2558 2615 2673 2730 2787 2844 2901 2958 3016 3073 3130 3187

90 2571 2628 2686 2743 2800 2858 2915 2972 3030 3087 3144 3201

96 2585 2642 2700 2757 2815 2872 2929 2987 3044 3102 3159 3217

102 2599 2657 2715 2772 2830 2887 2945 3002 3060 3118 3175 3233

108 2614 2672 2730 2788 2845 2903 2961 3019 3076 3134 3192 3250

114 2630 2688 2746 2804 2862 2920 2978 3035 3093 3151 3209 3267

120 2646 2704 2762 2820 2879 2937 2995 3053 3111 3169 3227 3285

126 2663 2721 2779 2838 2896 2954 3013 3071 3129 3187 3246 3304

132 2680 2738 2797 2855 2914 2972 3031 3089 3148 3206 3265 3323

138 2697 2756 2814 2873 2932 2991 3049 3108 3167 3226 3284 3343

144 2715 2774 2833 2892 2950 3009 3068 3127 3186 3245 3304 3363

Class I	 Class IV
Class II	 Class V
Class III	 Special Design

D-Load (lb/ft/ft) for Type 1 Bedding
Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition -
    this gives conservative results in comparison to trench conditions
4. A Type 1 installation requires greater soil stiffness from the surrounding soils than the Type 2, 3, and 4 installations, and is thus  
    harder to achieve. Therefore, field verification of soil properties and compaction levels should be performed.
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Class I	 Class IV
Class II	 Class V
Class III	 Special Design

D-Load (lb/ft/ft) for Type 2 Bedding

Fill Height in Feet

Pipe Size (in)
1 2 3 4 5 6 7 8 9 10 11 12 13 14

12 1492 1322 880 727 694 705 741 788 704 781 858 934 1011 1087

15 1434 1272 851 707 676 688 724 771 691 843 841 915 990 1065

18 1358 1240 834 697 668 680 717 763 688 837 835 909 983 1056

21 1220 1218 824 692 665 678 715 762 689 839 836 909 983 1056

24 1202 1203 818 690 665 680 717 764 694 844 841 915 988 1062

27 1151 1162 796 679 657 675 714 762 696 846 842 915 989 1062

30 1471 1213 823 701 674 690 727 773 699 850 845 919 992 1065

33 1347 1168 805 693 669 688 727 773 704 855 850 923 996 1069

36 1244 1137 789 687 665 687 728 775 710 861 856 929 1003 1076

42 1084 1059 759 673 659 685 726 773 715 867 861 933 1006 1079

48 966 935 732 663 655 684 726 774 722 874 867 940 1013 1085

54 923 899 712 655 654 685 728 777 731 884 876 948 1021 1094

60 948 875 696 650 654 688 731 781 740 894 885 958 1031 1103

66 906 855 687 646 655 691 736 787 750 906 896 969 1041 1114

72 850 837 679 643 658 696 741 793 761 918 907 980 1053 1126

78 802 820 672 642 660 697 744 796 768 925 913 986 1059 1131

84 763 805 665 641 661 700 747 799 775 932 920 993 1065 1138

90 730 791 660 641 664 703 750 803 863 940 927 999 1072 1144

96 703 756 655 642 666 706 754 807 867 948 934 1006 1078 1151

102 679 734 662 649 674 714 761 814 875 1019 941 1013 1086 1158

108 660 723 668 657 681 721 769 822 882 1027 949 1021 1093 1165

114 643 729 675 665 689 729 776 830 890 1036 1016 1028 1100 1172

120 629 734 682 670 697 737 784 837 898 1044 1024 1036 1108 1180

126 617 740 689 678 705 744 792 845 905 1053 1032 1097 1115 1187

132 607 745 691 686 712 752 800 853 913 1061 1039 1105 1171 1195

138 599 751 686 694 720 760 808 861 921 1070 1047 1112 1178 1203

144 592 757 692 701 728 768 816 869 929 1079 1055 1120 1186 1253

Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition -
    this gives conservative results in comparison to trench conditions
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Class I	 Class IV
Class II	 Class V
Class III	 Special Design

D-Load (lb/ft/ft) for Type 2 Bedding

Fill Height in Feet

Pipe Size (in)
15 16 17 18 19 20 21 22 23 24 25 26 27 28

12 1164 1240 1317 1393 1470 1547 1623 1700 1776 1853 1929 2006 2083 2159

15 1139 1214 1289 1363 1438 1513 1587 1662 1737 1811 1886 1961 2035 2110

18 1130 1204 1278 1351 1425 1499 1573 1647 1720 1794 1868 1942 2015 2089

21 1130 1203 1277 1350 1424 1497 1570 1644 1717 1791 1864 1938 2011 2085

24 1135 1209 1282 1356 1429 1503 1576 1650 1723 1797 1870 1944 2017 2091

27 1135 1208 1282 1355 1428 1501 1574 1648 1721 1794 1867 1940 2014 2087

30 1138 1211 1284 1357 1430 1503 1576 1649 1722 1796 1869 1942 2015 2088

33 1143 1216 1289 1362 1435 1508 1581 1654 1727 1800 1874 1947 2020 2093

36 1149 1222 1295 1369 1442 1515 1588 1662 1735 1808 1881 1954 2028 2101

42 1152 1225 1298 1370 1443 1516 1589 1662 1735 1807 1880 1953 2026 2099

48 1158 1231 1303 1376 1449 1521 1594 1667 1739 1812 1885 1957 2030 2102

54 1166 1239 1311 1384 1457 1529 1602 1674 1747 1820 1892 1965 2037 2110

60 1176 1249 1321 1394 1467 1539 1612 1684 1757 1830 1902 1975 2048 2120

66 1187 1260 1332 1405 1478 1551 1623 1696 1769 1842 1914 1987 2060 2133

72 1199 1272 1345 1418 1490 1563 1636 1709 1782 1855 1928 2001 2074 2147

78 1204 1277 1350 1422 1495 1568 1640 1713 1786 1858 1931 2004 2076 2149

84 1210 1283 1355 1428 1500 1573 1645 1718 1790 1863 1935 2008 2080 2153

90 1216 1289 1361 1433 1506 1578 1650 1723 1795 1867 1940 2012 2084 2157

96 1223 1295 1367 1439 1512 1584 1656 1728 1800 1873 1945 2017 2089 2161

102 1230 1302 1374 1446 1518 1590 1662 1734 1806 1878 1950 2022 2094 2166

108 1237 1309 1381 1453 1524 1596 1668 1740 1812 1884 1956 2028 2100 2172

114 1244 1316 1388 1459 1531 1603 1675 1747 1819 1890 1962 2034 2106 2178

120 1251 1323 1395 1467 1538 1610 1682 1754 1825 1897 1969 2041 2112 2184

126 1259 1330 1402 1474 1545 1617 1689 1760 1832 1904 1975 2047 2119 2190

132 1266 1338 1410 1481 1553 1624 1696 1768 1839 1911 1982 2054 2125 2197

138 1274 1346 1417 1489 1560 1632 1703 1775 1846 1918 1989 2061 2132 2204

144 1282 1353 1425 1496 1568 1639 1711 1782 1854 1925 1996 2068 2139 2211

Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition -
    this gives conservative results in comparison to trench conditions
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Class I	 Class IV
Class II	 Class V
Class III	 Special Design

D-Load (lb/ft/ft) for Type 2 Bedding

Fill Height in Feet

Pipe Size (in)
29 30 31 32 33 34 35 36 37 38 39 40 41 42

12 2236 2312 2389 2465 2542 2618 2695 2772 2848 2925 3001 3078 3154 3231

15 2185 2259 2334 2409 2483 2558 2633 2707 2782 2857 2931 3006 3081 3155

18 2163 2237 2310 2384 2458 2532 2605 2679 2753 2827 2900 2974 3048 3122

21 2158 2231 2305 2378 2452 2525 2599 2672 2745 2819 2892 2966 3039 3113

24 2164 2238 2311 2385 2458 2532 2605 2679 2752 2826 2899 2973 3046 3120

27 2160 2233 2306 2380 2453 2526 2599 2672 2746 2819 2892 2965 3038 3112

30 2161 2234 2307 2380 2453 2526 2599 2673 2746 2819 2892 2965 3038 3111

33 2166 2239 2312 2385 2458 2531 2605 2678 2751 2824 2897 2970 3043 3116

36 2174 2247 2320 2394 2467 2540 2613 2687 2760 2833 2906 2979 3053 3126

42 2172 2244 2317 2390 2463 2536 2609 2681 2754 2827 2900 2973 3046 3118

48 2175 2248 2320 2393 2466 2538 2611 2684 2756 2829 2902 2974 3047 3119

54 2183 2255 2328 2400 2473 2546 2618 2691 2763 2836 2908 2981 3054 3126

60 2193 2266 2338 2411 2483 2556 2629 2701 2774 2847 2919 2992 3065 3137

66 2205 2278 2351 2424 2496 2569 2642 2715 2787 2860 2933 3006 3078 3151

72 2220 2293 2365 2438 2511 2584 2657 2730 2803 2876 2949 3022 3095 3168

78 2222 2295 2367 2440 2513 2585 2658 2731 2803 2876 2949 3021 3094 3167

84 2225 2298 2370 2443 2515 2588 2660 2733 2805 2878 2950 3023 3095 3168

90 2229 2301 2374 2446 2518 2591 2663 2735 2808 2880 2952 3025 3097 3169

96 2233 2306 2378 2450 2522 2594 2667 2739 2811 2883 2955 3028 3100 3172

102 2238 2311 2383 2455 2527 2599 2671 2743 2815 2887 2959 3031 3103 3175

108 2244 2316 2388 2460 2532 2604 2676 2748 2819 2891 2963 3035 3107 3179

114 2250 2322 2393 2465 2537 2609 2681 2753 2824 2896 2968 3040 3112 3184

120 2256 2328 2399 2471 2543 2615 2686 2758 2830 2902 2973 3045 3117 3189

126 2262 2334 2405 2477 2549 2620 2692 2764 2835 2907 2979 3050 3122 3194

132 2269 2340 2412 2483 2555 2627 2698 2770 2841 2913 2985 3056 3128 3199

138 2275 2347 2418 2490 2562 2633 2705 2776 2848 2919 2991 3062 3134 3205

144 2282 2354 2425 2497 2568 2640 2711 2783 2854 2925 2997 3068 3140 3211

Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition -
    this gives conservative results in comparison to trench conditions
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Fill Height in Feet

Pipe Size (in)
1 2 3 4 5 6 7 8 9 10 11 12 13 14

12 1518 1369 947 817 805 838 896 964 902 1000 1098 1196 1294 1392

15 1459 1318 916 794 783 815 872 939 880 975 1070 1165 1260 1355

18 1384 1285 897 781 772 804 860 926 870 963 1057 1150 1243 1337

21 1247 1263 886 775 767 799 855 921 867 959 1051 1144 1236 1329

24 1229 1248 879 772 765 798 854 920 868 960 1051 1143 1235 1327

27 1179 1209 858 763 759 795 853 919 872 963 1055 1147 1238 1330

30 1500 1260 887 786 777 812 868 933 878 970 1061 1153 1245 1337

33 1378 1218 871 780 775 813 871 936 886 978 1070 1162 1254 1345

36 1276 1189 857 776 774 815 875 941 895 987 1079 1172 1264 1356

42 1119 1113 829 765 770 815 875 942 903 995 1087 1179 1271 1363

48 1004 992 808 758 770 817 879 946 913 1005 1097 1189 1281 1373

54 963 958 791 753 771 822 884 953 926 1018 1109 1201 1293 1385

60 991 937 778 751 775 828 891 961 939 1031 1123 1216 1308 1400

66 952 920 772 751 779 835 900 970 954 1046 1138 1231 1323 1416

72 898 905 768 751 786 843 909 981 969 1062 1154 1247 1340 1433

78 853 890 762 752 790 847 913 985 977 1070 1162 1255 1348 1440

84 816 878 758 754 794 852 918 991 986 1079 1171 1263 1355 1448

90 786 866 755 756 798 857 924 996 1076 1088 1180 1272 1364 1456

96 760 833 753 759 803 862 930 1003 1083 1097 1189 1281 1373 1464

102 739 814 761 769 813 872 939 1012 1092 1174 1198 1290 1382 1473

108 722 805 770 778 822 882 949 1022 1102 1184 1208 1299 1391 1482

114 708 813 779 788 832 892 959 1032 1112 1194 1277 1309 1400 1492

120 696 821 788 796 842 902 969 1042 1121 1203 1287 1319 1410 1501

126 687 829 798 806 852 912 979 1052 1131 1213 1297 1382 1420 1511

132 679 837 802 816 863 922 989 1062 1141 1223 1307 1391 1477 1521

138 673 845 800 826 873 932 999 1072 1152 1233 1317 1401 1487 1531

144 669 853 808 837 883 943 1010 1082 1162 1244 1327 1411 1497 1583

11
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Class I	 Class IV
Class II	 Class V
Class III	 Special Design

D-Load (lb/ft/ft) for Type 3 Bedding
Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition -
    this gives conservative results in comparison to trench conditions
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Fill Height in Feet

Pipe Size (in)
15 16 17 18 19 20 21 22 23 24 25 26 27 28

12 1490 1588 1686 1784 1882 1980 2078 2176 2274 2372 2470 2568 2666 2764

15 1450 1545 1640 1735 1830 1925 2020 2115 2210 2305 2401 2496 2591 2686

18 1430 1523 1617 1710 1803 1897 1990 2083 2177 2270 2363 2457 2550 2643

21 1421 1513 1606 1698 1790 1883 1975 2068 2160 2252 2345 2437 2529 2622

24 1419 1511 1603 1695 1786 1878 1970 2062 2154 2246 2338 2430 2521 2613

27 1422 1514 1605 1697 1789 1880 1972 2064 2155 2247 2339 2431 2522 2614

30 1428 1520 1612 1704 1795 1887 1979 2071 2162 2254 2346 2437 2529 2621

33 1437 1529 1621 1713 1805 1897 1989 2081 2173 2265 2357 2449 2541 2633

36 1449 1541 1633 1726 1818 1910 2003 2095 2187 2280 2372 2464 2557 2649

42 1455 1547 1639 1731 1823 1915 2007 2098 2190 2282 2374 2466 2558 2650

48 1465 1556 1648 1740 1832 1924 2016 2108 2200 2291 2383 2475 2567 2659

54 1477 1569 1661 1753 1845 1937 2029 2121 2213 2305 2397 2489 2581 2673

60 1492 1584 1676 1768 1861 1953 2045 2137 2229 2321 2413 2506 2598 2690

66 1508 1601 1693 1786 1878 1970 2063 2155 2248 2340 2433 2525 2617 2710

72 1526 1619 1711 1804 1897 1990 2083 2175 2268 2361 2454 2547 2639 2732

78 1533 1625 1718 1810 1903 1995 2088 2180 2273 2365 2458 2550 2643 2735

84 1540 1632 1725 1817 1909 2001 2094 2186 2278 2370 2463 2555 2647 2740

90 1548 1640 1732 1824 1916 2008 2100 2192 2284 2377 2469 2561 2653 2745

96 1556 1648 1740 1832 1924 2016 2108 2199 2291 2383 2475 2567 2659 2751

102 1565 1657 1748 1840 1932 2024 2115 2207 2299 2390 2482 2574 2666 2757

108 1574 1666 1757 1849 1940 2032 2123 2215 2307 2398 2490 2581 2673 2764

114 1583 1675 1766 1857 1949 2040 2132 2223 2315 2406 2498 2589 2680 2772

120 1593 1684 1775 1866 1958 2049 2140 2232 2323 2414 2506 2597 2688 2780

126 1602 1693 1785 1876 1967 2058 2149 2241 2332 2423 2514 2605 2697 2788

132 1612 1703 1794 1885 1976 2067 2158 2250 2341 2432 2523 2614 2705 2796

138 1622 1713 1804 1895 1986 2077 2168 2259 2350 2441 2532 2623 2714 2805

144 1632 1722 1813 1904 1995 2086 2177 2268 2359 2450 2541 2632 2723 2814

12

© 2013 American Concrete Pipe Association, all rights reserved.												                          Resource # 16-201 (Revised 08/13)

Class I	 Class IV
Class II	 Class V
Class III	 Special Design

D-Load (lb/ft/ft) for Type 3 Bedding
Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition -
    this gives conservative results in comparison to trench conditions
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Fill Height in Feet

Pipe Size (in)
29 30 31 32 33 34 35

12 2862 2960 3058 3156 3254 3352 3450

15 2781 2876 2971 3066 3161 3256 3351

18 2737 2830 2923 3017 3110 3203 3297

21 2714 2807 2899 2991 3084 3176 3268

24 2705 2797 2889 2981 3073 3165 3256

27 2706 2797 2889 2981 3072 3164 3256

30 2713 2804 2896 2988 3080 3171 3263

33 2725 2817 2909 3001 3093 3185 3277

36 2741 2833 2926 3018 3110 3203 3295

42 2742 2834 2926 3018 3110 3202 3294

48 2751 2843 2935 3026 3118 3210 3302

54 2765 2857 2948 3040 3132 3224 3316

60 2782 2874 2966 3058 3151 3243 3335

66 2802 2895 2987 3080 3172 3265 3357

72 2825 2918 3011 3103 3196 3289 3382

78 2828 2920 3013 3105 3198 3290 3383

84 2832 2924 3016 3109 3201 3293 3385

90 2837 2929 3021 3113 3205 3297 3389

96 2843 2934 3026 3118 3210 3302 3394

102 2849 2941 3032 3124 3216 3308 3399

108 2856 2947 3039 3131 3222 3314 3405

114 2863 2955 3046 3138 3229 3320 3412

120 2871 2962 3054 3145 3236 3328 3419

126 2879 2970 3061 3153 3244 3335 3426

132 2887 2979 3070 3161 3252 3343 3434

138 2896 2987 3078 3169 3260 3351 3442

144 2905 2996 3087 3178 3269 3360 3450
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Class I	 Class IV
Class II	 Class V
Class III	 Special Design

D-Load (lb/ft/ft) for Type 3 Bedding
Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition -
    this gives conservative results in comparison to trench conditions
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Fill Height in Feet

Pipe Size (in)
1 2 3 4 5 6 7 8 9 10 11 12 13 14

12 1579 1481 1111 1032 1071 1154 1264 1383 1372 1521 1671 1820 1969 2119

15 1519 1426 1073 998 1036 1116 1221 1336 1326 1616 1612 1756 1899 2042

18 1443 1391 1050 978 1015 1093 1195 1307 1297 1580 1576 1715 1854 1994

21 1306 1366 1035 966 1002 1079 1179 1288 1279 1557 1552 1688 1825 1961

24 1288 1349 1025 959 994 1070 1168 1276 1267 1541 1535 1670 1804 1938

27 1238 1309 1002 945 982 1060 1158 1265 1259 1531 1524 1657 1790 1922

30 1560 1360 1029 965 995 1070 1166 1270 1254 1524 1517 1648 1780 1911

33 1437 1316 1010 955 988 1064 1160 1264 1252 1520 1512 1642 1773 1903

36 1336 1285 993 947 982 1060 1157 1260 1251 1518 1509 1639 1768 1898

42 1181 1211 966 935 976 1057 1153 1256 1252 1518 1508 1636 1764 1892

48 1068 1090 941 927 973 1056 1152 1255 1257 1522 1511 1638 1765 1892

54 1029 1058 925 921 973 1058 1154 1257 1264 1529 1516 1642 1768 1894

60 1059 1038 912 918 975 1062 1158 1261 1273 1538 1523 1649 1774 1899

66 1021 1022 906 917 978 1066 1163 1266 1282 1548 1532 1657 1781 1906

72 969 1008 902 917 984 1072 1169 1272 1292 1559 1541 1666 1790 1914

78 927 996 899 920 990 1079 1176 1280 1303 1570 1551 1675 1799 1923

84 893 986 898 925 997 1086 1184 1288 1315 1582 1562 1686 1810 1933

90 866 978 898 931 1004 1094 1192 1296 1408 1595 1574 1697 1820 1944

96 844 948 899 936 1012 1102 1201 1305 1417 1608 1585 1708 1831 1955

102 826 932 911 949 1024 1115 1214 1318 1429 1685 1597 1720 1843 1966

108 812 927 923 962 1037 1128 1226 1330 1441 1698 1609 1732 1855 1978

114 801 938 935 975 1050 1141 1239 1343 1454 1712 1682 1745 1867 1990

120 793 949 947 986 1063 1154 1252 1356 1467 1726 1694 1757 1879 2002

126 786 960 959 999 1076 1167 1265 1369 1480 1740 1707 1823 1892 2014

132 782 971 967 1013 1090 1180 1278 1382 1493 1754 1720 1836 1952 2027

138 779 982 968 1026 1103 1194 1292 1395 1506 1769 1733 1848 1965 2040

144 778 994 980 1039 1116 1207 1305 1409 1519 1783 1746 1861 1978 2095

Class I	 Class IV
Class II	 Class V
Class III	 Special Design

D-Load (lb/ft/ft) for Type 4 Bedding
Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition -
    this gives conservative results in comparison to trench conditions
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Fill Height in Feet

Pipe Size (in)
15 16 17 18 19 20 21 22 23 24 25

12 2268 2417 2566 2716 2865 3014 3163 3313 3462 3611 3760

15 2185 2329 2472 2615 2759 2902 3045 3189 3332 3475 3618

18 2133 2272 2412 2551 2690 2830 2969 3108 3247 3387 3526

21 2098 2234 2370 2507 2643 2780 2916 3053 3189 3326 3462

24 2073 2207 2341 2476 2610 2744 2879 3013 3147 3282 3416

27 2055 2188 2320 2453 2586 2718 2851 2984 3116 3249 3382

30 2042 2174 2305 2436 2568 2699 2830 2962 3093 3225 3356

33 2033 2164 2294 2424 2554 2685 2815 2945 3075 3206 3336

36 2027 2156 2286 2415 2544 2674 2803 2932 3062 3191 3321

42 2020 2148 2276 2404 2532 2660 2788 2916 3044 3171 3299

48 2018 2145 2272 2399 2526 2653 2780 2907 3033 3160 3287

54 2020 2146 2273 2399 2525 2651 2777 2903 3029 3155 3281

60 2025 2150 2276 2401 2526 2652 2777 2903 3028 3153 3279

66 2031 2156 2281 2406 2531 2655 2780 2905 3030 3155 3280

72 2039 2163 2288 2412 2536 2661 2785 2909 3034 3158 3283

78 2047 2171 2295 2419 2543 2667 2791 2915 3039 3163 3287

84 2057 2181 2304 2428 2552 2675 2799 2923 3046 3170 3294

90 2067 2190 2314 2437 2561 2684 2807 2931 3054 3178 3301

96 2078 2201 2324 2447 2570 2693 2817 2940 3063 3186 3309

102 2089 2212 2335 2458 2581 2704 2826 2949 3072 3195 3318

108 2100 2223 2346 2469 2591 2714 2837 2959 3082 3205 3328

114 2112 2235 2357 2480 2602 2725 2848 2970 3093 3215 3338

120 2124 2247 2369 2491 2614 2736 2859 2981 3103 3226 3348

126 2137 2259 2381 2503 2626 2748 2870 2992 3115 3237 3359

132 2149 2271 2393 2515 2638 2760 2882 3004 3126 3248 3370

138 2162 2284 2406 2528 2650 2772 2894 3016 3138 3260 3382

144 2174 2296 2418 2540 2662 2784 2906 3028 3150 3272 3393

Class I	 Class IV
Class II	 Class V
Class III	 Special Design

D-Load (lb/ft/ft) for Type 4 Bedding
Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition -
    this gives conservative results in comparison to trench conditions
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The preceding fill height tables are based on a concrete pipe installed 
in a positive projecting embankment installation with a soil unit weight 
of 120 lbs/ft3 and HL-93 live load per the AASHTO LRFD Bridge Design 
specifications at the surface. Pipe outside diameters were based on a wall C 
thickness since the larger outside diameters would represent the highest soil 
overburden load on the pipe. The required classes of pipe do not account 
for construction loads or any other load induced on the pipe prior to its 
completed installation, or live load in excess of HL-93.

E-mail: info@concretepipe.org 
www.concretepipe.org

Resource # 16-201  (10/13) 

	 12	 1-3/4	 79	 2	 93	 2-3/4	 133
	 15	 1-7/8	 103	 2-1/4	 127	 3	 177
	 18	 2	 131	 2-1/2	 168	 3-1/4	 226
	 21	 2-1/4	 171	 2-3/4	 214	 3-1/2	 281
	 24	 2-1/2	 217	 3	 264	 3-3/4	 341
	 27	 2-5/8	 255	 3-1/4	 322	 4	 406
	 30	 2-3/4	 295	 3-1/2	 384	 4-1/4	 476
	 33	 2-7/8	 336	 3-3/4	 451	 4-1/2	 552
	 36	 3	 383	 4	 524	 4-3/4	 633
	 42	 3-1/2	 520	 4-1/2	 686	 5-1/4	 811
	 48	 4	 683	 5	 867	 5-3/4	 1011
	 54	 4-1/2	 864	 5-1/2	 1068	 6-1/4	 1232
	 60	 5	 1064	 6	 1295	 6-3/4	 1473
	 66	 5-1/2	 1287	 6-1/2	 1542	 7-1/4	 1735
	 72	 6	 1532	 7	 1811	 7-3/4	 2023
	 78	 6-1/2	 1797	 7-1/2	 2100	 8-1/4	 2329
	 84	 7	 2085	 8	 2409	 8-3/4	 2656
	 90	 7-1/2	 2395	 8-1/2	 2740	 9-1/4	 3004
	 96	 8	 2710	 9	 3090	 9-3/4	 3374
	 102	 8-1/2	 3078	 9-1/2	 3480	 10-1/4	 3765
	 108	 9	 3446	 10	 3865	 10-3/4	 4178
	 114	 9-1/2	 3840	 10-1/2	 4278	 11-1/4	 4611
	 120	 10	 4263	 11	 4716	 11-3/4	 5066
	 126	 10-1/2	 4690	 11-1/2	 5175	 12-1/4	 5542
	 132	 11	 5148	 12	 5655	 12-3/4	 6040
	 138	 11-1/2	 5627	 12-1/2	 6156	 13-1/4	 6558
	 144	 12	 6126	 13	 6679	 13-3/4	 7098
	 150	 12-1/2	 6647	 13-1/2	 7223	 14-1/4	 7659
	 156	 13	 7190	 14	 7789	 14-3/4	 8242
	 162	 13-1/2	 7754	 14-1/2	 8375	 15-1/4	 8846
	 168	 14	 8339	 15	 8983	 15-3/4	 9471
	 174	 14-1/2	 8945	 15-1/2	 9612	 16-1/4	 10,117
	 180	 15	 9572	 16	 10,263	 16-3/4	 10,785

Minimum	 Average	 Minimum	 Average	 Minimum	 Average
	 Internal	 Wall	 Weight	 Wall	 Weight	 Wall	 Weight
	Diameter	 Thickness	 pounds	 Thickness	 pounds	 Thickness	 pounds

inches	 inches	 per foot	 inches	 per foot	 inches	 per foot

Wall A	 Wall B	 Wall C

Dimensions of Circular Concrete Pipe  - Imperial Units

	 Designated	 Actual	 Minimum	 Average	 Minimum	 Average
	 Internal	 Internal	 Wall Weight Wall Weight
	 Diameter	 Diameter	 Thickness	 kg/m	 Thickness	 kg/m
	 mm	 mm	 mm		 mm

Wall B	 Wall C

Dimensions of Circular Concrete Pipe - Metric Units

	 300	 305	 50	 162	 69	 197
	 375 381 57 216 75 262
	 450 457 63 253 82 335

525	 533	 69	 327	 88	 417		
	 600	 610	 75	 430	 94	 505
	 675 686 82 500	 100 602
	 750	 762	 88	 598	 107	 708
	 825 838 94 695	 113 821
	 900	 914	 100	 832	 119	 940
	 975	 991	 113	 923	 125	 1090	
	 1050	 1067	 117	 1057	 132	 1207
	 1200	 1219	 125	 1324	 144	 1504
	 1350 1372 138 1589	 157 1829
	 1500 1524 150 1927	 169 2192
	 1650	 1676	 163	 2295	 182	 2582
	 1800	 1829	 175	 2695	 194	 2998
	 1950	 1981	 188	 3125	 207	 3457
	 2100	 2134	 200	 3585	 219	 3943
	 2250 2286 213 4078	 232 4460
	 2400 2438 225 4598	 244 5009
	 2550 2591 238 5179	 257 5595
	 2700	 2743	 250	 5752	 269	 6202
	 3000 3048 279 6344	 298 7521
	 3600	 3658	 330	 8104	 349	 10,540
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Bc

Bc/6 (min.)
Bc (Min.)

Bc/3 Middle Bedding loosely 
placed uncompacted 
bedding

Springline

H

Haunch
See Table

Lower
Side
See Table

Overfill Soil Category I, II, III

Outer bedding material and 
compaction each side, same 

requirements as haunch 

Bedding See Table

There are two types of Standard Installations for horizontal elliptical and arch concrete pipe, each with its own soil and compaction requirements. Type 2 bedding provides better support 
using well compacted granular material, while Type 3 provides for less support allowing the use of silts. These choices provide flexibility and versatility for the designer and contractor, as well as 
performance and economy for the owner that are not available with other types of pipe. 

The soil and compaction requirements are provided in Table 1. Table 2 shows the equivalent soil designations per the Unified Soil Classification System (USCS) and AASHTO.
To facilitate your selection of the proper reinforced concrete pipe using the most beneficial Standard Installation for the conditions at the site, fill height tables are provided on the following 

pages. The required 0.01 inch crack D-Loads in units of lbs per linear foot per foot of span are provided numerically and the class of pipe per ASTM C506 (AASHTO M 206) or ASTM C507 
(AASHTO M 207) meeting this requirement is designated by color of the cell.

Bc

Bc/6 (min.)
Bc (Min.)

Bc/3 Middle Bedding loosely 
placed uncompacted 
bedding

Springline

H

Haunch
See Table

Lower
Side
See Table

Overfill Soil Category I, II, III

Outer bedding material and 
compaction each side, same 

requirements as haunch 

Bedding See Table

Standard Trench/Embankment Installation
Concrete pipe should be installed in accordance with the AASHTO LRFD Bridge Construction Specifications,  

Section 27 or ASTM C1479. Figure 1 shows the basic pipe and soil terminology.

2
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3

	 	Installation	 Bedding	 Haunch and	 Lower Side
		  Type	 Thickness	 Outer Bedding	

		  Type 2	 Do /24 minimum, not	 90% Category I	 85% Category I,
			   less than 3” (75 mm)	 or	 90% Category II,
			   If rock foundation, use	 95% Category II	 or
			   Do /12 minimum, not		  95% Category III
			   less than 6” (150 mm)	

		  Type 3	 Do /24 minimum, not	 85% Category I,	 85% Category I,
			   less than 3” (75 mm)	 90% Category II,	 90% Category II,
			   If rock foundation, use	 or	 or
			   Do /12 minimum, not	 95% Category III	 95% Category III
			   less than 6” (150 mm)	

NOTES:
1.	 Compaction and soil symbols – i.e. “95% Category I” refers to Category I soil material with a minimum 

Standard Proctor compaction of 95%. See Table 2 for equivalent Modified Proctor values. 
2.	 Soil in the outer bedding, haunch, and lower side zones shall be compacted to at least the same 

compaction as the majority of soil in the overfill zone.

	 Table 1:	 Standard Installation Soils and Minimum Compaction Requirements	
			 

Reference: AASHTO LRFD Bridge Construction Specifications, Section 27

	 Representative Soil Types	 Percent Compaction

				    Standard	 Modified
	 SIDD	 USCS	 AASHTO	 Proctor	 Proctor

	 Gravelly	 SW, SP,	 A1, A3	 100	 95
	 Sand	 GW, GP		  95	 90
	 (Category I)			   90	 85
				    85	 80
				    80	 75
				    61	 59

	 Sandy	 GM, SM, ML,	 A2, A4	 100	 95
	 Silt	 Also GC, SC		  95	 90
	 (Category II)	 with less than 		  90	 85
		  20% passing 		  85	 80
		  #200 sieve		  80	 75
				    49	 46

	 Silty	 CL, MH,	 A5, A6	 100	 90
	 Clay	 GC, SC		  95	 85
	 (Category III)			   90	 80
				    85	 75
				    80	 70
				    45	 40

		  CH	 A7	 100	 90
		  Not allowed		  95	 85
		  for haunch or		  90	 80
		  bedding		  45	 40

	 Table 2:	Equivalent USCS and AASHTO Soil Classifications
		  for Standard Installation Soil Designations	

Reference: AASHTO LRFD Bridge Construction Specifications, Section 27

	 Table 4:	 Reinforced Pipe Classes for 0.01 inch 
Crack Per ASTM C 507 (lbs/ft/ft)

Class HE-A ≤ 600
Class HE-I ≤ 800
Class HE-II ≤ 1000
Class HE-III ≤ 1350
Class HE-IV ≤ 2000

Special Design > 2000

	 Table 3:	 Reinforced Pipe Classes for 0.01 inch 
Crack Per ASTM C 506 (lbs/ft/ft)

Class A-II ≤ 1000
Class A-III ≤ 1350
Class A-IV ≤ 2000

Special Design > 2000
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Fill Height (feet)

Inside Rise 
x Inside 

Span
(inches) 0.5 1 1.5 2 2.5 3 4 5 6 7 8 9 10 11 12
14 x 23 1398 1197 1087 904 796 733 682 686 724 780 843 915 991 1069 1148
19 x 30 1265 989 895 852 757 703 662 671 712 768 831 903 978 1055 1133
22 x 34 1084 857 785 773 737 686 651 662 704 761 824 896 970 1047 1125
24 x 38 1049 857 719 701 712 676 644 657 699 756 820 891 966 1042 1119
27 x 42 1133 863 680 618 589 588 606 642 690 747 810 881 954 1029 1106
29 x 45 1116 855 676 618 591 592 612 651 701 760 824 897 972 1049 1127
32 x 49 1117 877 701 625 581 584 607 647 698 757 822 895 969 1046 1124
34 x 53 1090 860 688 616 575 579 603 644 696 755 820 893 968 1044 1122
38 x 60 963 879 766 644 595 570 597 640 693 754 819 892 967 1043 1121
43 x 68 889 796 752 663 599 580 592 637 692 753 819 892 966 1043 1120
48 x 76 838 726 691 669 604 591 587 633 689 751 818 891 966 1042 1119
53 x 83 752 660 635 619 588 592 589 633 690 753 820 894 969 1045 1123
58 x 91 676 602 599 588 578 582 599 631 689 753 820 894 969 1046 1123
63 x 98 644 578 592 582 580 575 613 637 695 759 826 900 975 1052 1129
68 x 106 612 585 570 563 572 574 606 647 698 762 830 903 978 1055 1132
72 x 113 591 603 556 551 572 579 605 655 704 768 836 909 984 1061 1138
77 x 121 569 582 540 559 560 566 606 657 714 772 839 913 988 1064 1141

Class HE-A	      Class HE-III
Class HE-I	      Class HE-IV
Class HE-II	      Special Design

D-Load (lb/ft/ft) for Type 2 BeddingFill Height Tables are based on:
1.	 gs = 120 pcf
2.	 AASHTO HL-93 live load
3.	 Positive Projecting Embankment Condition - this gives conservative results in comparison to trench conditions
4.  A projection ratio of 0.9.

The following Fill Height Tables have been developed by the American Concrete Pipe Association (ACPA) using the indirect design method in accordance with Section 
12.10.4.3 of the AASHTO LRFD Bridge Design Specification, 4th Edition, 2007 with 2008 Interim. Live load was distributed through the pipe in accordance with Chapter 4 
of the ACPA Concrete Pipe Design Manual.
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Fill Height (feet)

Inside 
Rise x 
Inside 
Span

(inches) 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27
14 x 23 1229 1311 1394 1478 1563 1647 1733 1818 1904 1990 2077 2164 2250 2337 2425
19 x 30 1213 1294 1376 1458 1541 1624 1708 1793 1877 1962 2047 2132 2217 2303 2388
22 x 34 1204 1284 1366 1447 1530 1613 1696 1779 1863 1947 2031 2116 2200 2285 2370
24 x 38 1198 1278 1359 1440 1522 1604 1687 1770 1853 1936 2020 2104 2188 2272 2356
27 x 42 1184 1262 1342 1422 1502 1583 1665 1746 1828 1910 1993 2075 2158 2241 2324
29 x 45 1206 1286 1367 1449 1531 1614 1697 1780 1863 1947 2031 2115 2199 2284 2368
32 x 49 1203 1283 1364 1445 1527 1609 1692 1775 1858 1941 2024 2108 2192 2276 2360
34 x 53 1201 1280 1361 1442 1523 1605 1687 1770 1853 1935 2019 2102 2185 2269 2353
38 x 60 1199 1279 1359 1440 1521 1603 1685 1767 1849 1932 2015 2098 2181 2264 2347
43 x 68 1199 1278 1358 1438 1519 1600 1682 1764 1846 1928 2010 2093 2176 2258 2341
48 x 76 1198 1277 1356 1437 1517 1598 1679 1761 1842 1924 2006 2089 2171 2253 2336
53 x 83 1201 1280 1360 1440 1521 1601 1683 1764 1846 1927 2009 2091 2174 2256 2338
58 x 91 1202 1281 1360 1440 1520 1601 1682 1763 1845 1926 2008 2090 2172 2254 2336
63 x 98 1207 1286 1366 1446 1526 1606 1687 1768 1850 1931 2013 2095 2176 2258 2340
68 x 106 1210 1289 1368 1448 1528 1608 1689 1770 1851 1932 2014 2095 2177 2259 2341
72 x 113 1216 1295 1374 1454 1534 1614 1695 1776 1857 1938 2019 2101 2182 2264 2346
77 x 121 1219 1298 1377 1457 1536 1617 1697 1778 1859 1940 2021 2102 2184 2265 2347

																			                 
			 
																			                 
	

Class HE-A	      Class HE-III
Class HE-I	      Class HE-IV
Class HE-II	      Special Design

D-Load (lb/ft/ft) for Type 2 Bedding

Horizontal Elliptical Pipe
Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition - this gives conservative results in comparison to trench conditions
4. A projection ratio of 0.9.
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Fill Height (feet)

Inside 
Rise x 
Inside 
Span 

(inches) 0.5 1 1.5 2 2.5 3 4 5 6 7 8 9 10 11 12
14 x 23 1499 1462 1338 1123 997 925 871 884 938 1013 1098 1194 1294 1396 1501
19 x 30 1296 1092 1087 1062 952 890 849 868 925 1001 1085 1180 1279 1380 1484
22 x 34 1116 952 958 967 928 872 836 858 917 993 1078 1173 1271 1372 1474
24 x 38 1082 910 866 882 900 860 829 853 912 989 1074 1168 1266 1366 1468
27 x 42 1167 917 781 760 752 755 784 835 902 978 1062 1156 1252 1351 1452
29 x 45 1152 911 779 762 756 761 794 849 918 997 1083 1178 1277 1378 1481
32 x 49 1154 935 774 749 747 754 789 846 915 995 1081 1177 1276 1376 1479
34 x 53 1129 919 764 741 741 749 786 844 914 994 1080 1176 1274 1375 1477
38 x 60 1003 940 847 736 731 741 783 842 914 995 1082 1177 1276 1376 1478
43 x 68 931 860 835 761 722 735 780 842 915 997 1084 1180 1279 1379 1480
48 x 76 881 792 776 772 718 728 777 841 915 998 1086 1182 1280 1380 1482
53 x 83 797 729 724 727 708 726 778 844 920 1004 1092 1189 1287 1387 1489
58 x 91 723 673 690 698 703 718 777 845 922 1006 1096 1192 1291 1391 1492
63 x 98 694 651 686 695 711 717 786 855 933 1017 1106 1203 1301 1401 1503
68 x 106 665 661 666 679 707 721 778 863 941 1025 1114 1210 1308 1408 1509
72 x 113 647 681 655 670 710 733 780 869 952 1036 1124 1221 1319 1419 1520
77 x 121 627 662 641 681 700 725 787 866 960 1044 1132 1228 1326 1426 1527

Class HE-A	      Class HE-III
Class HE-I	      Class HE-IV
Class HE-II	      Special Design

D-Load (lb/ft/ft) for Type 3 Bedding
Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition - this gives conservative results in comparison to trench conditions
4. A projection ratio of 0.5.

Horizontal Elliptical Pipe
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Class HE-A	      Class HE-III
Class HE-I	      Class HE-IV
Class HE-II	      Special Design

Fill Height (feet)

Inside 
Rise x 
Inside 
Span

(inches) 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27
14 x 23 1607 1715 1824 1933 2044 2155 2267 2379 2491 2604 2717 2830 2943 3057 3171
19 x 30 1588 1695 1802 1910 2018 2127 2237 2347 2458 2568 2679 2791 2902 3014 3125
22 x 34 1578 1684 1790 1897 2005 2113 2222 2331 2441 2550 2660 2771 2881 2992 3103
24 x 38 1572 1677 1782 1889 1996 2103 2211 2320 2429 2538 2647 2756 2866 2976 3086
27 x 42 1554 1657 1761 1866 1971 2077 2184 2290 2398 2505 2613 2720 2828 2937 3045
29 x 45 1585 1690 1796 1903 2010 2118 2227 2336 2445 2554 2664 2774 2884 2994 3104
32 x 49 1582 1687 1793 1899 2006 2114 2222 2330 2439 2547 2657 2766 2875 2985 3095
34 x 53 1580 1685 1790 1896 2003 2110 2217 2325 2433 2542 2650 2759 2868 2977 3087
38 x 60 1581 1685 1790 1896 2002 2109 2216 2323 2431 2539 2647 2756 2864 2973 3082
43 x 68 1583 1687 1791 1897 2002 2109 2215 2322 2429 2537 2644 2752 2860 2968 3076
48 x 76 1584 1688 1792 1897 2002 2108 2214 2321 2427 2534 2642 2749 2856 2964 3072
53 x 83 1592 1695 1799 1904 2009 2115 2221 2327 2434 2541 2648 2755 2862 2970 3077
58 x 91 1595 1698 1802 1907 2012 2117 2223 2329 2435 2542 2649 2755 2862 2970 3077
63 x 98 1605 1708 1812 1916 2021 2127 2232 2338 2444 2551 2657 2764 2871 2978 3085
68 x 106 1611 1714 1818 1922 2027 2132 2237 2343 2449 2555 2661 2767 2874 2981 3088
72 x 113 1622 1725 1828 1932 2037 2142 2247 2352 2458 2564 2670 2777 2883 2990 3097
77 x 121 1629 1731 1835 1939 2043 2148 2253 2358 2464 2569 2675 2782 2888 2994 3101

			 
																			                 
	

D-Load (lb/ft/ft) for Type 3 Bedding

Horizontal Elliptical Pipe

Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition - this gives conservative results in comparison to trench conditions
4. A projection ratio of 0.5.
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Arch Pipe

Fill Height (feet)

Inside Rise x 
Inside Span 

(inches) 0.5 1 1.5 2 2.5 3 4 5 6 7 8 9 10 11 12
11 x 18 1875 1489 1138 940 823 754 696 696 732 786 849 921 997 1075 1155

131/2 x 22 1476 1259 1087 902 794 730 678 681 718 772 834 906 981 1058 1137
151/2 x 26 1404 1059 1030 859 758 699 651 656 693 746 806 875 947 1022 1098
18 x 281/2 1234 941 925 855 759 703 660 667 707 762 825 896 971 1047 1125

221/2 x 361/4 1116 907 754 732 726 677 643 654 696 752 815 886 960 1035 1113
265/8 x 433/8 1136 865 681 619 590 589 607 643 692 749 812 883 957 1032 1110
315/16 x 511/8 1111 872 695 618 574 576 598 637 687 745 809 880 954 1029 1106

36 x 581/2 1006 859 714 621 576 565 591 632 684 743 807 879 953 1028 1105
40 x 65 883 818 749 630 583 560 588 631 684 744 809 881 955 1031 1108
45 x 73 886 762 720 691 605 550 582 627 681 742 808 880 954 1030 1107
54 x 88 709 625 603 591 572 583 584 624 681 743 810 883 958 1033 1110
62 x 102 620 591 573 564 572 574 603 635 686 750 817 890 965 1041 1118
72 x 115 577 589 543 550 559 567 597 646 695 755 822 895 969 1045 1121

771/2 x 122 563 576 534 553 554 560 600 650 706 764 831 904 978 1054 1130
871/8 x 138 530 546 513 534 538 547 587 641 702 771 840 913 988 1063 1140

Class A-II
Class A-III
Class A-IV
Special Design

D-Load (lb/ft/ft) for Type 2 Bedding
Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition - this gives conservative results in comparison to trench conditions
4. A projection ratio of 0.9.
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Arch Pipe

Fill Height (feet)

Inside Rise x 
Inside Span 

(inches) 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27
11 x 18 1237 1319 1403 1487 1572 1658 1744 1830 1917 2004 2091 2178 2266 2354 2442

131/2 x 22 1217 1298 1380 1463 1547 1631 1715 1800 1885 1971 2056 2142 2228 2314 2401
151/2 x 26 1175 1254 1333 1413 1493 1574 1656 1738 1820 1902 1985 2067 2150 2233 2316
18 x 281/2 1204 1285 1366 1448 1531 1614 1697 1781 1865 1949 2034 2118 2203 2288 2373

221/2 x 361/4 1191 1271 1351 1432 1513 1595 1678 1760 1843 1926 2010 2093 2177 2261 2344
265/8 x 433/8 1188 1267 1347 1427 1508 1590 1671 1753 1836 1918 2001 2084 2167 2250 2334
315/16 x 511/8 1184 1262 1342 1422 1502 1583 1665 1746 1828 1910 1992 2075 2157 2240 2323

36 x 581/2 1183 1261 1340 1420 1501 1581 1662 1744 1825 1907 1989 2071 2153 2235 2318
40 x 65 1186 1264 1344 1424 1504 1584 1665 1747 1828 1910 1992 2074 2156 2238 2320
45 x 73 1185 1263 1342 1422 1502 1582 1663 1744 1825 1907 1988 2070 2152 2234 2316
54 x 88 1188 1267 1346 1425 1505 1585 1666 1746 1827 1908 1990 2071 2153 2234 2316
62 x 102 1196 1274 1353 1433 1513 1593 1673 1754 1835 1916 1997 2078 2160 2241 2323
72 x 115 1198 1276 1355 1434 1513 1593 1672 1752 1833 1913 1994 2074 2155 2236 2317

771/2 x 122 1207 1285 1364 1443 1522 1602 1681 1761 1842 1922 2003 2083 2164 2245 2326
871/8 x 138 1217 1295 1373 1452 1531 1611 1690 1770 1850 1930 2011 2091 2172 2253 2333

Class A-II
Class A-III
Class A-IV
Special Design

D-Load (lb/ft/ft) for Type 2 Bedding
Fill Height Tables are based on:
1. gs = 120 pcf
2. AASHTO HL-93 live load
3. Positive Projecting Embankment Condition - this gives conservative results in comparison to trench conditions
4. A projection ration of 0.5.

Page 239 of 400 



© 2012 American Concrete Pipe Association, all rights reserved.												 Resource # 16-201 (Revised 05/12)

Arch Pipe

Fill Height (feet)

Inside Rise x 
Inside Span 

(inches) 0.5 1 1.5 2 2.5 3 4 5 6 7 8 9 10 11 12
11 x 18 2009 1816 1400 1165 1028 948 886 894 946 1020 1104 1200 1300 1403 1508

131/2 x 22 1582 1537 1337 1120 993 920 865 876 930 1004 1087 1182 1280 1382 1485

151/2 x 26 1433 1295 1269 1068 950 882 833 846 898 970 1051 1142 1238 1336 1436
18 x 281/2 1264 1155 1143 1065 952 889 845 862 918 993 1077 1171 1269 1370 1472

221/2 x 361/4 1148 958 906 918 916 861 827 849 907 983 1066 1160 1258 1357 1459
265/8 x 433/8 1170 919 782 761 753 756 786 838 904 981 1065 1160 1257 1356 1457
315/16 x 511/8 1147 928 766 741 737 744 778 833 901 979 1064 1158 1255 1354 1455

36 x 581/2 1043 918 791 724 725 734 773 830 900 979 1065 1159 1256 1356 1456
40 x 65 922 879 830 723 719 730 772 832 904 984 1070 1165 1263 1362 1463
45 x 73 927 825 803 789 714 723 768 830 903 985 1071 1167 1264 1363 1464
54 x 88 752 692 690 697 691 714 767 833 909 992 1080 1176 1274 1373 1474
62 x 102 668 662 664 675 702 715 769 845 922 1006 1095 1191 1289 1388 1489
72 x 115 630 664 639 665 694 717 769 852 935 1018 1106 1202 1299 1398 1498

771/2 x 122 619 654 634 673 692 717 778 857 949 1033 1121 1216 1313 1412 1512
871/8 x 138 592 628 617 658 682 710 777 859 953 1049 1140 1235 1332 1431 1530

Class A-II
Class A-III
Class A-IV
Special Design

D-Load (lb/ft/ft) for Type 3 Bedding
Fill Height Tables are based on:
1. gs = 120 pcf
2. AASHTO HL-93 live load
3. Positive Projecting Embankment Condition - this gives conservative results in comparison to trench conditions
4. A projection ratio of 0.9.
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Arch Pipe

Fill Height (feet)

Inside Rise x 
Inside Span 

(inches) 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27
11 x 18 1615 1724 1833 1944 2055 2167 2279 2392 2506 2619 2733 2848 2962 3077 3191

131/2 x 22 1591 1697 1805 1914 2023 2133 2244 2354 2466 2577 2689 2801 2914 3026 3139
151/2 x 26 1537 1640 1744 1849 1954 2060 2167 2274 2381 2488 2596 2704 2813 2921 3030
18 x 281/2 1577 1682 1789 1896 2004 2113 2222 2331 2441 2551 2662 2772 2883 2994 3106

221/2 x 361/4 1562 1666 1771 1877 1984 2091 2199 2307 2415 2524 2633 2742 2851 2961 3070
265/8 x 433/8 1560 1663 1768 1873 1979 2086 2193 2300 2408 2516 2624 2732 2841 2950 3058
315/16 x 511/8 1557 1660 1764 1869 1975 2080 2187 2293 2400 2508 2615 2723 2830 2938 3047

36 x 581/2 1558 1661 1765 1869 1974 2080 2186 2292 2399 2505 2613 2720 2827 2935 3042
40 x 65 1565 1668 1771 1876 1981 2086 2192 2298 2405 2511 2618 2726 2833 2940 3048
45 x 73 1566 1669 1772 1876 1981 2086 2192 2297 2404 2510 2616 2723 2830 2937 3044
54 x 88 1576 1678 1782 1886 1990 2095 2200 2306 2411 2517 2623 2730 2836 2943 3049
62 x 102 1591 1694 1797 1901 2005 2110 2215 2320 2426 2531 2637 2744 2850 2956 3063
72 x 115 1599 1700 1803 1906 2009 2113 2218 2322 2427 2532 2637 2742 2848 2953 3059

771/2 x 122 1613 1715 1817 1920 2024 2128 2232 2336 2441 2546 2651 2756 2862 2967 3073
871/8 x 138 1631 1733 1835 1938 2041 2145 2249 2353 2458 2562 2667 2772 2877 2983 3088

Class A-II
Class A-III
Class A-IV
Special Design

D-Load (lb/ft/ft) for Type 3 Bedding
Fill Height Tables are based on:
1.	 gs = 120 pcf
2.	AASHTO HL-93 live load
3.	Positive Projecting Embankment Condition - this gives conservative results in comparison to trench conditions
4. A projection ration of 0.5.
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The preceding fill height tables are based on a concrete pipe installed in a 
positive projecting embankment installation with a soil unit weight of 120 lbs/
ft3 and HL-93 live load per the AASHTO LRFD Bridge Design specifications 
at the surface. The required classes of pipe do not account for construction 
loads or any other load induced on the pipe prior to its completed 
installation, or live load in excess of HL-93.

Dimensions of Elliptical Concrete Pipe  - Imperial Units

Dimensions of Elliptical Concrete Pipe - Metric Units

Equivalent 
Round 
Size, 

inches

Minor 
Axis, 

inches

Major 
Axis, 

inches

Minimum 
Wall 

Thickness, 
inches

Water-
Way Area, 

square 
feet

Approximate 
Weight, 

pounds per 
foot

18
24
27
30
33
36
39
42
48
54
60
66
72
78
84
90
96
102
108
114
120
132
144

14
19
22
24
27
29
32
34
38
43
48
53
58
63
68
72
77
82
87
92
97
106
116

23
30
34
38
42
45
49
53
60
68
76
83
91
98
106
113
121
128
136
143
151
166
180

23/4
31/4
31/2
33/4
33/4
41/2
43/4
5

51/2
6

61/2
7

71/2
8

81/2
9

91/2
93/4
10

101/2
11
12
13

1.8
3.3
4.1
5.1
6.3
7.4
8.8
10.2
12.9
16.6
20.5
24.8
29.5
34.6
40.1
46.1
52.4
59.2
66.4
74.0
82.0
99.2
118.6

195
300
365
430
475
625
720
815
1000
1235
1475
1745
2040
2350
2680
3050
3420
3725
4050
4470
4930
5900
7000

Normal 
Equivalent 

Round
size

Minor 
Axis, 
mm

Major 
Axis, 
mm

Minimum 
Wall 

Thick-
ness, mm

Water-
Way Area, 

m2

Approximate 
Mass kg/m

450
600
675
750
825
900
975
1050
1200
1350
1500
1650
1800
1950
2100
2250
2400
2550
2700
2850
3000
3300
3600

365
490
550
610
670
730
795
855
975
1095
1220
1340
1465
1585
1705
1830
1950
2075
2195
2315
2440
2680
2925

575
770
865
960
1055
1150
1250
1345
1535
1730
1920
2110
2305
2495
2690
2880
3070
3265
3455
3648
3840
4225
4610

69
82
88
94
94
113
119
125
138
150
163
175
188
200
213
225
238
244
250
263
275
300
325

.17

.31

.38

.47

.59

.68

.82

.95
1.20
1.55
1.90
2.30
2.73
3.21
3.73
4.28
4.87
5.49
6.17
6.86
7.63
9.22
11.00

290
446
543
640
707
930
1071
1213
1488
1838
2195
2597
3036
3497
3988
4538
5089
5543
6026
6652
7336
8780
10416
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The preceding fill height tables are based on a concrete pipe installed in a 
positive projecting embankment installation with a soil unit weight of 120 lbs/
ft3 and HL-93 live load per the AASHTO LRFD Bridge Design specifications 
at the surface. The required classes of pipe do not account for construction 
loads or any other load induced on the pipe prior to its completed 
installation, or live load in excess of HL-93.

Dimensions of Arch Concrete Pipe  - Imperial Units

Dimensions of Arch Concrete Pipe - Metric Units

Equivalent 
Round 
Size, 

inches

Minor 
Rise, 

inches

Major 
Span, 
inches

Minimum 
Wall 

Thickness, 
inches

Water-
Way Area, 

square 
feet

Approximate 
Weight, 

pounds per 
foot

15
18
21
24
30
36
42
48
54
60
72
84
90
96
108
120
132

11
131/2
151/2
18

221/2
265/8
315/16

36
40
45
54
62
72

771/4
871/8
967/8
1061/2

18
22
26

281/2
361/4
433/4
511/8
581/2
65
73
88
102
115
122
138
154

1683/4

21/4
21/2
23/4
3

31/2
4

41/2
5

51/2
6
7
8

81/2
9
10
11
10

1.1
1.65
2.2
2.8
4.4
6.4
8.8
11.4
14.3
17.7
25.6
34.6
44.5
51.7
66.0
81.8
99.1

125
170
215
260
385
525
690
875
1070
1310
1830
2415
2910
3285
4125
5050
4970

Normal 
Equivalent 

Round
size

Minor 
Rise, 
mm

Major 
Span, 
mm

Minimum 
Wall 

Thick-
ness, mm

Water-
Way Area, 

m2

Approximate 
Mass kg/m

375
450
525
600
750
900
1050
1200
1350
1500
1800
2100
2250
2400
2700
3000
3300

280
345
395
460
570
675
795
915
1015
1145
1370
1575
1830
1960
2215
2460
2705

460
560
660
725
920
1110
1300
1485
1650
1855
2235
2590
2920
3100
3505
3910
4285

57
63
69
75
88
100
113
125
138
150
175
200
213
225
250
275
250

0.1
0.15
0.2
0.26
0.41
0.59
0.82
1.06
1.33
1.64
2.38
3.21
4.13
4.8
6.13
7.6

9.21

187
252
321
390
570
778
1021
1296
1582
1935
2710
3585
4310
4874
6122
7499
7365
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Appendix C – General Peachtree City Technical 
Specifications for Drainage Systems 
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INTRODUCTION 
 

This document provides for the general technical specifications for constructing drainage 
projects to be constructed and owned by the City of Peachtree City (City).  It is intended that 
these specifications will be utilized by private construction firms / companies that have secured a 
contract with the City to construct new or replace existing drainage systems.  It should be noted 
that these specifications assume that Peachtree City personnel will manage the project in-lieu of 
the Engineer of Record (Engineer) for the project.  As such, the Contractor should coordinate all 
activities and requests for information or direction to the Peachtree City Project Manager.  It is 
the responsibility of the Peachtree City Project Manager to communicate with the Engineer and 
consult with Engineer on matters that will affect the design or function of the project.  As such, 
communications between the Contractor and Engineer shall have no standing for the purposes of 
the Contract between the City and the Contractor. 

 

 

END OF SECTION 
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SECTION 02 41 00 
DEMOLITION 

PART 1  GENERAL 
 

1.01 RELATED DOCUMENTS 
 Construction Plans and general provisions of Contract, including General and 

Supplementary Conditions and Division 1 Specification sections, apply to work of this 
section. 

 

1.02 DESCRIPTION OF WORK 
A. Extent of demolition work is indicated on the Construction Plans. 

B. Demolition includes all operations necessary for demolition of the existing 
structures, foundations and utilities as shown. 

C. Remove debris, rubbish and other materials resulting from demolition operations 
from the site. Transport and legally dispose of materials off site. 

 

1.03 SUBMITTALS 
A. Schedule:  Submit schedule indicating proposed methods and sequence of 

operations for demolition work to Owner's Representative for review prior to 
commencement of work. Include coordination for shut-off, capping, and 
continuation of utility services as required, together with details for dust and noise 
control protection. The procedures shall provide for safe conduct of the work, 
careful removal and disposition of materials specified to be salvaged, protection 
of property which is to remain undisturbed, coordination with other work in 
progress, and timely disconnection of utility services. The submittal shall include 
a detailed description of the methods and equipment to be used for each operation, 
and the sequence of operation. 

B. If the Peachtree City or the Public shall continue to utilize the work site during 
construction either fully or partially, provide a detailed sequence of demolition 
and removal work to ensure uninterrupted on-site operations.  For example, if a 
road is to be kept open for access to homes and businesses during construction, 
the Contractor shall provide a plan for ensuring continuous access during various 
phases of the project. 

C. Coordinate with the Project Manager continuing occupation of portions of 
existing building/site, with City's partial occupancy of completed new 
addition/site. 
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1.04 JOB CONDITIONS 
A. Occupancy:  Peachtree City, Private Property Owners, Tenants, Utilities, or 

Others will be continuously occupying areas of the building/site immediately 
adjacent to areas of selective demolition. Conduct selective demolition work in 
manner that will minimize need for disruption normal operations. Provide 
minimum of 72 hours advance notice to the Project Manager and affected 
Individuals of demolition activities which will significantly or adversely impact 
normal operations. 

B. Condition of Structures:  Neither Peachtree City or the Owners of Private 
Property assume responsibility for actual condition of items or structures to be 
demolished. 

C. Conditions existing at time of commencement of contract will be maintained by 
Peachtree City insofar as practicable. However, variations within structure may 
occur due to removal and salvage operations prior to start of selective demolition 
work by either the City or the Owners of Private Property on or immediately 
adjacent to the work area. 

D. Partial Demolition and Removal:  Items indicated to be removed but of salvable 
value to Contractor may be removed from project as work progresses. Transport 
salvaged items from site as they are removed. 

E. Storage or sale of removed items on site will not be permitted. 

F. Protection:  Provide temporary barricades and other forms of protection as 
required to protect City's personnel and general public from injury due to 
selective demolition work. 

G. Provide protective measures as required to provide free and safe passage of City's 
personnel and general public to and from occupied portions of project. 

H. Erect temporary covered passageways as required by authorities having 
jurisdiction. 

I. Provide interior and exterior shoring, bracing, or support to prevent movement, 
settlement, or collapse of structure or element to be demolished, and adjacent 
areas, facilities, or work to remain. 

J. Protect from damage existing finish work that is to remain in place and becomes 
exposed during demolition operations. 

K. Remove protections at completion of work. 

L. Damages:  Promptly repair damages caused to adjacent facilities by demolition 
work at no cost to Peachtree City, Private Property Owners, Tenants, Utilities, or 
Others unless otherwise provided for in the contract. 

M. Traffic:  Conduct selective demolition operations and debris removal in a manner 
to ensure minimum interference with roads, streets, walks, and other adjacent 
occupied or used facilities. 

N. Do not close, block or otherwise obstruct streets, walks or other occupied or used 
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facilities without written permission from authorities (i.e. City of Peachtree City, 
Georgia Department of Transportation, or Private Property Owner) having 
jurisdiction. Provide alternate routes around closed or obstructed traffic ways if 
required by governing regulations. 

O. Explosives:  Use of explosives will not be permitted unless otherwise noted. 

P. Utility Services:  Maintain existing utilities indicated to remain, keep in service, 
and protect against damage during demolition operations.  Contractor is solely 
responsible for costs associated with damage to utilities including but not limited 
to replacement, fines, administrative costs, legal fees, etc. 

Q. Do not interrupt existing utilities serving occupied or used facilities, except when 
authorized in writing by authorities having jurisdiction. Provide temporary 
services during interruptions to existing utilities, as acceptable to governing 
authorities. 

R. Environmental Controls:  Use water sprinkling, temporary enclosures, and other 
suitable methods to limit dust and dirt rising and scattering in air to lowest 
practical level. Comply with governing regulations pertaining to environmental 
protection. 

S. Do not use water when it may create hazardous or objectionable conditions such 
as ice, flooding, and pollution. 

T. NESHAP Compliance:  The Contractor is responsible for being aware of and 
complying with the National Emission Standard for Hazardous Air Pollutants 
(NESHAP) Section 112 of the Federal Clean Air Act regarding asbestos. 

 

PART 2  PRODUCTS (NOT APPLICABLE) 
 

PART 3  EXECUTION 
 

3.01 INSPECTION 
Prior to commencement of demolition work, inspect areas in which work will be 
performed. Photograph existing conditions to structure surfaces, equipment or to 
surrounding properties which could be misconstrued as damage resulting from selective 
demolition work; file with Owner's Representative prior to starting work.  Contractor 
shall provide a copy of all photographs to the Peachtree City Project Manager prior to 
commencement of demolition work. 

 

3.02 PREPARATION 
A. Provide interior and exterior shoring, bracing, or support to prevent movement, 

settlement or collapse of structures to be demolished and adjacent facilities to 
remain. 
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B. Cease operations and notify the City's Representative immediately if safety of 
structure appears to be endangered. Take precautions to support structure until 
determination is made for continuing operations. 

C. Locate, identify, stub off and disconnect utility services that are not indicated to 
remain. 

D. Provide by-pass connections as necessary to maintain continuity of service to 
occupied areas of project. Provide minimum of 72 hours advance notice to 
Peachtree City, Private Property Owners, Tenants, Utilities, and / or Others 
affected by the project if shut-down of service is necessary during change-over. 

 

3.03 DEMOLITION 
A. Perform selective demolition work in a systematic manner. Use such methods as 

required to complete work indicated on the Plans in accordance with demolition 
schedule and governing regulations. 

B. Demolish concrete and masonry in small sections. Cut concrete and masonry at 
junctures with construction to remain using power-driven masonry saw or hand 
tools; do not use power-driven impact tools. 

C. All existing structures shall be completely removed where denoted on the Plans. 
All foundations and slabs shall be broken up and removed from the site. 
Sidewalks, curbs, gutters, streets and street light bases shall be completely 
removed. It is not anticipated that piling will be encountered; however, where 
piling is encountered they shall be removed to a point three feet below existing 
ground or proposed subgrade whichever is lower. 

D. Burning of debris on or adjacent to the project area is not allowed. 

E. Demolish foundation walls to a depth of not less than 12" below existing ground 
surface. Demolish and remove below-grade wood or metal construction. Break up 
below-grade concrete slabs. 

F. Completely fill below-grade areas and voids resulting from demolition work. 
Provide fill consisting of approved earth, gravel or sand, free of trash and debris, 
stones over 6" diameter, roots or other organic matter. 

G. If anticipated mechanical, electrical or structural elements which conflict with 
intended function or design are encountered, investigate and measure both nature 
and extent of the conflict. Submit report to City's Representative in written, 
accurate detail. Pending receipt of directive form City's Representative rearrange 
selective demolition schedule as necessary to continue overall job progress 
without delay. 

 

3.04 SALVAGE MATERIALS 
A. Salvage Items:  Where indicated on the Plans as "Salvage-Deliver to City or 

Property Owner", carefully remove indicated items, clean, store and turn over to 
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City or Property Owner and obtain receipt. 

B. Historic artifacts, including cornerstones and their contents, commemorative 
plaques and tables, antiques, and other articles of historic significance remain the 
property of the City or Property Owner. Notify City's Representative if such items 
are encountered and obtain acceptance regarding method of removal and salvage 
for City or Property Owner. 

 

3.05 DISPOSAL OF DEMOLISHED MATERIALS 
A. Remove debris, rubbish and other materials resulting from demolition operations 

from the site. Transport and legally dispose of materials off site. 

B. If hazardous materials are encountered during demolition operations, comply with 
applicable regulations, laws, and ordinances concerning removal, handling and 
protection against exposure or environmental pollution. 

 

3.06 DEMOLITION AND REPAIR 
A. Upon completion of demolition work, remove tools, equipment and demolished 

materials from site. Remove protections and leave interior areas broom clean. 

B. Repair demolition performed in excess of that required. Return structures and 
surfaces to remain to condition existing prior to commencement of selective 
demolition work. Repair adjacent construction or surfaces soiled or damaged by 
selective demolition work. 

 

END OF SECTION 
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SECTION 03 33 00 
CAST IN PLACE CONCRETE GENERAL APPLICATIONS 

PART 1  GENERAL 
 

1.01 SECTION INCLUDES 
A. Concrete formwork. 

B. Concrete building frame members. 

C. Concrete for composite floor construction. 

D. Elevated concrete slabs. 

E. Floors and slabs on grade. 

F. Concrete shear walls, elevator shaft walls, and foundation walls. 

G. Concrete foundations and anchor bolts for pre-engineered building. 

H. Concrete foundations for water storage tank(s). 

I. Concrete reinforcement. 

J. Joint devices associated with concrete work. 

K. Miscellaneous concrete elements, including equipment pads, light pole bases, 
flagpole bases, thrust blocks, and manholes. 

L. Concrete curing. 

 
1.02 REFERENCES 

A. ACI 211.1 - Standard Practice for Selecting Proportions for Normal, 
Heavyweight, and Mass Concrete; American Concrete Institute International; 
1991 (Reapproved 1997). 

B. ACI 211.2 - Standard Practice for Selecting Proportions for Structural 
Lightweight Concrete; American Concrete Institute International; 1998. 

C. ACI 301 - Specifications for Structural Concrete for Buildings; American 
Concrete Institute International; 1996. 

D. ACI 302.1R - Guide for Concrete Floor and Slab Construction; American 
Concrete Institute International; 1996. 

E. ACI 304R - Guide for Measuring, Mixing, Transporting, and Placing Concrete; 
American Concrete Institute International; 1989 (Reapproved 1997). 

F. ACI 305R - Hot Weather Concreting; American Concrete Institute International; 
1991. 

G. ACI 306R - Cold Weather Concreting; American Concrete Institute International; 
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1988. 

H. ACI 308 - Standard Practice for Curing Concrete; American Concrete Institute 
International; 1992 (Reapproved 1997). 

I. ACI 318 - Building Code Requirements for Reinforced Concrete and 
Commentary; American Concrete Institute International; 1999. 

J. AC1350R – Environmental Engineering Concrete Structures; American Concrete 
Institute International; 1989. 

K. ASTM A 185 - Standard Specification for Steel Welded Wire Fabric, Plain, for 
Concrete Reinforcement; 1997. 

L. ASTM A 497 - Standard Specification for Steel Welded Wire fabric, Deformed, 
for Concrete Reinforcement; 1997. 

M. ASTM A 615/A 615M - Standard Specification for Deformed and Plain Billet-
Steel Bars for Concrete Reinforcement; 1996a. 

N. ASTM A 767/A 767M - Standard Specification for Zinc-Coated (Galvanized) 
Steel Bars for Concrete Reinforcement; 1997. 

O. ASTM A 775/A 775M - Standard Specification for Epoxy-Coated Reinforcing 
Steel Bars; 1997. 

P. ASTM A 884/A 884M - Standard Specification for Epoxy-Coated Steel Wire and 
Welded Wire Fabric for Reinforcement; 1996a. 

Q. ASTM C 33 - Standard Specification for Concrete Aggregates; 1999a. 

R. ASTM C 39/C 39M - Standard Test Method for Compressive Strength of 
Cylindrical Concrete Specimens; 1999. 

S. ASTM C 94/C 94M - Standard Specification for Ready-Mixed Concrete; 2000. 

T. ASTM C 150 - Standard Specification for Portland Cement; 1999a. 

U. ASTM C 171 - Standard Specification for Sheet Materials for Curing Concrete; 
1997a. 

V. ASTM C 173 - Standard Test Method for Air Content of Freshly Mixed Concrete 
by the Volumetric Method; 1994a. 

W. ASTM C 260 - Standard Specification for Air-Entraining Admixtures for 
Concrete; 1998. 

X. ASTM C 309 - Standard Specification for Liquid Membrane-Forming 
Compounds for Curing Concrete; 1998a. 

Y. ASTM C 330 - Standard Specification for Lightweight Aggregates for Structural 
Concrete; 1999. 

Z. ASTM C 494/C 494M - Standard Specification for Chemical Admixtures for 
Concrete; 1999a. 

AA. ASTM C 618 - Standard Specification for Coal Fly Ash and Raw or Calcined 
Natural Pozzolan for Use as a Mineral Admixture in Concrete; 1999. 
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AB. ASTM C 685 - Standard Specification for Concrete Made by Volumetric 
Batching and Continuous Mixing; 1998a. 

AC. ASTM C 881 - Standard Specification for Epoxy-Resin-Base Bonding Systems 
for Concrete; 1999. 

AD. ASTM C 1059 - Standard Specification for Latex Agents for Bonding Fresh to 
Hardened Concrete; 1999. 

AE. ASTM C 1107 - Standard Specification for Packaged Dry, Hydraulic-Cement 
Grout (Nonshrink); 1999. 

AF. ASTM D 994 - Standard Specification for Preformed Expansion Joint Filler for 
Concrete (Bituminous Type); 1998. 

AG. ASTM D 1751 - Standard Specification for Preformed Expansion Joint Filler for 
Concrete Paving and Structural Construction (Nonextruding and Resilient 
Bituminous Types); 1999. 

AH. ASTM D 3963/D 3963M - Standard Specification for Fabrication and Job-Site 
Handling of Epoxy Coated Reinforcing Steel Bars; 1999. 

AI. ASTM E 1155 - Standard Test Method for Determining F(F) Floor Flatness and 
F(L) Floor Levelness Numbers; 1996. 

 
1.03 SUBMITTALS 

A. See Section 01 33 00 Submittals, for submittal procedures. 

B. Product Data:  Submit manufacturers' data on manufactured products. 

C. Samples:  Submit two, 12 inch long samples of waterstops and construction joint 
devices. 

D. Manufacturer's Installation Instructions:  Indicate installation procedures and 
interface required with adjacent construction for concrete accessories. 

E. Project Record Documents:  Accurately record actual locations of embedded 
utilities and components that will be concealed from view upon completion of 
concrete work. 

 
1.04 QUALITY ASSURANCE 

A. Perform work of this section in accordance with ACI 301 and ACI 318. 

1. Maintain one copy of each document on site. 

B. Acquire cement from same source and aggregate from same source for entire 
project. 

C. Follow recommendations of ACI 305R when concreting during hot weather. 

D. Follow recommendations of ACI 306R when concreting during cold weather. 
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PART 2  PRODUCTS 
 
2.01` FORMWORK 

A. Form Materials: Contractor's choice of standard products with sufficient strength 
to withstand hydrostatic head without distortion in excess of permitted tolerances. 

1. Form Facing for Exposed Finish Concrete: Contractors choice of materials 
that will provide smooth, stain-free final appearance. 

2. Form Facing for Exposed Finish Concrete: Steel. 

3. Form Coating:  Release agent that will not adversely affect concrete or 
interfere with application of coatings. 

4. Form Ties:  Cone snap type that will leave no metal within 1-1/2 inches of 
concrete surface. Form ties shall contain a water stop washer. 

 

2.02 REINFORCEMENT 
A. Reinforcing Steel:  ASTM A 615/A 615M Grade 60 (420). 

1. Deformed billet-steel bars. 

2. Unfinished. 

3. Galvanized in accordance with ASTM A 767/A 767M, Class I. 

4. Epoxy coated in accordance with ASTM A 775/A 775M. 

B. Welded Steel Wire Fabric:  ASTM A 185, plain type. 

1. Coiled Rolls. 

2. Mesh Size and Wire Gage:  As indicated on drawings. 

C. Reinforcement Accessories: 

1. Tie Wire:  Annealed, minimum 16 gage (1.5 mm). 

2. Chairs, Bolsters, Bar Supports, Spacers:  Sized and shaped for adequate 
support of reinforcement during concrete placement. 

3. Provide stainless steel, galvanized, plastic, or plastic coated steel 
components for placement within 1-1/2 inches (38 mm) of weathering 
surfaces. 

 

2.03 CONCRETE MATERIALS 
A. Cement:  ASTM C 150, Type I, II or III - Normal Portland type.  

B. Fine and Coarse Aggregates:  ASTM C 33. 

C. Lightweight Aggregate:  ASTM C 330. 

D. Fly Ash:  ASTM C 618, Class C or F. 
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E. Calcined Pozzolan:  ASTM C 618, Class N. 

F. Silica Fume:  ACI 211.1 

G. Water:  Clean and not detrimental to concrete. 

H. Fiber Reinforcement: Synthetic fiber shown to have long-term resistance to 
deterioration when exposed to moisture and alkalis; 1/2 inch (12 mm) length. 

 

2.04 ADMIXTURES 
A. Air Entrainment Admixture:  ASTM C 260 

B. Chemical Admixtures:  ASTM C 494/C 494M, Type A - Water Reducing, Type C 
- Accelerating, and Type G - Water Reducing, High Range and Retarding. 

1. Do not use chemicals that will result in soluble chloride ions in excess of 
0.1 percent by weight of cement. 

 

2.05 CONCRETE ACCESSORIES 
A. Reglets:  Formed steel sheet, galvanized, with temporary filler to prevent concrete 

intrusion during placement.  

B. Bonding Agent:  ASTM C 1059, Type II acrylic non-redispersable type.  

C. Epoxy Bonding System:  ASTM C 881, type as required by project conditions.  

D. Vapor Barrier:  6 mil thick clear polyethylene film, type recommended for below 
grade application.  

E. Chemical Hardener:  Fluosilicate solution designed for densification of cured 
concrete slabs.  

F. Non-Shrink Grout:  ASTM C 1107; premixed compound consisting of non-
metallic aggregate, cement, water reducing and plasticizing agents. 

1. Minimum Compressive Strength at 48 Hours:  2,400 psi (17 MPa). 

2. Minimum Compressive Strength at 28 Days:  7,000 psi (48 MPa). 

G. Curing Materials:  Comply with requirements of AC1308. 

H. Moisture-Retaining Cover:  ASTM C 171;  regular curing paper, white curing 
paper, clear polyethylene, white polyethylene, or white burlap-polyethylene sheet. 

I. Liquid Curing Compound:  ASTM C 309, Type 1, clear or translucent, non-
staining. 

 

2.06 JOINT DEVICES AND MATERIALS 
A. Waterstops:  PVC, bulb-type, 6 inches minimum width, 3/8” nominal thickness, 

continuous. 

1. Lapped joints are not permitted. 
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2. Product: Greenstreak 705. 

3. Alternative waterstop system: modified chloroprene rubber hydrophilic 
waterstop. Product greenstreak CJ-0725-3K. 

B. Joint Filler:  Nonextruding, resilient asphalt impregnated fiberboard or felt, 
complying with ASTM D 1751, 1/4 inch thick and 4 inches deep; tongue and 
groove profile.  

C. Joint Filler:  Compressible asphalt mastic with felt facers, complying with ASTM 
D 994, 1/4 inch thick and 4 inches deep. 

D. Construction Joint Devices:  Integral galvanized steel, formed to tongue and 
groove profile, with removable top strip exposing sealant trough, knockout holes 
spaced at 6 inches, ribbed steel spikes with tongue to fit top screed edge.  

 

2.07 CONCRETE MIX DESIGN 
A. Proportioning Normal Weight Concrete: Comply with ACI 211.1 

recommendations. 

B. Concrete Strength:  Establish required average strength for each type of concrete 
on the basis of field experience or trial mixtures, as specified in ACI 301. 

1. For trial mixtures method, employ independent testing agency acceptable 
to for preparing and reporting proposed mix designs. 

C. Admixtures:  Add acceptable admixtures as recommended in ACI 211.1 and at 
rates recommended by manufacturer. 

D. Fiber Reinforcement:  Add to mix at rate of 1.5 pounds per cubic yard (0.89 kg 
per cubic meter), or as recommended by manufacturer for specific project 
conditions. 

E. Normal Weight Concrete: 

1. Compressive Strength, when tested in accordance with ASTM C 39/C 
39M at 28 days:  4000 psi. 

2. Fly Ash Content:  Maximum 15 percent of cementitious materials by 
weight. 

3. Calcined Pozzolan Content:  Maximum 10 percent of cementitious 
materials by weight. 

4. Silica Fume Content:  Maximum 5 percent of cementitious materials by 
weight. 

5. Cement Content:  Minimum 517 lb per cubic yard. 

6. Water-Cement Ratio:  Maximum 40 percent by weight. 

7. Total Air Content:  4 percent, per ASTM C 173. 

8. Maximum Slump:  4 inches. 
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9. Maximum Aggregate Size:  1 1/2 inch. 

 

2.08 MIXING 
A. On Project Site:  Mix in drum type batch mixer, complying with ASTM C 685. 

Mix each batch not less than 1-1/2 minutes and not more than 5 minutes. 

B. Transit Mixers:  Comply with ASTM C 94/C 94M. 

 

2.09 CONCRETE PROPERTIES FOR APPLICABLE COMPRESSIVE STRENGTHS 
 

28 Day 
Compressive 

Strength (fc, psi) 

Maximum 
Water-Cement Ratio 

By Weight (lb/lb) 

Minimum 
Cement Content 
(lbs/cubic yard) Location 

5000 0.40* 611 Prestressed Members 
4000 0.45 564 Structural Items 
3000 0.50 470 Sidewalks, Concrete Fill 

*The optimum water-cement ratio for mix designs in excess of 4000 psi 28 day compressive strength shall 
be determined by various mix designs but not to exceed 0.40. 

 
2.10 SLUMP LIMITS 

A. Concrete, when placed, shall have a slump within the following limits as 
measured in accordance with ASTM C143: 

1. Walls, beams, columns  1"-3" 

2. Footings, caissons   2"-4" 

3. Pavement, slabs, sidewalks  2"-4" 
 

PART 3  EXECUTION 
 
3.01 EXAMINATION 

Verify lines, levels, and dimensions before proceeding with work of this section. 

 
3.02 PREPARATION 

A. Formwork:  Comply with requirements of ACI 301. Design and fabricate forms to 
support all applied loads until concrete is cured, and for easy removal without 
damage to concrete. 

B. Verify that forms are clean and free of rust before applying release agent. 

C. Coordinate placement of joint devices with erection of concrete formwork and 
placement of form accessories. 
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D. Prepare previously placed concrete by cleaning with steel brush and applying 
bonding agent in accordance with manufacturer's instructions. 

E. In locations where new concrete is doweled to existing work, drill holes in 
existing concrete, insert steel dowels and pack solid with non-shrink grout. 

F. Install vapor barrier under interior slabs on grade. Lap joints minimum 6 inches 
(150 mm) and seal watertight by taping edges and ends. Cover with sand to depth 
shown on drawings. 

 
3.03 INSTALLATION (OF REINFORCEMENTS) 

A. Fabricate and handle epoxy-coated reinforcing in accordance with ASTM D 
3963/D 3963M. 

B. Comply with requirements of ACI 301. Clean reinforcement of loose rust and mill 
scale, and accurately position, support, and secure in place to achieve not less than 
minimum concrete coverage required for protection. 

C. Install wire fabric in maximum possible lengths, and offset end laps in both 
directions. Splice laps with tie wire. 

D. Verify that anchors, seats, plates, reinforcement and other items to be cast into 
concrete are accurately placed, positioned securely, and will not interfere with 
concrete placement. 

 
3.04 FIELD QUALITY CONTROL 

A. An independent testing agency will perform field quality control tests, as 
specified in Section 01 40 00 Quality Requirements. 

B. Provide free access to concrete operations at project site and cooperate with 
appointed firm. 

C. Submit proposed mix design of each class of concrete to inspection and testing 
firm for review prior to commencement of concrete operations. 

D. Tests of concrete and concrete materials may be performed at any time to ensure 
conformance with specified requirements. 

E. Compressive Strength Tests:  ASTM C 39/C 39M. For each test, mold and cure 
three concrete test cylinders. Obtain test samples for every 100 cu yd (76 cu m) or 
less of each class of concrete placed. 

F. Take one additional set of test cylinders during cold weather concreting, cured on 
job site under same conditions as concrete it represents. 

G. Perform one slump test for each set of test cylinders taken. 

 

3.05 PLACING CONCRETE 
A. Place concrete in accordance with ACI 304R. 
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B. Place concrete for floor slabs in accordance with ACI 302.1R. 

C. Notify not less than 24 hours prior to commencement of placement operations. 

D. Ensure reinforcement, inserts, waterstops, embedded parts, and formed 
construction joint devices will not be disturbed during concrete placement. 

E. Repair vapor barrier damaged during placement of concrete reinforcing. Repair 
with vapor barrier material; lap over damaged areas minimum 6 inches and seal 
watertight. 

F. Separate slabs on grade from vertical surfaces with joint filler. 

G. Place joint filler in floor slab pattern placement sequence. Set top to required 
elevations. Secure to resist movement by wet concrete. 

H. Extend joint filler from bottom of slab to within 1/2 inch (13 mm) of finished slab 
surface. 

I. Install joint devices in accordance with manufacturer's instructions. 

J. Install construction joint devices in coordination with floor slab pattern placement 
sequence. Set top to required elevations. Secure to resist movement by wet 
concrete. 

K. Install joint device anchors for expansion joint assemblies as specified. Maintain 
correct position to allow joint cover to be flush with floor and wall finish. 

L. Apply sealants in joint devices in accordance with Manufacturer. 

M. Maintain records of concrete placement. Record date, location, quantity, air 
temperature, and test samples taken. 

N. Place concrete continuously between predetermined expansion, control, and 
construction joints. 

O. Do not interrupt successive placement; do not permit cold joints to occur. 

P. Place floor slabs in checkerboard or saw cut pattern indicated. 

Q. Saw cut joints within 24 hours after placing. Use 3/16 inch thick blade, cut into 
1/4 depth of slab thickness. 

R. Screed floors level, maintaining surface flatness of maximum 1/4 inch in 10 ft. 

 

3.06 CONCRETE FINISHING 
A. Repair surface defects, including tie holes, immediately after removing formwork. 

B. Unexposed Form Finish:  Rub down or chip off fins or other raised areas 1/4 inch 
or more in height. 

C. Exposed Form Finish:  Rub down or chip off and smooth fins or other raised areas 
1/4 inch or more in height. Provide finish as follows: 

1. Smooth Rubbed Finish:  Wet concrete and rub with carborundum brick or 
other abrasive, not more than 24 hours after form removal. 
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2. Grout Cleaned Finish:  Wet areas to be cleaned and apply grout mixture 
by brush or spray; scrub immediately to remove excess grout. After 
drying, rub vigorously with clean burlap, and keep moist for 36 hours. 

3. Cork Floated Finish:  Immediately after form removal, apply grout with 
trowel or firm rubber float; compress grout with low-speed grinder, and 
apply final texture with cork float.  

D. Concrete Slabs:  Finish to requirements of ACI 302.1R, and as follows: 

1. Wood float surfaces that will receive quarry tile, ceramic tile, and terrazzo 
with full bed setting system. 

2. Steel trowel surfaces that will receive carpeting, resilient flooring, 
seamless flooring, thin set quarry tile, and thin set ceramic tile. 

3. Steel trowel surfaces that will be left exposed. 

a. Chemical Hardener:  After slab has cured, apply water-diluted 
hardener in three coats per manufacturer's instructions, allowing 24 
hours between coats.  

E. In areas with floor drains, maintain floor elevation at walls; pitch surfaces 
uniformly to drains at 1:100 nominal. 

 

3.07 CURING AND PROTECTION 
A. Comply with requirements of ACI 308. Immediately after placement, protect 

concrete from premature drying, excessively hot or cold temperatures, rain and 
flowing water, and mechanical injury. 

B. Maintain concrete with minimal moisture loss at relatively constant temperature 
for period necessary for hydration of cement and hardening of concrete. 

1. Normal concrete:  Not less than 7 days. 

2. High early strength concrete:  Not less than 4 days. 

C. Formed Surfaces:  Cure by moist curing with forms in place for full curing period. 

D. After forms are removed, an approved membrane forming curing compound, to 
seal water in the concrete, shall be applied to all concrete except surfaces which 
are to receive future concrete or mortar necessary for hydration of cement and 
hardening of concrete. 

1. Normal concrete:  Not less than 7 days. 

2. High early strength concrete:  Not less than 4 days. 

E. Surfaces Not in Contact with Forms: 

1. Start initial curing as soon as free water has disappeared and before 
surface is dry. Keep continuously moist for not less than three days by 
water ponding, water-saturated sand, water-fog spray, or saturated burlap. 

2. Begin final curing after initial curing but before surface is dry. 
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a. Moisture-retaining cover:  Seal in place with waterproof tape or 
adhesive. 

b. Curing compound:  Apply in two coats at right angles, using 
application rate recommended by manufacturer. 

 

3.08 WATER TIGHTNESS 
A. All concrete structures for holding and transporting water and wastewater, and 

pits below ground level, shall be watertight; a drop in the water level of more than 
¼ inch within 24 hours will not be permitted when waterholding and transporting 
structures, and pits below ground level, are filled. 

B. All exposed surfaces of water holding and transporting structures, and interiors of 
pits below ground water level, shall be free from visible damp spots and seepages 
before acceptance. 

C. The Contractor shall fill and test structures prior to backfilling, as directed by the 
Peachtree City Project Manager. 

 
3.09 CONTROL JOINTS 

A. Construction Joints:  Shall be formed using galvanized metal keyway or job-built 
wood forms with keyway. 

B. Sawed Joints:  Shall be sawed within 24-hours of placing the concrete. 

C. Expansion Joints:  Shall be located where new concrete is to be placed up to 
existing concrete and as shown on the drawings or as directed by the Peachtree 
City Project Manager. 

D. General:  Joints shall be located so that the maximum area between shall not 
exceed 600 square feet. Length to width ratios shall not exceed 2 to 1. Refer to the 
drawings for a specific joint pattern. 

 
3.10 DEFECTIVE WORK 

Concrete not conforming with the plans and specifications, not formed as shown on the 
plans, has a defective surface, or lacks the required strength shall be removed from the 
job site at the contractor's expense or repaired as directed by the Peachtree City Project 
Manager. 

 
END OF SECTION 
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SECTION 31 10 00 
SITE CLEARING 

PART 1  GENERAL 
 

1.01 SCOPE 
This Section describes materials and equipment to be utilized and requirements for their use 
in preparing the work site for construction. The Contractor shall furnish all materials, 
equipment and labor necessary to complete the work. The contractor is required to contact 
the Utilities Protection Center, Inc. in the State of Georgia call 811 prior to any 
excavation or construction. 

 

1.02 REFERENCES 
Georgia Manual for Erosion and Sedimentation Control, current edition 

 
1.03 QUALITY ASSURANCE 

A. Comply with applicable codes, ordinances, rules, regulations and laws of local, 
municipal, state or federal authorities having jurisdiction. 

B. Layout work shall be done under supervision of a Civil Engineer or Registered Land 
Surveyor, registered in Georgia.  

C. Transit and measuring devices shall be calibrated to layout site and construction 
work. 

 

1.04 SITE CONDITIONS 
The area to be cleared and grubbed is shown schematically on the Drawings or specified 
below. 

 

PART 2  PRODUCTS 
 

2.01 EQUIPMENT 
The Contractor shall furnish equipment of the type normally used in clearing and grubbing 
operations including, but not limited to, tractors, dozers, chippers, trucks, loaders, and root 
rakes.  
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PART 3  EXECUTION 
 
3.01 PREPARATION 

A. Protect and maintain all benchmarks, monuments and reference points. Replace if 
disturbed or destroyed. If found at variance with the Drawings, notify the Peachtree 
City Project Manager before proceeding with layout work. 

B. Install erosion and sedimentation control structures as shown on the Drawings. 

C. Protect all trees, vegetation, structures, utilities, and buildings not designated for 
removal for demolition. 

 

3.02 TOPSOIL STRIPPING AND STOCKPILING 
A. Topsoil (top 6" – 8" of material to be confirmed by based on observations of 

Peachtree City Project Manager) is to be removed from all cleared and grubbed 
areas and placed in designated stockpile areas as shown on the plans. If a stockpile 
area is not provided in the plans, then an area shall be proposed by the Contractor 
and approved by the Peachtree City Project Manager).  The Contractor shall then 
grade the entire work site to conform, in general, to the finish elevations shown on 
the Plans.  

B. Shape topsoil stockpiles to drain without ponding water. 

C. Where trees are indicated to remain, stop topsoil stripping at drip line. 

 

3.03 TREE PROTECTION 
A. Construct tree protection barricades, minimum 3'-0" high around individual trees 

and groups of trees designated to remain. Construct barricades at drip line. 

B. Protect tree root systems from damage due to deleterious materials caused by run-off 
or spillage during mixing, use or discarding of construction materials or drainage 
from stored materials. Protect root systems form compaction, flooding, erosion or 
excessive wetting. 

 

3.04 EXCAVATION AROUND TREES TO REMAIN 
A. Where trenching for utilities is required within drip line, hand dig under or around 

roots. Cut no lateral roots or tap roots; cut smaller roots which interfere with new 
construction. 

B. Where excavation for new construction is required within drip line of trees, hand 
excavate to minimize damage to root systems. Use narrow tine spading forks and 
comb soil to expose roots. Relocate roots in backfill areas. If large, main lateral roots 
are encountered, expose beyond excavation limits, bend and relocate without 
breaking. If encountered immediately adjacent to location of new construction and 
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relocation is not practical, cut roots approximately 3" back from new construction. 

C. Allow no exposed roots to dry out before permanent backfill is places; provide 
temporary earth cover, or pack with peat moss and wrap with burlap. Water and 
maintain in moist condition and temporarily support and protect from damage until 
permanently relocated and covered with backfill. 

D. Prune braches in accord with standard horticultural practice to balance loss to root 
system caused by damage or cutting of root system. Engage qualified arborist 
approved by the Peachtree City Project Manager to prune branches. 

 

3.05 REPAIR FOR DAMAGED TREES 
A. Engage a qualified arborist approved by the Peachtree City Project Manager to 

perform tree repair work. 

B. Make repairs promptly after damage occurs to prevent progressive deterioration of 
damaged trees. 

C. Remove dead trees and damaged trees in construction area which are determined by 
the tree arborist to be incapable of restoration to normal growth pattern. 

 
3.06 CLEARING AND GRUBBING 
 

A. Clear and grub each area before excavating. All trees, herbaceous growth and 
stumps are to be chipped for mulch. Mulch will be stockpiled in the areas designated 
on the Plans or used for erosion control as required. All other debris is to be removed 
to an approved landfill.  

B. Materials to be removed from the project site include, but are not limited to trash, 
organic matter, construction waste materials (i.e. paving, concrete miscellaneous 
structures, houses), debris and abandoned utilities.  

C. Grubbing shall consist of completely removing roots, stumps, trash and other debris 
from all graded areas so that topsoil is free of roots and debris. Topsoil is to be left 
sufficiently clean so that further picking and raking will not be required. 

D. All foundations and planking embedded in the ground shall be removed and 
disposed. Butts of utility poles shall be removed. 

E. Landscaping features shall include, but not limited to, fences, cultivated trees and 
shrubbery, property corners, man made improvements and signs. The Contractor 
shall take extreme care in moving landscape features and promptly re-establishing 
these features.   Alternatively, the Contractor may propose to replace the features.  
This alternative will only be allowed if the Peachtree City Project Manager and 
Private Property Owner approve such a substitution in writing prior to removal. 

F. Surface rocks and boulders shall be grubbed from the soil and removed from the site 
if not suitable as rip rap. 
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G. The entire construction area shall be grubbed by heavy tractors with root rakes. 
Raking shall generally proceed along the contour rather than up and down slopes so 
as to inhibit soil erosion. 

H. Where the tree limbs interfere with utility wires, or where the trees to be felled are in 
close proximity to utility wires, the tree shall be taken down in sections to eliminate 
the possibility of damage to the utility. 

I. Any work pertaining to utility poles shall comply with the requirements of the 
appropriate utility. 

J. All fences adjoining any excavation or embankment that, in the Contractor's opinion, 
may be damaged or buried, shall be carefully removed, stored and replaced. Any 
fencing that, in the Peachtree City Project Manager's opinion, is significantly 
damaged shall be replaced with new fence material. 

K. Stumps and roots shall be grubbed and removed to a depth not less than two feet 
below grade. All holes or cavities which extend below the subgrade elevation of the 
proposed work shall be filled with crushed rock or other suitable material, 
compacted to the same density as the surrounding material. 

L. The Contractor shall exercise special precautions for the protection and preservation 
of trees, cultivated shrubs, sod, fences, etc. situated within the limits of the 
construction area but not directly within excavation and/or fill limits. The Contractor 
shall be held liable for any damage the Contractor's operations have inflicted on such 
property. 

M. The Contractor shall be responsible for all damages to existing improvements 
resulting from Contractor's operations. 

 
3.07 DISPOSAL OF DEBRIS 

A. The debris resulting from the clearing and grubbing operation shall be removed from 
the site and disposed of in accordance with all requirements of federal, state, county 
and municipal regulations. No debris of any kind shall be deposited in any stream or 
body of water, or in any street or alley. No debris shall be deposited upon any 
private property unless provided via a written authorization from the property owner 
and provided to the Peachtree City Project Manager. In no case shall any material or 
debris be left on the Project, shoved onto abutting private properties or buried on the 
Project. 
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B. No burning shall be allowed of debris generated by the project under any 
circumstances unless allowed in writing by the Peachtree City Project Manager.  If 
approved in writing by the Peachtree City Project Manager and when authorized by 
the proper authorities, the Contractor may dispose of such debris by burning on the 
Project site provided all requirements set forth by the governing authorities are met. 
The authorization to burn shall not relieve the Contractor in any way from damages 
which result from the Contractor's operations. On easements through private 
property, the Contractor shall not burn on the site unless written consent is also 
secured from the property owner, in addition to authorization from the proper 
authorities. 

C. Tub Grinders shall not be allowed on any Peachtree City project for which these 
specifications govern unless allowed in writing by the Peachtree City Project 
Manager.  Chippers which discharge directly to a truck with a roof and sides to 
prevent material from being discharged in an uncontrolled manner will be allowed.  
However, the contractor is cautioned to ensure that debris from the chipper shall not 
pose a danger to the public or private property.  If a forestry head will be utilized on 
a tractor or other piece of equipment, then the Contractor shall notify the Peachtree 
City Project Manager at least 48 hours in advance of the work and present a plan for 
use of the equipment and secure approval. 

 

END OF SECTION 
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SECTION 31 14 14 
TOPSOIL 

PART 1  GENERAL 
 

1.01 SCOPE 
A. Topsoil for planting shall consist of a rich, friable soil conforming to the 

requirements and provisions set out in these Specifications, or an approved by the 
Peachtree City Project Manager and obtained from locations indicated on the 
Drawings.  Topsoil shall be placed at the locations indicated on the Drawings, set 
out in the Specifications or as directed by the Peachtree City Project Manager and 
in conformity with the provisions and requirements set out in the Specifications. 

B. Suitable topsoil which has been stripped off of excavation and embankment areas 
shall be stockpiled as directed by the Peachtree City Project Manager and later 
used before additional topsoil is hauled to the site.  Unsuitable material shall not 
be included in these stockpiles and shall be wasted as directed by the Peachtree 
City Project Manager. 

 

PART 2  PRODUCTS 
 

2.01 MATERIALS 
A. Topsoil planting shall be a rich, friable loam containing a large amount of humus 

and shall be original surface sandy loam, topsoil of good, rich, uniform quality, 
free from any material such as hard clods, stiff clay, hardpan, partially 
disintegrated stone, pebbles larger than 1/2-inch in diameter, lime, cement, bricks, 
ashes, cinders, slag, concrete, bitumen or its residue, boards, sticks, chips or other 
undesirable material harmful or unnecessary to plant growth.  Topsoil shall be 
reasonable free from perennial weeds and shall not contain objectionable plant 
material, toxic amounts of either acid or alkaline elements or vegetable debris 
undesirable or harmful to plant life. 

B. Topsoil shall be natural topsoil without admixture of subsoil material, and shall be 
classified as a loam, silt loam, clay loam or a combination thereof.  Topsoil shall 
contain not less than five percent nor more than 20 percent, by weight, of organic 
mater as determined by loss or ignition of oven-dried samples.  The ignition test 
shall be performed on samples which have been thoroughly oven-dried to 
constant weight at a temperature of 221 degrees F. 

C. Topsoil shall be secured from areas from which topsoil has not been previously 
removed, either by erosion or mechanical methods.  Topsoil shall not be removed 
to a depth in excess of the depth approved by the Peachtree City Project Manager. 
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D. The area or areas from which topsoil is secured shall possess such uniformity of 
soil depth, color, texture, drainage and other characteristics as to offer assurance 
that, when removed in commercial quantities, the product will be homogeneous in 
nature and will conform to the requirements of these Specifications, or as required 
by the Peachtree City Project Manager. 

E. Topsoil may be secured, if approved by the Peachtree City Project Manager, from 
areas which are, or have been, in cultivation within the past five years, which are 
producing or have produced fair or good yields of staple farm or truck crops 
without unusual fertilization, or topsoil may be secured from areas supplied with 
good normal drainage which is arable or suitable for cultivation. 

 

PART 3  EXECUTION 
 

3.01 EQUIPMENT 
All equipment necessary for the proper removal, transportation, protection and 
maintenance of topsoil must be available, when required, in first class working condition 
and shall have been approved by the Peachtree City Project Manager before construction 
will be permitted to begin. 

 

3.02 REQUIREMENTS 
A. Topsoil, except that stockpiled from excavation or embankment areas on the 

Project, shall not be stored for use but shall be excavated and placed directly into 
its final position. 

B. All areas from which topsoil is to be secured, shall be cleaned of all sticks, 
boards, stones, lime, cement, ashes, cinders, slag which will hinder or prevent 
growth. 

C. In securing topsoil from a designated pit, or elsewhere, should strata or seams of 
material occur which do not come under the requirements for topsoil, such 
material shall be removed from the topsoil or if required by the Peachtree City 
Project Manager, the pit shall be abandoned. 

D. Before placing or depositing topsoil upon any areas, all improvements within the 
area shall be completed, unless otherwise approved by the Peachtree City Project 
Manager. 

E. The areas or pits into which topsoil is to be placed or incorporated, shall be 
prepared before securing topsoil for use.  The depth to which topsoil is excavated 
in any pit, shall be subject to the direction of and be approved by the Peachtree 
City Project Manager. 

F. All stockpiled soils shall have adequate erosion control features in place to 
prevent the loss of any material from said stockpile area into storm sewers, 
ditches, swales, streams, ponds, lakes or waterways of any kind. 
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G. Topsoil shall be transported in vehicles which will not lose or scatter the topsoil 
during transportation. 

H. Topsoil shall be placed upon or incorporated into prepared areas or pits in 
accordance with the provisions and requirements set out in the sections of these 
Specifications covering the particular type or kind of planting or seeding for 
which topsoil is required. 

I. Rock sloped and other rock areas which are to be seeded shall be capped with 9-
inches of suitable material before topsoil is used. 

 

3.03 MAINTENANCE 
The Contractor shall maintain topsoil, at Contractor's own expense, in connection with 
any seeding or planting, or otherwise, until final completion of the Project.  Maintenance 
shall consist of preserving, protecting, replacing and such other work as may be 
necessary to keep the Project in a satisfactory condition. 

 

3.04 CLEANING 
A. Final cleaning shall consist of completely cleaning the area of all equipment, 

rubbish, excess material and unused materials which will mar the appearance of 
the Project and disposing of the same satisfactorily. 

B. All pavements and structures shall be swept clean of all dirt or rubbish which may 
have become deposited upon them during construction. 

C. In addition, final cleaning up shall be performed in accordance with the 
requirements of these Specifications. 

 

END OF SECTION 
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SECTION 31 20 00 
EARTH MOVING 

PART 1  GENERAL 
 

1.01 SCOPE 

A. This Section includes earthwork and related operations, including, but not limited to 
dewatering, excavating all classes of material encountered, pumping, draining and 
handling of water encountered in the excavations, handling, storage, transportation and 
disposal of all excavated and unsuitable material, construction of fills and 
embankments, backfilling around structures, compacting, all sheeting, shoring and 
bracing, preparation of subgrades, surfacing and grading, and any other similar, 
incidental, or appurtenant earthwork operations which may be necessary to properly 
complete the work. 

B. The Contractor shall provide all services, labor, materials, and equipment required for 
all earthwork and related operations, necessary or convenient to the Contractor, for 
furnishing complete work as shown on the Drawings or specified in these Contract 
Documents. 

 

1.02 RELATED SECTIONS 

A. Geotechnical Report - Section 00 31 32 (If provided in bidding documents) 

B. Site Preparation - Section 31 10 00 

C. Trench Excavation and Backfill - Section 31 23 16 

 

1.03 GENERAL 

A. The elevations shown on the Drawings as existing are taken from the best existing data 
and are intended to give reasonably accurate information about the existing elevations. 
They are not precise and the Contractor shall become satisfied as to the exact quantities 
of excavation and fill required. 

B. Earthwork operations shall be performed in a safe and proper manner with appropriate 
precautions being taken against all hazards. 

C. All excavated and filled areas for structures, trenches, fills, topsoil areas, embankments, 
and channels shall be maintained by the Contractor in good condition at all times until 
final acceptance by the Owner. All damage caused by erosion or other construction 
operations shall be repaired by the Contractor using material of the same type as the 
damaged material. 

D. The Contractor shall control grading in a manner to prevent surface water from running 
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into excavations. Obstruction of surface drainage shall be avoided and means shall be 
provided whereby storm water can be uninterrupted in existing gutters, other surface 
drains, or temporary drains. Free access must be provided to all fire hydrants and 
meters. 

E. Tests for compaction and density shall be conducted by the Peachtree City Project Manager 
or by an independent testing laboratory selected in accordance with Section 01 45 29 of 
these Specifications. 

1. The soils testing laboratory is responsible for the following: 

a. Field compaction testing shall be based on using the maximum dry 
density determined by the Standard Proctor Compaction Test in 
accordance with ASTM D 698. 

b. Determination of in-place backfill density shall be done in accordance 
with ASTM D 1556, “Density and unit weight of Soil In Place by the 
Sand-Cone Method”, ASTM D 2937, “Density of Soil In Place by the 
Drive-Cylinder Method” or ASTM D 2922, “Density of Soil and 
Soil-Aggregate In Place by Nuclear Methods (Shallow Depth)”. 

c. Field density tests for each lift; one test for each 5,000 square feet of fill 
or minimum one test per lift.  

d. Inspecting and testing stripped site, subgrades and proposed fill 
materials. 

2. Contractor's duties relative to testing include: 

a. Notifying laboratory of conditions requiring testing. 

b. Coordinating with laboratory for field testing. 

c. Providing representative fill soil samples to the laboratory for test 
purposes. Provide 50 pound samples of each fill soil. 

3. Inspection 

a. Earthwork operations, suitability of excavated materials for fill and 
backfill, and placing and compaction of fill and backfill is subject to 
inspection. Peachtree City Project Manager will observe earthwork 
operations. 

b. Foundations and shallow spread footing foundations are required to be 
inspected by an Peachtree City Project Manager to verify suitable 
bearing and construction. 

F. All earthwork operations shall comply with the requirements of OSHA Construction 
Standards, Part 1926, Subpart P, Excavations, Trenching, and Shoring, and Subpart O, 
Motor Vehicles, Mechanized Equipment, and Marine Operations, and shall be 
conducted in a manner acceptable to the Peachtree City Project Manager. 

G. It is understood and agreed that the Contractor has made a thorough investigation of the 
surface and subsurface conditions of the site and any special construction problems 
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which might arise as a result of nearby watercourses and floodplains. The Contractor 
shall be responsible for providing all services, labor, equipment, and materials 
necessary or convenient to the Contractor for completing the work within the time 
specified in these Contract Documents. 

H. Safety 

Perform all trench excavation and backfilling activities in accordance with the 
Occupational Safety and Health Act of 1970 (PL 91-596), as amended. The Contractor 
shall pay particular attention to the Safety and Health Regulations Part 1926, Subpart P 
“Excavation, Trenching & Shoring” as described in OSHA publication 2226. 

 

PART 2  PRODUCTS 
 

2.01 SOILS CLASSIFICATIONS  
Bedding materials listed here include a number of processed materials plus the soil types 
defined according to the Unified Soil Classification System (USCS) in ASTM D 2487, 
Standard Method for Classification of Soils for Engineering Purposes. (See below for 
description of soil classification). These materials are grouped into five broad categories 
according to their suitability for this application: 

A. Class I - Angular, 1/4 to 1 1/2 inches (6 to 40 mm) graded stone, including such as 
coral, slag, cinders, crushed shells and crushed stone. Note - The size range and 
resulting high voids ratio of Class I material make it suitable for use to dewater 
trenches during pipe installation. This permeable characteristic dictates that its use be 
limited to locations where pipe support will not be lost by migration of other 
embedment materials into the Class I material. When such migration is possible, the 
material's minimum size range should be reduced to finer than 1/4 inch (6 mm) and 
the gradation properly designed to limit the size of the voids. 

B. Class II - Coarse sands and gravels with maximum particle size of 1 1/2 inch (40 
mm), including variously graded sands and gravels containing small percentages of 
fines, generally granular and non-cohesive, either wet or dry. Soil Types GW, GP, 
SW and SP are included in this class. Note - Sands and gravels which are clean or 
borderline between clean and with fines should be included. Coarse-grained soils 
with less than 12% but more than 5% fines are neglected in ASTM D2487 and the 
USCS and should be included. The gradation of Class II material influences its 
density and pipe support strength when loosely placed. The gradation of Class II 
material influences its density and pipe support strength when loosely placed. The 
gradation of Class II material may be critical to the pipe support and stability of the 
foundation and embedment if the material is imported and is not native to the trench 
excavation. A gradation other than well graded, such as uniformly graded or gap 
graded, may permit loss of support by migration into void spaces of a finer grained 
natural material from the trench wall and foundation. 
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C. Class III - Fine sand and clayey (clay filled) gravels, including fine sands, sand-clay 
mixtures and gravel-clay mixtures. Soil Types SM, GC, SM, and SC are included in 
this class. 

D. Class IV - Silt, silty clays and clays, including inorganic clays and silts of not to high 
plasticity and liquid limits. Soil Types MH, ML, CH, and CL are included in this 
class. Note- Caution should be used in the design and selection of the degree and 
method of compaction for Class IV soils because of the difficulty in properly 
controlling the moisture content under field conditions. Some Class IV soils with 
medium to high plasticity and with liquid limits greater than 50% (CH, MH, 
CH-MH) exhibit reduced strength when wet and should only be used for bedding, 
haunching and initial backfill in arid locations where the pipe embedment will not be 
saturated by ground water, rainfall and/or exfiltration from the pipeline system. Class 
IV soils with low to medium plasticity and with liquid limits lower than 50% (CL, 
ML, CL-ML) also require careful consideration in design and installation to control 
moisture content but need not be restricted in use to arid locations. 

E. Class V - This class includes the organic soils OL, OH, and PT as well as soils 
containing frozen earth, debris, rocks larger than 1 1/2 inch (40 mm) in diameter, and 
other foreign materials. These materials are not recommended for bedding, haunching 
or initial backfill. 

DESCRIPTION OF EMBEDMENT MATERIAL CLASSIFICATIONS 

SOIL CLASS 
SOIL 
TYPE DESCRIPTION MATERIAL CLASSIFICATION 

Class I Soils * --- Manufactured angular, granular material, 3/4 to 1 1/2 inches (6 
to 40 mm) size, including materials having regional significance 
such as crushed stone, or rock, broken coral, crushed slag, 
cinders, or crushed shells. 

   

Class II Soil ** GW Well-graded gravels and gravel-sand mixtures, little or no fines. 
50% or more retained on No. 4 sieve.  More than 95% retained 
on No. 200 sieve. Clean.. 

   

 GP Poorly graded gravels and gravel-sand mixtures, little or no 
fines. 50% or more retained on No. 4 sieve. More than 95% 
retained on No. 200 sieve. Clean 

   

 SW Well-graded sands and gravely sands, little or no fines. More 
than 50% passes No. 4 sieve. More than 95% retained on No. 
200 sieve. Clean. 

   

 SP Poorly graded sands and gravelly sand, little or no fines. More 
than 50% passes No. 4 sieve. More than 95% retained on No. 
200 sieve. Clean. 
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Class III Soil *** GM Silty gravels, gravel-sand-silt mixtures. 50% or more retained 
on No. 200 sieve.  

   

 GC Clayey gravels, gravel-sand-clay mixtures. 50% or more 
retained on No. 4 sieve. More than 50% retained on No. 200 
sieve. 

   

 SM Silty sands, sand-silt mixtures. More than 50% passes No. 4 
sieve. More than 50% retained on No. 200 sieve. 

   

 SC Clayey sands, sand-clay mixtures. More than 50% passes No. 
4 sieve. More than 50% retained on No. 200 sieve. 

   

Class IV Soils  ML Inorganic silts, very fine sands, rock flour, silty or clayey fine 
sands. Liquid limit 50% or less. 50% or more passes No. 200 
sieve. 

   

 CL Inorganic clays of low to medium plasticity, gravelly clays, 
sandy clays, silty clays, lean clays. Liquid limit 50% or less. 
50% or more passes No. 200 sieve. 

   

 MH Inorganic silts, micaceous or diatomaceous fine sands or silts, 
elastic silts. Liquid limit greater than 50%. 50% or more passes 
No. 200 sieve. 

   

 CH Inorganic clays of high plasticity, fat clays. Liquid limit greater 
than 50%. 50% or more passes No. 200 sieve. 

   

Class V Soils OL Organic silts and organic silty clays of low plasticity. Liquid limit 
50% or less. 50% or less. 50% or more passes No. 200 sieve. 

   

 OH Organic clays of medium to high plasticity. Liquid limit 50% or 
less. 50% or more passes No. 200 sieve. 

   

 PT Peat, muck and other highly organic soils. 

 
* Soils defined as Class I materials are not defined in ASTM D2487. 

** In accordance with ASTM D2487, less than 5% pass No. 200 sieve.   

*** In accordance with ASTM D2487, more than 12% pass No. 200 sieve. Soils with 5% to 12% 
pass No. 200 sieve fall in borderline classification, e.g. GP-GC. 
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2.02 FILL MATERIAL 

A. Sand Fill:  Material shall consist of a clean sand with a fineness modulus of 1.6 to 3.1 
and containing not more than 10 percent by weight finer than No. 200 U.S. Standard 
Sieve. 

B. Earth Fill:  Material shall consist of inorganic material free of roots, cobbles and 
boulders and classified as SM, ML, SC, or CL by ASTM D2487-85 "Standard Methods 
for Classification of Soils for Engineering Purposes". Earth Fill shall also conform to 
the following: 

1. Liquid Limit  =  50 maximum 

2. Plasticity Index  =  20 maximum 

3. Dry Unit Weight  =  90 pcf minimum maximum density     

C. Coarse Aggregate (Crushed Stone):  Coarse aggregate shall conform to the Georgia 
Department of Transportation Standard Specifications for Construction of Road and 
Bridges, Table 800.01 H, Size No. 57. 

 

2.03 UNSUITABLE SITE FILL MATERIAL 

Material which does not conform to the above classifications (soil classification SP, SW.GM, 
CH, MH, OH, OL, and PT) may be used as Site Fill material in areas identified on the drawings 
as "spoil areas", in areas with no structures and or roads and other non-critical areas. 

 

2.04 SHEETING, BRACING AND TIMBERING 

A. Sheeting, Bracing and Timbering:  Unless the slopes are to be benched back per 
applicable regulations, the Contractor shall furnish, place and maintain all sheeting, 
bracing and timbering required to properly support trenches and other excavations in 
open cut and to prevent all movement of the soil, pavement, structures, or utilities 
outside of the trench or pit. 

1. General 

a. Cofferdams and bracing design, including computations, shall be 
prepared before commencing construction operations. Drawings and 
design computations shall be signed and sealed by a professional 
engineer registered in the State of Georgia. The drawings and design 
computations shall be submitted to the Peachtree City Project Manager 
for informational purposes only. 

b. Sheeting, bracing and timbering shall be so placed as to allow the work 
to be constructed to the lines and grades shown on the Drawings and as 
ordered by the Peachtree City Project Manager. 

c. If at any time the method being used by the Contractor for supporting 
any material or structure in or adjacent to any excavation is not 
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reasonably safe, the Contractor shall provide additional bracing and 
support necessary to furnish the added degree of safety. 

d. All sheeting in contact with the concrete or masonry shall be cut off as 
directed by the Peachtree City Project Manager and left in place. 

2. Timber:  Timber may be substituted for steel sheet piling when approved by the 
Peachtree City Project Manager. Timber for shoring, sheeting or bracing shall 
be sound and free of large or loose knots, and in good condition. Size and 
spacing shall be in accordance with OSHA regulations. 

3. Steel Sheet Piling:  Steel sheet piling shall be the continuous interlock type. The 
weight, depth, and section modulus of the sheet piling shall be sufficient to 
restrain the loads of earth pressure and surcharge from existing foundations 
and/or live loads. Procedure for installation and bracing shall be so scheduled 
and coordinated with the removal of the earth that the ground under existing 
structures shall be protected against lateral movement at all times. The 
Contractor shall provide closure and sealing between sheet piling and existing 
facilities. Steel piling shall be removed, unless otherwise directed by the 
Peachtree City Project Manager. 

4. Remove bracing and sheeting in units when backfill reaches the point necessary 
to protect the structures and adjacent property. Leave sheeting in place when, in 
the opinion of the Peachtree City Project Manager, it cannot be safely removed. 
Cut off sheeting left in place at least two feet below the surface. 

 

2.05 FILTER FABRIC  

A. Filter fabric associated with bedding shall be a UV stabilized, spunbonded, 
continuous filament, needle punched, polypropylene, nonwoven geotextile. 

B. The fabric shall have an equivalent open size (EOS or AOS) of 120 - 70. The fabric 
shall also conform to the minimum property values listed in the following table: 

 

Fabric Property Unit Test Procedure 

Average Value 

Typical Minimum 

Weight oz/yd2 ASTM D 3776 8.3  

Thickness mils ASTM D 1777 105  

Grab Strength lbs. ASTM D 4632 240 210 

Grab Elongation % ASTM D 4632 >50 50 

Tear Strength lbs. ASTM D 4533 100 85 

Mullen Burst psi ASTM D 3786 350 320 

Puncture Resistance lbs. ASTM D 4833 115 100 
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Permittivity sec-1 ASTM D 4491 1.7  

Water Permeability cm/sec ASTM D 4491 0.4  

Water Flow Rate gpm/ft2 ASTM D 4491 120  

UV Resistance (500 hrs) % ASTM D 4355 >85  

PH   2 – 13  

C. Filter fabric shall be Polyfelt TS 700, Trevira 1125 or SuPac 7-MP. 

 

2.06 CONCRETE 

Concrete for initial backfill or encasement shall have a compressive strength of not less than 
3,000 psi, with not less than 5.5 bags of cement per cubic yard and a slump between 3 and 
5-inches. Ready-mixed concrete shall be mixed and transported in accordance with ASTM C 
94. Reinforcing steel shall conform to the requirements of ASTM A 615, Grade 60. 

 

2.07 FLOWABLE FILL 

Flowable fill, where required for backfill, shall meet the requirements of Georgia Department 
of Transportation Standard Specifications, Section 600 for Excavatable or Non-Excavatable 
type. 

 

PART 3  EXECUTION 
 

3.01 GENERAL 

A. Safety:  Comply with local regulations and with the provisions of the “Manual of 
Accident Prevention in Construction” of the Associated General Contractors of 
America, Inc., Occupational Safety and Health Act and all other applicable safety 
regulations. 

B. Topsoil 

1. Remove all topsoil to a depth at which subsoil is encountered, from all areas 
under buildings, pavements, and from all areas which are to be cut to lower 
grades or filled. 

2. With the Peachtree City Project Manager's approval or if noted on plans, topsoil 
to be used for finish grading may be stored on the site. 

3. Other topsoil may be used for fill in non-critical areas with approval of the 
Peachtree City Project Manager. 

4. Properly dispose of all excess topsoil in the designated area. 

C. Bracing and Sheeting 
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1. Furnish, put in place, and maintain all sheeting, bracing, and shoring as may be 
required to properly support the sides of all excavations and to prevent all 
movement of earth which could in any way injure the work, adjacent property 
or workers. 

2. Properly support all excavations where necessary to conform to all pertinent 
rules and regulations and these Specifications, even though, such locations are 
not indicated on the Drawings. 

3. Exercise care in the removal of sheeting, shoring, bracing and timbering to 
prevent collapse or caving of the excavation faces being supported and damage 
to the work and adjacent property. 

4. Do not leave any sheeting or bracing in the trench or excavation after 
completion of the work, unless approved by the Peachtree City Project 
Manager. 

D. Obstructions 

1. Remove and dispose of all boulders, sidewalks, driveways, pavement, pipes, 
and the like, as required for the performance of the work. 

2. Exercise care in excavating around catch basins, inlets and manholes so as to 
not disturb or damage these structures. 

3. Avoid removing or loosening castings or pushing dirt into catch basins, inlets 
and manholes. 

4. Damaged or displaced structures or casting shall be repaired, replaced and dirt 
entering the structures during the performance of the work shall be removed at 
no additional cost to the Owner. 

E. Utilities to be Abandoned 

1. When pipes, conduits, sewers, or other structures are removed from the trench, 
leaving dead ends in the ground, such ends shall be fully plugged or sealed with 
brick and non-shrink grout. 

2. Abandoned structures such as manholes or chambers shall be entirely removed 
unless otherwise noted. 

3. All materials from abandoned utilities shall be removed from the site. 

4. All salvageable materials shall become the property of the Contractor unless 
otherwise noted. 

5. All equipment to be salvaged and remain the property of the Owner shall be 
turned over to the Owner at a designated location. 

F. Extra Earth Excavation 

1. In case soft or excessively wet material which, in the opinion of the Peachtree 
City Project Manager, is not suitable, is encountered below the final subgrade 
elevation of an excavation or underneath a structure, the Peachtree City Project 
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Manager may order the removal of this material and its replacement with 
crushed stone, filter fabric, or other suitable material in order to make a suitable 
foundation for the construction of the structure. 

G. Cutting Paved Surfaces and Similar Improvements 

1. Remove existing pavement as necessary for installing pipe utilities and 
appurtenances or as otherwise shown on the Drawings. 

2. Before removing any pavement, mark the pavement neatly, paralleling pipe 
lines and existing street lines. Space the marks the width of the trench. 

3. Break asphalt pavement along the marks using rotary saws or other suitable 
tools. Break concrete pavement along the marks by use of scoring with a rotary 
saw and breaking below the score by the use of jackhammers or other suitable 
tools. 

4. Do not pull pavement with machines until completely broken and separated 
from pavement to remain. 

5. Do not disturb or damage the adjacent pavement. If the adjacent pavement is 
disturbed or damaged, remove and replace the damaged pavement. No 
additional payment will be made for removing and replacing damaged adjacent 
pavement. 

6. Remove and replace sidewalks disturbed by construction for their full width 
and to the nearest undisturbed joint. 

7. The Contractor may tunnel under curbs that are encountered. Remove and 
replace any curb disturbed by construction to the nearest undisturbed joint. 

 

3.02 EXCAVATION 

A. Method 

1. All excavation shall be by open cut from the surface except as indicated on the 
Drawings. 

2. All excavations for pipe appurtenances and structures shall be made in such a 
manner, and to such depth and width, as will give ample room for building the 
structures, and for bracing, sheeting, and supporting the sides of the excavation, 
for pumping and draining groundwater which may be encountered, and for the 
removal from the excavation of all materials excavated. 

3. Take special care so that the soil below the bottom of the structure to be built is 
left undisturbed. 

B. Grades:  Excavate to grades indicated on the Drawings. Where excavation grades are 
not indicated on the Drawings, excavate as required to accommodate installation. 
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C. Disposal of Excavated Material 

1. Remove and properly dispose of all excavated material not needed to complete 
filling, backfilling and grading. 

2. Dispose of excess earth and rock excavated materials at locations on-site 
designated by the Peachtree City Project Manager. Off-site disposal of all other 
material shall be and in accordance with all requirements of federal, state, 
county, and municipal regulations. No debris of any kind shall be deposited in 
any stream or body of water, or on any street. No debris shall be deposited on 
any private property, except by written consent of the property owner. In no 
case shall any material be shoved onto abutting private properties, or be buried 
in embankments or trenches on the Project. 

 

3.03 EXCAVATING FOR STRUCTURES 

A. Earth Excavation:  Earth excavation shall include all substances to be excavated other 
than rock. Earth excavation for structures shall be to limits not less than two feet 
outside wall lines, to allow for formwork and inspection, and further as necessary to 
permit the trades to install their work. All materials loosened or disturbed by excavation 
shall be removed from surfaces to receive concrete or crushed stone. 

B. Excavation for Foundations:  Footings and slabs on grades shall rest on undisturbed 
earth, rock or compacted materials to insure proper bearing. 

1. Unsuitable Foundation Material:  Any material, in the opinion of the Peachtree 
City Project Manager, which is unsuitable for foundation shall be removed and 
replaced with compacted crushed stone, or with compacted fill material as 
directed by the Peachtree City Project Manager. No determination of 
unsuitability will be made until all requirements for dewatering are 
satisfactorily met. 

2. Foundation in Rock:  Foundations for a structure shall be on similar materials. 
Should excavation for a foundation be partially in rock, the Contractor shall 
undercut that portion of the rock 12-inches and bring the excavation to grade 
with compacted crushed stone. 

3. Pipe Trenches Beneath Structures:  Where piping or conduit passes beneath 
footings or slabs resting on grade, trenches shall be excavated to provide a 
minimum 6-inch clearance from all surfaces of the pipe or conduit. The trench 
shall be backfilled to the base of the structure with concrete. 

4. Unauthorized Excavation:  Care shall be taken that excavation does not extend 
below bottom levels of footings or slabs on earth or rock. Should the 
excavation, through carelessness or neglect, be carried below such levels, the 
Contractor shall fill in the resulting excess excavation with concrete under 
footings and compacted crushed stone or other approved material under slabs. 
Should excavation be carried beyond outside lines of footings such excess 
excavation shall be filled with concrete, or formwork shall be provided, as 
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directed by the Peachtree City Project Manager. 

C. Unsuitable Bearing 

1. If suitable bearings for foundations are not encountered at the elevations 
indicated on the Drawings, immediately notify the Peachtree City Project 
Manager. 

2. Do not proceed further until instructions are received. 

 

3.04 DEWATERING REQUIREMENT 

A. The Contractor may use any dewatering method he deems feasible so long as it 
results in working in the dry and stable soil conditions. 

B. The Contractor shall conform and meet all conditions, obtain necessary permits and 
requirements of the regulatory agencies that have jurisdiction. 

C. It is the intent of these specifications that an adequate dewatering system be installed 
to lower and control the groundwater in order to permit excavation, construction, 
grading and the placement of fill materials, all to be performed under dry conditions. 
The dewatering system shall be adequate to pre-drain the water-bearing strata above 
and below the bottom of the excavation. 

D. The Contractor shall be solely responsible for the arrangement, location and depths of 
dewatering system necessary to accomplish the work described under this section of 
the specifications. The dewatering shall be accomplished in a manner that will reduce 
the hydrostatic head below any excavation to the extent that the water level in the 
construction area are a minimum of three (3) feet below the prevailing excavation 
surface and any surface to be compacted; will prevent the loss of fines, seepage, 
boils, quick conditions, or softening of the foundation strata; will maintain stability of 
the sides and bottom of the excavation; and will result in all construction operations 
being performed in the dry. 

E. The Contractor shall promptly dispose of all water removed from the excavations in 
such a manner as will not endanger public health, damage public or private property, 
or affect adversely any portion of the work under construction or completed by him 
or any other Contractor. Contractor shall obtain written permission from Peachtree 
City and the Private Owner for any property involved before digging ditches or 
constructing water courses for the removal of water. 

F. The disposal of water from the dewatering system shall meet the requirements of all 
regulatory agencies having jurisdiction. 

G. If the dewatering requirements are not satisfied due to inadequacy or failure of the 
dewatering system, then loosening of the foundation strata, or instability of the 
slopes, or damage to the foundations or structures may occur. The supply of all labor 
and materials, and the performance of all work necessary to carry out additional work 
for reinstatement of the structures of foundation soil resulting from such inadequacy 
or failure shall be undertaken by the Contractor subject to the approval of the 
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Peachtree City Project Manager, and at no additional expense to Peachtree City. 

 

3.05 ROCK EXCAVATION 

A. Definition of Mass Rock (only for payment purposes where payment is on a unit 
quantity basis):  Any material which cannot be excavated with a single-tooth ripper 
drawn by a crawler tractor having a minimum draw bar pull rated at not less than 
56,000 pounds (comparable to Caterpillar D 8K or comparable to Caterpillar 973 
front-end loader, and occupying an original volume of at least one cubic yard). The 
Peachtree City Project Manager shall be the sole determinate as to the limits to which 
the material is classified as rock. 

B. Definition of Trench Rock (only for payment purposes where payment is on a unit 
quantity basis):  Any material which cannot be excavated with a backhoe having a 
bucket curling force rated at not less than 25,700 pounds (Caterpillar Model 225 or 
equivalent), and occupying an original volume of at least one-half (1/2) cubic yards. 

C. Excavation:  Where rock is encountered within excavation for structures, it shall be 
excavated to the lines and grades indicated on the Drawings or as otherwise directed 
by the Peachtree City Project Manager. The Contractor shall be responsible for 
obtaining any blasting permits required. 

D. Blasting:  No blasting will be allowed except via written authorization of the 
Peachtree City Project Manager.  If allowed, blasting operations shall be conducted in 
accordance with all existing ordinances and regulations. All structures shall be 
protected from the effects of the blast. Blasting shall be performed and supervised by 
qualified and licensed workers. Dispose of excavated rock in accordance with 
applicable federal, state, county and local regulations. All blasting within 750 ft of an 
inhabited structure and or roadway must be siesmic monitored for ground and air 
vibrations. Peak Particle Velocity shall be measured at nearest structure and shall be 
0.5 inch per second or less during blasts. Shots must be covered with at least 6 feet of 
earthen and synthetic cover (blasting mats). Bore hole diameter must not exceed 4” in 
diameter.  Blast hole cannot exceed 20 feet of solid rock with single delay detonator 
(in terms, if drill depth exceeds more than 20 feet in depth, decking must be done, 
accomplish by using multiple detonators in the blast hole. The blast holes must be 
stemmed with gravel, 89/57 stone. Pre-blast inspections are required. Inspections 
shall be via an engineer that includes inspection of structure, and pictures of any 
existing damage or cracks that structure may have prior to blasting.  

E. If excess excavation is made or the material becomes disturbed so as to require 
removal below final subgrade elevations or beyond the prescribed limits, the resulting 
space shall be refilled with concrete in accordance with Section 2.07 of this 
Specification 

F. Measurement for Payment 

All rock excavation shall be paid for as an incidental part of the item on which the work 
is done except where a separate, unqualified item for rock excavation is indicated in the 
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BID FORM or where rock excavation is ORDERED as an EXTRA by the OWNER, by 
WRITTEN ORDER. Where payment for rock excavation is established by the BID 
FORM or ORDERED as an EXTRA by the OWNER, CONTRACTOR shall be paid 
only for the quantity of rock removed, measured as follows: 

A.  For all masonry structures such as buildings, tanks, vaults, catch basins, 
manholes and the like, the horizontal rock measurement shall be made to 
include 2-1/2 feet from the outside face of finished vertical sidewall of such 
structure and the vertical rock measurement shall be made from the top 
elevation of the rock, before disturbed or removed, to the elevation of the under 
or lower side of the bottom concrete slab of the structure. Any projection below 
the bottom slab of any structure required for sump, well, or other pertinent 
construction shall be measured separately. 

B.  For installation of pipe lines and fittings the horizontal rock measurement shall 
be the nominal outside diameter of the pertinent pipe plus 16-inches, except, 
however, that no horizontal measurement shall be considered to be less than 
27-inches; the vertical rock measurement shall be made from the top elevation 
of the rock, before disturbance or removal, to an elevation of 9-inches below 
the bottom outside surface of the pipe for pipe having a diameter of 8-inches 
through 24-inches, and to an elevation of 12-inches below the bottom outside 
surface of the pipe for all pipe having a diameter greater than 24-inches. 

G. Excess Rock Excavation 

If rock excavated beyond the limits of payment indicated on the Drawings, specified, or 
authorized in writing by the OWNER, the excess excavation whether resulting from 
overbreakage or other causes, shall be backfilled, by and at the expense of the 
CONTRACTOR. 

  

H. Shattered Rock 

If rock below normal depth is shattered due to drilling or blasting operations and such 
shattered rock is unfit for foundations, the shattered rock shall be removed and the 
excavation shall be backfilled as described above in EXCESS ROCK EXCAVATION. 
All such removal and backfilling shall be done at the expense of the CONTRACTOR. 

 

3.06 COMPACTION 

A. Fill materials supporting roadways, parking areas, sidewalks, structures, and buildings 
and backfill around structures shall be compacted to 95 percent of the standard proctor 
density. The top 12-inches of fill materials supporting structures, concrete pads, 
pavement, curb and gutter shall be compacted to 98 percent of the standard proctor 
density. Fill placed for general site grading shall be compacted to 90 percent of the 
standard proctor density. 

B. Compaction of embankments shall be by vibratory sheepsfoot or pad-foot rollers with 
staggered, uniformly spaced knobs and suitable cleaning devices. The projected area of 
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each knob and the number and spacing of the knobs shall be such that the total weight 
of the roller and ballast when distributed over the area of one row of knobs shall be 250 
psi. Placement and compaction of materials shall extend at least 5 feet beyond the final 
contours sufficiently to insure compaction of the material at the resulting final surface. 
Final contours shall then be achieved by a tracked bulldozer shaping the face of the 
embankment. 

C. Compaction of backfill next to walls shall be accomplished with hand-powered  
tamping equipment. The backfill shall be placed in 8-inch maximum lifts, with each lift 
compacted to 95 percent of standard proctor density.  

D. If tests indicate that density of fill is less than that specified, the area shall be, as 
directed by the Peachtree City Project Manager, either recompacted or undercut, filled, 
and compacted until specified density is achieved. 

 

3.07 FILL 

A. Controlled Fill 

1. The fill for roadways, parking areas, walks, structures, and building slabs on 
grade shall be controlled fill. 

2. After the existing ground or excavated area has been proofrolled and examined 
by the Peachtree City Project Manager, all holes and other irregularities shall be 
filled and compacted before the main fill is placed. 

3. The fill shall be placed in even layers not exceeding 8-inches in depth and shall 
be thoroughly compacted as herein specified. 

4. If an analysis of the soil being placed shows a marked difference from one 
location to another, the fill being placed shall not be made up of a mixture of 
these materials. 

5. Each different type of material shall be handled continuously so that field 
control of moisture and density may be based upon a known type of material. 

6. No fill shall be placed following a heavy rain without first making certain on 
isolated test areas that compaction can be obtained without damage to the 
already compacted fill. 

B. Proofrolling 

1. All areas where roadways, parking areas, sidewalks, structures, and buildings 
are to be constructed on cut areas, compacted fill, and other areas where 
indicated on the Drawings, shall be proofrolled to detect soft spots prior to the 
placement of fill material or building foundations.  

2. Proofrolling shall be performed using a fully loaded tandem-axle dump truck 
20 tons or other suitable pneumatic tired equipment over the subgrade before 
the subgrade is shaped.  

3. Proofrolling shall be witnessed by the Peachtree City Project Manager. 
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4. Subgrade shall be proofrolled with 10 overlapping passes of the roller. 
Depressions that develop during the proofrolling operation shall be filled with 
suitable material and those filled areas shall be proofrolled with six passes of 
the roller. If, after having been filled and proofrolled, the subgrade areas that 
still “pump” or “rut”, shall be further evaluated by a geotechnical engineer, and 
remedial work be determined based on the conditions found at locations under 
structures or pavement. The contractor shall execute remedial work determined 
by the geotechnical engineer to achieve a subgrade acceptable to the Peachtree 
City Project Manager. 

5. After the proofrolled subgrade has been accepted by the Peachtree City Project 
Manager, the surface of the subgrade shall be finish rolled with a smooth steel 
wheel roller weighing not less than 10 tons. Finished surface of the subgrade 
shall be within a tolerance of 1/4-inch at every point. 

6. Conduits, pipes, culverts, and underdrains shall be neither disturbed nor 
damaged by proofrolling operations. Rollers shall neither pass over, nor 
approach closer than five feet to, conduits, pipes, culverts, and underdrains 
unless the tops of those products are deeper than three feet. 

C. Placement 

1. Prior to placement of any material in embankments, the area within 
embankment limits shall be stripped of topsoil and all unsuitable materials 
removed in accordance with this Section. The area shall then be scarified to a 
depth of at least 6-inches. 

2. Fill materials shall be placed in continuous, approximately horizontal layers 
extending the full width of the embankment cross-section and the full 
dimension of the excavation where practical and having an uncompacted 
thickness of not over 8-inches. 

D. Final Grading:  Upon completion of construction operations, the area shall be graded to 
finish contour elevations and grades shown on the Drawings. Graded areas shall be 
made to blend into conformation with remaining ground surfaces. All surfaces shall be 
left smooth and free to drain. 

E. Excess Material:  Surfaces and slopes of waste fills shall be left smooth and free to 
drain. 

F. Moisture 

1. Fill materials shall be placed at optimum moisture content within practicable 
limits, but not less or more than two percent of optimum. Optimum moisture 
shall be maintained by sprinkling the layers as placed or by allowing materials 
to dry before placement. 

2. If fill material is too wet, provide and operate approved means to assist the 
drying of the fill until suitable for compaction. 

3. If fill material is too dry, provide and operate approved means to add moisture 
to the fill layers. 
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3.08 BACKFILLING 

A. Backfill carefully to restore the ground surface to its original condition. Dispose of 
excess material in accordance with this Section. 

B. Compact backfill underlying roadways, parking areas, sidewalks, structures and 
buildings in accordance with the requirements of Article 3.06 of this Section. 

C.  Backfilling Around Structures 

1. General 

a. Remove debris from excavations before backfilling. 

b. Do not backfill against foundation walls until so directed by the 
Peachtree City Project Manager nor until all indicated perimeter 
insulation and/or waterproofing is in place. 

c. Protect such insulation and/or waterproofing during filling operations. 

d. Do not backfill against water retaining structures until successful 
leakage tests have been completed. 

e. Wherever possible, backfilling shall be simultaneous on both sides of 
walls to equalize lateral pressures. 

f. Do not backfill against walls until all permanent construction is in place 
to furnish lateral support on both top and bottom of wall. 

g. Backfilling against walls shall take place after all the concrete in the 
affected members has attained the specified strengths. 

h. To prevent excessive lateral pressure on external walls, large 
compaction equipment shall not be allowed within a zone wall footing.  

2. Materials:  Backfill material placed against structures built or encountered 
during the work of this Section shall be suitable fill material. No broken 
concrete, bricks or similar materials will be permitted as backfill. 

 

3.09 GRADING 

A. General:  Perform all rough and finish grading required to attain the elevations 
indicated on the Drawings. Perform finish grading to an accuracy of +0.10 foot. 

B. Treatment After Completion of Grading 

1. After grading is completed, permit no further excavation, filling or grading, 
except with the approval of the Peachtree City Project Manager. 

2. Use all means necessary to prevent the erosion of freshly graded areas during 
construction and until such time as permanent drainage and erosion control 
measures have been installed. 
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3.10 SETTLEMENT 

A. The Contractor shall be responsible for all settlement of backfill, fills and embankments 
which may occur within one year after final acceptance of the Work by the Owner. 

B. The Contractor shall make, or cause to be made, all repairs or replacements made 
necessary by settlement within 30 days after receipt of written notice from the 
Peachtree City Project Manager or Owner. 

 

3.11 CLEAN-UP 

A. Leave unused materials in a neat, compact stockpile. 

B. Remove unused stockpiled materials, leave area in a clean and neat condition. Grade 
stockpile area to prevent standing surface water. 

C. Leave borrow areas in a clean and neat condition. Grade to prevent standing surface 
water. 

 

END OF SECTION 
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SECTION 31 23 16  
TRENCH EXCAVATION AND BACKFILL 

PART 1  GENERAL 
 

1.01 SCOPE 
A. The work under this Section consists of furnishing all labor, equipment and 

materials and performing all operations in connection with the trench excavation and 
backfill required to install the site utilities, including all pipelines, electrical conduits, 
and duct banks as shown on the plans and as specified. 

B. Excavation shall include the removal of any tree stumps, brush, debris or other 
obstacles which remain after the clearing and grubbing operations, which may 
obstruct the work, and the excavation and removal of all earth, rock or other 
materials to the extent necessary to install the pipe and appurtenances in 
conformance with the lines and grades shown on the plans and as specified. 

C. Backfill shall include the filling and compaction of the trenches and excavations up 
to the surrounding ground surface or road grade at crossing. 

D. The trench is divided into five specific areas: 

1. Foundation:  The area beneath the bedding, sometimes also referenced to as 
trench stabilization. 

2. Bedding:  The area above the trench bottom (or foundation) and below the 
bottom of the barrel of the pipe. 

3. Haunching:  The area above the bottom of the barrel of the pipe up to a 
specified height above the bottom of the barrel of the pipe. 

4. Initial Backfill:  The area above the haunching material and below a plane 
12-inches above the top of the barrel of the pipe. 

5. Final Backfill:  The area above a plane 12-inches above the top of the barrel 
of the pipe. 

E. The choice of method, means, techniques and equipment rests with the Contractor. 
The Contractor shall select the method and equipment for trench excavation and 
backfill depending upon the type of material to be excavated and backfilled, the 
depth of excavation, the amount of space available for operation of equipment, 
storage of excavated material, proximity of man-made improvements to be 
protected, available easement or right-of-way and prevailing practice in the area. 

 
1.02 RELATED SECTIONS 

A. Geotechnical report: Section 00 31 32 (If Provided in bidding documents) 

B. Site Clearing:  Section 31 10 00. 
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C. Earth Moving 30 20 00. 

 

1.03 GENERAL 
A. The elevations shown on the Drawings as existing are taken from the best existing 

data and are intended to give reasonably accurate information about the existing 
elevations. They are not precise and the Contractor shall become satisfied as to the 
exact quantities of excavation and fill required. 

B. Earthwork operations shall be performed in a safe and proper manner with 
appropriate precautions being taken against all hazards. 

C. All excavated and filled areas for structures, trenches, fills, topsoil areas, 
embankments, and channels shall be maintained by the Contractor in good condition 
at all times until final acceptance by the Owner. All damage caused by erosion or 
other construction operations shall be repaired by the Contractor using material of 
the same type as the damaged material. 

D. The Contractor shall control grading in a manner to prevent surface water from 
running into excavations. Obstruction of surface drainage shall be avoided and 
means shall be provided whereby storm water can be uninterrupted in existing 
gutters, other surface drains, or temporary drains. Free access must be provided to all 
fire hydrants and meters. 

E. Tests for compaction and density shall be conducted by the Peachtree City Project 
Manager or by an independent testing laboratory selected in accordance with Section 
01 45 29 of these Specifications. 

1. The soils testing laboratory is responsible for the following: 

a. Field compaction testing shall be based on using the maximum dry 
density determined by the Standard Proctor Compaction Test in 
accordance with ASTM D 698. 

b. Determination of in-place backfill density shall be done in 
accordance with ASTM D 1556, “Density and unit weight of Soil In 
Place by the Sand-Cone Method”, ASTM D 2937, “Density of Soil 
In Place by the Drive-Cylinder Method” or ASTM D 2922, “Density 
of Soil and Soil-Aggregate In Place by Nuclear Methods (Shallow 
Depth)”. 

c. Test frequency for trenches and confined areas of 1 test per two foot 
vertical lift for every 100 linear feet.  

d. Inspecting and testing stripped site, subgrades and proposed fill 
materials. 

2. Contractor's duties relative to testing include: 

a. Notifying laboratory of conditions requiring testing. 

b. Coordinating with laboratory for field testing. 

c. Providing representative fill soil samples to the laboratory for test 
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purposes. Provide 50 pound samples of each fill soil. 

3. Inspection 

a. Earthwork operations, suitability of excavated materials for fill and 
backfill, and placing and compaction of fill and backfill is subject to 
inspection. Peachtree City Project Manager will observe earthwork 
operations. 

b. Foundations and shallow spread footing foundations are required to 
be inspected by an engineer to verify suitable bearing and 
construction. 

F. All earthwork operations shall comply with the requirements of OSHA Construction 
Standards, Part 1926, Subpart P, Excavations, Trenching, and Shoring, and 
Subpart O, Motor Vehicles, Mechanized Equipment, and Marine Operations, and 
shall be conducted in a manner acceptable to the Peachtree City Project Manager. 

G. It is understood and agreed that the Contractor has made a thorough investigation of 
the surface and subsurface conditions of the site and any special construction 
problems which might arise as a result of nearby watercourses and floodplains. The 
Contractor shall be responsible for providing all services, labor, equipment, and 
materials necessary or convenient to the Contractor for completing the work within 
the time specified in these Contract Documents. 

 H. Safety 

Perform all trench excavation and backfilling activities in accordance with the 
Occupational Safety and Health Act of 1970 (PL 91-596), as amended. The 
Contractor shall pay particular attention to the Safety and Health Regulations Part 
1926, Subpart P “Excavation, Trenching & Shoring” as described in OSHA 
publication 2226. 

 

PART 2  PRODUCTS 
 

2.01 SOILS CLASSIFICATIONS  
Bedding materials listed here include a number of processed materials plus the soil types 
defined according to the Unified Soil Classification System (USCS) in ASTM D 2487, 
Standard Method for Classification of Soils for Engineering Purposes. (See below for 
description of soil classification). These materials are grouped into five broad categories 
according to their suitability for this application: 

A. Class I - Angular, 1/4 to 1 1/2 inches (6 to 40 mm) graded stone, including such as 
coral, slag, cinders, crushed shells and crushed stone. Note - The size range and 
resulting high voids ratio of Class I material make it suitable for use to dewater 
trenches during pipe installation. This permeable characteristic dictates that its use 
be limited to locations where pipe support will not be lost by migration of other 
embedment materials into the Class I material. When such migration is possible, 
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the material's minimum size range should be reduced to finer than 1/4 inch (6 mm) 
and the gradation properly designed to limit the size of the voids. 

B. Class II - Coarse sands and gravels with maximum particle size of 1 1/2 inch (40 
mm), including variously graded sands and gravels containing small percentages 
of fines, generally granular and non-cohesive, either wet or dry. Soil Types GW, 
GP, SW and SP are included in this class. Note - Sands and gravels which are 
clean or borderline between clean and with fines should be included. 
Coarse-grained soils with less than 12% but more than 5% fines are neglected in 
ASTM D2487 and the USCS and should be included. The gradation of Class II 
material influences its density and pipe support strength when loosely placed. The 
gradation of Class II material influences its density and pipe support strength 
when loosely placed. The gradation of Class II material may be critical to the pipe 
support and stability of the foundation and embedment if the material is imported 
and is not native to the trench excavation. A gradation other than well graded, 
such as uniformly graded or gap graded, may permit loss of support by migration 
into void spaces of a finer grained natural material from the trench wall and 
foundation. 

C. Class III - Fine sand and clayey (clay filled) gravels, including fine sands, 
sand-clay mixtures and gravel-clay mixtures. Soil Types SM, GC, SM, and SC are 
included in this class. 

D. Class IV - Silt, silty clays and clays, including inorganic clays and silts of not to 
high plasticity and liquid limits. Soil Types MH, ML, CH, and CL are included in 
this class. Note- Caution should be used in the design and selection of the degree 
and method of compaction for Class IV soils because of the difficulty in properly 
controlling the moisture content under field conditions. Some Class IV soils with 
medium to high plasticity and with liquid limits greater than 50% (CH, MH, 
CH-MH) exhibit reduced strength when wet and should only be used for bedding, 
haunching and initial backfill in arid locations where the pipe embedment will not 
be saturated by ground water, rainfall and/or exfiltration from the pipeline system. 
Class IV soils with low to medium plasticity and with liquid limits lower than 
50% (CL, ML, CL-ML) also require careful consideration in design and 
installation to control moisture content but need not be restricted in use to arid 
locations. 

E. Class V - This class includes the organic soils OL, OH, and PT as well as soils 
containing frozen earth, debris, rocks larger than 1 1/2 inch (40 mm) in diameter, 
and other foreign materials. These materials are not recommended for bedding, 
haunching or initial backfill. 

DESCRIPTION OF EMBEDMENT MATERIAL CLASSIFICATIONS 

SOIL CLASS 
SOIL 
TYPE DESCRIPTION MATERIAL CLASSIFICATION 

Class I Soils * --- Manufactured angular, granular material, 3/4 to 1 1/2 inches (6 to 
40 mm) size, including materials having regional significance such 
as crushed stone, or rock, broken coral, crushed slag, cinders, or 
crushed shells. 
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SOIL CLASS 
SOIL 
TYPE DESCRIPTION MATERIAL CLASSIFICATION 

   

Class II Soil ** GW Well-graded gravels and gravel-sand mixtures, little or no fines. 
50% or more retained on No. 4 sieve.  More than 95% retained on 
No. 200 sieve. Clean. 

   

 GP Poorly graded gravels and gravel-sand mixtures, little or no fines. 
50% or more retained on No. 4 sieve. More than 95% retained on 
No. 200 sieve. Clean. 

   

 SW Well-graded sands and gravely sands, little or no fines. More than 
50% passes No. 4 sieve. More than 95% retained on No. 200 
sieve. Clean. 

   

 SP Poorly graded sands and gravelly sand, little or no fines. More than 
50% passes No. 4 sieve. More than 95% retained on No. 200 
sieve. Clean. 

   

Class III Soil *** GM Silty gravels, gravel-sand-silt mixtures. 50% or more retained on 
No. 200 sieve.  

   

 GC Clayey gravels, gravel-sand-clay mixtures. 50% or more retained 
on No. 4 sieve. More than 50% retained on No. 200 sieve. 

   

 SM Silty sands, sand-silt mixtures. More than 50% passes No. 4 sieve. 
More than 50% retained on No. 200 sieve. 

   

 SC Clayey sands, sand-clay mixtures. More than 50% passes No. 4 
sieve. More than 50% retained on No. 200 sieve. 

   

Class IV Soils  ML Inorganic silts, very fine sands, rock flour, silty or clayey fine sands. 
Liquid limit 50% or less. 50% or more passes No. 200 sieve. 

   

 CL Inorganic clays of low to medium plasticity, gravelly clays, sandy 
clays, silty clays, lean clays. Liquid limit 50% or less. 50% or more 
passes No. 200 sieve. 

   

 MH Inorganic silts, micaceous or diatomaceous fine sands or silts, 
elastic silts. Liquid limit greater than 50%. 50% or more passes No. 
200 sieve. 
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SOIL CLASS 
SOIL 
TYPE DESCRIPTION MATERIAL CLASSIFICATION 

 CH Inorganic clays of high plasticity, fat clays. Liquid limit greater than 
50%. 50% or more passes No. 200 sieve. 

   

Class V Soils OL Organic silts and organic silty clays of low plasticity. Liquid limit 
50% or less. 50% or less. 50% or more passes No. 200 sieve. 

   

 OH Organic clays of medium to high plasticity. Liquid limit 50% or less. 
50% or more passes No. 200 sieve. 

   

 PT Peat, muck and other highly organic soils. 

 

* Soils defined as Class I materials are not defined in ASTM D2487. 

** In accordance with ASTM D2487, less than 5% pass No. 200 sieve.   

*** In accordance with ASTM D2487, more than 12% pass No. 200 sieve. Soils with 5% to 12% 
pass No. 200 sieve fall in borderline classification, e.g. GP-GC. 

 
2.02 PIPE BEDDING CLASSES 

A. Class A Bedding shall consist of a continuous concrete cradle as determined by 
the Engineer. 

B. Class B Bedding: The pipe shall be bedded with No. 57 stone bedding material 
placed on the trench foundation. The bedding shall have a minimum thickness 
beneath the pipe of 4 inches or one-eighth of the outside diameter of the pipe, 
whichever is greater, and shall extend up the side to the springline. Initial backfill 
from the pipe horizontal centerline to a level not less than 12 inches above the top 
of the pipe and shall be bedding material or carefully placed native soil, 
compacted to 90% of Standard Proctor Density. The final backfill of the soil to 
ground surface shall be compacted to the specified density. 

C. Class C Bedding: The pipe shall be bedded in No. 57 stone bedding material 
placed on the trench foundation. The bedding shall have a minimum thickness 
beneath the pipe of 4 inches or one-eighth of the outside diameter of the pipe, 
whichever is greater, and shall extend up the sides of the pipe one-sixth the 
outside diameter of the pipe. Initial backfill between the top of haunching and a 
point 12 inches above the top of pipe shall be compacted to 90% of Standard 
Proctor Density. The final backfill of the soil to ground surface shall be 
compacted to the specified density. 

D. Crushed stone utilized for bedding and haunching shall meet the requirements of the 
Georgia Department of Transportation Specification 800.01, Group I (limestone, 
marble or dolomite) or Group II (quartzite, granite or gneiss). Stone size shall be 
between No. 57 and No. 4, inclusive. 
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2.03 TRENCH FOUNDATION MATERIALS 

When unsuitable material is encountered and extends more than 6 inches below the pipe. 
Crushed stone shall be utilized for trench foundation (trench stabilization) and shall meet the 
requirements of the Georgia Department of Transportation Specification 800.01, Group I 
(limestone, marble or dolomite) or Group II (quartzite, granite or gneiss). Stone size shall be 
between No. 57 and No. 4, inclusive or Class I material. 

 

2.04 FILTER FABRIC  
A. Filter fabric associated with bedding shall be a UV stabilized, spunbonded, 

continuous filament, needle punched, polypropylene, nonwoven geotextile. 

B. The fabric shall have an equivalent open size (EOS or AOS) of 120 - 70. The fabric 
shall also conform to the minimum property values listed in the following table: 

 

Fabric Property Unit Test Procedure 
Average Value 

Typical Minimum 
Weight oz/yd2 ASTM D 3776 8.3  
Thickness mils ASTM D 1777 105  
Grab Strength lbs. ASTM D 4632 240 210 
Grab Elongation % ASTM D 4632 >50 50 
Tear Strength lbs. ASTM D 4533 100 85 
Mullen Burst psi ASTM D 3786 350 320 
Puncture Resistance lbs. ASTM D 4833 115 100 
Permittivity sec-1 ASTM D 4491 1.7  
Water Permeability cm/sec ASTM D 4491 0.4  
Water Flow Rate gpm/ft2 ASTM D 4491 120  
UV Resistance (500 hrs) % ASTM D 4355 >85  
PH   2 – 13  

C. If ordered by the Peachtree City Project Manager, the filter fabric manufacturer shall 
furnish the services of a competent factory representative to supervise and/or inspect 
the installation of pipe. This service will be furnished for a minimum of 10 days 
during initial pipe installation. 

D. Filter fabric shall be Polyfelt TS 700, Trevira 1125 or SuPac 7-MP. 

 

2.05 BEDDING AND HAUNCHING MATERIALS 
A. Crushed stone utilized for bedding and hunching shall meet the requirements of the 

Georgia Department of Transportation Specification 800.01, Group I (limestone, 
marble or dolomite) or Group II (quartzite, granite or gneiss). Stone size shall be 
between No. 57 and No. 4, inclusive. 

B. Earth materials shall be suitable materials selected from the trench excavation. 
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Suitable materials shall be clean and free of rock larger than 2-inches at its largest 
dimension, organics, cinders, stumps, limbs, frozen earth or mud, man-made wastes 
and other unsuitable materials. Should the material excavated from the trench be 
saturated, the saturated material may be used as earth material, provided it is allowed 
to dry properly and it is capable of meeting the specified compaction requirements. 
When necessary, earth bedding and haunching materials shall be moistened to 
facilitate compaction by tamping.  

 

2.06 INITIAL BACKFILL 
A. Initial backfill material shall be earth materials or crushed stone as specified for 

bedding and haunching materials. Soil shall be tamped to 90% of Standard Proctor 
Density (ASTM D698). 

B. Earth materials utilized for initial backfill shall be suitable materials selected from 
materials excavated from the trench. Suitable materials shall be clean and free of 
rock larger than 2-inches at its largest dimension, organics, cinders, stumps, limbs, 
frozen earth or mud, man-made wastes and other unsuitable materials. Should the 
material excavated from the trench be saturated, the saturated material may be used 
as earth material, provided it is allowed to dry properly and it is capable of meeting 
the specified compaction requirements. When necessary, initial backfill materials 
shall be moistened to facilitate compaction by tamping. If materials excavated from 
the trench are not suitable for use as initial backfill material, provide select material 
conforming to the requirements of this Section. 

 

2.07 FINAL BACKFILL 
A. Final backfill material shall be general excavated earth materials, shall not contain 

rock larger than 2-inches at its greatest diameter, cinders, stumps, limbs, man-made 
wastes and other unsuitable materials. If materials excavated from the trench are not 
suitable for use as final backfill material, provide select material conforming to the 
requirements of this Section. 

B. In areas not used for streets or driveways, carefully refill in layers not exceeding 8 
inches in thickness and thoroughly tamp with hand tamps to one foot above the 
top of the pipe. Finish filling by machine without tamping. As trench settles, bring 
back to grade by adding more material. Maintain trenches in safe condition at all 
times. Restore all special grassing and shrubbery, fences, etc., to original 
condition. The remaining backfill shall be thoroughly compacted in 8 inch layers 
to at least 95% (percent) of the Standard Proctor Density (ASTM D698). 

C. In streets, roadways and driveways, carefully refill in layers not exceeding 8 
inches in thickness and thoroughly tamp with hand tamps to one foot above the 
top of the pipe. The remaining backfill shall be thoroughly compacted in 8 inch 
layers to at least 98% (percent) of the Standard Proctor Density (ASTM D698). 

D. Backfilling and tamping work in state highway right-of-ways and streets under 
jurisdiction of the State Highway Department will be in accordance with the State 
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of Georgia Department of Transportation "Policy and Procedure for 
Accommodation of Utilities". 

 

2.08 CONCRETE 
Concrete for bedding, haunching, initial backfill or encasement shall have a compressive 
strength of not less than 3,000 psi, with not less than 5.5 bags of cement per cubic yard and a 
slump between 3 and 5-inches. Ready-mixed concrete shall be mixed and transported in 
accordance with ASTM C 94. Reinforcing steel shall conform to the requirements of ASTM 
A 615, Grade 60. 

 
2.09 FLOWABLE FILL 

Flowable fill, where required for trench backfill, shall meet the requirements of Georgia 
Department of Transportation Standard Specifications, Section 600 for Excavatable or Non-
Excavatable type. 

 

PART 3  EXECUTION 
 

3.01 EXAMINATION 
A. Identify required lines, levels, contours, and datum locations. 

B. Locate, identify, and protect utilities that remain and protect from damage. The 
contractor is required to contact the Utilities Protection Center, Inc. in the State of 
Georgia call 811 prior to any excavation or construction. Additional information 
is available at www.gaupc.com. The contractor shall first, Call Before You Dig. 
Second, Wait the Required Amount of Time. Third, Respect the Marks and 
Lastly, Dig With Care. 

C. Notify utility company to remove and relocate utilities. 

 

3.02 TRENCH EXCAVATION 
A. Notify of unexpected subsurface conditions and discontinue affected Work in area 

until notified to resume work. 

B. Slope banks of excavations deeper than 4 feet to angle of repose or less until 
shored. 

C. Do not interfere with 45 degree bearing splay of foundations. 

D. Cut trenches O.D of pipe plus two feet minimum or O.D. of pipe plus four feet 
maximum wide enough to allow installation and inspection of utilities. 

E. Hand trim excavations. Remove loose matter. 

F. Remove large stones and other hard matter which could damage piping or impede 
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consistent backfilling or compaction. 

G. Remove lumped subsoil, boulders, and rock up to 1/3 cu yd (0.25 cu m) measured 
by volume.  

H. Remove excavated material that is unsuitable for re-use from site. 

I. Stockpile excavated material to be re-used in areas designated on site. 

J. Remove excess excavated material from site. 

K. In areas not used for streets and in unpaved streets, maximum trench width shall 
be the pipe diameter plus 24 inches. Protect all trees, shrubs and structures. 
Protect all fences and replace those damaged/removed with like kind. Keep work 
and equipment within easement limits. Repair and replace any damage. 

L. Paved streets shall have a maximum trench width of pipe diameter plus 24 inches. 
Shore and brace trench walls as necessary to prevent damage to existing paving. 
Do not cut existing sidewalk, or curb and gutter without approval by the Peachtree 
City Project Manager. Use rubber tired equipment only on streets. Repair and 
replace all damage. Saw cut all pavements for smooth edge on replacement. 

 

3.03 DEWATERING REQUIREMENT 
A. The Contractor may use any dewatering method he deems feasible so long as it 

results in working in the dry and stable soil conditions. 

B. The Contractor shall conform and meet all conditions, obtain necessary permits 
and requirements of the regulatory agencies that have jurisdiction. 

C. It is the intent of these specifications that an adequate dewatering system be 
installed to lower and control the groundwater in order to permit excavation, 
construction, grading and the placement of fill materials, all to be performed 
under dry conditions. The dewatering system shall be adequate to pre-drain the 
water-bearing strata above and below the bottom of the excavation. 

D. The Contractor shall be solely responsible for the arrangement, location and 
depths of dewatering system necessary to accomplish the work described under 
this section of the specifications. The dewatering shall be accomplished in a 
manner that will reduce the hydrostatic head below any excavation to the extent 
that the water level in the construction area are a minimum of three (3) feet below 
the prevailing excavation surface and any surface to be compacted; will prevent 
the loss of fines, seepage, boils, quick conditions, or softening of the foundation 
strata; will maintain stability of the sides and bottom of the excavation; and will 
result in all construction operations being performed in the dry. 

E. The Contractor shall promptly dispose of all water removed from the excavations 
in such a manner as will not endanger public health, damage public or private 
property, or affect adversely any portion of the work under construction or 
completed by him or any other Contractor. Contractor shall obtain written 
permission from Peachtree City and the Private Owner for any property involved 
before digging ditches or constructing water courses for the removal of water. 
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F. The disposal of water from the dewatering system shall meet the requirements of 
all regulatory agencies having jurisdiction. 

G. If the dewatering requirements are not satisfied due to inadequacy or failure of the 
dewatering system, then loosening of the foundation strata, or instability of the 
slopes, or damage to the foundations or structures may occur. The supply of all 
labor and materials, and the performance of all work necessary to carry out 
additional work for reinstatement of the structures of foundation soil resulting 
from such inadequacy or failure shall be undertaken by the Contractor subject to 
the approval of the Peachtree City Project Manager, and at no additional expense 
to the Owner. 

 

3.04 ROCK EXCAVATION 
A. Definition of Mass Rock (only for payment purposes where payment is on a unit 

quantity basis):  Any material which cannot be excavated with a single-tooth 
ripper drawn by a crawler tractor having a minimum draw bar pull rated at not 
less than 56,000 pounds (comparable to Caterpillar D 8K or comparable to 
Caterpillar 973 front-end loader, and occupying an original volume of at least one 
cubic yard). The Peachtree City Project Manager shall be the sole determinate as 
to the limits to which the material is classified as rock. 

B. Definition of Trench Rock (only for payment purposes where payment is on a unit 
quantity basis):  Any material which cannot be excavated with a backhoe having a 
bucket curling force rated at not less than 25,700 pounds (Caterpillar Model 225 
or equivalent), and occupying an original volume of at least one-half (1/2) cubic 
yards. 

C. Excavation:  Where rock is encountered within excavation for structures, it shall 
be excavated to the lines and grades indicated on the Drawings or as otherwise 
directed by the Peachtree City Project Manager. The Contractor shall be 
responsible for obtaining any blasting permits required. 

D. Blasting:  No blasting will be allowed except via written authorization of the 
Peachtree City Project Manager.  If allowed, blasting operations shall be 
conducted in accordance with all existing ordinances and regulations. All 
structures shall be protected from the effects of the blast. Blasting shall be 
performed and supervised by qualified and licensed workers. Dispose of 
excavated rock in accordance with applicable federal, state, county and local 
regulations. All blasting within 750 ft of an inhabited structure and or roadway 
must be siesmic monitored for ground and air vibrations. Peak Particle Velocity 
shall be measured at nearest structure and shall be 0.5 inch per second or less 
during blasts. Shots must be covered with at least 6 feet of earthen and synthetic 
cover (blasting mats). Bore hole diameter must not exceed 4” in diameter.  Blast 
hole cannot exceed 20 feet of solid rock with single delay detonator (in terms, if 
drill depth exceeds more than 20 feet in depth, decking must be done, accomplish 
by using multiple detonators in the blast hole. The blast holes must be stemmed 
with gravel, 89/57 stone. Pre-blast inspections are required. Inspections shall be 
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via an engineer that includes inspection of structure, and pictures of any existing 
damage or cracks that structure may have prior to blasting. 

E. If excess excavation is made or the material becomes disturbed so as to require 
removal below final subgrade elevations or beyond the prescribed limits, the 
resulting space shall be refilled with concrete in accordance with Section 2.08 of 
this Specification 

F. Measurement for Payment 

All rock excavation shall be paid for as an incidental part of the item on which the 
work is done except where a separate, unqualified item for rock excavation is 
indicated in the BID FORM or where rock excavation is ORDERED as an EXTRA 
by the OWNER, by WRITTEN ORDER. Where payment for rock excavation is 
established by the BID FORM or ORDERED as an EXTRA by the OWNER, 
CONTRACTOR shall be paid only for the quantity of rock removed, measured as 
follows: 

A.  For all masonry structures such as buildings, tanks, vaults, catch basins, 
manholes and the like, the horizontal rock measurement shall be made to 
include 2-1/2 feet from the outside face of finished vertical sidewall of such 
structure and the vertical rock measurement shall be made from the top 
elevation of the rock, before disturbed or removed, to the elevation of the 
under or lower side of the bottom concrete slab of the structure. Any 
projection below the bottom slab of any structure required for sump, well, or 
other pertinent construction shall be measured separately. 

B.  For installation of pipe lines and fittings the horizontal rock measurement 
shall be the nominal outside diameter of the pertinent pipe plus 16-inches, 
except, however, that no horizontal measurement shall be considered to be 
less than 27-inches; the vertical rock measurement shall be made from the 
top elevation of the rock, before disturbance or removal, to an elevation of 9-
inches below the bottom outside surface of the pipe for pipe having a 
diameter of 8-inches through 24-inches, and to an elevation of 12-inches 
below the bottom outside surface of the pipe for all pipe having a diameter 
greater than 24-inches. 

G. Excess Rock Excavation 

If rock excavated beyond the limits of payment indicated on the Drawings, specified, 
or authorized in writing by the OWNER, the excess excavation whether resulting 
from overbreakage or other causes, shall be backfilled, by and at the expense of the 
CONTRACTOR. 

 

H. Shattered Rock 

If rock below normal depth is shattered due to drilling or blasting operations and 
such shattered rock is unfit for foundations, the shattered rock shall be removed and 
the excavation shall be backfilled as described above in EXCESS ROCK 
EXCAVATION. All such removal and backfilling shall be done at the expense of 
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the CONTRACTOR. 

 

3.05 SHEETING, BRACING AND SHORING 
A. Trench Shield:  A trench shield or box may be used to support the trench walls. 

The use of a trench shield does not necessarily preclude the additional use of 
bracing and sheeting. When trench shields are used, care must be taken to avoid 
disturbing the alignment and grade of the pipe or disrupting the haunching of the 
pipe as the shield is moved. When the bottom of the trench shield extends below 
the top of the pipe, the trench shield will be raised in 6-inch increments with 
specified backfilling occurring simultaneously. At no time shall the trench shield 
be “dragged” with the bottom of the shield extending below the top of the pipe or 
utility. 

B. Remove bracing and sheeting in units when backfill reaches the point necessary to 
protect the utility and adjacent property. Leave sheeting in place when in the 
opinion of the Peachtree City Project Manager it cannot be safely removed or is 
within three feet of an existing structure, utility, or pipeline. Cut off any sheeting 
left in place at least two feet below the surface. 

C. Sheet piling within three feet of an existing structure or utility shall remain in 
place, unless otherwise directed by the Peachtree City Project Manager. 

 

3.06 TRENCH FOUNDATION AND STABILIZATION 
A. The bottom of the trench shall provide a foundation to support the utility and its 

specified bedding. The trench bottom shall be graded to support the utility and 
bedding uniformly throughout its length and width. 

B. If, after dewatering as specified above, the trench bottom is spongy, or if the 
trench bottom does not provide firm, stable footing and the material at the bottom 
of the trench will still not adequately support the utility, the trench will be 
determined to be unsuitable.  

C. If in the opinion of the Peachtree City Project Manager the undisturbed material at 
the trench bottom constitutes an unstable pipe foundation, then the Contractor 
shall replace such unstable materials with crushed stone.  

D. If the crushed stone does not provide adequate foundation, then the trench shall be 
excavated to a depth of at least two feet below the specified trench bottom. The 
over excavation shall be filled with No. 4 foundation stone to the bottom of the 
bedding stone or the over excavation shall be lined with filter fabric, with the 
fabric being supported along the sides of the trench to a point above the top of the 
utility. The trench shall then be filled with No. 57 foundation stone to the top of 
the pipe and the filter fabric shall be overlapped above the pipe and stone.  

 

3.07 BEDDING AND HAUNCHING 
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A. Prior to placement of bedding material, the trench bottom shall be free of any water, 
loose rocks, boulders or large dirt clods. 

B. Bedding material shall be placed to provide uniform support along the bottom of the 
pipe and to maintain the pipe at the proper elevation. The initial layer of bedding 
placed to receive the pipe shall be brought to the grade and dimensions indicated on 
the Drawings. All bedding shall extend the full width of the trench bottom. The pipe 
shall be placed and brought to grade by tamping the bedding material or by removal 
of the excess amount of the bedding material under the pipe. Adjustment to grade 
line shall be made by scraping away or filling with bedding material. Wedging or 
blocking up of pipe shall not be permitted. Applying pressure to the top of the pipe, 
such as with a backhoe bucket, to lower the pipe to the proper elevation or grade 
shall not be permitted. Each pipe section shall have a uniform bearing on the 
bedding for the length of the pipe, except at joints. 

C. At each joint, excavate bell holes of ample depth and width to permit the joint to be 
assembled properly and to relieve the pipe bell of any load. 

D. After the pipe section is properly placed, add the haunching material to the specified 
depth. The haunching material shall be shovel sliced, tamped, vigorously chinked or 
otherwise consolidated to provide uniform support for the pipe barrel and to fill 
completely the voids under the pipe, including the bell hole. Prior to placement of 
the haunching material, the bedding shall be clean and free of any water, loose rocks, 
boulders or dirt clods. 

E. Gravity Pipelines and Accessories:  Lay PVC (plastic pipe) gravity sewer pipe with 
minimum Class B bedding. Lay all other gravity sewer pipelines with Class C 
bedding, unless shown or specified otherwise. All trenches under paving, concrete, 
etc. shall be placed in Class B bedding only. 

F. Bedding for storm drain piping shall be as specified in Section 33 40 00 Storm 
Drainage Piping.  

G. Manholes:  Excavate to a minimum of 12-inches below the planned elevation of the 
base of the manhole. Place and compact crushed stone bedding material to the 
required grade before constructing the manhole. 

H. Pressure Mains 

Bedding and haunching for pressure pipe shall be with Class II or III soils 
compacted to 90% of standard proctor density. All trenches under paving, concrete, 
etc. shall be placed in Class B bedding only. 

I. Excessive Width and Depth 

1. If the trench is excavated in excess of the pipe diameter plus two feet, 
provide the next higher bedding type. 

2. If the trench is excavated to excessive depth, provide foundation stone to the 
bottom of the bedding material.  

J. Compaction:  Bedding and haunching materials under pipe, manholes and 
accessories shall be compacted to a minimum of 95 percent of the maximum dry 
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density, unless shown or specified otherwise. 

 

3.08 CONCRETE ENCASEMENT FOR PIPELINES 
Where concrete encasement is shown on the Drawings for pipelines not under structures, 
excavate the trench to provide a minimum of 6-inches clearance from the bell of the pipe. 
Lay the pipe to line and grade on concrete blocks. In lieu of bedding, haunching and 
initial backfill, place concrete to the full width of the trench and to a height of not less 
than 6-inches above the pipe bell. Do not backfill the trench for a period of at least 24 
hours after concrete is placed. 

 
3.09 CONCRETE ENCASEMENT FOR ELECTRICAL DUCT BANKS 

A. Install top of duct bank minimum 18-inches below finished grade with plastic 
warning tape 12-inches below finished grade. 

B. Terminate conduit in end bell at manhole entries. 

C. Stagger conduit joints in concrete encasement 6-inches minimum. 

D. Provide minimum 3-inch concrete cover at bottom, top, and sides of duct bank. 
Use suitable separators and chairs installed not greater than four feet on center to 
provide conduit spacing as indicated. Securely anchor conduit to prevent 
movement during concrete placement. 

E. Where duct bank passes beneath footings or slabs, excavate to provide a 
minimum of 6-inches clearance between the conduits and the structure. Backfill to 
the base of the structure with concrete. 

 
3.10 INITIAL BACKFILL 

A. Fill up to subgrade elevations unless otherwise indicated. 

B. Employ a placement method that does not disturb or damage other work. 

C. Systematically fill to allow maximum time for natural settlement. Do not fill over 
porous, wet, frozen or spongy subgrade surfaces. 

D. Maintain optimum moisture content of fill materials to attain required compaction 
density. 

E. Granular Fill:  Place and compact materials in equal continuous layers not 
exceeding 6 inches compacted depth. 

F. Soil Fill:  Place and compact material in equal continuous layers not exceeding 8 
inches compacted depth. 

G. Correct areas that are over-excavated. 

1. Thrust bearing surfaces:  Fill with concrete. 

2. Other areas:  Use general fill, flush to required elevation, compacted to 
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minimum 98 percent of standard proctor dry density. 

H. Compaction Density Unless Otherwise Specified or Indicated: 

1. Under paving, slabs-on-grade, and similar construction: 98 percent of 
standard proctor density. 

2. At other locations:  95 percent of standard proctor density. 

 

3.11 FINAL BACKFILL 
A. Backfill to contours and elevations indicated using suitable materials. 

B. Employ a placement method that does not disturb or damage other work. 

C. Systematically fill to allow maximum time for natural settlement. Do not fill over 
porous, wet, frozen or spongy subgrade surfaces. 

D. Maintain optimum moisture content of fill materials to attain required compaction 
density. 

E. Granular Fill:  Place and compact materials in equal continuous layers not 
exceeding 6 inches compacted depth. 

F. Soil Fill:  Place and compact material in equal continuous layers not exceeding 8 
inches compacted depth. 

G. Slope grade away from building minimum 2 inches in 10 ft, unless noted 
otherwise. Make gradual grade changes. Blend slope into level areas. 

H. Compaction Density Unless Otherwise Specified or Indicated: 

1. Under paving, slabs-on-grade, and similar construction: 98 percent of 
standard proctor density. 

2. At other locations:  95 percent of standard proctor density. 

I. Reshape and re-compact fills subjected to vehicular traffic. 

 

3.12 TOLERANCES 
A. Top Surface of General Backfilling:  Plus or minus 1 inch from required 

elevations. 

B. Top Surface of Backfilling Under Paved Areas:  Plus or minus 1 inch from 
required elevations. 

 

3.13 CLEAN-UP 
A. Leave unused materials in a neat, compact stockpile. 

B. Remove unused stockpiled materials, leave area in a clean and neat condition. 
Grade stockpile area to prevent standing surface water. 

C. Leave borrow areas in a clean and neat condition. Grade to prevent standing 
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surface water. 

 

END OF SECTION 
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SECTION 32 11 00 
BASE COURSES 

PART 1  GENERAL 
 

1.01 SCOPE 

Work covered by this section consists of furnishing all plant, labor, equipment and materials, 
and performing all operations in connection with the construction of graded aggregated base 
and binder course as shown on the plans or as required for paved areas. Material and 
construction shall be in conformance with requirements of the Georgia Department of 
Transportation, Standard Specifications, Construction of Roads and Bridges, latest edition. 
(D.O.T.S.S.) 

 

1.02 RELATED SECTIONS 

A. Section 31 20 00 – Earth Moving. 

B. Section 32 12 00 - Flexible Paving. 

 

PART 2  MATERIALS 
 

2.01 GRADED AGGREGATE:   

Shall meet the requirements of Article 815 of D.O.T.S.S. 

 

2.02 BITUMINOUS PRIME 

A. D.O.T.S.S., Section 412. 

B. Bituminous Prime shall be included in the unit price bid for Graded Aggregate Base 
Course. 

 

PART 3  EXECUTION 
 

3.01 PREPARATION 

The area to be paved shall be graded and shaped, as required to construct the base in 
conformance with the grades, lines, thicknesses, and typical cross-section shown within the 
limits of construction. Prior to installing graded aggregate base, the subgrade shall be test 
rolled in accordance with D.O.T.S.S., Section 221. An Engineer shall be present to inspect 
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during the test rolling. Any subgrade displacing over 1/4" shall be corrected and made stable 
before construction proceeds. Construction of base will not begin until all subsurface utilities 
have been installed. 

 

3.02 INSTALLATION 

Graded aggregate shall be installed in accordance with Section 310, D.O.T.S.S. 

 

3.03 COMPACTION 

After shaping the spread material to line, grade, and cross-section, roll to uniformly compact 
the course. Use Group 2 aggregate and roll to at least 100 percent of the maximum dry 
density. Regardless of compaction, ensure that the compacted base is sufficiently stable to 
support construction equipment without pumping. If the base material is unstable from too 
much moisture, dry and rework the base material. 

 

3.04 FINISHING 

After compaction, the surface of the base shall be shaped to the required lines, grades, and 
cross-section as shown on plans or as directed by the Engineer. 

 

3.05 MAINTENANCE 

The Contractor shall be required, within the limits of his contract, to maintain the base course 
in good condition until all work has been completed and accepted. Maintenance shall include 
immediate repairs of any defects that may occur. This work shall be done by the Contractor 
at his own expense and repeated as often as may be necessary to keep the area continuously 
intact. Faulty work shall be replaced for the full depth of treatment. Any low areas shall be 
remedied by replacing the material for the full depth of treatment rather than by adding a thin 
layer to the completed work. 

 

3.06 TOLERANCES 

The surface of the completed base shall not show any deviation in excess of 1/4" when tested 
with a 10' string line. The completed thickness of the base shall be within 1/2" of the 
thickness indicated. 

 

3.07 WARRANTY 

The Contractor shall warrant the base to be serviceable for a minimum period of one year 
after the date of acceptance of the job. 

 

END OF SECTION 
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SECTION 32 12 00 
FLEXIBLE PAVING 

PART 1  GENERAL 
 

1.01 SECTION INCLUDES 
A. Aggregate base course. 

B. Single course bituminous concrete paving. 

C. Double course bituminous concrete paving. 

D. Surface sealer. 

 

1.02 RELATED SECTIONS 
A. Section 33 05 13 - Manholes and Structures 

B. Section 32 11 00 – Base Courses 

 

1.03 SUBMITTALS 
A. Material Certificates: Provide copies of materials certificates signed by material 

producer and Contractor, certifying that each material item complies with, or 
exceeds, specified requirements. 

B. Mix Design:  Submit proposed mix design for each type of asphalt for review and 
acceptance prior to begging work. 

 

1.04 REFERENCES 
A. AI MS-2 - Mix Design Methods for Asphalt Concrete and Other Hot-Mix Types; 

The Asphalt Institute; latest edition. 

B. AI MS-19 - A Basic Asphalt Emulsion Manual; The Asphalt Institute; latest 
edition. 

C. ASTM D 946 - Standard Specification for Penetration-Graded Asphalt Cement 
for Use in Pavement Construction; 1982 (Reapproved 1999) or latest edition. 

D. Georgia Department of Transportation Standard Specifications Construction of 
Roads and Bridges; latest edition. 

 
1.05 SITE CONDITIONS 

A. Weather Limitations:  
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1. Apply prime and tack coats when ambient temperature is above 50 deg. F 
(10 deg. C), and when temperature has not been below 35 deg. F (1 deg. 
C) for 12 hours immediately prior to application. Do not apply when base 
is wet or contains an excess of moisture. 

2. Construct asphalt concrete surface course when atmospheric temperature 
is above 40 deg. F (4 deg. C), and when base is dry. Base course may be 
placed when air temperature is above 30 deg. F (-1 deg. C) and rising. 

B. Grade Control:  Establish and maintain required lines and elevations. 

 

1.06 QUALITY ASSURANCE 
A. Perform Work in accordance with Georgia Department of Transportation (GDOT) 

standard specifications, latest edition. 

B. Mixing Plant:  Conform to GDOT standard specifications, latest edition. 

C. Obtain materials from same source throughout. 

 

1.07 REGULATORY REQUIREMENTS 
Conform to applicable code for paving work on public property. 

 

PART 2  PRODUCTS 
 

2.01 MATERIALS 
A. Asphalt Cement:  GDOT Section 400, ASTM D 946. 

B. Aggregate for Base Course:  GDOT Standards. Section 802 

C. Aggregate for Binder Course:  In accordance with GDOT standards. Section 802. 

D. Aggregate for Wearing Course:  In accordance with GDOT standards. Section 
802. 

E. Fine Aggregate:  In accordance with GDOT standards. Section 802 

F. Mineral Filler:  Finely ground particles of limestone, hydrated lime or other 
mineral dust, free of foreign matter. 

G. Primer:  In accordance with GDOT standards, AASHTO M 82 (ASTM D 2027) 
MC-30, MC-70 or MC-250 . 

H. Tack Coat:  Homogeneous, medium curing, liquid asphalt. Conforming to Section 
413 of the Georgia Department of Transportation Standard Specification. 

 

2.02 ASPHALT PAVING MIXES AND MIX DESIGN 

Page 311 of 400 



A. Use dry material to avoid foaming. Mix uniformly. 

B. Base Course:  8” Graded Aggregate Base (GAB). 

C. Binder Course:   2.5” (220 lb/sy) 19 mm Superpave or as directed by the 
Peachtree City Project Manager. 

D. Wearing Course: 1.5” (220 lb/sy) 12.5 mm Superpave or as directed by the 
Peachtree City Project Manager. 

E. Submit proposed mix design of each class of mix for review prior to beginning of 
work. 

 

2.03 SOURCE QUALITY CONTROL 
Test mix design and samples in accordance with AI MS-2. 

 

PART 3  EXECUTION 
 
3.01 EXAMINATION 

A. Verify that compacted subgrade is dry and ready to support paving and imposed 
loads. 

B. Verify gradients and elevations of base are correct. 

 

3.02 BASE COURSE 
A. Place and compact base course and demonstrate satisfactory proof roll prior to 

proceeding with asphalt work. 

B. Section 32 11 00 - Base Courses forms the base construction for work of this 
section. 

 

3.03 PREPARATION - PRIMER 
A. Apply primer in accordance with manufacturer's instructions. 

B. Apply primer on aggregate base or subbase at uniform rate of 0.15 to 0.30 gal/sy. 

C. Apply primer to contact surfaces of curbs, gutters, and existing asphalt. 

D. Use clean sand to blot excess primer. 

 

3.04 PREPARATION - TACK COAT 
A. Apply tack coat in accordance with manufacturer's instructions. 

B. Apply tack coat on asphalt or concrete surfaces over subgrade surface at uniform 
rate of 0.05 to 0.10 gal/sy. 
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C. Apply tack coat to contact surfaces of curbs, gutters and existing asphalt. 

D. Coat surfaces of manhole frames with oil to prevent bond with asphalt pavement. 
Do not tack coat these surfaces. 

 

3.05 PLACING ASPHALT PAVEMENT 
A. General:  Place asphalt concrete mixture on prepared surface, spread and 

strike-off. Spread mixture at minimum temperature of 280 to 325 degrees F. Place 
inaccessible and small areas by hand. Place each course to required grade, 
cross-section, and compacted thickness. Place asphalt binder course 
approximately 72 hours after applying primer. 

B. Joints:  Make joints between old and new pavements, or between successive days' 
work, to ensure continuous bond between adjoining work. Construct joints to 
have same texture, density and smoothness as other sections of asphalt concrete 
course. Clean contact surfaces and apply tack coat. 

C. Place binder course to 2 inch compacted thickness, or as shown on the plans. 

D. Place wearing course to 2 inches compacted thickness, or as shown on the plans. 

E. Install gutter drainage grates and frames in correct position and elevation. 

 

3.06 ROLLING 
A. Begin rolling when mixture will bear roller weight without excessive 

displacement. 

B. Compact mixture with hot hand tampers or vibrating plate compactors in areas 
inaccessible to rollers. 

C. Accomplish breakdown or initial rolling immediately following rolling of joints 
and outside edge. Check surface after breakdown rolling, and repair displaced 
areas by loosening and filling, if required, with hot material. 

D. Follow breakdown rolling as soon as possible, while mixture is hot. Continue 
second rolling until mixture has been thoroughly compacted. 

E. Perform finish rolling while mixture is still warm enough for removal of roller 
marks. Continue rolling until roller marks are eliminated and course has attained 
maximum density. 

F. Remove and replace paving areas mixed with foreign materials and defective 
areas. Cut-out such areas and fill with fresh, hot asphalt concrete. Compact by 
rolling to maximum surface density and smoothness. 

G. After final rolling, do not permit vehicular traffic on pavement until it has cooled 
and hardened. 

H. Erect barricades to protect paving from traffic until mixture has cooled enough 
not to become marked. 
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3.07 WHEEL STOPS 
Secure wheel stops to asphalt concrete surface with not less than two 3/4" diameter 
galvanized steel dowels embedded in precast concrete at 1/3 points. Size length of dowel 
to penetrate at least 6" into asphalt concrete. Drill placement holes oversize and embed 
dowels in hot bituminous grout material. 

 

3.08 REMOVE AND REPLACE PAVEMENT 
Pavement and base course which must be removed for constructing sewers, manholes, 
force mains, water lines, and all other appurtenances in streets shall be replaced with the 
paving section shown on the drawings or match the existing pavement section. The 
pavement shall be removed to neat lines cut by a masonry saw. The top 18 inches of 
subgrade material immediately under the paving base and also road should shall be 
carefully removed and kept separate from the rest of the excavated material. This material 
shall be placed in the top 18 inches of the backfill. Further compaction shall be 
accomplished by leaving the backfilled trench open to traffic while maintaining the 
surface with crushed stone or gravel. Settlement in trenches shall be refilled with crushed 
stone or gravel, and such maintenance shall continue until replacement of pavement. 

 

3.09 TOLERANCES 
A. Flatness:  Maximum variation of 1/4 inch (6 mm) measured with 10-foot (3 m) 

straight edge. 

B. Compacted Thickness:  Within 1/4 inch (6 mm) of specified or indicated 
thickness. 

C. Variation from True Elevation:  Within 1/2 inch (12 mm). 

 

3.10 FIELD QUALITY CONTROL 
A. See Section 01 45 29 – Testing Laboratory Services. 

B. Thickness:  In-place compacted thickness of hot-mix asphalt courses will be 
determined according to ASTM D 3549. In-place compacted thickness will not be 
acceptable if exceeding following allowable variation from required thickness: 

1. Base Course:  1/2", plus or minus. 

2. Surface Course:  1/4", plus or minus. 

3. Surface Smoothness:  Test finished surface of each asphalt concrete course 
for smoothness, using 10' straightedge applied parallel with, and at right 
angles to centerline of paved area. Surfaces will not be acceptable if 
exceeding the following tolerances for smoothness. 

4. Base Course Surface:  1/2". 
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5. Wearing Course Surface:  1/4". 

6. Crowned Surfaces:  Test with crowned template centered and at right 
angle to crown. Maximum allowable variance from template, 1/4". 

7. Check surface areas at intervals as directed by Peachtree City Project 
Manager. 

C. Provide field inspection and testing. Take samples and perform tests in 
accordance with AI MS-2. The density shall be at least 98% (ninety-eight percent) 
of the laboratory determined density. 

D. In-Place Density:  Testing agency will take samples of uncompacted paving 
mixtures and compacted pavement according to [ASTM D 979] [or] 
[AASHTO T 168]. 

1. Reference maximum theoretical density will be determined by averaging 
results from four samples of hot-mix asphalt-paving mixture delivered 
daily to site, prepared according to ASTM D 2041, and compacted 
according to job-mix specifications. 

2. In-place density of compacted pavement will be determined by testing 
core samples according to ASTM D 1188 or ASTM D 2726.One core 
sample will be taken for every 1000 sq. yd. (836 sq. m) or less of installed 
pavement, with no fewer than 4 cores taken or as directed by the Peachtree 
City Project Manager. 

3. Or a field density of in-place compacted pavement may be determined by 
nuclear method according to ASTM D 2950 and correlated with 
ASTM D 1188 or ASTM D 2726. 

 

3.11 PROTECTION 
Immediately after placement, protect pavement from mechanical injury for 1 days or until 
surface temperature is less than 140 degrees F (60 degrees C). 

 
END OF SECTION 
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SECTION 32 13 13 
CONCRETE PAVING 

PART 1  GENERAL 
 

1.1 RELATED DOCUMENTS 
A. Drawings and general provisions of the Contract, including General and 

Supplementary Conditions and Division 01 Specification Sections, apply to this 
Section. 

 

1.2 SUMMARY 
A. This Section includes exterior cement concrete pavement for the following: 

1. Curbs and Gutters. 

2. Walkways. 

3. Residential Driveways 

4. Parking Lots 

B. Related Sections include the following: 

1. Division 31 Section "Earth Moving" for subgrade preparation, grading, 
and subbase course. 

2. Division 32 Section "Concrete Paving Joint Sealants" for joint sealants of 
joints in concrete pavement and at isolation joints of concrete pavement 
with adjacent construction. 

 

1.3 DEFINITIONS 
A. Cementitious Materials:  Portland cement alone or in combination with one or 

more of blended hydraulic cement, fly ash and other pozzolans, and ground 
granulated blast-furnace slag. 

 

1.4 SUBMITTALS 
A. Product Data:  For each type of manufactured material and product indicated. 

B. Design Mixtures:  For each concrete pavement mixture.  Include alternate mixture 
designs when characteristics of materials, Project conditions, weather, test results, 
or other circumstances warrant adjustments. 

C. Material Certificates:  Signed by manufacturers certifying that each of the 
following materials complies with requirements: 
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1. Cementitious materials. 

2. Steel reinforcement and reinforcement accessories. 

3. Fiber reinforcement. 

4. Admixtures. 

5. Curing compounds. 

6. Bonding agent or epoxy adhesive. 

7. Joint fillers. 

 

1.5 QUALITY ASSURANCE 
A. Manufacturer Qualifications:  Manufacturer of ready-mixed concrete products 

who complies with ASTM C 94/C 94M requirements for production facilities and 
equipment. 

1. Manufacturer certified according to NRMCA's "Certification of Ready 
Mixed Concrete Production Facilities." 

B. ACI Publications:  Comply with ACI 301, "Specification for Structural Concrete," 
unless modified by requirements in the Contract Documents. 

 

1.6 PROJECT CONDITIONS 
A. Traffic Control:  Maintain access for vehicular and pedestrian traffic as required 

for other construction activities. 

 

PART 2 - PRODUCTS 
 

2.1 MANUFACTURERS 
A. In other Part 2 articles where titles below introduce lists, the following 

requirements apply to product selection: 

1. Available Products:  Subject to compliance with requirements, products 
that may be incorporated into the Work include, but are not limited to, 
products specified. 

2. Available Manufacturers:  Subject to compliance with requirements, 
manufacturers offering products that may be incorporated into the Work 
include, but are not limited to, manufacturers specified. 
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2.2 FORMS 
A. Form Materials:  Plywood, metal, metal-framed plywood, or other approved 

panel-type materials to provide full-depth, continuous, straight, smooth exposed 
surfaces. 

1. Use flexible or curved forms for curves with a radius 100 feet (30.5 m) or 
less. 

B. Form-Release Agent:  Commercially formulated form-release agent that will not 
bond with, stain, or adversely affect concrete surfaces and will not impair 
subsequent treatments of concrete surfaces. 

 

2.3 STEEL REINFORCEMENT 
A. Plain-Steel Welded Wire Reinforcement:  ASTM A 185, fabricated from as-

drawn steel wire into flat sheets. 

B. Reinforcing Bars:  ASTM A 615/A 615M, Grade 60 (Grade 420); deformed. 

C. Joint Dowel Bars:  Plain steel bars, ASTM A 615/A 615M, Grade 60 (Grade 420).  
Cut bars true to length with ends square and free of burrs. 

D. Tie Bars:  ASTM A 615/A 615M, Grade 60 (Grade 420), deformed. 

E. Bar Supports:  Bolsters, chairs, spacers, and other devices for spacing, supporting, 
and fastening reinforcing bars, welded wire reinforcement, and dowels in place.  
Manufacture bar supports according to CRSI's "Manual of Standard Practice" 
from steel wire, plastic, or precast concrete of greater compressive strength than 
concrete, and as follows: 

F. Epoxy Repair Coating:  Liquid two-part epoxy repair coating, compatible with 
epoxy coating on reinforcement. 

 

2.4 CONCRETE MATERIALS 
A. Cementitious Material:  Use the following cementitious materials, of the same 

type, brand, and source throughout the Project: 

1. Portland Cement:  ASTM C 150, Type I/II, gray. 

B. Normal-Weight Aggregates:  ASTM C 33, Class 4S 4M or 1N coarse aggregate, 
uniformly graded.  Provide aggregates from a single source. 

1. Maximum Coarse-Aggregate Size:  3/4 inch (19 mm) nominal. 

2. Fine Aggregate:  Free of materials with deleterious reactivity to alkali in 
cement. 

C. Exposed Aggregate:  Selected, hard, and durable; washed; free of materials with 
deleterious reactivity to cement or that cause staining; from a single source, with 
gap-graded coarse aggregate as follows: 

1. Aggregate Sizes:  3/4 to 1 inch (19 to 25 mm) nominal. 
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D. Water:  ASTM C 94/C 94M. 

E. Air-Entraining Admixture:  ASTM C 260. 

F. Chemical Admixtures:  Provide admixtures certified by manufacturer to be 
compatible with other admixtures and to contain not more than 0.1 percent water-
soluble chloride ions by mass of cementitious material. 

1. Water-Reducing Admixture:  ASTM C 494/C 494M, Type A. 

2. Retarding Admixture:  ASTM C 494/C 494M, Type B. 

3. Water-Reducing and Retarding Admixture:  ASTM C 494/C 494M, 
Type D. 

4. High-Range, Water-Reducing Admixture:  ASTM C 494/C 494M, Type F. 

5. High-Range, Water-Reducing and Retarding Admixture:  
ASTM C 494/C 494M, Type G. 

6. Plasticizing and Retarding Admixture:  ASTM C 1017/C 1017M, Type II. 

 

2.5 FIBER REINFORCEMENT 
A. Synthetic Fiber:  Monofilament or fibrillated polypropylene fibers engineered and 

designed for use in concrete pavement, complying with ASTM C 1116, Type III, 
1/2 to 1-1/2 inches (13 to 38 mm) long. 

 

2.6 CURING MATERIALS 
A. Absorptive Cover:  AASHTO M 182, Class 2, burlap cloth made from jute or 

kenaf, weighing approximately 9 oz./sq. yd. (305 g/sq. m) dry. 

B. Moisture-Retaining Cover:  ASTM C 171, polyethylene film or white burlap-
polyethylene sheet. 

C. Water:  Potable. 

D. Evaporation Retarder:  Waterborne, monomolecular film forming; manufactured 
for application to fresh concrete. 

E. Clear Waterborne Membrane-Forming Curing Compound:  ASTM C 309, Type 1, 
Class B. 

F. White Waterborne Membrane-Forming Curing Compound:  ASTM C 309, 
Type 2, Class B. 

 

2.7 RELATED MATERIALS 
A. Expansion- and Isolation-Joint-Filler Strips:  ASTM D 1751, asphalt-saturated 

cellulosic fiber or ASTM D 1752, cork or self-expanding cork. 
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B. Slip-Resistive Aggregate Finish:  Factory-graded, packaged, rustproof, 
nonglazing, abrasive aggregate of fused aluminum-oxide granules or crushed 
emery with emery aggregate containing not less than 50 percent aluminum oxide 
and not less than 20 percent ferric oxide; unaffected by freezing, moisture, and 
cleaning materials. 

C. Bonding Agent:  ASTM C 1059, Type II, non-redispersible, acrylic emulsion or 
styrene butadiene. 

D. Epoxy Bonding Adhesive:  ASTM C 881, two-component epoxy resin, capable of 
humid curing and bonding to damp surfaces, of class suitable for application 
temperature and of grade to requirements, and as follows: 

1. Types I and II, non-load bearing or IV and V, load bearing, for bonding 
hardened or freshly mixed concrete to hardened concrete. 

E. Pigmented Mineral Dry-Shake Hardener:  Factory-packaged dry combination of 
portland cement, graded quartz aggregate, color pigments, and plasticizing 
admixture.  Use color pigments that are finely ground, nonfading mineral oxides 
interground with cement. 

 

2.8 PAVEMENT MARKINGS 
A. Pavement-Marking Paint:  Latex, waterborne emulsion, lead and chromate free, 

ready mixed, complying with FS TT-P-1952, with drying time of less than 45 
minutes. 

1. Color:  White (parking striping, edging), Yellow (fire lane, traffic 
separation), Blue (handicapped) and As indicated. 

 

2.9 WHEEL STOPS 
A. Wheel Stops:  Precast, air-entrained concrete, 2500-psi (17.2-MPa minimum 

compressive strength, 4-1/2 inches (115 mm) high by 9 inches (225 mm) wide by 
72 inches (1820 mm) long.  Provide chamfered corners and drainage slots on 
underside and holes for anchoring to substrate. 

1. Dowels:  Galvanized steel, 3/4-inch (19-mm) diameter, 10-inch (254-mm) 
minimum length. 

 

2.10 CONCRETE MIXTURES 
A. Prepare design mixtures, proportioned according to ACI 301, for each type and 

strength of normal-weight concrete determined by either laboratory trial mixes or 
field experience. 

1. Use a qualified independent testing agency for preparing and reporting 
proposed concrete mixture designs for the trial batch method. 
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B. Proportion mixtures to provide normal-weight concrete with the following 
properties: 

1. Compressive Strength (28 Days):  3000 psi (20.7 MPa). 

2. Maximum Water-Cementitious Materials Ratio at Point of Placement:  
0.45. 

3. Slump Limit:  4 inches (100 mm), plus or minus 1 inch (25 mm). 

C. Add air-entraining admixture at manufacturer's prescribed rate to result in normal-
weight concrete at point of placement having an air content as follows: 

1. Air Content:  6 percent plus or minus 1.5 percent for 1-inch (25-mm) 
nominal maximum aggregate size. 

D. Limit water-soluble, chloride-ion content in hardened concrete to 0.15 percent by 
weight of cement. 

E. Chemical Admixtures:  Use admixtures according to manufacturer's written 
instructions. 

F. Synthetic Fiber:  Uniformly disperse in concrete mix at manufacturer's 
recommended rate, but not less than 1.0 lb/cu. yd. (0.60 kg/cu. m). 

 

2.11 CONCRETE MIXING 
A. Ready-Mixed Concrete:  Measure, batch, and mix concrete materials and concrete 

according to ASTM C 94/C 94M[and ASTM C 1116.  Furnish batch certificates 
for each batch discharged and used in the Work. 

1. When air temperature is between 85 deg F (30 deg C) and 90 deg F (32 
deg C), reduce mixing and delivery time from 1-1/2 hours to 75 minutes; 
when air temperature is above 90 deg F (32 deg C), reduce mixing and 
delivery time to 60 minutes. 

 

PART 3 - EXECUTION 
 

3.1 EXAMINATION 
A. Examine exposed subgrades and subbase surfaces for compliance with 

requirements for dimensional, grading, and elevation tolerances. 

B. Proof-roll prepared subbase surface below concrete pavements with heavy 
pneumatic-tired equipment to identify soft pockets and areas of excess yielding. 

1. Completely proof-roll subbase in one direction and repeat in perpendicular 
direction.  Limit vehicle speed to 3 mph (5 km/h). 

2. Proof-roll with a loaded 10-wheel tandem-axle dump truck weighing not 
less than 15 tons (13.6 tonnes). 
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3. Subbase with soft spots and areas of pumping or rutting exceeding depth 
of 1/2 inch (13 mm) require correction according to requirements in 
Division 31 Section "Earth Moving." 

C. Proceed with concrete pavement operations only after nonconforming conditions 
have been corrected and subgrade is ready to receive pavement. 

 

3.2 PREPARATION 
A. Remove loose material from compacted subbase surface immediately before 

placing concrete. 

 

3.3 EDGE FORMS AND SCREED CONSTRUCTION 
A. Set, brace, and secure edge forms, bulkheads, and intermediate screed guides for 

pavement to required lines, grades, and elevations.  Install forms to allow 
continuous progress of work and so forms can remain in place at least 24 hours 
after concrete placement. 

B. Clean forms after each use and coat with form-release agent to ensure separation 
from concrete without damage. 

 

3.4 STEEL REINFORCEMENT 
A. General:  Comply with CRSI's "Manual of Standard Practice" for fabricating, 

placing, and supporting reinforcement. 

B. Clean reinforcement of loose rust and mill scale, earth, ice, or other bond-
reducing materials. 

C. Arrange, space, and securely tie bars and bar supports to hold reinforcement in 
position during concrete placement.  Maintain minimum cover to reinforcement. 

D. Install welded wire reinforcement in lengths as long as practicable.  Lap adjoining 
pieces at least one full mesh, and lace splices with wire.  Offset laps of adjoining 
widths to prevent continuous laps in either direction. 

E. Install fabricated bar mats in lengths as long as practicable.  Handle units to keep 
them flat and free of distortions.  Straighten bends, kinks, and other irregularities, 
or replace units as required before placement.  Set mats for a minimum 2-inch 
(50-mm) overlap of adjacent mats. 

 

3.5 JOINTS 
A. General:  Form construction, isolation, and contraction joints and tool edgings 

true to line with faces perpendicular to surface plane of concrete.  Construct 
transverse joints at right angles to centerline, unless otherwise indicated. 
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1. When joining existing pavement, place transverse joints to align with 
previously placed joints, unless otherwise indicated. 

B. Construction Joints:  Set construction joints at side and end terminations of 
pavement and at locations where pavement operations are stopped for more than 
one-half hour unless pavement terminates at isolation joints. 

1. Continue steel reinforcement across construction joints, unless otherwise 
indicated.  Do not continue reinforcement through sides of pavement 
strips, unless otherwise indicated. 

2. Provide tie bars at sides of pavement strips where indicated. 

3. Butt Joints:  Use bonding agent at joint locations where fresh concrete is 
placed against hardened or partially hardened concrete surfaces. 

4. Doweled Joints:  Install dowel bars and support assemblies at joints where 
indicated.  Lubricate or asphalt-coat one-half of dowel length to prevent 
concrete bonding to one side of joint. 

C. Isolation Joints:  Form isolation joints of preformed joint-filler strips abutting 
concrete curbs, catch basins, manholes, inlets, structures, walks, other fixed 
objects, and where indicated. 

1. Locate expansion joints at intervals of 40 feet (12.2 m), unless otherwise 
indicated. 

2. Extend joint fillers full width and depth of joint. 

3. Terminate joint filler not less than 1/2 inch (13 mm) or more than 1 inch 
(25 mm) below finished surface if joint sealant is indicated. 

4. Place top of joint filler flush with finished concrete surface if joint sealant 
is not indicated. 

5. Furnish joint fillers in one-piece lengths.  Where more than one length is 
required, lace or clip joint-filler sections together. 

6. Protect top edge of joint filler during concrete placement with metal, 
plastic, or other temporary preformed cap.  Remove protective cap after 
concrete has been placed on both sides of joint. 

D. Contraction Joints:  Form weakened-plane contraction joints, sectioning concrete 
into areas as indicated.  Construct contraction joints for a depth equal to at least 
one-fourth of the concrete thickness, as follows[to match jointing of existing 
adjacent concrete pavement: 

1. Grooved Joints:  Form contraction joints after initial floating by grooving 
and finishing each edge of joint with grooving tool to a 1/4-inch (6-mm) 
radius.  Repeat grooving of contraction joints after applying surface 
finishes.  Eliminate groover marks on concrete surfaces. 

2. Sawed Joints:  Form contraction joints with power saws equipped with 
shatterproof abrasive or diamond-rimmed blades.  Cut 1/8-inch- (3-mm) 
wide joints into concrete when cutting action will not tear, abrade, or 
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otherwise damage surface and before developing random contraction 
cracks. 

3. Doweled Contraction Joints:  Install dowel bars and support assemblies at 
joints where indicated.  Lubricate or asphalt coat one-half of dowel length 
to prevent concrete bonding to one side of joint. 

E. Edging:  Tool edges of pavement, gutters, curbs, and joints in concrete after initial 
floating with an edging tool to a 1/4-inch (6-mm) radius.  Repeat tooling of edges 
after applying surface finishes.  Eliminate tool marks on concrete surfaces. 

 

3.6 CONCRETE PLACEMENT 
A. Inspection:  Before placing concrete, inspect and complete formwork installation, 

steel reinforcement, and items to be embedded or cast in.  Notify other trades to 
permit installation of their work. 

B. Remove snow, ice, or frost from subbase surface and reinforcement before 
placing concrete.  Do not place concrete on frozen surfaces. 

C. Moisten subbase to provide a uniform dampened condition at time concrete is 
placed.  Do not place concrete around manholes or other structures until they are 
at required finish elevation and alignment. 

D. Comply with ACI 301 requirements for measuring, mixing, transporting, and 
placing concrete. 

E. Do not add water to concrete during delivery or at Project site, unless instructed to 
by testing agency. 

F. Do not add water to fresh concrete after testing. 

G. Deposit and spread concrete in a continuous operation between transverse joints.  
Do not push or drag concrete into place or use vibrators to move concrete into 
place. 

H. Consolidate concrete according to ACI 301 by mechanical vibrating equipment 
supplemented by hand spading, rodding, or tamping. 

1. Consolidate concrete along face of forms and adjacent to transverse joints 
with an internal vibrator.  Keep vibrator away from joint assemblies, 
reinforcement, or side forms.  Use only square-faced shovels for hand 
spreading and consolidation.  Consolidate with care to prevent dislocating 
reinforcement, dowels, and joint devices. 

I. Screed pavement surfaces with a straightedge and strike off. 

J. Commence initial floating using bull floats or darbies to impart an open textured 
and uniform surface plane before excess moisture or bleed water appears on the 
surface.  Do not further disturb concrete surfaces before beginning finishing 
operations or spreading surface treatments. 

K. Curbs and Gutters:  When automatic machine placement is used for curb and 
gutter placement, submit revised mix design and laboratory test results that meet 
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or exceed requirements.  Produce curbs and gutters to required cross section, 
lines, grades, finish, and jointing as specified for formed concrete.  If results are 
not approved, remove and replace with formed concrete. 

L. Cold-Weather Placement:  Comply with ACI 306.1 and as follows.  Protect 
concrete work from physical damage or reduced strength that could be caused by 
frost, freezing actions, or low temperatures. 

1. When air temperature has fallen to or is expected to fall below 40 deg F 
(4.4 deg C), uniformly heat water and aggregates before mixing to obtain a 
concrete mixture temperature of not less than 50 deg F (10 deg C) and not 
more than 80 deg F (27 deg C) at point of placement. 

2. Do not use frozen materials or materials containing ice or snow. 

3. Do not use calcium chloride, salt, or other materials containing antifreeze 
agents or chemical accelerators unless otherwise specified and approved in 
mix designs. 

M. Hot-Weather Placement:  Comply with ACI 301 and as follows when hot-weather 
conditions exist: 

1. Cool ingredients before mixing to maintain concrete temperature below 90 
deg F (32 deg C) at time of placement.  Chilled mixing water or chopped 
ice may be used to control temperature, provided water equivalent of ice is 
calculated to total amount of mixing water.  Using liquid nitrogen to cool 
concrete is Contractor's option. 

2. Cover steel reinforcement with water-soaked burlap so steel temperature 
will not exceed ambient air temperature immediately before embedding in 
concrete. 

3. Fog-spray forms, steel reinforcement, and subgrade just before placing 
concrete.  Keep subgrade moisture uniform without standing water, soft 
spots, or dry areas. 

 

3.7 FLOAT FINISHING 
A. General:  Do not add water to concrete surfaces during finishing operations. 

B. Float Finish:  Begin the second floating operation when bleed-water sheen has 
disappeared and concrete surface has stiffened sufficiently to permit operations.  
Float surface with power-driven floats, or by hand floating if area is small or 
inaccessible to power units.  Finish surfaces to true planes.  Cut down high spots 
and fill low spots.  Refloat surface immediately to uniform granular texture. 

1. Medium-to-Fine-Textured Broom Finish:  Draw a soft bristle broom 
across float-finished concrete surface perpendicular to line of traffic to 
provide a uniform, fine-line texture. 
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3.8 SPECIAL FINISHES 
A. Slip-Resistive Aggregate Finish:  Before final floating, spread slip-resistive 

aggregate finish on pavement surface according to manufacturer's written 
instructions and as follows: 

1. Uniformly spread 25 lb/100 sq. ft. (12 kg/10 sq. m) dampened slip-
resistive aggregate over pavement surface in 2 applications.  Tamp 
aggregate flush with surface using a steel trowel, but do not force below 
surface. 

2. Uniformly distribute approximately two-thirds of slip-resistive aggregate 
over pavement surface with mechanical spreader, allow to absorb 
moisture, and embed by power floating.  Follow power floating with a 
second slip-resistive aggregate application, uniformly distributing 
remainder of material at right angles to first application to ensure uniform 
coverage, and embed by power floating. 

3. Cure concrete with curing compound recommended by slip-resistive 
aggregate manufacturer.  Apply curing compound immediately after final 
finishing. 

4. After curing, lightly work surface with a steel wire brush or abrasive stone 
and water to expose nonslip aggregate. 

 

3.9 CONCRETE PROTECTION AND CURING 
A. General:  Protect freshly placed concrete from premature drying and excessive 

cold or hot temperatures. 

B. Comply with ACI 306.1 for cold-weather protection. 

C. Evaporation Retarder:  Apply evaporation retarder to concrete surfaces if hot, dry, 
or windy conditions cause moisture loss approaching 0.2 lb/sq. ft. x h (1 kg/sq. m 
x h) before and during finishing operations.  Apply according to manufacturer's 
written instructions after placing, screeding, and bull floating or darbying 
concrete, but before float finishing. 

D. Begin curing after finishing concrete but not before free water has disappeared 
from concrete surface. 

E. Curing Methods:  Cure concrete by moisture curing, moisture-retaining-cover 
curing, curing compound, or a combination of these as follows: 

1. Moist Curing:  Keep surfaces continuously moist for not less than seven 
days with the following materials: 

a. Water. 

b. Continuous water-fog spray. 

c. Absorptive cover, water saturated and kept continuously wet.  
Cover concrete surfaces and edges with 12-inch (300-mm) lap over 
adjacent absorptive covers. 
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2. Moisture-Retaining-Cover Curing:  Cover concrete surfaces with moisture-
retaining cover for curing concrete, placed in widest practicable width, with sides 
and ends lapped at least 12 inches (300 mm), and sealed by waterproof tape or 
adhesive.  Immediately repair any holes or tears during curing period using cover 
material and waterproof tape. 

3. Curing Compound:  Apply uniformly in continuous operation by power spray or 
roller according to manufacturer's written instructions.  Recoat areas subjected to 
heavy rainfall within three hours after initial application.  Maintain continuity of 
coating and repair damage during curing period. 

 

3.10 PAVEMENT TOLERANCES 
A. Comply with tolerances of ACI 117 and as follows: 

1. Elevation:  1/4 inch (6 mm). 

2. Thickness:  Plus 3/8 inch (10 mm), minus 1/4 inch (6 mm). 

3. Surface:  Gap below 10-foot- (3-m-) long, unleveled straightedge not to 
exceed 1/4 inch (6 mm). 

4. Lateral Alignment and Spacing of Tie Bars and Dowels:  1 inch (25 mm). 

5. Vertical Alignment of Tie Bars and Dowels:  1/4 inch (6 mm). 

6. Alignment of Tie-Bar End Relative to Line Perpendicular to Pavement 
Edge:  1/2 inch (13 mm). 

7. Alignment of Dowel-Bar End Relative to Line Perpendicular to Pavement 
Edge:  Length of dowel 1/4 inch per 12 inches (6 mm per 300 mm). 

8. Joint Spacing:  3 inches (75 mm). 

9. Contraction Joint Depth:  Plus 1/4 inch (6 mm), no minus. 

10. Joint Width:  Plus 1/8 inch (3 mm), no minus. 

 

3.11 PAVEMENT MARKING 
A. Do not apply pavement-marking paint until layout, colors, and placement have 

been verified with Architect. 

B. Allow concrete pavement to cure for 28 days and be dry before starting pavement 
marking. 

C. Sweep and clean surface to eliminate loose material and dust. 

D. Apply paint with mechanical equipment to produce pavement markings of 
dimensions indicated with uniform, straight edges.  Apply at manufacturer's 
recommended rates to provide a minimum wet film thickness of 15 mils (0.4 
mm). 
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1. Spread glass beads uniformly into wet pavement markings at a rate of 6 
lb/gal. (0.72 kg/L). 

 

3.12 WHEEL STOPS 
A. Securely attach wheel stops into pavement with not less than two galvanized steel 

dowels embedded in holes drilled or cast into wheel stops at one-quarter to one-
third points.  Firmly bond each dowel to wheel stop and to pavement.  Securely 
install dowels into pavement and bond to wheel stop.  Recess head of dowel 
beneath top of wheel stop. 

 

3.13 FIELD QUALITY CONTROL 
A. Testing Agency:  Owner will engage a qualified independent testing and 

inspecting agency to perform field tests and inspections and prepare test reports. 

B. Testing Services:  Testing of composite samples of fresh concrete obtained 
according to ASTM C 172 shall be performed according to the following 
requirements: 

1. Testing Frequency:  Obtain at least 1 composite sample for each 50 cu. yd. 
(38 cu. m) or fraction thereof of each concrete mix placed each day. 

2. Slump:  ASTM C 143/C 143M; one test at point of placement for each 
composite sample, but not less than one test for each day's pour of each 
concrete mix.  Perform additional tests when concrete consistency appears 
to change. 

3. Air Content:  ASTM C 231, pressure method; one test for each composite 
sample, but not less than one test for each day's pour of each concrete mix. 

4. Concrete Temperature:  ASTM C 1064; one test hourly when air 
temperature is 40 deg F (4.4 deg C) and below and when 80 deg F (27 
deg C) and above, and one test for each composite sample. 

5. Compression Test Specimens:  ASTM C 31/C 31M; cast and laboratory 
cure one set of three standard cylinder specimens for each composite 
sample. 

6. Compressive-Strength Tests:  ASTM C 39/C 39M; test 1 specimen at 7 
days and 2 specimens at 28 days. 

a. A compressive-strength test shall be the average compressive 
strength from 2 specimens obtained from same composite sample 
and tested at 28 days. 

C. Strength of each concrete mix will be satisfactory if average of any 3 consecutive 
compressive-strength tests equals or exceeds specified compressive strength and 
no compressive-strength test value falls below specified compressive strength by 
more than 500 psi (3.4 MPa). 
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D. Test results shall be reported in writing to Architect, concrete manufacturer, and 
Contractor within 48 hours of testing.  Reports of compressive-strength tests shall 
contain Project identification name and number, date of concrete placement, name 
of concrete testing and inspecting agency, location of concrete batch in Work, 
design compressive strength at 28 days, concrete mixture proportions and 
materials, compressive breaking strength, and type of break for both 7- and 28-
day tests. 

E. Nondestructive Testing:  Impact hammer, sonoscope, or other nondestructive 
device may be permitted by Architect but will not be used as sole basis for 
approval or rejection of concrete. 

F. Additional Tests:  Testing and inspecting agency shall make additional tests of 
concrete when test results indicate that slump, air entrainment, compressive 
strengths, or other requirements have not been met, as directed by Architect. 

G. Remove and replace concrete pavement where test results indicate that it does not 
comply with specified requirements. 

H. Additional testing and inspecting, at Contractor's expense, will be performed to 
determine compliance of replaced or additional work with specified requirements. 

 

3.14 REPAIRS AND PROTECTION 
A. Remove and replace concrete pavement that is broken, damaged, or defective or 

that does not comply with requirements in this Section. 

B. Drill test cores, where directed by Architect, when necessary to determine 
magnitude of cracks or defective areas.  Fill drilled core holes in satisfactory 
pavement areas with portland cement concrete bonded to pavement with epoxy 
adhesive. 

C. Protect concrete from damage.  Exclude traffic from pavement for at least 14 days 
after placement.  When construction traffic is permitted, maintain pavement as 
clean as possible by removing surface stains and spillage of materials as they 
occur. 

D. Maintain concrete pavement free of stains, discoloration, dirt, and other foreign 
material.  Sweep concrete pavement not more than two days before date 
scheduled for Substantial Completion inspections. 

 

END OF SECTION 
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SECTION 32 92 19 
SEEDING 

PART 1  GENERAL 
 

1.01 SCOPE   

This section pertains to seeding work, including preparing the seedbed, furnishing and 
placing of topsoil, seed and other required materials for a complete installation to the limits 
of construction and specified herein. Seeding operations shall be performed on all newly 
graded earth areas not otherwise specified covered by structures, pavements and/or 
surfacings, riprap, sod, sprigging, walkways, and other items of a similar nature; on all 
cleared and/or grubbed areas which are to remain as finish grade surfaces and not to be 
excavated or embankments constructed thereon; on all existing off site and on site turfed 
earth surfaces which are disturbed by construction operations and which are to remain as 
finish grade surfaces; and at all other locations which may be designated on the drawings or 
specified herein. The contractor shall follow the GA DOT Standard Specifications 
Construction of Roads and Bridges Section 700, 882, 890 and 891 latest edition and/or pages 
6-35 thru 6-60 of the Manual for Erosion and Sediment Control in Georgia (1975 and as 
amended in the latest edition). 

 

1.02 RELATED WORK SPECIFIED ELSEWHERE 

 A. Sodding – Section 32 92 23 (If Indicated on the Drawings) 

 

PART 2  PRODUCTS  
 

2.01 TOPSOIL 

Top soil shall consist of materials meeting the requirements of Section 31 14 14. 

 

2.02 GRASS SEED 

All seeds shall be labeled in accordance with U.S.D.A. Rules and Regulations. Seeds shall be 
packaged in suitable containers in accordance with the Georgia Seed Laws, Rules and 
Regulations currently in effect. No seed shall be used which has become molded, wet or 
otherwise damaged. Seed shall be tested by the Georgia Department of Agriculture for the 
purity and germination within six months prior to the date of sowing. 

1. Grass seed on level or slightly sloping ground shall consist of the following for 
the planting dates specified: 
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  (a) March 1 to June 30 
   Common Bermuda (hulled)    10 lbs./acre 
   Tall Fescue      50 lbs./acre 

  (b) August 1 to November 1 
   Tall Fescue      50 lbs./acre 
   Common Bermuda (unhulled)   10 lbs./acre 

  (c) November 1 to March 1 
   Common Bermuda (unhulled)   10 lbs./acre 

2. Grass seed on slopes 2:1 or steeper and infrequently mowed areas unless 
otherwise indicated shall consist of the following for the planting dates specified: 

  (a) March 1 to June 15 
   Weeping Lovegrass      5 lbs./acre 
   Sericea Lespedeza (scarified)    60 lbs./acre 

  (b) August 1 to November 1 
   Tall Fescue      50 lbs./acre 
   Sericea Lespedeza (unscarified)   75 lbs./acre 

  (c) November 1 to March 1 
   Common Bermuda (unhulled)   10 lbs./acre 
   Sericea Lespedeza (unscarified)   75 lbs./acre 

When as directed by the Peachtree City Project Manager, an approved quick growing species 
of grass seed such as rye, Italian rye, millet or other cereal grass, shall be applied at a rate of 
30 lbs./acre in conjunction with and in addition to the seed mixture specified above. 

 

2.03 SPRIGS 

Bermuda, common, healthy living stolons native to locality of project. Plant on day of 
removal from growing location. Plant sprigs from March 15 to July 15. 

 

2.04 MULCH 

A. Dry Mulch:  Dry mulch shall be straw or hay, consisting of oat, rye or wheat straw, or 
of pangola, peanut, coastal Bermuda or Bahia grass hay. Only undeteriorated mulch 
which can be readily cut into the soil shall be used. Application rate shall be 2 ½ tons 
per acre. 

B. Mulch for hydroseeding:  This material shall consist of wood cellulose fiber applied 
at 500 lbs./acre with dye color equal to Weyerhauser Company, or Conway 
Corporation material used for "hydroseeding" and suitable for this purpose. 

 

2.05 FERTILIZER 
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Fertilizer shall be of an accepted and approved commercial brand. Fertilizer shall be a ready 
mixed material containing the soil nutrients as specified and in a suitable form compatible 
with the equipment used to achieve uniform distribution of the fertilizer. The fertilizer 
mixture shall contain the following nutrients expressed in per cent of the total weight:  6% 
nitrogen, 12% available phosphoric acid, and 12% water soluble potash (6-12-12) analysis. 
Container tags shall have the name and address of the manufacturer, the brand name, net 
weight, and chemical composition of analysis. Fertilizer shall be applied at 1500 lbs./acre. 

 

2.06 LIME 

Agricultural lime shall be within the specifications of the Georgia Department of Agriculture. 
Ground limestone is calcitic or dolomitic limestone ground so that 90 percent of the material 
shall pass a 10-mesh sieve, not less that 50 percent will pass through a 50-mesh sieve and at 
least 25% shall pass a 100-mesh sieve. Lime shall be applied as indicated by soil test, or the 
rate of 1 to 2 tons per acre. 

 

2.07 WATER 

The water used in the grassing operations may be obtained from any approved spring, pond, 
lake, stream or municipal water system. The water shall be free of excess and harmful 
chemicals, acids, alkalies, or any substance which might be harmful to plant growth or 
obnoxious to traffic. 

 

2.08 SOD 

Shall be healthy living, disease and weed free grass that has been freshly cut. 

 

PART 3  EXECUTION 
 

3.01 HYDROSEEDING 

A. The materials for grassing shall consist of a thoroughly mixed slurry of grass seed, 
fertilizer, lime and mulch as specified. The application rate for wood fiber mulch 
shall be approximately 500 lbs./acre. All materials shall be discharged within one 
hour after being combined in the hydroseeder. 

B. Each kind of leguminous seed shall be inoculated separately with the appropriate 
commercial culture according to instructions of the manufacturer of the material. All 
inoculated seed shall be protected from the sun and shall be planted the same day it is 
inoculated. 

C. Equipment for mixing and applying the slurry shall be especially designed for this 
purpose. It shall be capable of applying a uniform mixture over the entire area to be 
seeded. The slurry mixture shall be agitated during application to keep the ingredients 
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thoroughly mixed. A suitable metering device to determine the rate of application and 
assist in obtaining uniform coverage of the grassed areas shall be incorporated as part 
of the equipment. 

D. Ground preparation for hydroseeding shall be the same as for conventional seeding. 

E. Hydroseeding shall not be performed when windy weather prevents even distribution; 
when the prepared surface is crusted; or when the ground is frozen, wet or otherwise 
in a non-tillable condition. 

 

3.02 CONVENTIONAL SEEDING 

A. Grading and Shaping 

Grade and shape to finish contours and to allow practical use of equipment. 

B. Seedbed Preparation 

1. Broadcast plantings: 

a. Tillage as a minimum shall:  adequately loosen the soil to a depth of 4 
to 6 inches; alleviate compaction; incorporate lime and fertilizer; 
smooth and firm the soil; allow for the proper placement of seed, 
sprigs, or plants; and allow for the anchoring of straw or hay mulch if 
a disk is to be used. 

b. Tillage may be done with any suitable equipment. 

c. Tillage may be done on the contour where feasible. 

d. On slopes too steep for the safe operation of tillage equipment, the 
soil surface will be pitted or trenched across the slope with 
appropriate hand tools to provide a place 6 to 8 inches apart in which 
seed may lodge and germinate. 

2. Individual plants: 

a. Where individual plants are to be set, the soil will be well prepared by 
excavating holes, opening furrows, or dibble planting. 

b. For nursery stock plants, holes shall be large enough to accommodate 
roots without crowding. 

 

3.03 SPRIGS 

Separate or shred and broadcast over area prepared for planting at 40 cu. ft. per acre. Harrow 
into ground with disc turned straight. 

 

3.04 LIME/FERTILIZER APPLICATION 
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Lime and fertilizer will be applied uniformly during land preparation so that it will be mixed 
with the soil during seedbed preparation. On steep surfaces, scarify slope prior to 
broadcasting lime and fertilizer. 

 

3.05 PLANTING 

A. Seeding will be done on a freshly prepared and firmed seedbed. For broadcast 
planting, use a cultipacker-seeder, drill, rotary seeder, other mechanical seeder, or 
hand seeding to distribute the seed uniformly over the area to be treated. Cover the 
seed lightly with a cultipacker or other suitable equipment. 

B. No-till seeding is permissible into annual cover crops when planting is done 
following maturity of the cover crop or if the temporary cover stand is sparse enough 
to allow adequate growth of the permanent species. 

C. No-till seeding must be done with appropriate no-till seeding equipment. The seed 
must be uniformly distributed and planted at the proper depth. 

 

3.06 MULCHING 

All seeded areas shall be mulched. Soil retention blankets, erosion control netting, and other 
manufactured materials may be required in addition to mulch on unstable soils and 
concentrated flow areas. Mulch shall be spread uniformly within 24 hours after seeding. 

 

3.07  WATER, MAINTENANCE AND RESEEDING 

A. Contractor shall be responsible for maintaining the proper moisture content of the 
soil to insure adequate plant growth until a satisfactory stand of grass is obtained. 
Watering shall be performed to maintain an adequate water content in the soil. 

B. The Contractor shall mow and maintain all seeded areas without additional 
payment until final acceptance of the work by the Owner, and any regrading, 
refertilizing, reliming, reseeding or remulching shall be done at his own expense. 
Seeding work shall be repeated on defective areas until a satisfactory uniform stand 
of grass is accomplished. A satisfactory stand of grass is defined as grass that covers 
at least 98% of the total area with no bare spots larger than one square foot and bare 
spots shall be scattered such that bare areas do not comprise more than 1/100 of any 
given area. Damage resulting from erosion, gulleys, washouts, or other causes 
shall be repaired by filling with topsoil, compacting, and repeating the seeding 
work at the Contractor's expense. 

 

3.08 SODDING 

See Section 32 92 23 Sodding for additional sod requirements. Smooth grade the specified 
area to be planted. Apply amendments and fertilizer requirements as determined in soil test. 
Planting area shall be free of stumps, roots, large stone over 1" diameter, and any other 
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debris. Apply fertilizer and rake into the soil surface. Lightly wet soil surface if dry. Lay the 
sod at right angles to any major water flow. Sod shall be pinned and secured on slopes 
greater than 3:1. Sod joints shall be staggered between rows. Sod shall be watered after 
installation each day. 

 

END OF SECTION 
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SECTION 32 92 23 
SODDING 

PART 1  GENERAL 
 

1.01 SCOPE 
Sodding shall consist of establishing disturbed areas with sod (designated on the plans or 
by the Peachtree City Project Manager).  Sodding is to be used on golf course fairways, 
tee boxes and rough areas.   

 

PART 2  PRODUCTS 
 

2.01 SOD 
Sod shall consist of a live, dense, well-rooted growth of Tiff 419 Bermuda or other 
specified species.  The sod shall be free from Johnson grass, nut grass and other noxious 
grasses and weeds and shall be of suitable character for the purpose intended and for the 
soil in which it is to be planted.  It shall be uninjured at the time of planting. 

 

2.02 FERTILIZER 
A. Fertilizer (10-10-10) used in connection with sodding, shall contain 10 percent 

nitrogen, 10 percent phosphoric acid and 10 percent potash.  The fertilizer shall be 
furnished in standard containers with the name, weight and guaranteed analysis of 
the contents clearly marked.  The containers shall ensure proper protection in 
handling and transporting the fertilizer.  All commercial fertilizer shall comply 
with local, state and federal fertilizer laws. 

B. Ammonium nitrate shall be a standard commercial product, shall conform to the 
requirements for other commercial fertilizers as specified above, and shall have a 
minimum of 32-1/2 percent nitrogen. 

 

2.03 LIME 
 Agricultural lime shall be within the specifications of the Georgia Department of 

Agriculture.  Ground limestone is calcitic or dolomitic limestone ground so that 90 
percent of the material shall pass a 10-mesh sieve, not less that 50 percent will pass 
through a 50-mesh sieve and at least 25% shall pass a 100-mesh sieve.  Lime shall be 
applied as indicated by soil test, or the rate of 1 to 2 tons per acre.  Lime shall not be 
applied to soils to receive Centipede or St Augustine sod. 
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2.04 WEATHER LIMITATIONS 
 Sod shall be planted only when the soil is moist and favorable to growth.   

 

PART 3  EXECUTION 
 

3.01 SODDING 
A. The area to be sodded shall be constructed to the limits of disturbed areas, as 

shown on the plans, or as directed by the Peachtree City Project Manager, and the 
surface loosened to a depth of not less than 4-inches with a rake or other device.  
If necessary, it shall be sprinkled until saturated at least 1-inch in depth and kept 
moist until the sod is place thereon.  Immediately before placing the sod, the 
fertilizer shall be uniformly applied at the rate of 40 pounds of Grade 10-10-10, or 
equivalent, per 1,000 square feet.  Agricultural limestone shall be applied based 
on soil tests or at a rate of 10 to 20 pounds per 1,000 square feet. Fertilizer, lime 
or other soil amendments shall be worked into the top 4 inches of soil.  

B. The entire area shall be thoroughly covered with sod.  The sod shall be placed on 
the prepared surface with the edges in close contact and, as far as possible, with 
staggered joints. If any gaps are present after placement, the contractor shall fill 
these areas with sand at no additional cost to the owner. 

C. The sod shall be maintained moist from time of removal until reset but shall be 
placed as soon as practicable after removal from place where growing.  
Immediately after placing it shall be rolled with a lightweight roller or hand 
tamped to the satisfaction of the Peachtree City Project Manager. 

D. Sod on slopes steeper than 3 to 1 shall be held in place by sod staples, driven 
through the sod into the soil until they are below the top of the sod. 

 

3.02 WATERING AND MAINTENANCE 
A. The sod shall be watered as directed by the Peachtree City Project Manager for a 

period of two weeks after which ammonium nitrate shall be applied at the rate of 
three pounds per 1,000 square feet and the sod given a final watering. 

B. The Contractor shall not allow any equipment or material to be placed on any 
planted area and shall erect suitable barricades and guards to prevent Contractor's 
equipment, labor or the public from traveling on or over any area planted with 
sod. 

C. It shall be the obligation of the Contractor to secure a satisfactory growth of grass 
before final acceptance of the Project. 

D. The Contractor shall maintain all sodded areas without additional payment until 
final acceptance of the work by the Owner, and any regrading, refertilizing, 
reliming, resodding or remulching shall be done at his own expense.  Sodding 
work shall be repeated on defective areas until a satisfactory uniform stand of sod 
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is accomplished.  Damage resulting from erosion, gulleys, washouts, or other 
causes shall be repaired by filling with topsoil, compacting, and repeating the 
sodding work at the Contractor's expense. 

 

END OF SECTION 
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SECTION 32 93 33 
SHRUBS 

PART 1  GENERAL 
 

1.01 SCOPE 
This Section includes furnishing all equipment, materials and labor necessary for soil 
preparation, planting of trees, shrubs, ground cover or vines as applicable, protection, 
maintenance, warranty and replacement of plants and all related items as shown on the 
Drawings and specified herein. 

 

1.02  SUBSURFACE INVESTIGATION 
Before commencing any work required by this Section, the Contractor shall ascertain the 
location of all utilities, subsurface drainage and underground construction so that proper 
precautions may be taken not to disturb or damage any subsurface improvements.  The 
Contractor will be held responsible for making, at Contractor's expense, all repairs to 
damaged utilities, irrigation piping, irrigation control lines, and structures resulting from 
the work. 

 

1.03 OBSTRUCTIONS BELOW GROUND OR OVERHEAD 
It is not contemplated that planting shall occur where the depth of soil over underground 
construction or obstructions is insufficient to accommodate the roots or where impervious 
soil will require drainage.  Where such conditions are encountered in excavation of 
planting areas, other locations for underground construction or for the planting may be 
designated by the Peachtree City Project Manager. 

Removal of underground obstructions, relocation of construction and provision of 
drainage for planting areas shall be done only as directed by the Peachtree City Project 
Manager. 

If changes in the location of the work or if removal of obstructions involve additional 
work, the Contractor shall proceed in accordance with the General Conditions of the 
Contract Documents. 

 

1.04 QUALIFICATIONS 
All planting shall be performed by personnel familiar with planting procedure and under 
the supervision of a qualified planting foreman. 
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1.05 EXISTING IMPROVEMENTS 
The Contractor shall take all necessary precautions to avoid damage to existing 
sidewalks, fencing, paving, curbs, lighting, cart paths and other site improvements. 

 

1.06 QUALITY ASSURANCE 
Size quality, root ball preparation and grading standards shall conform to the American 
Association of Nurserymen, Inc., as published in the "American Standard for Nursery 
Stock" ANSI 260.1, latest approved revision. 

The Contractor shall be responsible for all certificates of inspection of plant materials that 
may be required by federal, state or other authorities to accompany shipments of plants.  
All plants must be inspected and approved by the Peachtree City Project Manager before 
they are planted.  Inspection and approval of plants upon delivery shall be for quality, 
size and variety only and shall not in any way impair the right of rejection for failure to 
meet other requirements during progress of the Work. 

Fertilizer shall conform to the local, state and federal laws applicable to its manufacture 
and labeling. 

 

1.07 WARRANTY 
A. Warranty:  Plant shall be alive, healthy and vigorous at the end of the one-year 

warranty period.  The warranty period shall terminate at the end of the first full 
year after project completion. 

B. Replacement:  The Contractor shall inspect all planting monthly until the end of 
the maintenance period, and shall submit to the Peachtree City Project Manager a 
written report describing plant replacements, if any.  Any plant required under this 
Contract that is dead or not in satisfactory growth will be removed from the site; 
these and any plants missing due to the Contractor's negligence shall be replaced 
as soon as conditions permit.  In case of any question regarding the condition and 
satisfactory establishment of a rejected plant, the Contractor shall notify the 
Peachtree City Project Manager immediately in writing, and the Peachtree City 
Project Manager shall determine acceptability.  All replacement plants shall be 
warranted for the duration of one full growing season as described above. 

 

PART 2  PRODUCTS 
 

2.01 TOPSOIL 
The Contractor shall furnish, at no additional cost to the Owner, all necessary topsoil for 
the planting of trees, shrubs, vines, and/or ground covers.  All topsoil shall be natural soil 
classifiable as a loam, silt loam or sandy loam as described in the U.S. Department of 
Agriculture triangular soil texture chart.  The acidity range, between 6.0 and 6.5 pH, shall 
contain not less than three percent organic matter as determined by loss on ignition of 
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moisture-free samples dried at 100 degrees C.  Topsoil shall be free from hard clods, stiff 
clay, hardpan, stones larger than 1-inch in diameter, noxious weeds and plants, sod, 
partially disintegrated debris, insects or any other undesirable material that would be 
toxic or harmful to growth.  Topsoil for planting may be conditioned by the use of 
approved additives until the requirements outlined in the paragraph are satisfied. 

 

2.02  PEAT 
Peat shall be commercial Sphagnum peat moss containing not more than 15 percent 
moisture and not less than 60 percent decomposed organic matter by weight calculated on 
an oven-dried basis.  It shall be clean, free from stones, sticks, roots and other foreign 
matter and shall be shredded.  It shall be delivered to site in unopened, partially 
compressed bales or bags. 

 

2.03  SAND 
Sand for planting mix shall be clean, natural sand meeting the requirements of ASTM C 
144.  Sand may be prepared from stone, gravel or other inert material having similar 
characteristics subject to approval by the Peachtree City Project Manager. 

 

2.04  MANURE 
Manure shall be commercially composted horse or cow manure subject to approval by 
the Peachtree City Project Manager. 

 

2.05 LIMESTONE 
Limestone, if necessary as a soil additive shall be ground agricultural dolomitic limestone 
containing no less than 85 percent of total carbonates and shall be ground to such 
fineness that 50 percent will pass through a 100-mesh sieve and 90 percent through a 20 
percent sieve. 

 

2.06 PLANTING MIX 
A. All planting pits shall be backfilled with a planting mix consisting of the 

following proportions by volume: 

1. One part native soil. 

2. One part peat. 

3. One part sand. 

B. The planting mix shall be thoroughly mixed prior to final placement.  If so 
directed by the Peachtree City Project Manager, ground limestone shall be added 
to the mix at a rate of 2-1/2 pounds per cubic yard for each full point rise in pH 
desired. 
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2.07 PLANTS 
A. All plants removed, disturbed or damaged shall be replaced in kind, quantity and 

size. 

B. Plants shall be nursery grown and have a habit of growth that is normal for the 
species.  They shall be sound, healthy, vigorous and free from insect pests, plant 
diseases and injuries.  All plants shall equal or exceed the measurements specified 
in the Plant List, which are minimum acceptable sizes.  They shall be measured 
before pruning with branches in normal position.  No pruning shall be done until 
the plants have been inspected by the Peachtree City Project Manager and in no 
case shall the plants supplied under this Contract be pruned back to such an extent 
that they no longer meet Specifications.  Root bound container plants shall have 
their root balls scarified 1/2-inch deep along their length on two sides to cut the 
circling roots. 

C. Substitutions of genus, species or variety will be permitted only upon submission 
of proof, in writing, that the specified plant or its alternative is not obtainable in 
the continental United States.  Written authorization for substitution must be 
obtained from the Peachtree City Project Manager. 

D. Under special conditions plants may be field collected if approved in writing by 
the Peachtree City Project Manager. 

E. All plants (except ground-covers) in the Plant List shall be balled and burlapped 
or container grown unless noted otherwise.  Balled and burlapped material shall 
be dug with firm, natural balls of earth of sufficient diameter and depth to 
encompass the fibrous and feeding root system necessary for full recovery of the 
plant.  Balls shall be firmly wrapped with burlap and bound with twine, cord or 
wire mesh.  Where necessary to prevent breaking or cracking of the ball during 
the process of planting, the ball may be secured to a platform. 

 

2.08 MISCELLANEOUS MATERIALS 
A. Water shall be suitable for irrigation and free from ingredients harmful to plant 

life.  Hose and other watering equipment required for the work shall be furnished 
by the Contractor. 

B. Mulch, if applicable, shall be pure grade pulverized pine bark or pine straw. 
C. Fertilizer shall be slow release, resin-coated fertilizer having a chemical analysis 

of 19-6-12, equal to Osmocote. 

D. Materials for Staking, Guying and Wrapping: 

1. Stakes for supporting trees shall be 2-inches square x eight feet as shown 
on the Drawings.  Stakes shall be rot resistant wood, e.g., redwood, oak, 
western cedar or pressure treated southern pine. 
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2. Wire for fastening trees to stakes or eye-bolts shall be No. 12 gauge 
pliable, galvanized steel. 

3. Hose to encase guy wires or wires used for fastening shall be rubber 
garden hose. 

4. Wrapping material for deciduous tree trunks shall be treated heavy crepe 
paper or burlap in strips 6 to 10-inches wide. 

E. Turnbuckles shall have a 3-inch minimum lengthwise opening fitted with 
threaded ends and screw eyes.  All parts shall be hot dipped galvanized steel or 
some other rust resistant material. 

F. If required on Drawings, metal or plastic flags shall be minimum 3 x 5-inches x 
1/8-inch thick attached by running wire through punched holes on both ends.  
Position at waist height on each wire. 

 

PART 3  EXECUTION 
 

3.01 TIME OF PLANTING 
A. The Contractor shall be notified in writing by the Peachtree City Project Manager 

when other sections of the Work have progressed sufficiently to commence work 
of planting.  Planting operations shall be conducted immediately under favorable 
weather conditions.  These seasons shall be as follows: 

1. Planting Season:  Plant all trees, shrubs and ground covers between 
October 1 and April 1. 

2. At the option and the full responsibility of the Contractor, planting 
operations may be conducted under unseasonable conditions without 
additional compensation. 

 

3.02 PRODUCT HANDLING AND STORAGE 
A. Balled and burlapped plants shall be dug and prepared for shipment in a manner 

that will not damage roots or branches. 

B. Protection After Delivery:  The balls or roots of plants not planted immediately on 
delivery shall be covered with moist soil or mulch, or other protection from 
drying winds and sun.  All plants shall be watered as necessary, until planted.  
Balled plants shall be lifted by the truck of the plant. 

 

3.03 PLANTING OF TREES, SHRUBS AND GROUND COVER 
A. Except as otherwise specified, the Contractor's work shall conform to accepted 

horticultural practices as used in the trade. 
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B. The Peachtree City Project Manager shall verify the staking of all plants with 
labeled stakes to be furnished for this purpose by the Contractor. 

C. Planting pits shall be dug and soil for planting ready before plants are delivered.  
Pits shall be excavated according to the dimensions indicated on the Drawings. 

D. Ground cover beds, if applicable, shall be prepared by thorough loosening of 
existing sub-grade and by placement of a minimum of 4-inches of approved 
topsoil to conform to the final grade. 

E. Excess excavated soil from planting operations shall be disposed of by the 
Contractor. 

F. All plants shall be set on prepared soil to such depth that the finished grade level 
at the plant after settlement will be the same as that at which the plant has grown.  
They shall be planted upright and plumb.  No burlap shall be pulled out from 
under balls.  Platforms, wire and burlap for top and sides of the ball shall be 
removed.  All broken or frayed roots shall be cut off cleanly.  Topsoil or prepared 
soil shall be placed and compacted carefully to avoid injury to roots and to fill 
voids. When the hole is nearly filled, add water as necessary and allow it to soak 
away.  Fill the hole to finish grade.  After the ground settles, additional soil shall 
be filled to the level of the finished grade. 

G. During the setting of plants, 20-10-5 slow release fertilizer tablets shall be 
positioned approximately halfway up the root system, evenly distributed around 
and adjacent to the root ball. The following shall apply: 

1. Small Ground Cover Plants:  One 5-gram tablet per plant. 

2. Shrubs:  Two 10-gram tablets for each one foot of height or spread. 

3. Trees:  Two 21-gram tablets for each 1/2-inch of truck diameter. 

H. If applicable, staking and guying shall be performed.  Supports shall be kept in 
place during entire warranty period. 

I. Promptly after planting, trucks of all deciduous trees shall be wrapped spirally 
from the ground line to the height of the second branches.  All wrapping shall be 
neat and snug and the material shall be held in place by brown unpolished jute 
twine. 

J. Unless shown otherwise on the Drawings, all plants shall be mulched with a 3-
inch layer of pine straw within two days after planting.  This mulch shall entirely 
cover the area of the planting pit, bed or saucer around each plant. 

K. If applicable, plant beds containing ericaceous plants shall be top dressed with 
ordinary powered sulfur at the rate of three pints per 100 square feet of area. 

 

3.04 PRUNING AND REPAIR 
Upon completion of the Work under the Contract, all new trees and shrubs shall have 
pruned and any injuries repaired.  The amount of pruning shall be limited to the minimum 
necessary to remove dead or injured twigs and branches and to compensate for the loss of 
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roots as a result of transplanting operations.  Pruning shall be done in such a manner as 
not to change the natural habit or shape of the plant.  All cuts shall be made at the branch 
collar.  Flush cutting of branches shall be grounds for rejecting the tree.  The Contractor 
shall remove the tree from the site and substitute another of the same species and quality.  
Errors in pruning resulting in tree replacement shall not entitle the Contractor to 
additional compensation.  On all bruises or scars on the bark and cuts over 3/4-inch in 
diameter, the injured cambium shall be traced back to living tissue and removed; wounds 
shall be smoothed and shaped so as not to retain water. Wound paint shall not be used.  

 

3.05 INSPECTION FOR ACCEPTANCE 
Upon completion of all planting and after written notification, inspection of the landscape 
work to determine partial completion of the contract work, exclusive of maintenance and 
replacement of plants, will be made by the Peachtree City Project Manager.  Inspection of 
the work will be made again by the Peachtree City Project Manager at the end of the 
maintenance period. 

 

3.06 MAINTENANCE 
Maintenance shall begin immediately after each plant is planted and shall continue until 
all plants are accepted.  Planting shall be protected and maintained by watering, 
fertilizing and replanting as necessary for at least one full year after job completion. 

 

END OF SECTION 
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SECTION 33 05 13 
MANHOLES AND STRUCTURES 

PART 1  GENERAL 
 

1.01 DESCRIPTION 
A. The work required under this section consists of all materials, accessories, 

equipment, tools, and labor required to construct and/or place precast concrete 
manholes, where shown on the drawings. 

B. Manholes shall be constructed of specified materials to the sizes, shapes and 
dimensions, and at the locations shown on the plans or as otherwise directed by 
the Peachtree City Project Manager. Generally, the height of manholes shall be 
such that the top of the manhole frame will be at the finished grade of the 
pavement or ground surface for manholes located in pavement, in road or street 
rights-of-ways or in maintained grounds. In areas other than above, the top of the 
manhole shall be 24 to 30 inches above the finish ground level. 

 

1.02 REFERENCES 
A. ASTM A 48 - Standard Specification for Gray Iron Castings. 

B. ASTM C 55 - Standard Specification for Concrete Brick. 

C. ASTM C 62 - Standard Specification for Building Brick (Solid Masonry Units 
Made From Clay or Shale). 

D. ASTM C 144 - Standard Specification for Aggregate for Masonry. 

E. ASTM C 270 – Standard Specification for Mortar for Unit Masonry. 

F. ASTM C 478 - Standard Specification for Precast Reinforced Concrete Manhole 
Sections. 

G. ASTM C 923 - Standard Specification for Resilient Connectors Between 
Reinforced Concrete Manhole Structures, Pipes and Laterals. 

H. IMIAWC (CW) - Recommended Practices & Guide Specifications for Cold 
Weather Masonry Construction; International Masonry Industry All-Weather 
Council. 

I. ASTM C 1244 - Concrete Sewer Manholes by the Negative Air Pressure 
(Vacuum) Test. 

 
1.03 SUBMITTALS 

A. See Section 01 33 00 for submittal procedures. 
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B. Shop Drawings:  Indicate manhole locations, elevations, piping sizes and 
elevations of penetrations. 

C. Product Data:  Provide manhole covers, component construction, features, 
configuration, and dimensions. 

 

1.04 QUALITY ASSURANCE 
Manufacturer:  Company specializing in manufacturing products specified in this section 
with minimum three years documented experience. 

 

1.05 ENVIRONMENTAL REQUIREMENTS 
A. Maintain materials and surrounding air temperature to minimum 50 degrees F (10 

degrees C) prior to, during, and 48 hours after completion of masonry work. 

B. Cold Weather Requirements:  Comply with recommendations of IMIAWC (CW). 

 

PART 2  PRODUCTS 
 

2.01 MATERIALS 
A. Manhole Sections:  Reinforced precast concrete in accordance with ASTM C 478, 

with resilient connectors complying with ASTM C 923. 

B. Manhole Sections and Joints:  Water tight joints for precast manhole sections, 
using rubber gaskets for sealing the joints shall be in accordance with ASTM C 
443. 

C. Manhole Boots: Shall be NPC Kor-N-Seal connectors or approved equal. 

D. Integral Steps:  Fiber reinforced plastic in accordance with ASTM D 3753. 

E. Concrete:  As specified in Section 03 33 00. 

F. Concrete Reinforcement:  As specified in Section 03 33 00. 

G. Brick:  Shall conform to applicable requirements of ASTM C62 Grade NW. 

H. Mortar:  Shall be a 3:1 sand-cement mix. 

 

2.02 COMPONENTS 
A. Ring and Cover:  ASTM A 48, Class 30B Cast iron construction, machined flat 

bearing surface, removable lockable cover (Bolted Watertight Cover) or 
removable non-lockable cover (non-bolted), closed cover design; sealing gasket; 
cover molded with identifying name provided by the owner. Use USF 367 for 
(Bolted Watertight Standard) Cover or approved equal. Or use U.S. Foundry 
(USF) 360-E Ring and Cover Series or approved equal for (non-bolted) covers. 
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See plans for frame and cover requirements. 

B. Manhole Steps:  Polypropylene safety steps meet to ASTM A-615 and ASTM C-
478, AASHTO M-199 and all OSHA specifications. The 1/2" grade 60 steel 
reinforcing bar meets ASTM A-615. Polypropylene rungs shall be 1 inch diameter 
or approved equal. 

C. Manhole Boots:  Rubber boots shall be designed and manufactured to meet or 
exceed the requirements of ASTM C-923 "Standard Specification for Resilient 
Connectors Between Reinforced Concrete Manhole Structures, Pipes and 
Laterals". The rubber seal shall be made from a resilient rubber compound, which 
conforms to ASTM C923. The pipe clamp shall be manufactured from 304 series 
non-magnetic stainless steel, which conforms to ASTM C923 and ASTM A167. 

 

2.03 CONFIGURATION 
A. Construction:  Cylindrical base, vertical sections with eccentric cone top section 

with tongue and groove joints. 

B. Shape:  Cylindrical unless otherwise noted on the plans. 

C. Clear Inside Dimensions:  48 inch diameter or as indicated on the plans. 

D. Design Depth:  As indicated on the plans. 

E. Clear Cover Opening:  Shall be 20-5/8” to 22-1/2”. 

F. Pipe Entry:  Provide openings as indicated on the plans. 

G. Steps:  Set every 15 inches as indicated on the plans. 

 

PART 3  EXECUTION 
 

3.01 EXAMINATION 
A. Verify items provided by other sections of work are properly sized and located. 

B. Verify that built-in items are in proper location, and ready for roughing into work. 

C. Verify excavation for manholes is correct. 

 

3.02 MANHOLES 
A. All manhole sections shall be manufactured in accordance to ASTM C-478. 

B. Place manhole sections plumb and level, trim to correct elevations. 

C. Form and place manhole cylinder plumb and level, to correct dimensions and 
elevations. 

D. All manholes base sections shall have preformed inverts cast per the plans or have 
a cast-in-place invert cast following installation of pipes within the structure. 
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E. The manhole base shall be set on a 8 inch (minimum thickness) mat of No. 57 
stone or as shown on the construction drawings. 

F. Set frames and covers to correct elevations and properly anchor to the masonry. 
Where manholes are constructed in paved areas, the top surface of the frame and 
cover shall be tilted to conform to the exact slope, crown and grade of the existing 
or proposed pavement. 

G. Installation for the step can be cast in place or driven into pre-formed or drilled 
hole. The step will resist pullout forces of over 1500 lbs. 

 

3.03 MASONRY WORK 
A. Maintain masonry courses to uniform dimension. Form vertical and horizontal 

joints of uniform thickness. 

B. Lay masonry units in running bond. Course one unit and one mortar joint to equal 
8 inches. 

C. Form concave mortar joints. 

D. Lay masonry units in full bed of mortar, with full head joints, uniformly jointed 
with other work. 

E. Install joint reinforcement 16 inches on center. 

F. Place joint reinforcement in first and second horizontal joints above base pad and 
below cover frame opening. 

 

END OF SECTION 
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SECTION 33 40 00 
STORM DRAINAGE PIPING 

PART 1  GENERAL 
 

1.01 SCOPE   
Furnish all labor, equipment, supplies, and materials and perform all operations in 
connection with construction of storm sewers as shown on the plans or specified. 
Construction shall be in accordance with the Georgia Department of Transportation 
Standard Specifications, Construction of Roads and Bridges, Latest Edition. 

 

1.02 RELATED SECTIONS 
A. Section 31 23 16 – Trench Excavation, and Backfill. 

B. Section 33 05 13 - Manholes and Structures. 

C. Section 03 31 00 - Cast-In-Place Concrete. 

D. Section 03 41 00 - Precast Concrete Structures. 

 

1.03 REFERENCES 
A. AASHTO M 36/ASTM A 760 - Standard Specification for Corrugated Steel Pipe, 

Metallic-Coated, for Sewers and Drains; American Association of State Highway 
and Transportation Officials and Georgia Department of Transportation Standard 
Specifications, Section 844 latest Edition. 

B. AASHTO M 170 - Standard Specification for Reinforced Concrete Pipe and 
Georgia Department of Transportation Standard Specifications, Section 843 latest 
Edition. 

C. AASHTO M 190/ASTM A 849 - Standard Specification for Bituminous Coated 
Corrugated Steel Culvert Pipe and Georgia Department of Transportation 
Standard Specifications, Section 844 latest Edition. 

D. AASHTO M 294 - Corrugated Polyethylene Pipe (12" through 48") and Georgia 
Department of Transportation Standard Specifications, Section 845 latest Edition. 

E. ASTM C 14 - Standard Specification for Concrete Sewer, Storm Drain, and 
Culvert Pipe. 

F. ASTM C 76 - Standard Specification for Reinforced Concrete Culvert, Storm 
Drain, and Sewer Pipe. 

G. ASTM C 443 - Standard Specification for Joints for Circular Concrete Sewer and 
Culvert Pipe, Using Rubber Gasket. 
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H. ASTM F405 – Standard Specification for Corrugated Polyethylene Pipe and 
Fittings. 

I. ASTM F667 – Standard Specification for large diameter Corrugated Polyethylene 
Pipe and Fittings. 

J. ASTM 949 – Standard Specificaion for Poly(Vinyl Chloride) (PVC) Corrugated 
Sewer Pipe With a Smooth Interior and Fittings. 

 

1.04 SUBMITTALS 
Complete product data and engineering data, including shop drawings, shall be submitted to 
the Peachtree City Project Manager in accordance with the requirements of Section 01 33 00 
of the Contract Documents. 

 

1.05 TRANSPORTATION AND HANDLING 
A. Unloading:  Furnish equipment and facilities for unloading, handling, distributing 

and storing pipe, fittings and accessories. Make equipment available at all times for 
use in unloading. Do not drop or dump materials. Any materials dropped or dumped 
will be subject to rejection without additional justification. Pipe handled on skids 
shall not be rolled or skidded against the pipe on the ground. 

B. Handling:  Handle pipe, fittings and accessories carefully to prevent shock or 
damage. Handle pipe by rolling on skids, forklift, or front end loader. Do not use 
material damaged in handling. Slings, hooks or pipe tongs shall be padded and used 
in such a manner as to prevent damage to the exterior coatings or internal lining of 
the pipe. Do not use chains in handling pipe, fittings and appurtenances. 

 

1.06 STORAGE AND PROTECTION 
A. Store all pipe which cannot be distributed along the route. Make arrangements for 

the use of suitable storage areas. 

B. Stored materials shall be kept safe from damage. 

C. Pipe shall not be stacked higher than the limits recommended by the manufacturer. 
The bottom tier shall be kept off the ground on timbers, rails or concrete. Pipe in 
tiers shall be alternated:  bell, plain end; bell, plain end. At least two rows of timbers 
shall be placed between tiers and chocks, affixed to each other in order to prevent 
movement. The timbers shall be large enough to prevent contact between the pipe in 
adjacent tiers. 
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PART 2  PRODUCTS 
 

2.01 PIPE MATERIALS 
A. Reinforced Concrete Pipe (RCP): Shall conform to the requirements of AASHTO 

M 170, ASTM C 76, ASTM C 361; mesh reinforcement; bell and spigot end 
joints. 

B. Corrugated Aluminum Alloy Pipe (CAAP):  Aluminum Alloy Pipe shall conform 
to the requirements of AASHTO M 196 / ASTM B 745. All pipe shall be 14 
gauge unless otherwise noted on the plans. 

C. High Density Polyethylene Pipe (HDPE):  Smooth interior, corrugated exterior 
HDPE storm sewer pipe meeting the requirements of AASHTO M 252, M 294 
and MP7. The pipe shall be AASHTO Type 'S' (N-12) WT as manufactured by 
Advanced Drainage Systems, Inc. (ADS) for sizes 4” through 60” or approved 
equal. 

D. Poly(Vinyl Chloride) (PVC):  Smooth interior, corrugated exterior PVC storm 
sewer pipe shall conform to the requirements of ASTM F949, F794 and 
AASHTO M304. The pipe shall be A-2000 PVC belled as manufactured by 
CONTECH Construction Products Inc. for sizes 4” through 36” or approved 
equal.  

E. All storm drainage pipe shall meet or exceed the Georgia Department of 
Transportation Standard Specification, Section 550 unless otherwise noted on the 
plans or within this specification. 

 

2.02 PIPE ACCESSORIES 
A. Pipe Joints:  Mechanical clamp ring type, stainless steel expanding and 

contracting sleeve, neoprene ribbed gasket for positive seal and Reinforced 
Concrete Pipe Joint Device:  Shall conform to the requirements of AASHTO M 
198 / ASTM C 361, ASTM C 443. “O”-ring type rubber gasketed concrete joints. 

B. Fittings:  Same material as pipe molded or formed to suit pipe size and end 
design, in required tee, bends, elbows, cleanouts, reducers, traps and other 
configurations required. 

All fittings shall conform to manufacturers specifications. 

C. Filter Fabric:  Non-biodegradable, woven. 

D. Coupling Bands:  Aluminized steel, 0.052 inches thick x 10 inches wide; 
connected with two neoprene "O" ring gaskets and two galvanized steel bolts and 
shall conform to the requirements of AASHTO M 36. 
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2.03 CATCH BASINS, RAISED LID INLETS, DROP INLETS, & HOODED GRATE 
INLETS 
A. Construction shall be in accordance with the Georgia Department of 

Transportation Standard Specifications, Section 668 latest Edition. 

B. Lids and Drain Covers:  Shall be cast iron.  

C. Layout:  as shown on drawings or, per Georgia Department of Transportation 
Standards and Details. 

D. Shaft Construction and Concentric Cone Top Section:  Reinforced precast 
concrete pipe sections ASTM C478, lipped male/female dry joints, nominal 
diameter of 48 inches. 

E. Base Pad:  Cast-in-place concrete of type specified in Section 03 33 00 or 32 13 
13, leveled top surface to receive concrete shaft sections, sleeved to receive sewer 
pipe sections. 

F. See Section 33 05 13 Manholes and Covers for additional information on manhole 
steps, brick, mortar etc. 

 

2.04 HEADWALLS AND END SECTIONS 
Construction shall be in accordance with the Georgia Department of Transportation 
Standards and Details. 

 

2.05 BEDDING AND COVER MATERIALS 
Bedding and Cover:  As specified in Section 31 23 16 - Trench Excavation and Backfill. 

 

PART 3  EXECUTION 
 

3.01 EXISTING UNDERGROUND UTILITIES AND OBSTRUCTIONS 
A. The plans indicate utilities and obstructions that are known to exist according to the 

best information available to the Owner.  

B. Existing Utility Location:  The following steps shall be exercised to avoid 
interruption of existing utility service. 

1. Expose the facility, for a distance of at least 100 feet in advance of pipeline 
construction, to verify its true location and grade. Repair, or have repaired, 
any damage to utilities resulting from locating or exposing their true 
location. 

2. Avoid utility damage and interruption by protection with means or methods 
recommended by the utility owner. 

C. Conflict with Existing Utilities 
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1. Horizontal Conflict:  Horizontal conflict shall be defined as when the actual 
horizontal separation between a utility, main, or service and the proposed 
piping does not permit safe installation of the piping by the use of sheeting, 
shoring, tying-back, supporting, or temporarily suspending service of the 
parallel or crossing facility. The Contractor may change the proposed 
alignment of the piping to avoid horizontal conflicts if the new alignment 
complies with regulatory agency requirements and after a written request to 
and subsequent approval by the Peachtree City Project Manager. Where such 
relocation of the piping is denied by the Peachtree City Project Manager, the 
Contractor shall arrange to have the utility, main, or service relocated. 

2. Vertical Conflict:  Vertical conflict shall be defined as when the actual 
vertical separation between a utility, main, or service and the proposed 
piping does not permit the crossing without immediate or potential future 
damage to the utility, main, service, or the piping. The Contractor may 
change the proposed grade of the piping to avoid vertical conflicts if the 
changed grade maintains adequate cover and complies with regulatory 
agencies requirements after written request to and subsequent approval by 
the Peachtree City Project Manager.  

D. Electronic Locator:  Have available at all times an electronic pipe locator and a 
magnetic locator, in good working order, to aid in locating existing pipe lines or 
other obstructions. 

E. Water and Storm Sewer Separation 

1. Potable water mains should maintain a minimum 10 foot edge-to-edge 
separation from storm sewer lines. 

2. Where storm sewers cross the water main, the pipe joint adjacent to the pipe 
crossing the water main shall be cut to provide maximum separation of the 
pipe joints from the storm sewer. 

3. No water main shall pass through, or come in contact with, any part of a 
storm sewer manhole. 

 

3.02 TRENCHING 
See Section 31 23 16 - Trench Excavation and Backfill for minimum requirements. 

 

3.03 INSTALLATION - PIPE 
A. Verify that trench cut is ready to receive work and excavations, dimensions, and 

elevations are as indicated on construction plans. 

B. Install pipe, fittings, and accessories in accordance with manufacturer's 
instructions. Seal watertight. 

C. Lay pipe to slope gradients noted on construction plans; with maximum variation 
from true slope of 1/8 inch in 10 feet. 
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D. Reinforced Concrete Pipe shall be installed in accordance with applicable 
provisions of the American Concrete Pipe Association (ACPA). RCP shall be 
installed on a Class C bedding as specified in Section 31 23 16. 

E. Corrugated Aluminum Alloy Pipe (CAAP) shall be installed on a Class B bedding 
as specified in Section 31 23 16. 

F. High Density Polyethylene Pipe (HDPE) shall be installed on a Class B bedding 
as specified in Section 31 23 16. 

G. Poly(Vinyl Chloride) (PVC) PIPE shall be installed on a Class B bedding as 
specified in Section 31 23 16. 

 

3.04 INSTALLATION - CATCH BASINS AND MANHOLES 
A. Form bottom of excavation clean and smooth to correct elevation. 

B. Form and place cast-in-place concrete base pad, with provision for storm sewer 
pipe end sections. 

C. All structures shall be placed on an 8-inch subbase of No. 57 stone. 

D. Level top surface of base pad; sleeve concrete shaft sections to receive storm 
sewer pipe sections. 

E. Establish elevations and pipe inverts for inlets and outlets as indicated. 

F. Mount lid and frame level in grout, secured to top cone section to elevation 
indicated. 

 

3.05 FIELD QUALITY CONTROL 
A. Perform field inspection and testing as directed by the Peachtree City Project 

Manager. 

B. If tests indicate Work does not meet specified requirements, remove Work, 
replace and retest at no cost to owner. 

 

3.06 PROTECTION 
Protect pipe and bedding cover from damage or displacement until backfilling operation 
is in progress. 

 

END OF SECTION 
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SECTION 34 40 00 
TRAFFIC CONTROL 

PART 1  GENERAL 
 

1.01 SCOPE OF WORK 
A. Contractor shall furnish all materials and labor for the installation and continuous 

maintenance of traffic control devices throughout the project. 

B. This item of work shall include furnishing, installing, maintaining, relocating and 
removing all traffic control devices used for the purpose of regulating, warning or 
directing traffic during the construction or maintenance of this project. 

C. Upon completion of work, warning devices are to be removed by the Contractor. 

 

1.02 SAFETY 
A. The governing factor in the execution and staging of work for this project is to 

provide the public with the safest possible travel conditions along the roadway 
through the construction zone. The Contractor shall arrange his operation to keep 
the closing of any lane of a roadway to an absolute minimum. 

B. No work shall be started on any phase of the project until all appropriate traffic 
control devices are in place and in operation. 

C. Contractor is to take all practical precautions to maintain traffic flow, and provide 
safety of workers and the general public. 

D. At the end of each workday, contractor is to clear the roadway of all dirt and 
debris and add additional safety devices to maintain safe travel lanes. 

E. When not in use, all traffic control devices shall be removed, placed or covered so 
as not to be visible to traffic. 

 

1.03 REFERENCES 
A. Manual for Uniform Traffic Control Devices (MUTCD) (latest edition). 

B. Georgia Department of Transportation (Ga. DOT) Standard Specifications for 
Construction of Roads and Bridges (latest edition), Section 150. 

C. Georgia Department of Transportation (Ga. DOT) Standard Construction Details 
(latest edition). 

 

 

Page 356 of 400 



PART 2  PRODUCTS 
 

2.01 TRAFFIC CONTROL DEVICES 
A. Traffic Control Devices include: signs and their supports, signals, pavement 

markings, barricades with sand bags, channelizing devices, warning lights, 
arrowboards, flaggers, or any other device used for the purpose of regulating, 
warning or guiding traffic through the construction zone. 

B. All Traffic Control Devices used on this project shall conform to the plans, Ga. 
DOT Construction Details and Specifications, and MUTCD. 

C. Traffic Control Devices shall be in proper, acceptable condition when in use.  
Devices which are unclear, damaged, or not correctly positioned shall be 
promptly restored to fully operational condition. 

 

PART 3  EXECUTION 
 

3.01 PLAN AND PERMITS 
A. Unless otherwise noted, Contractor is responsible for preparing his/her own traffic 

control plan and instituting the plan in compliance with all applicable Georgia 
DOT requirements. 

B. The Contractor shall be responsible for the proper location, installation, and 
arrangement of all traffic control devices.  Special attention shall be given to 
advance warning signs during construction operations in order to keep lane 
assignment consistent with barricade placement at all times. The Contractor shall 
cover all Traffic Control Devices which are inconsistent with detour or lane 
assignment patterns during the transition from one construction stage to another. 

C. Construction signs referring to daytime lane closures during working hours shall 
be removed or covered during non-working hours. 

D. The Contractor shall ensure all Traffic Control Devices installed by him are 
operational 24 hours a day, including weekends and holidays.  Provide additional 
inspections at regular intervals. 

E. When traveling in lanes open to public traffic, the contractor's vehicles shall 
always move with and not against or across the flow of traffic. These vehicles 
shall enter or leave work areas in a manner which will not be hazardous to, or 
interfere with, traffic and shall not park or stop except within designated work 
areas. Personal vehicles shall not park within the right of way except in specific 
areas designated on the plans.  If an area is not designated on the plans, then the 
Contractor shall propose an area for parking and secure approval from the 
Peachtree City Project Manager. 

F. Private driveways and parking areas shall be accessible at all times unless 
temporary closings are necessary for construction work.  The Contractor shall 
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notify the Peachtree City Project Manager and the affected individuals at least 24 
hours in advance of the closure.  Reasonable accommodations to the affected 
individuals shall be made by the Contractor to limit impacts on their property and 
operations. 

G.  If trenches are to remain open overnight, or for an extended period of time, 
Contractor is to provide heavy duty cover plates to allow vehicles access. 

H.  If Flaggers are required, they are to be adequately trained, qualified and certified 
by the Georgia DOT. 

 

END OF SECTION 
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Appendix D – Construction Details 
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Multi-Use Path Tunnel
Detail

Reinforced Concrete or Aluminum

Multi-Use Path Crossing
Striping Detail

Thermoplastic material
meeting GDOT specifications

 1.0 8-3-15striping variants and widened shoulder.

 2.0 11-16-16Added tunnel materials

Peachtree City
Engineering Department

Know what's below.
before you dig.Call

R
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2" Square,
Powder Coated (Brown),
Perforated
Metal Break-away Post

S t a n d a r d  S i g n  L o c a t i o n s

Notes:
1. All signage must meet current MUTCD standards.
2. Signs shall be an aluminum backed sign a minumum
of 18 " thick.
3.Minimum letter sizes shall be 6" capital letters and 4 12"
for lower case for Street Name Signs on streets £ 40
mph.
4. Street Name Signs shall be white letters on brown
background.
5. The back of all signs shall be painted brown.

Kedron Drive

6" GAB

Subgrade

1.5" 19mm Superpave Binder Course
1.0" 9.5mm Superpave Topping

R e s i d e n t i a l  S t r e e t  P a v i n g
S e c t i o n

Notes:
1. Proof-roll required to be done in presence of City representative for both final Subgrade and GAB.
2. Proof-rool must be done with tandum dump truck loaded with minimum 18-tons of stone.  Load

ticket must be provided.
3. Any areas not passing proof-roll shall be dug up and repaired to City satisfaction.
4. Fill used to build up Subgrade shall be compacted and tested according to latest specifications in

Peachtree City Local Design Manual.
5. French drains may be required in all sags in the roadway and in other areas determined by City

Engineer.
6. Prime and tac will be required according to latest Georgia Department of Transportation (GDOT)

specifications.
7. All permanent striping will be thermoplastic meeting latest GDOT specifications.

Minimum Cross-Slope is 2%
for  Subgrade and Asphalt

Power Phone

Water

Fiber-Optic

Cable
TV
Co-axial

PowerPhone

Cable
TV

Co-axial

Fiber
Optic

Gas

Sanitary
Sewer

Right-of-Way

Minimum
below subgrade

NOTES:
1. Utility Locations are measured from back of curb or edge of pavement.
2. Power, Phone and Cable TV shall use joint trenches if at all possible.
3. Keep Gas and Water on opposite sides of the road.
4. Pavement widths and rights-of-ways vary according to road classification.  This detail is for
subdivision streets.

4"GAB

4" Concrete
Sidewalk

Subgrade compacted to
98% Relative Compaction

(Modified Proctor) Know what's below.
before you dig.Call

R

S t a n d a r d  U t i l i t y  L o c a t i o n s

Peachtree City
Engineering Department
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2" Square,
Powder Coated (Brown),
Perforated
Metal Break-away Post

S t a n d a r d  S i g n  L o c a t i o n s

Notes:
1. All signage must meet current MUTCD standards.
2. Signs shall be an aluminum backed sign a minumum
of 18 " thick.
3.Minimum letter sizes shall be 6" capital letters and 4 12"
for lower case for Street Name Signs on streets £ 40
mph.
4. Street Name Signs shall be white letters on brown
background.
5. The back of all signs shall be painted brown.

Kedron Drive

6" GAB

Subgrade

2.0" 19mm Superpave Binder Course
1.5" 9.5mm Superpave Topping

 V i l l a g e / N e i g h b o r h o o d  C o l l e c t o r
a n d  C o m m e r c i a l  P a v i n g  S e c t i o n

Notes:
1. Proof-roll required to be done in presence of City representative for both final Subgrade and GAB.
2. Proof-rool must be done with tandum dump truck loaded with minimum 18-tons of stone.  Load

ticket must be provided.
3. Any areas not passing proof-roll shall be dug up and repaired to City satisfaction.
4. Fill used to build up Subgrade shall be compacted and tested according to latest specifications in

Peachtree City Local Design Manual.
5. French drains may be required in all sags in the roadway and in other areas determined by City

Engineer.
6. Prime and tac will be required according to latest Georgia Department of Transportation (GDOT)

specifications.
7. All permanent striping will be thermoplastic meeting latest GDOT specifications.

Minimum Cross-Slope is 2%
for  Subgrade and Asphalt

Right-of-Way

NOTES:
1. Utility Locations are measured from back of curb or edge of pavement.
2. Power, Phone and Cable TV shall use joint trenches if at all possible.
3. Keep Gas and Water on opposite sides of the road.
4. Pavement widths and rights-of-ways vary according to road classification.  This
detail is for Village/Neighborhood Collectors and Commercial Streets.

NOTE: Neighborhood Collector pavement width is only 24' Know what's below.
before you dig.Call

R

S t a n d a r d  C r o s s - S e c t i o n

Peachtree City
Engineering Department
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2" Square,
Powder Coated (Brown),
Perforated
Metal Break-away Post

S t a n d a r d  S i g n  L o c a t i o n s

Notes:
1. All signage must meet current MUTCD standards.
2. Signs shall be an aluminum backed sign a minumum
of 18 " thick.
3.Minimum letter sizes shall be 6" capital letters and 4 12"
for lower case for Street Name Signs on streets £ 40
mph.
4. Street Name Signs shall be white letters on brown
background.
5. The back of all signs shall be painted brown.

Kedron Drive

8" GAB

Subgrade

3.0" 19mm Superpave Binder Course
1.5" 9.5mm Superpave Topping

C o m m u n i t y  C o l l e c t o r / I n d u s t r i a l
S t r e e t  P a v i n g  S e c t i o n

Notes:
1. Proof-roll required to be done in presence of City representative for both final Subgrade and GAB.
2. Proof-rool must be done with tandum dump truck loaded with minimum 18-tons of stone.  Load

ticket must be provided.
3. Any areas not passing proof-roll shall be dug up and repaired to City satisfaction.
4. Fill used to build up Subgrade shall be compacted and tested according to latest specifications in

the Peachtree City Local Design Manual.
5. French drains may be required in all sags in the roadway and in other areas determined by City

Engineer.
6. Prime and tac will be required according to the latest Georgia Department of Transportation

(GDOT) specifications.
7. All permanent striping will be thermoplastic meeting latest GDOT specifications.

Minimum Cross-Slope is 2%
for  Subgrade and Asphalt

Right-of-Way

NOTES:
1. Utility Locations are measured from back of curb or edge of pavement.
2. Power, Phone and Cable TV shall use joint trenches if at all possible.
3. Keep Gas and Water on opposite sides of the road.
4. Pavement widths and rights-of-ways vary according to road classification.  This
detail is for Community Collectors and Industrial Streets.

Know what's below.
before you dig.Call

R

S t a n d a r d  C r o s s - S e c t i o n

Peachtree City
Engineering Department
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CITY OF PEACHTREE CITY

INTEROFFICE MEMORANDUM

TO: Mayor and City Council

VIA:       Jonathan Rorie, City Manage

FROM:   Paul J. Salvatore, Financial Services Director  (i5.

DATE:    November 23, 2016

6

SUBJECT:       Consider Resolution for Master Equipment Lease

December 1, 2016, City Council Meeting

Recommendation

Adopt the attached resolution accepting the proposal from Banc of America Public Capital Corp.
to provide financing of capital equipment listed in the city' s 5- year capital plan.

Discussion:

Requests for proposals were sent out to numerous financial institutions known to provide multi-
year funding solutions  ( master lease agreements)  for financing the acquisition of capital

equipment.  Proposals were received from four different banks and a summary of their proposals
is also attached.  The proposals are actually formulas used to calculate interest rates and the rates
shown on the summary form are based on the formula results for a point in time when the bids
were due. Future rates will vary based on changes in the indexes used in the formulas.

Based on analysis of these formulas by the city' s financial adviser, Todd Barnes of Raymond
James & Associates, Banc of America Public Capital Corp. offered the most favorable formula
and terms.  Therefore, staff recommends acceptance of their proposal, which is also attached to
this memo.

Budget Impact

N/A
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Bank ofAmerica'`'
Merrill Lynch

Charles T. Maguire Banc or America Public t"apical Corp

Senior Vice President V A2- 300- 18- 02

Government Equipment Finance 1111 E. Main Street. 18th Floor

Richmond, VA 23219

Email: charley. maguire! iz baml.com

Tel: ( 804) 788- 3345

Fax:( 804) 262- 8344

November 16, 2016

Peachtree City
Paul Salvatore

Finance Director

Dear Mr. Salvatore:

Banc of America Public Capital Corp (" BAPCC") on behalf of Bank of America, N.A. is pleased to submit to

you(" Lessee") the lease financing proposal( the" Proposed Transaction") described in the attached Summary of
Terms and Conditions( the" Term Sheet").

This letter and the Term Sheet( collectively, the" Proposal" or" Proposal Letter") include only a brief description
of the principal terms of the Proposed Transaction, and are intended for discussion purposes only. This Proposal
Letter is not intended to and does not create any binding legal obligation on the part of either party.  THIS

PROPOSAL LETTER IS NOT, AND IS NOT TO BE CONSTRUED AS, A COMMITMENT OR OFFER BY
BAPCC OR ANY RELATED ENTITY TO ENTER INTO THE PROPOSED TRANSACTION. BAPCC will
not be obligated to provide any financing until the satisfactory completion of its credit, legal and investment
approval process. The terms and conditions of this Proposal Letter shall be superseded by and shall no longer be
effective upon the execution and delivery of final legal documentation with respect to this Proposed Transaction.

This Proposal must be accepted on or before November 28, 2016 in order for BAPCC to proceed with its
consideration of the Proposed Transaction. To accept this proposal, please sign the enclosed copy of this letter
and return it to:

Banc of America Public Capital Corp
1111 E. Main Street, 18th Floor
Richmond, VA 23832

P- 804- 788-3345

F— 804-788-3432

We appreciate this opportunity to present Bank of America.

Very truly yours,
BANC OF AMERICAnRPUBLIC CAPITAL CORP

ei   'teed  !.  / I( i 9ethUU

Charles T. Maguire

Senior Vice President

Bank of America Merrill Lynch" is the marketing name for the global banking and global markets businesses of Bank of America Corporation. Lending,
derivatives, leasing, equipment finance, and other commercial banking activities are performed globally by banking affiliates of Bank ofAmerica
Corporation, including Bank of America, N. A., Member FDIC. Securities, strategic advisory, and other investment banking activities are performed globally
by investment banking affiliates of Bank of America Corporation(" Investment Banking Affiliates"), including, in the United States. Merrill Lynch, Pierce,
Fenner& Smith Incorporated and Merrill Lynch Professional Clearing Corp., both of which are registered broker-dealers and Members of SIPC, and, in
other jurisdictions, by locally registered entities. Merrill Lynch, Pierce, Fenner& Smith Incorporated and Merrill Lynch Professional Clearing Corp.
are registered as futures commission merchants with the CFTC and are members of the NFA. BAPCC is not a municipal advisor and is not subject to the
fiduciary duty established in Section 15B(c)( 1) of the Securities Exchange Act of 1934, as amended, with respect to any municipal financial product or issuance
of municipal securities. The information provided in this document is not intended to be and should not be construed as" advice" with the meaning Section 15B
of the Securities Exchange Act of 1934 and the municipal advisor rules of the SEC. Investment products offered by Investment Banking Affiliates: Are Not
FDIC Insured• May Lose Value• Are Not Bank Guaranteed. e'i2016 Bank of America Corporation
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The undersigned, by its authorized representative below, accepts the above proposal, agrees to furnish Lessor, its
successors and assigns, any information relating to the business or financial condition of Lessee or its affiliates,
and authorizes Lessor, Bank of America N.A. and their affiliates to disclose to, discuss with and distribute such
information ( and any information they may already have) to any other affiliates or proposed assignees or
successors of Lessor.

Peachtree City, GA

By:

Title:

Date:

This proposal is submitted in response to your requestfor Tax-Exempt Master Lease Purchasefinancing. The contents ofthis proposal and

any subsequent discussions between us, including any and all information, recommendations, opinions, indicative pricing, quotations and
analysis with respect to any municipal financial product or issuance ofmunicipal securities, are provided to you in reliance upon the
exemption providedfor responses to requestsfor proposals or qualifications under the municipal advisor rules( the" Rules') ofthe

Securities and Exchange Commission( 240 CFR 15Ba1- 1 et seq.).

The Staffofthe SEC' s Office ofMunicipal Securities has issued guidance which provides that, in orderfor a requestfor proposals to be
consistent with this exemption, it must( a) idents a particular objective,( b) be open for not more than a reasonable period oftime( up to six

months being generally considered as reasonable), and( c) involve a competitive process( such as by being provided to at least three
reasonably competitive market participants) or by being publiclyposted to your official website. In submitting this proposal, we have relied
upon your compliance with this guidance.

In submitting this proposal, we are not undertaking to act as a" municipal advisor" to you or any other person within the meaning of the
Rules. In connection with this proposal and the transactions described herein, we are not subject to, and we hereby disclaim, anyfiduciary

duty to you or to any other person. We understand that you will consult with and rely on the advice ofyour own municipal, financial, tax,
legal and other advisors as and to the extent you deem necessary in connection with your evaluation of this proposal and the transactions

described herein.

The transaction described in this document is an arm' s length, commercial transaction between you and Banc ofAmerica Public Capital Corp or
one of its subsidiaries or affiliates( collectively, " BAPCC') in which:( i) BAPCC is acting solely as a principal( i.e., as a lender or lessor) and for its own
interest;( ii) BAPCC is not acting as a municipal advisor or financial advisor to you;( iii) BAPCC has nofiduciary duty pursuant to Section 15B of the Securities
Exchange Act of 1934 to you with respect to this transaction and the discussions, undertakings and procedures leading thereto( irrespective ofwhether BAPCC
or any of its affiliates has provided other services or is currently providing other services to you on other matters);( iv) the only obligations BAPCC has to you
with respect to this transaction are set forth in the definitive transaction agreements between us; and( v) BAPCC is not recommending that you take an action
with respect to the transaction described in this document, and before taking any action with respect to the this transaction, you should discuss the information
contained herein with your own legal, accounting, tax, financial and other advisors, as you deem appropriate. Ifyou would like a municipal advisor in this
transaction that has legal fiduciary duties to you, you arefree to engage a municipal advisor to serve in that capacity.
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SUMMARY OF TERMS AND CONDITIONS

Date:     November 16, 2016

Lessee:   Peachtree City, GA

Lessor:   Banc of America Public Capital Corp(" BAPCC") or its assignee or designee(" Lessor")

Equipment:     Miscellaneous essential use assets per RFP.

Security: BAPCC will have a security interest in the Equipment.

Structure:       The Lease will be structured as either a BANK QUALIFIED OR NON-BANK QUALIFIED
TAX-EXEMPT transaction. This is a lease intended as secured transaction; all tax benefits
will remain with Lessee; the lease will be a net financial lease, and all expenses, including( but
not limited to) insurance, maintenance, and taxes, will be for the account of Lessee.

Term:    5 and 7 years.

Availability:     The proposed line of credit will be in place for one( 1) year, but may be extended for three( 3)
one( 1) year extensions subject to mutual agreement.

Maximum

Funding: We are proposing a maximum funding of$6, 792, 722 broken down into annual commitments
as follows:

2017    $  968, 200

2018    $ 1, 476, 650

2019    $ 2, 227,780

2020    $ 2, 210,722

Rate:     5 years:    BQ— 1. 6487%    NBQ— 1. 6252%

7 years:    BQ—1. 8022%    NBQ— 1. 8352%

Index:    Any fundings after November 16, 2016 will be based on the appropriate formula below. Please
note these do not include a rate lock premium and will be set up to 3 days before any closing:

Bank Qualified Indexing Based on 11/ 16/ 16 Bloomberg Interest Rate Swaps Index( Market Open):
Lease Index Term xPercentage     +

Spread     =
Equipment

Term
Payment Mode      (

Avg Life)    
Index Rate

of Index Lease Rate

5YRS Quarterly Arrears 3YRS 1. 45%  65% 0. 7062%       1. 6487%

7YRS Quarterly Arrears 4YRS 1. 62%  65% 0. 7492%       1. 8022%

Non-Bank Qualified Indexing Based on 11/ 16/ 16 Bloomberg Interest Rate Swaps Index( Market Open):
Lease Index Term xPercentage     +

Spread     =
Equipment

Term
Payment Mode      (

Avg Life)    
Index Rate

of Index Lease Rate

5YRS Quarterly Arrears 3YRS 1. 45%  65% 0.6827%       1. 6252%

7YRS Quarterly Arrears 4YRS 1. 62%  65% 0.7822%       1. 8352%

Bloomberg Interest Rate Swap is as ofNovember 16, 2016. Note Indicative rates will be
held for 15 days from the date of the Index Rate, after which time will be readjusted based on
the formula above.

Index:    The above Formula will be held for one year and subject to review on an annual basis.

The transaction described in this document is an arm' s length, commercial transaction between you and Banc ofAmerica Public Capital Corp or
one of its subsidiaries or affiliates( collectively, " BAPCC") in which:( i) BAPCC is acting solely as a principal( i.e., as a lender or lessor) and for its own
interest;( ii) BAPCC is not acting as a municipal advisor orfinancial advisor to you;( iii) BAPCC has no fiduciary duly pursuant to Section 15B of the Securities
Exchange Act of 1934 to you with respect to this transaction and the discussions, undertakings and procedures leading thereto( irrespective of whether BAPCC
or any of its affiliates has provided other services or is currently providing other services to you on other matters);( iv) the only obligations BAPCC has to you
with respect to this transaction are set forth in the definitive transaction agreements between us; and( v) BAPCC is not recommending that you take an action
with respect to the transaction described in this document, and before taking any action with respect to the this transaction, you should discuss the information
contained herein with your own legal, accounting, tax, financial and other advisors, as you deem appropriate. Ifyou would like a municipal advisor in this
transaction that has legalfiduciary duties to you, you arefree to engage a municipal advisor to serve in that capacity.
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Payments:       Payments will be in accordance with the attached amortization schedule. Please note if
alternative payment frequencies( i.e. quarterly, semiannual or annual) or changes to the
principal amounts due on each payment date are requested, this may be accommodated but any
changes to the average life may also impact the rate quoted herein.

Insurance:       Lessee may be required to provide, at its expense, casualty insurance( with such deductibles as
Lessor may approve) Lessor has the ability, if necessary, to obtain and provide any insurance
certificate required.

Prepayment:    Pre-payable in whole on any payment date at par after half the term has lapsed.

Governmental

Entity Lease:    The Base Rent installments are calculated on the assumptions, and Lessee will represent, that
Lessee is a state or political subdivision of a state within the meaning of Section 103( c) of the
Internal Revenue Code ( the " Code"), that this transaction will constitute an obligation of

Lessee within the meaning of Section 103( a) of the Code, notwithstanding Section 103( b) of
the Code.   Lessee shall provide Lessor with such evidence as Lessor may request to
substantiate and maintain such tax status.

Lessee will indemnify Lessor only as to the actions or omissions of the lessee, on an after-tax
basis, against any loss of Federal income tax exemption of the interest portion of the rentals
and against any penalties and interest imposed by the Internal Revenue Service on Lessor in
connection therewith on a lump-sum basis.

Non-Appropriation

Termination:    Lessee affirms that funds are available for the current fiscal year and reasonably believes that
sufficient funds can be obtained to make all rental payments during each subsequent fiscal
year. Lessee will regularly budget for and otherwise use its best efforts to obtain funds for the
continuation of the rentals in this transaction.

Expenses: Lessee and Lessor will each be responsible for its own expenses incurred in connection with
the preparation, negotiation and closing of the lease documentation. There are no other fees or
costs associated with this transaction.

Escrow

Account: Lessee may deposit, subject to compliance with applicable regulations under the Internal
Revenue Code, including, but not limited to arbitrage regulations, the proceeds of the Lease in
an escrow acceptable to Lessor, and disbursements made therefrom to pay for the Project upon
the execution and delivery of an acceptance certificate( and related documents) by Lessee and
approved by Lessor.

Documents:     Lease documents in form and substance satisfactory to Lessor and its local counsel must be
executed and delivered. If Lessor requests, Lessee will also furnish duly executed landlord and
mortgage waivers and supporting information.  Lessee will also provide board resolutions,

incumbency certificates and other documentation required by Lessor.

Market

Disruption:      Notwithstanding anything contained herein to the contrary, in the event any material change
shall occur in the financial markets after the date of this Proposal Letter, including but not
limited to any governmental action or other event which materially adversely affects the
extension of credit by banks, leasing companies or other lending institutions, the Lessor may
modify the indicative pricing described above.

Private

Placement:       The proposed transaction is a private placement that will not require ( i) any additional public
ongoing disclosure requirements, ( ii) any additional public offering document generation
requirements, or( iii) any underwriting or related fees.

The transaction described in this document is an arm' s length, commercial transaction between you and Banc of America Public Capital Corp or
one of its subsidiaries or affiliates( collectively, " BAPCC") in which:( i) BAPCC is acting solely as a principal( i.e., as a lender or lessor) and for its own
interest;( ii) BAPCC is not acting as a municipal advisor orfinancial advisor to you;( iii) BAPCC has no fiduciary duty pursuant to Section 15B ofthe Securities
Exchange Act of 1934 to you with respect to this transaction and the discussions, undertakings and procedures leading thereto( irrespective of whether BAPCC
or any of its affiliates has provided other services or is currently providing other services to you on other matters);( iv) the only obligations BAPCC has to you
with respect to this transaction are set forth in the definitive transaction agreements between us; and( v) BAPCC is not recommending that you take an action
with respect to the transaction described in this document, and before taking any action with respect to the this transaction, you should discuss the information
contained herein with your own legal, accounting, tax, financial and other advisors, as you deem appropriate. Ifyou would like a municipal advisor in this
transaction that has legalfiduciary duties to you, you arefree to engage a municipal advisor to serve in that capacity.

Page 382 of 400 



USA Patriot Act

Compliance:     The Lessee acknowledges that pursuant to the requirements of the USA Patriot Act( Title III of
Pub. L. 107- 56 ( signed into law October 26, 2001)) ( the " Patriot Act"), the Lessor is required

to obtain, verify and record information that identifies the Lessee, which information includes
the name and address of the Lessee and other information that will allow the Lessor to identify
the Lessee in accordance with the Patriot Act.

Credit Due

Diligence: Lessor has reviewed and is prepared to proceed with this transaction subject to final sign-off's
and satisfactory documentation.

5- YR BO Lease Amortizations:

date funding payment interest principal balance

12/ 30/ 2016  $ 1, 000, 000. 00 1, 000, 000. 00

3/ 30/ 2017 52, 192. 11   $ 4, 121. 77  $    48, 070. 34  $   951, 929. 66

6/ 30/ 2017 52, 192. 11   $  3, 923. 63  $    48, 268.48  $   903,661. 18

9/ 30/2017 52, 192. 11   $  3, 724.68  $    48, 467. 43  $   855, 193. 75

12/ 30/ 2017 52, 192. 11   $  3, 524. 91   $    48, 667. 20  $   806, 526. 55

3/ 30/ 2018 52, 192. 11   $  3, 324.31   $    48, 867. 80  $   757, 658. 75

6/ 30/ 2018 52, 192. 11   $  3, 122. 89  $    49, 069.22  $   708, 589. 53

9/ 30/ 2018 52, 192. 11   $  2, 920. 64  $    49, 271. 47  $   659, 318. 06

12/ 30/ 2018 52, 192. 11   $  2, 717. 55  $    49, 474. 56  $   609,843. 51

3/ 30/ 2019 52, 192. 11   $  2, 513. 63  $    49, 678. 48  $   560, 165.03

6/ 30/ 2019 52, 192. 11   $  2, 308. 87  $    49,883.24  $   510, 281. 79

9/ 30/2019 52, 192. 11   $  2, 103. 26  $    50, 088. 85  $   460, 192. 94

12/ 30/ 2019 52, 192. 11   $  1, 896. 81   $    50, 295. 30  $   409,897.64

3/ 30/ 2020 52, 192. 11   $  1, 689. 50  $    50, 502. 61   $   359, 395.03

6/ 30/ 2020 52, 192. 11   $  1, 481. 34  $    50, 710. 77  $   308, 684.26

9/ 30/ 2020 52, 192. 11   $  1, 272. 32  $    50, 919. 79  $   257, 764.48

12/ 30/ 2020 52, 192. 11   $  1, 062. 44  $    51, 129. 67  $   206, 634. 81

3/ 30/ 2021 52, 192. 11   $    851. 70  $    51, 340. 41   $   155, 294.40

6/ 30/ 2021 52, 192. 11   $    640.09  $    51, 552. 02  $   103, 742. 38

9/ 30/ 2021 52, 192. 11   $    427. 60  $    51, 764. 51   $    51, 977. 87

12/ 30/ 2021 52, 192. 11   $    214.24  $    51, 977.87  $  0. 00)

1, 000,000. 00  $ 1, 043, 842. 20  $ 43, 842. 20  $ 1, 000, 000. 00

The transaction described in this document is an arm' s length, commercial transaction between you and Banc of America Public Capital Corp or
one of its subsidiaries or affiliates( collectively, " BAPCC') in which:( i) BAPCC is acting solely as a principal( i.e., as a lender or lessor) and for its own
interest;( ii) BAPCC is not acting as a municipal advisor or financial advisor to you;( iii) BAPCC has no fiduciary duty pursuant to Section 15B ofthe Securities
Exchange Act of 1934 to you with respect to this transaction and the discussions, undertakings and procedures leading thereto( irrespective of whether BAPCC
or any of its affiliates has provided other services or is currently providing other services to you on other matters);( ii) the only obligations BAPCC has to you
with respect to this transaction are set forth in the definitive transaction agreements between us; and( v) BAPCC is not recommending that you take an action
with respect to the transaction described in this document, and before taking any action with respect to the this transaction, you should discuss the information
contained herein with your own legal, accounting, tax, financial and other advisors, as you deem appropriate. If you would like a municipal advisor in this
transaction that has legal fiduciary duties to you, you are free to engage a municipal advisor to serve in that capacity.
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5- YR NBQ Lease Amortizations:

date funding payment interest principal balance

12/ 30/ 2016  $ 1, 000, 000. 00 1, 000, 000. 00

3/ 30/ 2017 52, 160. 46  $  4,063.00  $    48, 097. 46  $   951, 902. 54

6/ 30/ 2017 52, 160. 46  $  3, 867. 58  $    48, 292. 88  $   903,609.66

9/ 30/ 2017 52, 160. 46  $  3, 671. 36  $    48, 489. 10  $   855, 120. 56

12/ 30/ 2017 52, 160. 46  $  3, 474. 35  $    48, 686. 11   $   806, 434.45

3/ 30/ 2018 52, 160. 46  $  3, 276. 54  $    48,883.92  $   757, 550. 54

6/ 30/ 2018 52, 160. 46  $  3, 077. 93  $    49, 082. 53  $   708, 468. 00

9/ 30/ 2018 52, 160. 46  $  2, 878. 50  $    49, 281. 96  $   659, 186. 05

12/ 30/ 2018 52, 160. 46  $  2, 678.27  $    49, 482. 19  $   609, 703. 86

3/ 30/ 2019 52, 160. 46  $  2, 477.23  $    49, 683. 23  $   560, 020. 63

6/ 30/ 2019 52, 160. 46  $  2, 275. 36  $    49,885. 10  $   510, 135.53

9/ 30/ 2019 52, 160. 46  $  2, 072. 68  $    50, 087. 78  $   460, 047.75

12/ 30/ 2019 52, 160. 46  $  1, 869. 17  $    50, 291. 29  $   409,756. 46

3/ 30/2020 52, 160.46  $  1, 664. 84  $    50,495. 62  $   359, 260. 84

6/ 30/ 2020 52, 160. 46  $  1, 459. 68  $    50, 700. 78  $   308, 560. 06

9/ 30/ 2020 52, 160. 46  $  1, 253. 68  $    50, 906. 78  $   257,653.28

12/ 30/ 2020 52, 160.46  $  1, 046. 84  $    51, 113. 62  $   206, 539.66

3/ 30/ 2021 52, 160. 46  $    839. 17  $    51, 321. 29  $   155,218. 37

6/ 30/ 2021 52, 160. 46  $    630. 65  $    51, 529. 81   $   103,688.56

9/ 30/ 2021 52, 160. 46  $    421. 29  $    51, 739. 17  $    51, 949. 39

12/ 30/ 2021 52, 160. 46  $    211. 07  $    51, 949. 39  $   0. 00

1, 000, 000. 00  $ 1, 043, 209. 20  $ 43, 209. 20  $ 1, 000, 000. 00

The transaction described in this document is an arm' s length, commercial transaction between you and Banc of America Public Capital Corp or

one of its subsidiaries or affiliates( collectively, " BAPCC') in which:( i) BAPCC is acting solely as a principal( i.e., as a lender or lessor) and for its own
interest;( ii) BAPCC is not acting as a municipal advisor or financial advisor to you;( iii) BAPCC has no fiduciary duty pursuant to Section 15B of the Securities
Exchange Act of 1934 to you with respect to this transaction and the discussions, undertakings and procedures leading thereto( irrespective of whether BAPCC
or any of its affiliates has provided other services or is currently providing other services to you on other matters);( ii) the only obligations BAPCC has to you
with respect to this transaction are set forth in the definitive transaction agreements between us; and( i) BAPCC is not recommending that you take an action

with respect to the transaction described in this document, and before taking any action with respect to the this transaction, you should discuss the information
contained herein with your own legal, accounting, tax, financial and other advisors, as you deem appropriate. If you would like a municipal advisor in this
transaction that has legal fiduciary duties to you, you are free to engage a municipal advisor to serve in that capacity.
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7- YR BO Lease Amortizations:

date funding payment interest principal balance

12/ 30/ 2016 $ 1, 000, 000. 00 1, 000, 000. 00

3/ 30/ 2017 38, 094.70  $  4, 505. 54  $    33, 589. 16  $   966,410.84

6/ 30/ 2017 38, 094.70  $  4, 354.20  $    33, 740. 50  $   932, 670. 35

9/ 30/ 2017 38, 094. 70  $  4, 202. 19  $    33, 892. 51   $   898, 777. 83

12/ 30/ 2017 38, 094.70  $  4, 049.48  $    34,045.22  $   864, 732. 61

3/ 30/ 2018 38,094. 70  $  3, 896.09  $    34, 198. 61   $   830, 534. 00

6/ 30/ 2018 38, 094.70  $  3, 742. 01   $    34,352. 69  $   796, 181. 31

9/ 30/ 2018 38,094. 70  $  3, 587. 23  $    34, 507.47  $   761, 673. 84

12/ 30/ 2018 38, 094.70  $  3, 431. 75  $    34, 662. 95  $   727, 010. 89

3/ 30/ 2019 38, 094. 70  $  3, 275. 58  $    34, 819. 12  $   692, 191. 77

6/ 30/ 2019 38, 094. 70  $  3, 118. 70  $    34, 976. 00  $   657, 215.77

9/ 30/ 2019 38, 094. 70  $  2, 961. 11   $    35, 133. 59  $   622, 082. 18

12/ 30/ 2019 38, 094.70  $  2, 802. 82  $    35, 291. 88  $   586, 790.30

3/ 30/ 2020 38, 094.70  $  2, 643. 81   $    35, 450. 89  $   551, 339. 40

6/ 30/ 2020 38, 094. 70  $  2, 484.08  $    35, 610. 62  $   515, 728. 79

9/ 30/ 2020 38, 094.70  $  2, 323. 64  $    35, 771. 06  $   479, 957. 72

12/ 30/ 2020 38,094. 70  $  2, 162. 47  $    35,932. 23  $   444,025.49

3/ 30/ 2021 38, 094.70  $  2, 000. 58  $    36,094. 12  $   407, 931. 37

6/ 30/ 2021 38,094. 70  $  1, 837. 95  $    36,256. 75  $   371, 674.62

9/ 30/ 2021 38, 094.70  $  1, 674.60  $    36, 420. 10  $   335, 254.52

12/ 30/ 2021 38, 094. 70  $  1, 510. 50  $    36, 584. 20  $   298,670. 32

3/ 30/ 2022 38, 094. 70  $  1, 345.67  $    36, 749. 03  $   261, 921. 29

6/ 30/ 2022 38, 094. 70  $  1, 180. 10  $    36, 914. 60  $   225,006.69

9/ 30/ 2022 38, 094.70  $  1, 013. 78  $    37, 080. 92  $   187, 925.77

12/ 30/ 2022 38, 094. 70  $    846. 71   $    37, 247.99  $   150, 677. 77

3/ 30/ 2023 38, 094.70  $    678. 88  $    37, 415.82  $   113, 261. 96

6/ 30/ 2023 38, 094.70  $    510. 31   $    37, 584. 39  $    75, 677. 56

9/ 30/ 2023 38,094.70  $    340. 97  $    37, 753. 73  $    37, 923. 83

12/ 30/ 2023 38,094.70  $    170. 87  $    37, 923.83  $  0. 00)

1, 000, 000. 00  $ 1, 066,651. 60  $ 66, 651. 60  $ 1, 000, 000. 00

The transaction described in this document is an arm' s length, commercial transaction between you and Banc ofAmerica Public Capital Corp or
one of its subsidiaries or affiliates( collectively, " BAPCC') in which:( i) BAPCC is acting solely as a principal( i.e., as a lender or lessor) and for its own
interest;( ii) BAPCC is not acting as a municipal advisor or financial advisor to you;( iii) BAPCC has no fiduciary duty pursuant to Section 15B of the Securities
Exchange Act of 1934 to you with respect to this transaction and the discussions, undertakings and procedures leading thereto( irrespective of whether BAPCC
or any of its affiliates has provided other services or is currently providing other services to you on other matters);( iv) the only obligations BAPCC has to you
with respect to this transaction are set forth in the definitive transaction agreements between us; and( v) BAPCC is not recommending that you take an action
with respect to the transaction described in this document, and before taking any action with respect to the this transaction, you should discuss the information
contained herein with your own legal, accounting, tax, financial and other advisors, as you deem appropriate. Ifyou would like a municipal advisor in this
transaction that has legal fiduciary ditties to you, you arefree to engage a municipal advisor to serve in that capacity.
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7-YR NBQ Lease Amortizations:

date funding payment interest principal balance

12/ 30/ 2016 $ 1, 000, 000. 00 1, 000, 000. 00

3/ 30/ 2017 38, 139. 10  $  4, 587. 92  $    33, 551. 18  $   966, 448. 82

6/ 30/ 2017 38, 139. 10  $  4, 433. 99  $    33, 705. 11   $   932, 743. 71

9/ 30/ 2017 38, 139. 10  $  4, 279. 36  $    33, 859. 74  $   898,883.97

12/ 30/ 2017 38, 139. 10  $  4, 124. 01   $    34, 015.09  $   864,868.88

3/ 30/ 2018 38, 139. 10  $  3, 967. 95  $    34, 171. 15  $   830, 697.73

6/ 30/ 2018 38, 139. 10  $  3, 811. 18  $    34, 327. 92  $   796, 369. 81

9/ 30/ 2018 38, 139. 10  $  3, 653.68  $    34, 485.42  $   761, 884. 39

12/ 30/ 2018 38, 139. 10  $  3, 495.47  $    34, 643. 63  $   727, 240. 75

3/ 30/ 2019 38, 139. 10  $  3, 336. 52  $    34, 802. 58  $   692, 438. 18

6/ 30/ 2019 38, 139. 10  $  3, 176. 85  $    34, 962. 25  $   657, 475.93

9/ 30/ 2019 38, 139. 10  $  3, 016.45  $    35, 122. 65  $   622, 353. 28

12/ 30/ 2019 38, 139. 10  $  2, 855.31   $    35, 283. 79  $   587, 069. 49

3/ 30/ 2020 38, 139. 10  $  2, 693.43  $    35,445.67  $   551, 623. 82

6/ 30/ 2020 38, 139. 10  $  2, 530. 81   $    35, 608. 29  $   516, 015. 52

9/ 30/ 2020 38, 139. 10  $  2, 367.44  $    35, 771. 66  $   480, 243. 86

12/ 30/ 2020 38, 139. 10  $  2, 203. 32  $    35, 935.78  $   444, 308. 08

3/ 30/ 2021 38, 139. 10  $  2, 038. 45  $    36, 100. 65  $   408, 207.43

6/ 30/ 2021 38, 139. 10  $  1, 872. 82  $    36, 266. 28  $   371, 941. 16

9/ 30/ 2021 38, 139. 10  $  1, 706. 44  $    36, 432. 66  $   335, 508. 49

12/ 30/ 2021 38, 139. 10  $  1, 539. 29  $    36, 599. 81   $   298, 908. 68

3/ 30/ 2022 38, 139. 10  $  1, 371. 37  $    36, 767. 73  $   262, 140. 95

6/ 30/ 2022 38, 139. 10  $  1, 202. 68  $    36,936. 42  $   225,204.53

9/ 30/ 2022 38, 139. 10  $  1, 033. 22  $    37, 105.88  $   188, 098. 65

12/ 30/ 2022 38, 139. 10  $    862. 98  $    37,276. 12  $   150, 822. 54

3/ 30/ 2023 38, 139. 10  $    691. 96  $    37,447. 14  $   113, 375.40

6/ 30/ 2023 38, 139. 10  $    520. 16  $    37, 618. 94  $    75, 756. 46

9/ 30/ 2023 38, 139. 10  $    347. 56  $    37, 791. 54  $    37, 964.92

12/ 30/ 2023 38, 139. 10  $    174. 18  $    37, 964.92  $   0. 00

1, 000, 000. 00  $ 1, 067,894.80  $ 67, 894. 80  $ 1, 000, 000. 00

The transaction described in this document is an arm' s length, commercial transaction between you and Banc of America Public Capital Corp or
one of its subsidiaries or affiliates( collectively, " BAPCC") in which:( i) BAPCC is acting solely as a principal( i.e., as a lender or lessor) and for its own
interest;( ii) BAPCC is not acting as a municipal advisor orfinancial advisor to you;( iii) BAPCC has no fiduciary duty pursuant to Section 15B of the Securities
Exchange Act of 1934 to you with respect to this transaction and the discussions, undertakings and procedures leading thereto( irrespective of whether BAPCC
or any of its affiliates has provided other services or is currently providing other services to you on other matters);( iv) the only obligations BAPCC has to you
with respect to this transaction are set forth in the definitive transaction agreements between us; and( v) BAPCC is not recommending that you take an action

with respect to the transaction described in this document, and before taking any action with respect to the this transaction, you should discuss the information
contained herein with your own legal, accounting, tax, financial and other advisors, as you deem appropriate. Ifyou would like a municipal advisor in this
transaction that has legal fiduciary duties to you, you arefree to engage a municipal advisor to serve in that capacity.
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OFFER FORM

To:     Mr. Paul Salvatore, Director of Finance

Peachtree City, Georgia
c/ o Mr. Todd Barnes, Managing Director
Raymond James & Associates, Inc.

Email: todd.barnes@raymondjames.com

404- 279- 5724

We propose to enter into a Master Lease Agreement with the City,  subject to the

provisions set forth in the City's Term Sheet, based on the Index ( funding formula)  and

other conditions set forth below:

Index:  Five- Year Lease Term

BQ Rate:  1. 6487%

Non- BQ Rate:  1. 6252%

Five- Year Indexing Based on 11/ 16/ 16 Bloomberg Interest Rate Swaps Index( Market Open):

Structure Payment Mode
Index Term

Index Rate
xPercentage of   +

Spread      =
Equipment

Avg Life) Index Lease Rate

BQ Quarterly Arrears 3YRS 1. 45%  65% 0. 7062% 1. 6487%

NBQ Quarterly Arrears 3YRS 1. 45%  65% 0. 6827% 1. 6252%

Index:  Seven- Year Lease Term

BQ Rate:  1. 8022%

Non- BQ Rate:  1. 8352%

Seven- Year Indexing Based on 11/ 16/ 16 Bloomberg Interest Rate Swaps Index( Market Open):

Structure Payment Mode
Index Term

Index Rate
xPercentage of    +

Spread       =
Equipment

Avg Life) Index Lease Rate

BQ Quarterly Arrears 4YRS 1. 62%  65%  0. 7492% 1. 8022%

NBQ     ,   Quarterly Arrears 4YRS 1. 62%  65%  0. 7822% 1. 8352%

Submitted by:

Company: Banc of America Public Capital Corp

By:

Title: Vice President

Phone: 312- 537- 6773
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CITY OF PEACHTREE CITY

INTEROFFICE MEMORANDUM

TO: Mayor& Council Members

FROM:    Jonathan N. Rorie, City Manager

DATE:     November 21, 2016

SUBJECT: Consider Intergovernmental Agreement- 2017 SPLOST
December 1, 2016 City Council Meeting

Recommendation:

Approve the Intergovernmental Agreement for the use and distribution of proceeds from the
2017 Special Purpose Local Option Sales Tax ( SPLOST) for capital outlay projects.

Discussion:

A Special Purpose Local Option Sales Tax ( SPLOST) is a county-wide, one-cent, voter approved,
tax for a specified time that local governments can use to fund specific capital projects.  The

proposed 2017 SPLOST is for six years, and voters will make a decision regarding the SPLOST
during the March 21, 2017, Special Election.

Fayette County and the municipalities of Peachtree City, Fayetteville, Tyrone, and Brooks would
share the SPLOST proceeds based upon population.    This intergovernmental agreement

between Fayette County and the municipalities outlines the terms of the distribution and
projects associated with the approval of the SPLOST.

The Fayette County Board of Commissioners unanimously approved the agreement at their
November 10 meeting.

Budget Impact:

If passed, the SPLOST is projected to raise $ 141 million, of which $ 45,472,835 would come to

Peachtree City to fund projects identified in Peachtree City' s finalized SPLOST Projects Manual.
The project categories and corresponding funding allocation are:

Roads 29. 62 million

Multi- use Paths 9. 56 million

Parks & Recreation 1. 02 million

Public Safety 3. 32 million

Dam/ Spillway Enhancements 1. 95 million

Page 388 of 400 



Page 389 of 400 



Page 390 of 400 



Page 391 of 400 



Page 392 of 400 



Page 393 of 400 



Page 394 of 400 



Page 395 of 400 



Page 396 of 400 



 

Exhibit “A” 
 

The Projects shall consist of County Projects and City Projects”.  The County Projects, The City 

Projects, and their estimated costs are set forth below: 
 

 

County Projects  

Stormwater Projects          $23,741,641  

Transportation          $19,520,353  

E911 Radio System           $18,211,536  

Fire Station #4 & Pumper                 $2,950,000  

Woolsey Community Center                   $223,000 

 

Town of Brooks 

Julia's Crossing - Paving & Improvements                 $198,000 

Butler Road - Paving & Improvements                  $228,000 

SR 85 Connector - Sidewalk/curb Improvements                 $162,000 

SR 85 Connector/Brooks Rd/Gable Rd Int. Imp.                 $392,000 

Hogan Road - Paving & Improvements                  $170,000 

Friendship Church Road - Paving & Improvements                $167,000 

 

City of Fayetteville 

Fire Station 93 – Design & Construction                                                                          $1,000,000 

Fire Apparatus                                                                                                                   $3,000,000 

Police Vehicles & IT Equipment                                                                                       $1,109,000 

Wastewater plant Upgrades                                                                                               $8,000,000 

Debt retirement                                                                                                                  $1,500,000 

Road Resurfacing Projects                                                                                                $4,550,872 

Highway Median Landscaping                                                                                              $75,000 

Pedestrian Trails & Cart Paths                                                                                               $75,000 

Highway 54/Hospital bridge                                                                                                $600,000 

Downtown Road Network                                                                                                   $500,000 

Redwine Road/Ramah Road Roundabout                                                                        $1,200,000 

Parks Recreation/Land Acquisition/Greenspace                                                              $3,400,000 

 

City of Peachtree As identified in 2017 Project Manual  

Roads and Streets Resurfacing/Maintenance        $29,619,180 

Multi-Use Path Resurfacing and Extensions           $9,564,545 

Public Safety                $3,316,110 

Parks and Recreation              $1,023,000 

Dam/Spillway Enhancements                                   $1,950,000 

Tier 2 Projects                                                                            $6,566,566 
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CITY OF PEACHTREE CITY

INTEROFFICE MEMORANDUM

TO: Mayor& Council Members

From:     Jonathan N. Rorie, City Manager
DATE:     November 21, 2016

SUBJECT: Performance Incentive Pay
December 1, 2016, City Council Meeting

Recommendation:

Recommend City Council approve a one-time, flat rate, " performance incentive" for all full- time

and part- time employees

Discussion:

Over the course of the last two annual budget cycles, the city has excluded cost-of- living
adjustments for employees while passing some additional benefits costs onto employees.

The Consumer Price Index (CPI) has been used to determine annual Cost-of-Living Adjustments
COLA) for employee salaries. CPI measures inflation experienced by consumers in their day-to-

day living expenses and provides a relative measurement of the value of the dollar.

Based upon US Department of Labor statistics, the Consumer Price Index (CPI) for the last 12
months ending October 2016 was 1. 6%.   Historically, employers respond to CPI increases by
increasing the wages/ salaries of employees; however, other benefits in the total compensation
package should also be considered. Salary adjustments and benefit adjustments have kept
pace with changing market conditions. Specifically, over the course of the last five ( 5) years:

Total employees have increased by 18 Full- Time Equivalents ( 16 FT, 4PT)
Total personnel costs have increased by 6. 7%, with most of the increase attributed to

Health Insurance costs.

Average CPI has been 1 . 34% per year since 2012 ( also roughly 6. 7% from 2012 through

October 2016).

If we were to implement 1. 6% adjustment for all employees, the estimated budget impact would

be -$ 200,000 now and recurring in future budgets. Over the course of the last two years we
have absorbed cost increases in our benefits program; therefore, in lieu of a COLA, I am
proposing we offer a one-time, flat rate " performance incentive" for all full- time and part-time
employees as follows:
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300 pre-tax incentive for all- full- time (currently filled) positions with an estimated cost of
69, 300 ( 231 positions)

150 pre- tax incentive for all-part-time(currently filled) positions with an estimated cost of
9, 750 ( 65 positions)

Budget Impact:

The total impact on the FY 2017 budget will be roughly $79, 000.
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